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Pavement Markings - Limited Access Highways, Turning Roadways and Ramps
  During construction, the Contractor shall maintain all pavement markings throughout the limits of the Project. 
  Temporary pavement markings shall be installed on each intermediate course of bituminous concrete pavement and on any milled surface by the end of the work shift.
  Permanent Epoxy Resin Pavement Markings shall be installed on the final course of bituminous concrete pavement within 10 calendar days of the final pavement installation if no Pavement Marking Grooves are proposed.  
Temporary Pavement Markings
  Temporary pavement markings shall consist of temporary painted pavement markings and shall be installed in accordance with Section 12.09.  The markings shall include 4 inch wide white lane lines (solid and broken), 4 inch wide edge lines, lane-use arrows at the stop bar.  Temporary 12 inch wide white stop bars shall consist of temporary pavement marking tape, as described below.  
  Refer to Pavement Marking Groove special provisions for pavement marking requirements.
  Temporary 12 inch wide white stop bars consisting of temporary plastic pavement marking tape shall be installed on exit ramps if permanent Epoxy Resin Pavement Markings are not installed by the end of the work shift on the final course of bituminous concrete pavement.  Temporary stop bars may consist of two 6 inch wide white markings or three 4 inch wide white markings placed side by side.  The Contractor shall remove and dispose of these markings when the permanent Epoxy Resin Pavement Markings are installed.  The cost of furnishing, installing and removing the Temporary Plastic Pavement Marking Tape is included under the applicable temporary pavement marking items.

  All temporary pavement markings exposed throughout the winter shall be Epoxy Resin Pavement Markings, unless directed otherwise by the Engineer.

  Temporary pavement markings, as described above, shall be maintained until the permanent pavement markings are installed.  

Final Pavement Markings
  Refer to Pavement Marking Groove special provisions for pavement marking requirements.  Permanent epoxy resin pavement markings shall be installed in accordance with Section 12.10 and the applicable Traffic Engineering Standard Drawings.  

  If Temporary Plastic Pavement Marking Tape is installed, then the Contractor shall remove and dispose of these markings during the same work shift that the permanent epoxy resin pavement markings are to be installed.  The cost of furnishing, installing and removing the Temporary Plastic Pavement Marking Tape shall be paid for under the appropriate pay items. 
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