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Pavement Markings - Non-Limited Access Roadways 
  During construction, the Contractor shall maintain all pavement markings on paved surfaces on all roadways throughout the limits of the Project.

  Temporary pavement markings shall be installed on each intermediate course of bituminous concrete pavement and on any milled surface by the end of the work shift.
  Permanent Epoxy Resin Pavement Markings shall be installed on the final course of bituminous concrete pavement within 10 calendar days of the final pavement installation if no Pavement Marking Grooves are proposed.

Temporary Pavement Markings

  Temporary pavement markings that will be in place for less than 72 continuous hours may consist of temporary plastic pavement marking tape at the Contractor’s expense.  Additionally;

1. These temporary pavement markings shall include centerlines, lane lines (solid and broken), and stop bars. 
2. Centerlines shall consist of two 4 inch wide yellow markings, 2 feet in length, side by side, 4 inches apart, at 40 foot intervals. 
3. Lane lines shall consist of 4 inch wide white markings, 2 feet in length, at 40 foot intervals.

4. No passing zones shall be posted with signs in those areas where the final centerlines have not been established on two-way roadways.  
5. Stop bars may consist of two 6 inch wide white markings or three 4 inch wide white markings placed side by side.  
6. The temporary plastic pavement marking tape shall be installed in accordance with Section 12.12.

7. The Contractor shall remove and dispose of the temporary plastic pavement marking tape prior to another course of bituminous concrete pavement being installed.  
  Temporary pavement markings that will be in place for 72 continuous hours or more should consist of temporary painted pavement markings and shall be installed in accordance with Section 12.09.  The markings shall include centerlines, edge lines, lane lines (solid and broken), lane-use arrows, and stop bars on each intermediate course of bituminous concrete pavement and on any milled surface by the end of the work shift  Edge lines and lane-use arrows are not required if the next course of bituminous concrete pavement will be placed within 10 calendar days.  

  All temporary pavement markings exposed throughout the winter shall be Epoxy Resin Pavement Markings, unless directed otherwise by the Engineer.

  Temporary pavement markings, as described above, shall be maintained until the permanent pavement markings are installed.  

Final Pavement Markings

  Refer to Pavement Marking Groove special provisions for pavement marking requirements. Permanent epoxy resin pavement markings shall be installed in accordance with Section 12.10 and the applicable Traffic Engineering Standard Drawings.  

  If Temporary Plastic Pavement Marking Tape is installed, then the Contractor shall remove and dispose of these markings during the same work shift that the permanent epoxy resin pavement markings are to be installed.  The cost of furnishing, installing and removing the Temporary Plastic Pavement Marking Tape shall be at the Contractor’s expense. 
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