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NOTES
1L INSTALL SIGNS AS SHOWN WHENEVER
BLASTING CAPS ARE USED WITHIN 1,000 FEET
OF A ROADWAY. 4. WHENEVER A SIDE ROAD_INTERSECTS THE ROADWAY
BETWEEN THE “BLASTING ZONE ANEAD® SIGN AND THE

2. COVER OR REMOVE SIGNS WHEN THERE AR “END BLASTING ZONE" SIGN, OR A SIDE ROAD 1S WITHIN
NG EXPLOSIVES N THE AREA OR THE AREA TS 1000 FEET OF ANY BLASTING. CAP, SIMILAR SIGNING, AS
OTHERWISE SECURE. N THE MAINLINE, SHALL BE INSTALLED ON THE SIDE ROAD.
3. THE SIGNS SHALL BE WOUNTED O OTH 5. SIGNS SHOWN ARE N ADDITION TO OTHER CONSTRUCTION
APPROACHES OF DIVIDED_ HIGHWAYS. SIGNS TN ADVANCE OF THE BLASTING AREA:
SYMBOL LEGEND

CONSTRUCTION TRAFFIC CONTROL PLAN

— PORTABLE SIGN SUPPORT @D BLAST HOLE PLAN 30
SEE NOTE 4
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