Rev. 06/19

ITEM #1001001A – TRENCHING AND BACKFILLING

Section 10.01 is amended as follows:

10.01.01 – Description: Add after the first paragraph:

  Rock, insofar as it applies to trenching and backfilling, shall be defined as rock in definite ledge formation, boulders, or portions of boulders, cement masonry structures, concrete structures, reinforced concrete pipe, Portland cement concrete pavement or base, of 1/2 c.y. or more in volume, removed as indicated or directed from within the payment lines for trench excavation.

Revise the third paragraph to add:
“processed aggregate base, granular fill, suitable backfill material” after “crushed stone”.

10.01.02 – Materials:  Add the following:

Processed Aggregate Base shall be as specified in M.05.01.
Granular fill shall be specified in M.02.01


 10.01.03 – Construction Methods: Replace the fourth paragraph with the following:

   Where trenching occurs in riprap or crushed stone areas, the surface material shall be replaced in kind.  Where trenching in bituminous concrete sidewalk or paved areas, the trench shall be sawcut and backfilled to within the depth from the surface required to replace the removed sidewalk or pavement structure, which shall then be replaced. Suitable backfill material and granular fill shall be used for sidewalks and processed aggregate base shall be used as backfill material for pavement or bituminous concrete surfaces.  The edges of all trenches in paved surfaces shall be sawcut to neat lines prior to paving.  All trenches in existing paved surfaces, which parallel the curb, shall be no more than 1 1/2 feet from the curb, or when no curb is present, the apparent edge of road.  The exception shall be to avoid existing appurtenances such as catch basins, water gates, manholes etc.

10.01.04—Method of Measurement: Replace the second sentence with the following:

If rock, conforming to the description given under 10.01.01, is encountered, the Contractor shall strip it of sufficient overlying material to allow for proper measurement, and shall notify the Engineer that the rock surface is ready for measurement.

10.01.05 -- Basis of Payment: Replace the second paragraph with the following 

[bookmark: _GoBack]  It shall also include all sand encasement, suitable backfill material, processed aggregate base, granular fill, backfilling, grading, seeding, fertilizing, mulching, clean-up and disposal of surplus material, sawcutting sidewalks and paved areas, as well as furnishing and installing curbing, riprap, crushed stone, topsoil, sidewalk, pavement or structure, as the case may be.

Replace the third paragraph with the following and remove the fourth paragraph entirely:

When rock, conforming to the description given under 10.01.01 is encountered within the limits of trenching, its removal will be classified; and the accepted quantities of rock in trench excavation will be paid for at the Contract unit price per cubic yard for "Rock in Trench Excavation."  In the absence of a “Rock in Trench Excavation” item, the work will be compensated as extra work.
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