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ITEM#1118012A REMOVAL AND/OR RELOCATION OF TRAFFIC SIGNAL EQUIPMENT

Section 11.18: Replace the entire section with the following:
11.18.01 – Description: 
Remove all abandon traffic signal equipment. Restore the affected area. Where indicated on the plans remove and reinstall existing traffic signal equipment to the location(s) shown. 
Lead paint is presumed present on the painted surface of all cabinets and structures located within project limits.  Any activities performed by the contractor that results in a painted surface being impacted  or altered, shall be performed in accordance OSHA Lead in Construction Standard 29CFR 1926.62, or the painted surface shall be tested prior to any paint being disturbed by a qualified third party hired by the contractor to confirm that no lead is present.
11.18.02 – Materials:
The related sections of the following specifications apply to all incidental and additional material required for the proper relocation of existing equipment and the restoration of any area affected by this work. 
· Division III, “Materials Section” of the Standard Specifications.
· Current Supplemental Specifications to the Standard Specifications.
· Applicable Special Provisions to the Standard Specifications.
· Current Department of Transportation, Functional Specifications for Traffic Control Equipment.
Article 11.18.03 ‑ Construction Methods:
Schedule/coordinate the removal and/or relocation of existing traffic signal equipment with the installation of new equipment to maintain uninterrupted traffic signal control. This includes but is not limited to vehicle signals and detectors, pedestrian signals and pushbuttons, co-ordination, and pre-emption.
Abandoned Equipment

The contract traffic signal plan usually does not show existing equipment that will be abandoned. Consult the existing traffic signal plan for the location of abandoned material especially messenger strand, conduit risers, and handholes that are a distance from the intersection. A copy of the existing plan is usually in the existing controller cabinet. If not, a plan is available from the Division of Traffic Engineering upon request.

Unless shown on the plans it is not necessary to remove abandoned conduit in-trench and conduit under-roadway
When a traffic signal support strand, rigid metal conduit, down guy, or other traffic signal equipment is attached to a utility pole, secure from the pole custodian permission to work on the pole. All applicable Public Utility Regulatory Authority (PURA) regulations and utility company requirements govern. Keep utility company apprised of the schedule and the nature of the work. Remove all abandoned hardware, conduit risers, and down guys, Remove anchor rods, to 6” (150mm) below grade.
When underground material is removed, backfill the excavation with clean fill material. Compact the fill to eliminate settling. Remove entirely the following material: pedestal foundation; controller foundation; handhole; pressure sensitive vehicle detector complete with concrete base. Unless otherwise shown on the plan, remove steel pole and mast arm foundation to a depth of 2 feet (600mm) below grade. Restore the excavated area to a grade and condition compatible with the surrounding area.
· If in an unpaved area apply topsoil and establish turf in accordance with Section 9.44 and Section 9.50 of the Standard Specifications.

· If in pavement or sidewalk, restore the excavated area in compliance with the applicable Sections of Division II, “Construction Details” of the Standard Specifications.
Relocated Equipment

In the presence of the Engineer, verify the condition of all material that will be relocated and reused at the site. Carefully remove all material, fittings, and attachments in a manner to safeguard parts from damage or loss. Replace at no additional cost, all material which becomes damaged or lost during removal, storage, or reinstallation.

Scrap and Salvage Equipment

	Scrap Material
	Stock No.

	Steel Mast Arm Assembly
	N/A

	Copper Cable
	N/A

	Pedestrian Pushbutton and Sign
	N/A


	Salvage Material
	Stock No.
	Value

	Controller Cabinet, Complete including but not limited to the following:


Conflict Monitor


Coordination Equipment


Vehicle Detection Equipment
	330-03-7010
	$ 500.00

	Controller Unit
	330-03-7005
	$ 500.00

	Aluminum Pedestal


8 foot (2.4 m)


4 foot, 4 inch (1.3 m)
	330-16-7108

330-16-7112
	$ 100.00

$ 100.00

	Steel Span Pole, 30’ (9.0 m)
	330-16-7050
	$ 250.00

	Steel Span Pole, all other lengths
	330-16-7016
	$ 250.00


All material not listed as scrap or salvage becomes the property of the Contractor; which assumes all liabilities associated with material’s final disposition.
In the presence of the Engineer, verify the condition and quantity of salvage material prior to removal. After removal transport and store the material protected from moisture, dirt, and other damage. Coil and secure copper cable separate from other cable such as galvanized support strand.
Within 4 working days of removal, return the State owned pedestals, span poles/mast arms to the Department of Transportation Stores warehouse listed below. Supply all necessary manpower and equipment to load, transport, and unload the material. The condition and quantity of the material after unloading will be verified by the Engineer.

DOT Salvage Store #506

1640 Saybrook Rd.

Haddam, CT 

Contact Materials Management Salvage Coordinator, at (860) 345-2258, at least 24 hours prior to delivery.  

All other State owned Salvage material to be returned to the Department of Transportation Stores Warehouse listed below.

DOT Salvage Store #134

660 Brook Street

Rocky Hill, CT 

Contact Materials Management Salvage Coordinator, at (860) 258-1980, at least 24 hours prior to delivery.  

Article 11.18.04 – Method of Measurement:
This work will be measured as a Lump Sum.
Article 11.18.05 – Basis of Payment:

This work will be paid for at the contract lump sum price for “Removal and/or Relocation of Traffic Signal Equipment” which price shall include relocating signal equipment and associated hardware, all equipment, material, tools and labor incidental thereto.  This price shall also include removing, loading, transporting, and unloading of signal equipment/materials designated for salvage, scrap, and all equipment, material, tools and labor incidental thereto.  This price shall also include removing and disposing of traffic signal equipment not to be salvaged or scrapped and all equipment, material, tools and labor incidental thereto.

Payment is at the contract lump sum price for “Removal and/or Relocation of Traffic Signal Equipment” inclusive of all labor, vehicle usage, storage, and incidental material necessary for the complete removal of abandoned equipment/material and/or relocation of existing traffic signal equipment/material. Payment will also include the necessary labor, equipment, and material for the complete restoration of all affected areas.

A credit will be calculated and deducted from monies due the Contractor equal to the listed value of salvage material not returned or that has been damaged and deemed unsalvageable due to the Contractor’s operations. 
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