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SITE NAME: NAUGATUCK 5 - 161 CONRAD STREET, NAUGATUCK, CT

GENERAL CELL SITE DESCRIPTION

The proposed Naugatuck 5 cell site (the “Facility””) would be located in the northwest
portion of an approximately 1.74-acre parcel at 161 Conrad Street in Naugatuck, Connecticut
(the “Property”). The Property is owned by the Borough of Naugatuck. The Property is
currently occupied by two abandoned water tanks and a T-Mobile wireless telecommunications
installation. The Facility would consist of a 150-foot telecommunications tower and associated
equipment located within a 7,105 sq. foot fenced compound (7,652 sq. foot leased area). Cellco
will install equipment, a battery cabinet, and a diesel-fueled generator within the fenced
compound, near the base of the tower. T-Mobile has agreed to relocate its equipment from the
southernly water tank to the proposed tower if this docket is approved. AT&T has also
expressed an interest in the proposed Facility.

Cellco would attach eighteen (18) antennas and ten (10) remote radio heads on an
antenna platform at the top of the tower. Vehicular access to the facility would extend from
Conrad Street a distance of 15 feet. Utility service would extend from existing service along
Conrad Street to the cell site.
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ALL-POINTS
TECHNOLOGY CORPORATION Site Evaluation Report

SITE EVALUATION REPORT
CT1239 Conrad Street

Naugatuck

l. LOCATION

A. COORDINATES: 41° 29'52.98" N (41.49805°N)
73° 04' 12.73"W (73.070203°W)

B. GROUND ELEVATION: 515.8+ AMSL

C. USGS MAP: USGS 7.5 quadrangle for Naugatuck

D. SITE ADDRESS: 161 Conrad Street
Naugatuck, CT 06770

E. ZONING WITHIN %2 MILE OF SITE: Abutting areas to the north &
west of the property are zoned Residential (R-15). Abutting areas to
the south are zoned Residential (R-8). Areas to the east are zoned
Residential (R-8) and Residential (RA-2).

L. DESCRIPTION
A. SITE SIZE: 1.74 Ac (Vol 378 - Page 776)

LEASE AREA/COMPOUND AREA: 6,916 SF/6,737 SF

B. TOWERTYPE/HEIGHT: A 150" AGL monopole.

C. SITE TOPOGRAPHY AND SURFACE: The facility is located in on
the northwestern side of an existing fenced area encompassing (2)
existing Water Tanks slated for demolition. Site slopes from a high
point at the northern water tank and decreases in elevation from that
point to the existing fencing on all sides.

D. SURROUNDING TERRAIN, VEGETATION, WETLANDS, OR
WATER: The proposed compound is to be located in the
southwestern side (adjacent to the street) of a 1.74+ acre parcel that
is currently occupied by a fenced in area with (2) existing water
tanks. There are no wetlands located on the subject parcel. The
closest offsite wetlands are located 0.45+ miles southwest of the




V.

proposed facility.

E. LAND USE WITHIN % MILE OF SITE: Single Family residential
properties are located north, south and west. Residential Apartments
and Single Family Residential properties to the east.

FACILITIES

A. POWER COMPANY: Eversource

B. POWER PROXIMITY TO SITE: 85'

C. TELEPHONE COMPANY: Frontier

D. PHONE SERVICE PROXIMITY: 85'+

E. VEHICLE ACCESS TO SITE: Access to the proposed
telecommunication facility will be over an improved existing curb cut
off of Conrad Street (Approx. 15).

F. OBSTRUCTION: There are no wetlands located on the subject
parcel. There are (2) existing water tanks to be demolished (by
others) for the construction of the proposed facility installation.

G. CLEARING AND FILL REQUIRED: Total area of disturbance is
8,850+ sf. (0.20+ ac.); Two (2) trees will need to be removed. The
site improvements entail approximately 50 CY of excavation for the
construction of the compound. Approximately 50 CY of clean
broken stone fill is needed for the compound and utility area
construction. The utility trench from the proposed utility pole to the
compound will excavate approximately 10 CY of material that will
be used to backfill the trench.

LEGAL

A. PURCHASE [ ] LEASE [X]

B. OWNER: Borough of Naugatuck

C. ADDRESS: 229 Church Street, Naugatuck, CT 06770

D. DEED ON FILE AT: Vol 378 - Page 776

ALL-POINTS TECHNOLOGY CORPORATION, P.C.

561 VAUXHALL STREET EXTENSION — SUITE 311 - WATERFORD. CT 06385 - PHONE 860-663-1697 - FAX 860-663-0935
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ALL-POINTS

TECHNOLOGY CORPORATION Site Impact Statement
Site: CT1239 Conrad Street, Naugatuck
Site Address: 161 Conrad Street

Naugatuck, CT 06770

Access distances:
Access to the proposed telecommunication facility will be over an improved existing curb cut off of
Conrad Street (Approx. 15').

Distance to Nearest Wetlands
There are no wetlands are located on the subject property. The closest offsite wetlands are
located 0.45+ miles southwest of the proposed facility.

Distance to Property Lines:

186’+/- to the northeastern property boundary from the tower
90'+/- to the northwestern property boundary from the tower

243'+/- to the southeastern property boundary from the tower
46'+/- to the southwestern property boundary from the tower

147’+/- to the northeastern property boundary from the compound
44’+/- to the northwestern property boundary from the compound
183'+/- to the southeastern property boundary from the compound
13'+/- to the southwestern property boundary from the compound

Residence Information:

There are 155 residences within 1,000’ feet of the compound. The closest offsite residence is
approximately 53 feet to the northwest and is located at Parcel ID 48-99W30-92 (171 Conrad
Street).

Special Building Information:
There are (2) existing water tanks to be demolished (by others) for the construction of the
proposed facility installation.

Tree Removal Count:
Two (2) trees need to be removed to construct the compound area.

Cut/Fill: The site improvements entail approximately 50 CY of excavation for the construction of
the compound. Approximately 50 CY of clean broken stone fill is needed for the compound and
utility area construction. The utility trench from the proposed utility pole to the compound will
excavate approximately 10 CY of material that will be used to backfill the trench.

Clearing/Grading Necessary: Total area of disturbance = 8,850+/- SF

ALL-POINTS TECHNOLOGY CORPORATION, P.C.
567 VAUXHALL STREET EXTENSION - SUITE 311 - WATERFORD. CT 06385 - PHONE 860-663-1697 - FAX 860-663-0935
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ALL-POINTS
TECHNOLOGY CORPORATION Tree Inventory

March 4, 2025

Robinson & Cole, LLP
Attn: Kenneth C. Baldwin
One State Street
Hartford, CT 06103

RE:  Tree Inventory
Site: CT1239 Conrad St Naugatuck
161 Conrad Street
Naugatuck, CT 06770

Dear Atty. Baldwin:

A Tree Inventory was completed at the subject site during the month of September 2024
to determine the size and quantity of existing trees that will need to be removed for the
installation of the proposed facility. The proposed site has suitable access, but earthwork
activities will be required to construct the compound area. Installation of the proposed
compound area will require the removal of 2 trees.

6” — 10”dbh 2 trees
10” - 14”dbh 0 trees
14” or greater dbh 0 trees

An existing improved curb cut from Conrad Street will be utilized for access and the
utilities will run underground from new utility pole in front of the facility to the proposed

utility area. The total area of disturbance for compound, and utility improvements is
8,850 sf.

Sincerely,

ALL-POINTS TECHNOLOGY CORPORATION, P.C.

Robert C. Burns, P.E.
Department Manager

ALL-POINTS TECHNOLOGY CORPORATION, P.C.
567 VAUXHALL STREET EXTENSION - SUITE 311 - WATERFORD, CT 06385 - PHONE 860-663-1697 - FAX 860-663-0935
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DRIVEWAY APRON
(APPROX. 15+ LF) w n

PROF. 12" WIDE DOUBLE
CHAIN-LINK GATE W/ BARBED
WIRE & PRIVACY SLATS TO
REPLACE EXISTING GATE

.

43

Pttt

13

ay

13

)

T EQUIPMENT-

- PUTURE
. EQUIPMENT. |
. AREA -

[

AREA
(12::20‘) .

EXIST. 59'+ STEEL WATER STANDPIPE #1
TO BE REMOVED (BY OTHERS).

PROP. CELLCO PARTNERSHIF EQUIP. &
BATTERY CABINETS, 50kW DIESEL
POWERED EMERGENCY STANDEY
POWER GENERATOR, UTILITY SERVICE
FRAME, GPS UNIT & CANOPY ON PROP.
10%20' CONG, EQUIPMENT PAD

(18} PROP. CELLCO PARTNERSHIP
PANEL ANTENNAS, (10} RRHS & {(2) BOVP

FUTURE

AREA |
(12x209

MOUNTED ON PROP. PLATFORM W/
RAILS @ 140'= AGL

PROF. CELLCO PARTNERSHIP
UNDERGROUND ELECTRIC/TELCO
SERVICE FROM PROP, MULTIMETER
CENTER TO PROF. EQUIFMEMT AREA &
PROP. FIBER CABINET

m PROP. GRAVEL COMPOUND SURFACE

TREATMENT - PROP. GRADE TO MATCH

=3}

EXISTING (TYP.}

PROP. CONSTRUCTION ENTRANCE

a
3
BEGIN REMOVAL OF EXISTING CHAIN LINK FENCE.
CONNECT PROPOSED FENCE TO EXIST.
PROP. UNDERGROUND ELEC. & FIZER
SERVICE FROM EXIST. DEMARCS
R
(PROP. UTILITY POLE) TO PROF. w
COMPOUND (APPROX. 85)
EXIST. UTILITY POLE
(#3314)
EXIST. CHAINLINK FENCE TO BE
ALL DISTUREBED AREAS OUTSIDE OF THE FENCED IN COMPOUND TO
PARTIALLY REMOVED MATCH EXISTING GRADE AND BE BACKFILLED WITH TOPSOIL, SEEDED &
MULCHED
EXIST. 59= STEEL WATER
STANDPIPE #2 & FOUNDATION TO BE i m PROP. 8 CHAIN LINK FENCE (SOUTH SIDE) w/ PRIVACY SLATS
REMOVED (BY OTHERS) | \ﬁl/ AND BARBED WIRE (TO MATCH EXISTING) (TYP.} (80 LF)

'_
L
EXIST. T-MOBILE ANTENINAS &

w ASSOCIATED EQUIPMENT TO BE
o REMOVEDYRELOCATED (BY OTHERS)
l_
w I

|
o
<
jant
=z
o]
O |

(INFEET} 1inch=101




EXIST. EDGE OF I
PAVEMENT i
EXIST. OVERHEAD
UTUTIES

EXIST. PROPERTY
LINE

{18) PROP. CELLCO
PARTNERSHIP
PANEL ANTENNAS,
(10} RAHS & (2) BOVP

OMN MOUNTED
PROP. PLATFORM
W RAILS @ 140'=
AGL

BEGIN REMOVAL OF
EXISTING CHAIN
LINK FENCE.
CONNECT
PROPOSED FENCE
TO EXIST.

PROP. & CHAIN LINK
FENCE (WEST SIDE)
wif PRIVACY SLATS

AND BAREED WIRE
(TO MATCH
EXISTING) (TYP)
(B0 LF)

PROP. UTILITY POLE
(FINAL LOTATION TO
BE COORDINATED

&. =
o H

W/ UTILITY = m
COMPANY) w H
L
jan
= q
2y @ 1
o/ I
o) 1
< g
o
Z
S | s
FROF. MPROVED
12 WIDE 1
BrTuminous 10 |
CONCRETE | o,
DRIVEWAY APRON m
(APPROX. 15+ LF) 3

FUTURE

. EQUIPMENT: 1

PROP. (6,737 SF)
FENCED GRAVEL
COMPOUND AREA
WITHIN

PROP. (8,916 SF)
LEASE AREA

PROPF, CELLCO
PARTNERSHIP EQUIF.
& BATTERY
CABINETS, 50kW
DIESEL POWERED
EMERGENCY

STANDEY POWER
GENERATOR, UTILITY
SERVICE FRAME.,
GPS UMIT & CANOPY
OMN PROP. 10%20'
CONG, EQUIPMENT

PROP. CELLCO
PARTNERSHIP CABLE

m ICE BRIDGE W/
HYBRID CABLES

/

~

k¥

FUTORE

AREA
(12x20)

PROP. 12 WIDE
DOUBLE

CHAIN-LINK GATE
W BARBED WIRE & m

PRIVACY SLATS TO w

REPLACE EXISTING
GATE

PROP. UNDERGROUND

ELEC. & FIBER SERVICES

FROM EXIST. DEMARCS =
{PROP. UTILITY POLE) TO
PROP. COMPOUND
(AFFROX. B5)

is 29

EXIST. EVERSOURCE
POLE (#3314)

EXIST. CHAIMUINK
FENCE TO BE
PARTIALLY
REMOWED

PROP. STEP DOWN
TRANSFORMER

PROP. 36'%24" TELCO IN-GROUND
HAND-HOLE

PROP. MULTIMETER CENTER
W/ 3x3Fx1 HOFFMAN BOX w

PROP. BOLLARD (5 )

EQUIPMENT |

FUTURE'

AREA .

ch/ FROM EQUIPMENT

PAD TO TOWER
ENTRY FORT

PROP. 150+ AGL

MOMNOPOLE W/ YIELD
POINT @ 104+ AGL

m PROP. GRAVEL
COMPOUND SURFACE

(TYP. SPLI{5 O.C) | ¢

PROP. 8' CHAIN LINK FENGE
{SOUTH SIDE} wf PRIVACY m
SLATS AND BARBED WIRE (TO

MATCH EXISTING) (TYP.} W
(80 LF)

OMPOUND PLAN

SCALE : 1" = 100"

©1 ./ TREATMENT (TYP.)

BEGIN REMOVAL OF
EXISTING CHAIN LINK
FENCE. CONMECT
PROPOSED FENCE TO
EXIST.

POWERED EMERGENCY STANDBY POWER

RESERVED FUTURE MUNICIPAL

ANTEMNMNA (148}

(18) PROP. CELLCO PARTNERSHIP
PAMEL ANTENNAS, (10) RRHs & (2) 6OVP

MOUNTED ON PROP. PLATFORM W/
RAILS @140'+ AGL

FUTURE CARRIER ANTENNAS (TYP.}

FUTURE CARRIER ANTENNAS (TYP.}

FUTURE CARRIER ANTENMNAS (TYP.)

PROP. 150'+ AGL MONOPOLE W/ YIELD

POINT @ 104= AGL

T/ FUTURE MUMNICIPAL ANTENNA

@ 162-4'= AGL ¥

PROP. STEF DOWN TRANSFORMER

PROP. MULTIMETER CEMTER /‘3\

W/ 3x3x 1 HOFFMAN BOX o1

PROP. (6.737+ 8F) FENCED GRAVEL
COMPOUND AREA WITHIN

PROP. (6,216+ SF) LEASE AREA

FUTURE EQUIFMENT AREA (12%207

PROP. CELLCO PARTNERSHIP
CABLE ICE BRIDGE W/ HYBRID f/g\

CABLES FROM EQUIPMENT PAD Kcy'
TO TOWER ENTRY PORT

EXIST. 59'= STEEL WATER STANDPIPE #1
TO BE REMOVED (BY OTHERS)

FROP. CELLCO FPARTNERSHIP EQUIP. &
BATTERY CABINETS, S0KW DIESEL

o=

GENERATOR, UTILITY SERVICE FRAME, |\ o
GPS UNIT & CANOPY ON PROP. 1020
CONC. EQUIPMENT PAD

CL/ FUTURE CARRIER ANTENNAS @ 104'= AGL

PROF. §-58 TALL PLANTINGS
(THUJA GREEN GIANT) (& OC}
(TYP 15PL}

PROP. CELLCO PARTMNERSHIP
UNDERGROUND ELECTRIC/TELCO
SERVICE FROM PROP. MULTIMETER
CENTER TO PROP. EQUIPMENT AREA &
PROP. TELCO HOFFMAN BOX

EXIST CHAINLINK FENCE

W/ BARBED WIRE
l - W

T/ PROP. CELLCO PARTNERSHIP GPS UNIT @ 12-8'= AGL

T/ PROP. CELLCO PARTMNERSHIP CANOPY @ 10-8'+ AGL

8+ AGL

W . 1 '|||g

ET

LEF

PROP. CELLCO PARTNERSHIP UNDERGROUND ELECTRIC/TELCO
SERVICE FROM PROP. MULTIMETER CENTER TO PROF
EQUIPMENT AREA & PROP. FIBER CABINET

ET —— ET

PROP. UNDERGROUND ELEC. & FIBER SERVICES FROM EXIST. DEMARCS
(PROP. UTILITY POLE) TO PROP. UTIUTY AREA (APPROX. 85}
(TQ BE COORDINATED WITH UTILITY COMPANY)

/2 \WEST ELEVATION I
@ SCALE : 1" = 10-0"

@

(INFEET) 1inch=101,




FENCE NOTES: ¢ ¢ ¢
1. ATTACH EAGH GATE WITH 1-1/2 PAIR OF NON-LIFT-OFF TYPE, s 5-0° r 5-0° t GALV. PIPE END AP, TYP,
MALLEABLE IROM FORGING, PIN-TYPE HINGES. ASSEMELIES 7 Ve % A £/
SHALL ALLOW FOR 180° OF GATE TRAVEL, :
2. FENCE POST SPACING NOT TO EXCEED 10-0 O.C - ™ B
3. ALL FENGE GATE. LINE AND TERMINAL POSTS TO BE SIZED BY 2 P1000T 12 GA. GALY.
MANUFACTURER TAKING INTO ACCOUNT LOGAL DESIGN = UNISTRUT w/ GALY. ATTACH
CRITERLS, GATE LEAF SPANS & INSEFRTS (AS REQUIRED). j TO SUPPORT PIPES w/ @
GATE OPEMING . CONTINUOUS TOP RAIL Gwﬁgﬂgégoto?:k’:vﬂ; RS
(12-0' FACE TO FACE) '| T %2 - 9 GA, FENCE FABRIC S é AND NUTS, TYP. PROVIDE
" L VINYL GOATED WEAVE & T UNISTRUT VINYL END CAPS
" e o ——— arvu | M ar (F EG;EED VINYL PRIVACY SLATS . E af {P/N 2860).
T~ x x x o Ty x L Tx x (COLOR TED), COORDINATE 2|3 =k
o wif OWNER (TP o T|EDY
1 1L L ] i | Z ‘ P3.0 STD (0.D. =3.500')
PROVIDE DIAGONAL ] CROSTFREE : 112 TOP .o CONTINUOUS 9z GALV, SUPFORT PIFE,
ADJUSTABLE RIDE i HEAVY DUTY 3 RAIL 212 ES CENTER RAIL = TYP 3PL)
AMD TURNBUCKLE —— | |l HI } 1 1/2 HORZ. CORNER 3
i I3 ARM LaToH } g 2@ GALVANIZED
ASSEMBLY AT ALL ! | . l— RAIL POST LINE POSTS
CORMERS i & !
L H 2 CONTINUOUS
DB - GA. FENOE d BOTTOM RAIL . 3
@ 8 ah FENOE 1 172 GATE TERSION 2 . 5 %' DIA. DRAIN HOLE, TYP.
FRAME WIRE ES 1/2' CROWN FOR z
PRIVACY SLATS (COLOR ! 4 GATE 2 DRAINAGE GRADE
TBD). COORDINATE w/ 1 Ll POST, TYP. FINISHED FINISHED GRADE TO —
. =,
e i ] e | S — — rGRADE | /~ MATCH EXIST, . .
- i | 1T } gl 5 l u 5
; = ET—— . o 1 crown, TP,
| 5@ DlaM. 7 N S P Il ;ggmfgéqgg:‘ﬁwgiETE 3 | L : I L
PINTLE ROD || =3 ©|z . 1
: : i BASE (3500 PSI MIN } 5 :
; e ;i 120 CONCRETE PIER w/
1" GAP BETWEEN N = = T | ‘ i | | ~ MIN. 3500 PS| CONCRETE
—FINISH GRADE AND UNDISTURBED EARTH. N S
BOTTOM OF GATE w | ] ‘ : ] | B
NOTE: IN PAVED AREAS Al .
HOLD TOP OF FOOTING |‘ N |' L
&' BELOW FIN, GRADE N T L
w SCALE : N.T.S. w SCALE : N.T.S.
S| e remen o 2 CLR -0 E
o * AR @ ) b
6400, 9 CHAMFER 2 £ 2 0c TPy (TP (TYP)
 CROWNTOFOF ALL AROUND EACH WAY ‘R |
CONCRETE FILL. - —t
crace | = - g — < Ty
BARBED WIRE ﬂ f u i s Py L
- a ?
z b &0 SCHEDULE 40 CAREON 1=
© zg STEEL PIPE FILLED WITH &
@ 7 &% CONCRETE & PAINTED
* > =o TRAFFIC YELLOW
2o o m COMPACTED ‘:iDE';DEﬁoC gg&bﬁ?@r PLAN FOR
£ CROWN GRAVEL BASE ¢
COMPOUND FENCE ) ¢l FIMISHED GRADE TO MATCH DIMENSIONS)
Y N -
CV : L s
o 1. CONTRAGTOR SHALL COORDINATE ALL SLAB DIMENSIONS, CONDUIT STUB-UP LOCATIONS &
@ i T AT FORTIONS OF FIFE T HOLD DOWN REQUIREMENTS W/ EQUIPMENT MANUFACTURER.
| | BE EMBEDDED IN 2 CONCRETE SLAE DESIGN IS BASED ON A MINIMUM ALLOWABLE SOIL BEARING PRESSURE (q)
Zl 2 ; l CONCRETE WITH CUT-BACK OF 3,000 PSF.
28 PT HE | ASPHALTIC PAINT (TYP ) '
3 || e " : .
2 RSESHED STONE 2xax18 @@ I l ] | 140 SONOTUBE FORMED 3. TOPS OF CONCRETE FOUNDATION MUST BE WITHIN 0.02' PER FOOT OF ELEVATION SPECIFIED
g Eres 0, g ! CONCRETE BASE. 2 THE CUSTOMER.
40% VOIDS © | -
L 3500 PaI MIN. CONCRETE
GRADE TO DRAIM P ENGASEMENT. 4 CONCRETE COMPRESSIVE STRENGTH SHALL BE MIN. 4000 PSI @ 28 DAYS
j= - UNDISTURBED EARTH.
s /6 TYPICAL CONCRETE PAD DETAIL
STABILIZATION T OF FOOTING & BELOW FIN. GRADE | C-1 /SCALECNTS.
FABRIC ON
COMPACTED SUBGRADE

/5 BOLLARD DETAIL
w SCALE :NTS

EVERGREEN TREE (SEE SP-2 FOR

4~ COMPOUND DETAIL

w SCALE : N.T.S.

SPECIES AND LOCATION)

2'%2'x5-0' POINTED CEDAR STAKES: 3
STAKES PER TREE - DRIVE AT ANGLE
AND DRAW VERTICAL

CUT BURLAP AND WIRE BASKETS
FROM TOP ¥ OF ROOT BALL

4 MULCH - FINELY SHREDDED BARK

STAKE 60 MIN.; § O.C.(TYP) MULCH (SAMPLE TO BE APPROVED)

COMMERCIAL SILT
FILTER FABRIC (TYP}
() WIRE FENCING,
WHERE REQUIRED)

3" B0OIL SAUCER (TYP)
FINISHED GRADE

TOPSOIL —@
UPGRADIENT COMPACTED BACKFILL

PLANTING MIX

TACK COAT (PER ITEM 407 0101 OF N.Y.S.D0.0.T. STANDARD
SPECIFICATIONS} EMULSIFIED ASPHALT PLACED AT A RATE
OF BETWEEN D 05 - 015 GALLONS PER 5Q. YD. USE IF TOP
COURSE PLACED MORE THAN 6 MONTHS AFTER BINDER
COURSE INSTALLED. SURFACE TO BE CLEAN & DRY &
INSPECTED BY THE TOWN ENGINEERING INSPECTOR PRICR
TO PLACING TOP COURSE OR TACK COAT.

1% BITUMINOUS CONCRETE SURFACE COURSE

SET TOP OF ROOT
BALL AT OR SLIGHTLY
ABOVE FINISH GRADE

TURMNBUCKLE
FLAG 1% BITUMINOUS CONCRETE BASE COURSE
5' STONE BLEND OR 8' RCA
GUY WIRES
3 BELOW (RECYCLED CONCRETE AGGREGATE
GRADE

A=43

i.'///
J

SCARIFY GLAZED SIDES OR
HARDENED SURFACES IF PITS ARE
DUG WITH AUGERING DEVICE

&' MIN.
£
z

& MIN,

CTDOT NO.3 OR ASTM C-33 #3 12 MIN. BALL PITCH TO PERIMETER OF FIT
STONE ON FILTER FABRIC MARAF!

140(N} OR APPROVED EQUAL

CONSTRUCTION

NOTE

SILT FENCE SHALL BE LAPPED ORNLY
WHEMN NECESSARY FER THE
MANUFACTURER RECOMMENDATIONS

/7°SILT FENCE DETAIL
w SCALE :N.T.S.

SCALE : N.T.S.

BSUBSOIL —— =@

COMPACT PLANTING MIX BELOW e

STAKING FOR EVERGREEN TREES OVER & HIGH

SCALE: N.T.5.

R

Y EXIST. COMPACTED SUBBASE
OR GRANULAR FILL

36" MIN

EQUALS TWICE
ROOT BALL DIA

NOTES:

1. BUBBASE MAY CONSIET OF NATIVE MATERIALS IF FOUND
ACCEPTABLE BY THE ENGINEER. SUBBASE TO BE COMPACTED TO
G5% MAX DRY DENSITY.

2. SUEBASE IS TO BE FREE FROM DEBRIS AND UNSUITABLE MATERIALS.

/10°PAVED ROAD SECTION

SCALE: N.T.S.

STAKING

GREEN TREE PLANTING




]

O
]

E[i\g—l

Wy

~

-

o

|
2 |
\oz/ L
|
—
e
PROF. GPS ANTENNA -
m
#
R L

PROP. CELLCO |
PARTNERSHIP CABLE ICE
BRIDGE W/ HYBRID CABLES [ 3 )
FROM PROP_EQUIPMENT { > ) )
PLATFORM TO PROF
MONOPOLE.

o2

o

i\

2

e
5

/ scm.e

SITEPRO1 VERTICAL
TRAPEZE LIT- 12
RUN (PN VT12) @

4-0"0.C., (MAX)

SITEPRO1 CANTILVER
GRIP-SPAN ICE BRIDGE KIT
(PN IB120) v 3@ x 18-4
LG. GALV. STEEL SUPPORT
PIPE @ 10-0' ©.C., TYP

GROUND LEAD TO

=10

GROUND RING
(TYP)
1" CROWN,
. TYP.
T
[ = GRADE
b
| |J 12'@ CONCRETE
r I SONOTUBE PIER
o I . FOOTING (4000PSI
& Tl MIN), TYP.
LI
. |_ J_d
_4|>‘ )
EXTERMNAL T

GROUND RING (EGR}

\C-2 /SCALE : }y" = 1-0"

/3ICE BRIDGE DETAIL

PROP. CELLCO PARTNERSHIP NEMA 3R
INTEGRATED LOAD CENTER W/ ATS,
TWSS, FIBER CABINET, & ASBOC. UTILITIES
MOUNTED ON UNISTRUT SUPPORT
FRAME.

MNEW GPS UNIT MOUNTED TO
EQUIPMENT FRAME.

MNEW UTILITY FRAME

PROP. 10'x20' CONCRETE
EQUIPMENT PAD

PROP. COMMSCOPE
EQUIPMENT CABINET

MOUNTED TO
SUPPORT POSTS.

MNEW NEMA 3R INTEGRATED

LOAD CENTER W/ ATS,
TVSS, FIBER CABINET &

PROP. COMMSCOPE BATTERY
CABINET ON UNISTRUT
PROP. OUTDOOR LED LIGHT
FIXTURE TYP. (6PL)

PROP. EQUIPMENT CAMOPY

PROP. CELLCO PARTNERSHIP
S0KW DIESEL FUELED
EMERGEMNCY STANMD-BY
POWER GENERATOR w/
DOUBLE-WALLED SUB-BASE
FUEL TANK

ASS0C. UTIUTIES MOUNTED

SUPPORT
FRAME.

362 ]J 1 8;|" 382" T
| [ I
PLAN PLAN
362" 118" 362"
.
i i
= el
b b
k GE— - —_—
A -
& FRONT FRONT 5
© o
COMMSCOPE COMMSCOPE

CMCT4-36E OUTDOOR CMCT4-36B OUTDOOR

EQUIFMENT CABINET

HxB80 8"Wx36.2'Dx43 7"

@ SCALE : %" = 10"

BATTERY CABINET

Hx80 B'Wx36 2'Dxa3. 7"

NEW CELLCO PARTNERSHIP
a S50kW DIESEL FUELED

Il EMERGENCY STAND-BY
é-) — w POWER GENERATOR w/
& DOUBLE-WALLED

BUB-BASE FUEL TAMK

9-9"%¢ (L.P)

ﬂ NEW VERIZON 10%20 (200 SF)
I I \©7/ CONCRETE EQUIPMENT PAD

m NEW COMMSCOPE EQUIPMENT CABINET
ca / OMNSTEEL BASE FRAME

m NEW COMMSCOPE BATTERY CABINET
G2 ] ONSTEEL BASE FRAME

WESTERN ELEVATION

/2 EQUIPMENT ELEVATION

\C-2/SCALE J =10

NOTE:
GENERATOR IS UL2200 LISTED. INSTALLATION
SHALL COMPLY WITH NFRA 37,

AIR DISCHARGE

"5 14

ENGINE EXHAUST i
PLAN
jo—---- 77 5/18" —T
-5 1/a"
ENGINE EXHAUST —=xil " L ’k
SERVICE DOOR(S) ‘T o - T T ”""““‘
(LIFT QFF) . hd
AIR INTAKE . ae fr e -1 134 REMOVABLE
= o
-5 5/8 -5 5/8° ACCESS
. — PANEL
=]
WATER DRAIN N @1e
(NOT CONNECTED) | 3-0" 50 | MOUNTING
HOLES
OIL DRAIN —
L— 55 a/18" -2 5/8" L o 4
- .
SERVICE SIDE siDe
7 s

-1

75 5/8"
3

ENGINE EXHAUST

-

131

SERVICE DOOR(S)

b (LIFT OFF)
AR INTAKE

228 GALLON

:

DOUBLE-WALL
SUB-BASE DIESEL
FUEL TANK, 125%
| CONTAINMENT Wy
STUB-UP AREA

(MODEL #
GM1007 47-MA4}

BACKSIDE

KOHLER CO.

50kW DIESEL-POWERED GENERATOR

MODEL # ADV-8862 SOREOZK,
120/240V, 1PH, 3W, 60 Hz w/

SOUND ATTENUATION ENCLOSURE AND 229

GALLON UL 142 LISTED SUB-BASE FUEL TANK

/4~ OUTDOOR EQUIPMENT CABINETS 5 DIESEL

GENERATOR SCHEMATICS

ENVIRONMENTAL NOTES

RESOURCES PROTECTION MEASURI

BAT PROTECTION PROGRAM

THE PROPOSED FACILITY IS LOCATED WITHIN SENSITIVE HABITAT POTEMTIA
BY TRICOLORED BAT ('TCE", PERIMYOTIS SUBFLAVUS), A FEDERALLY PROP(
ENDANGERED AND STATE ENDANGERED SPECIES. IN ORDER TO PROTECT ©
SPECIES AND PREVENT INCIDENTAL TAKE, PROTECTION MEASURES ARE PF
DURING CONSTRUCTION OF THE FACILITY.

ITIS OF THE UTMOST IMPORTANCE THAT THE CONTRACTOR COMPLIES W1
REQUIREMENT FOR IMPLEMENTATION OF THESE PROTECTIVE MEASURES A
EDUCATION OF ITS EMPLOYEES AND SUBCOMTRACTORS PERFORMING WO
THE PROJECT SITE,

ALL-POINTS TECHNOLOGY CORPORATION, P.C. {('APT) WILL SERVE AS THE
ENVIRONMENTAL MONITOR FOR THIS PROJECT TO ENSURE THAT THESE
PROTECTION AND CONSERVATION MEASURES ARE IMPLEMENTED PROPER
WILL PROVIDE AN EDUCATION SESSION FOR THE CONTRACTOR PRIOR TO ©
START OF COMSTRUCTION ACTIVITIES ON THE POTEMTIAL PRESEMCE OF TC
CONTRACTOR SHALL CONTACT DEAN GUSTAFSON, SENIOR BIOLOGIST AT,
LEAST 5 BUSINESS DAYS PRIOR TO THE START OF ANY CONSTRUCTION AC
TO SCHEDULE A PRE-CONSTRUCTION MEETING. MR. GUSTAFSON CAN BE |
BY PHOMNE AT (860) 552-2033 OR VIA EMAIL AT DGUSTAFSON@ALLPOINTSTE

THIS PROTECTION PROGRAM CONSISTS OF SEVERAL COMPOMNENTS: EDUC
ALL CONTRACTORS AND SUB-CONTRACTORS PRIOR TO INITIATION OF WOt
THE SITE, PROTECTIVE MEASURES; PERIODIC INSPECTION OF THE COMSTRL
PROJECT. AND, REPORTING. DETAILS OF THE TCB PROTECTION MEASURES
IMPLEMENTED IN ASSOCIATION WITH CONSTRUCTION AND OPERATION OF
FACILITY ARE PROVIDED BELOW,

1. CONTRACTOR EDUCATION

o

@

a.

=

o

PRIOR TO WORK ON SITE, THE CONTRACTOR SHALL ATTEND AN EDUC
SESSION AT THE PRE-CONSTRUCTION MEETING WITH APT. THIS ORIEN
AND EDUCATIONAL SESSION WILL CONSIST OF AN INTRODUCTORY M
WITH APT TO EMPHASIZE THE ENVIRONMENTALLY SENSITIVE NATURE
PROJECT, THE RARE SFECIES RESOURCES, AND THE REQUIREMENT T!
DILUGENTLY FOLLOW THE PROTECTIVE MEASURES AS DESCRIBED IM £
BELOW,

THE CONTRACTOR WILL BE PROVIDED W|TH CELL PHOMNE AND EMAIL
CONTACTS FOR APT PERSONNEL TO IMMEDIATELY REPORT ANY ENCH
WITH ANY RARE SPECIES, EDUCATIONAL POSTER MATERIALS WILL BE
PROVIDED BY APT AND DISPLAYED ON THE JOB SITE TO MAINTAIN W(
AWARENESS A3 THE PROJECT PROGRESSES.

IF ANY RARE SPECIES ARE ENCOUNTERED, THE CONTRACTOR SHALL
IMMEDIATELY CEASE ALL WORK, AVOID ANY DISTURBANCE TO THE Si
AMND CONTACT APT.

BAT HABITAT - TREE CLEARING RESTRICTION

a.

A TIME OF YEAR RESTRICTION (TOYR') FOR TREE CLEARING RESTRICT
REMOVAL TO OCCUR ONLY BETWEEN AUGUST 16TH THROUGH MAY &
DURING THE TCB'S INACTIVE SEASOM, WHEN TCB WOULD LIKELY NOT
PRESENT IN FORESTED HABITAT ON THE SUBJECT PROPERTY. DO NO”
TREES BETWEEN JUNE 15T THROUGH AUGUST 15TH

REPORTING

a.

b.

c.

$ T/ CANOPY

CANOPY FRAME (C8)

A COMPLIANCE MONITORING REPORT (BRIEF NARRATIVE AND APPLIC,
PHOTOS) DOCUMENTING APT INSPECTION VERIFYING TOYR FOR TREE
REMOVAL WAS ADHERED TO WILL BE SUEBMITTED BY APT TO THE PER
FOR COMPLIANCE VERIFICATION. ANY OBSERVATIONS OF BATS WILL
INCLUDED IN THE REFPORTS.

FOLLOWING COMPLETION OF THE CONSTRUCTION PROJECT, APT WL
PROVIDE A FINAL COMPLIANCE MONITORING REPORT TO THE PERMIT
DOCUMENTING IMPLEMENTATION OF THIS TCB PROTECTION PROGRA
ANY SPECIES OBSERVATIONS. THE PERMITTEE SHALL PROVIDE A COF
FINAL COMPLIANGCE MONITORING REPORT TO THE CONNECTICUT SITI
COUNCIL FOR COMPLIANCE VERIFICATION

ANY OBSERVATIONS OF RARE SPECIES WILL BE REPORTED TO DEEP £
THE APPROPRIATE SPECIAL ANIMAL REPORTING FORM, WITH

PHOTO-DOCUMENTATION {IF POSSIBLE) AND SPECIFIC INFORMATION 1
LOCATION AND DISPOSITION OF THE ANIMAL.

[E PROP. GPS UNIT

(~—— P1-1/4 STD. STANDARD PIPE

A%

(2) A325 BOLTS

=1 ¥UBOLT (TYP)
J—-— Ex6x6x%; BENT PLATE
| HSS 3x3x)4' CANOPY
| FRAME POST

7 6,GPS MOUNT
SCALE: N.TS.




