KENNETH C. BALDWIN

One State Street
Hartford, CT 06103
Main (860) 275-8200
Fax (860) 275-8299
kbaldwin@rc.com
Direct (860) 275-8345

Also admitted in Massachusetts
and New York

July 14, 2025
Via Certified Mail, Return Receipt Requested
«Name_and_Address»

Re: The Towers, LLC, a joint venture between Vertical Bridge REIT, LLC and Cellco
Partnership d/b/a Verizon Wireless — Proposed Telecommunications Facility off
Pequotsepos Road, Stonington, Connecticut

Dear «Salutationy:

The Towers, LLC, a joint venture between Vertical Bridge REIT, LLC (“VBR”) and
Cellco Partnership d/b/a Verizon Wireless (“Cellco) will be submitting an application to the
Connecticut Siting Council (“Council”) on or about July 16, 2025, for the construction of a new
telecommunications facility on a 49.5-acre parcel off Pequotsepos Road in the Town of
Stonington, Connecticut (“Property”). Cellco identifies this facility as “Mystic South 2 Facility.

The proposed facility would be located in the northwestern portion of the Property. At
this location, The Towers, LLC proposes to construct a 155-foot monopole tower within a 50° x
50’ fenced compound. Cellco would install nine (9) panel-type antennas and six (6) remote radio
heads on an antenna platform at a height of 150 feet above ground level (“AGL”). A radio
equipment cabinet, backup battery cabinet, and a diesel-fueled backup generator will be located
within the facility compound, near the base of the tower.

Vehicular and utility access to the Facility would extend from Maritime Road along a
new gravel access driveway to the compound. Site plan drawings for the proposed facility are
attached for your review. The location and other features of the proposed facility, including
tower height, are subject to change under the provisions of Connecticut General Statutes § 16-
50g et seq. and 47 U.S.C. § 1455e.
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State law provides that owners of record of property which abuts a parcel on which a
facility is proposed to be located must receive notice of the submission of this application. This
notice is directed to you either because you may be an abutting landowner or as a courtesy
notice.

If you have any questions concerning the application, please direct them to either the
Connecticut Siting Council or me. My address and telephone number are listed above. The
Siting Council may be reached at its New Britain, Connecticut office at (860) 827-2935.

Very truly yours,

e

Kenneth C. Baldwin

Attachment



APPLICABLE BUILDING CODES AND STANDARDS

2022 CONNECTICUT STATE BUILDING CODE - 2021 INTERNATIONAL BUILDING CODE
2022 CONNECTICUT STATE ELECTRICGAL CODE - 2020 NATIONAL ELECTRICAL GODE (NFPA 70)
2022 CONNECTICUT MECHANICAL CODE - 2021 INTERNATIONAL MECHANICAL CODE

ANSITIA-222-H STRUCTURAL STANDARD FOR ANTENNA SUPPORTING STRUCTURES, ANTENNAS AND
SMALL WIND TURBINE SUPPORT STRUCTURES

ANSITIA-607-B - GENERIC TELECOMMUNICATIONS BONDING AND GROUNDING (EARTHING) FOR CUSTOMER
PREMISES

ACI 318~ l4 AMERICAN CONCRETE INSTITUTE -318 -14, BUILDING CODE REQUIREMENTS FOR STRUCTURAL
CONCRI

AISC STEEL CONSTRUGTION MANUAL. 15TH/ ED

IEEE C2: NATIONAL ELECTRICAL SAFETY GODE

FOR ANY COMFLICTS BETWEEN SECTIONS OF LISTED CODES AND STANDARDS REGARDING MATERIAL
METHODS OF GONSTRUCTION, OR OTHER REQUIREMENTS, THE MOST RESTRICTIVE REQUIREMENT SHALL

GOVERN. WHERE THERE S CONFLICT BETWEEN A GENERAL REGUIREMENT AND A SPECIFIC
REQUIREMENT, THE SPECIFIC REQUIREMENT SHALL GOVERN.

DRIVING DIRECTIONS

START AT 20 ALEXANDE R DRIVE, WALLINGFORD, GT 06432

HEAD SGUTHWEST TOWARD ALEXANDER DR, SLIGHT FIGHT TOWARD ALEXANDER DR, TURN RIGHT TOWARD ALEXANDEH DR
TURN RIGHT ONTO ALEXARDER DR TURN RIGHT ONTO BARNES MDUSTRIAL PARK RD. TURN RIGHT ONTO GT-68 E. TURN LEFT
ONTOMAIN ST. USE THE RIGHT LANE TC TURN RESHT ONTO RANDOLPH RD. TURN RIGHT ONMTC THE ON RAMP TOWARDS HIWY-Q
S, MERGE ONTO HWY-8 S, LISE LEFT LANE TO MERGE ONTC 195 E. USE RIGHT LANE TO TAKE EXIT 0. STAY IN RIGHT TWO LANES
TO TURNM RIGHT ONTO CT-27. AT THE LEGHT TURN LEFT ONTO CODGAN ELVE. TURN RIGHT ONTO MARITIME DR DESTINATION 1S
AT THE END OF THE ROAD,

ARRIVE AT MARITIME DRIVE, STONINGTOM, GT 06355

THIS DOCUMENT IS PRELIMINARY
IN NATURE AND IS NOT FINAL,
UNTIL SIGNED AND SEALED.

THSS DOCUMENT AND THE IDEAS AND DESIGHS INCORPORATED
HEFIEIN, AS A INSTRUMENT OF PROFESSIONAL SERVICE, ARIE

THE PROPERTY OF AIROSMITH EWGINEERRG AND ARE HOT TO Know what's below.
B USED, N WHOLE OF INPAFT FOR OTHER PROIECTS ’
WITHOUT THE WRITTEN AUTHORIZATICN OF AIROSWIT all before you dig.

EWGIEERRG 1T 15 UNLAWFUL FOR ANY PERSON TO AMERD
Aa¥ ASPECT OF THESE DRAWINGS WITHOUT THE WRITTEN
APPROVAL OF THE PRAOFESSIONAL OF RECORD.
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STONINGTON, GT 06356
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GENERAL NOTES

THE FAGILITY IS LINMANNED AND NOT FOR HUMAN
HABITATICN. A TECHNICIAN WILL VISIT THE SITE AS
REQUIRED FOR AOUTIVE MAINTENANCE. THE
PROUECT WILL NOT RESULT IN ANY SIGNIFICANT
DISTURBANCE OR EFFECT ON DRANAGE; NO
SANITARY SEWE R SERVICE, POTABLE WATER, OR
TRASH DISPOSAL B AEQUIRED AND NO

COMMERCHIL SIGNAGE 1S PROPOSED.

RF DATA NOTE
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START OF GONSTRUGTION. THESE DRAWINGS ARE
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PROPOSED THE TOWERS, LLC —

[
S |

D SECTION 0w PROPERTY OWNER OWNER ADDRESS PROPERTY ADDRESS
T I T — S B RS B
A U [ — W S s
s erw | cowomememr | JSEMIEEEm emem
. 162-2-13 LZ TREBILCOCK & TONY 135 MISTUXET AVE 135 MISTUXET AVE
TREBILCOCK STONINGTON, CT 08355 STONINGTON, CT 08355
PO BOX 31 124 MISTUXET AVE
s 162-6-12 MARIANNE. C. HOLLY MYSTIC, CT 06355 STONINGTON, CT 06355
6 16241 MARCIAL STEMM & DEBORAH A. 19 WALNUT ST 112 MISTUXET AVE
LEAVY BRISTOL, CT 06010 STONINGTON, CT 06355
97 MISTUXET AVE 97 MISTUXET AVE
7 182-2-12 ESTATE OF MELVIN E. OLSSON STOMNETON, E7 00356 STOMNGTON BT
8 183-2-74 DENISON PEQUOTSEPOS NATURE PO BOX 122 WHALER RD
CENTER INC MYSTIC, CT 06355 STONINGTON, CT 06355
28 SCOONER DR 28 SCHOONER DR
9 163-2-7A JESSICA BRIDGET MILLS STONINGTON, CT 06355 STONINGTON, CT 06355
25 SCOONER DR 25 SCHOONER DR
10 163-2-7 REDACTED STONINGTON, CT 08355 STONINGTON, CT 06385
p 183-118 CONNECTICUT LIGHT & POWER PO BOX 270 CLPPER DR
co HEARTFORD, CT 06140 GTON, CT
2 163-1-5A DENISON PEQUOTSEPOS NATURE PO BOX 122 PLEASANT ST
CENTER INC MYSTIC, CT 06355 STONINGTON, CT 06355
13| 183-1-28€ ENKO REALITY LLC O AARITIME DR ve5 o2 R DR
INGTON, STONINGTON,
| 150-1-28¢ AVALONIA LAND 5 HATCH ST MARITIME_DR
CONSERVANCY INC STONINGTON, CT 08355 STONINGTON, CT 06355
5 151-1-2 DENISON SOCIETY INC oLD NYSmG, o 08372 STONGTON, CT 08355
8 | 151-2-1-142 DENISON SOGIETY ING WYSTEC ST oesss sl gl i

QUANTITY OF HOMES WITHIN 1,000 8 RESIDENTIAL HOMES, 1 SENIOR APARTMENT BUILDING
DISTANCE TO THE CLOSEST ADJACENT MUNICIPALITY: TOWN OF GROTON £0.73 MILE
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PROPOSED THE TOWERS, LLC
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2/12/25. CONTRACTOR TO VERIFY PRIOR CONSTRUCTION.
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GENERAL NOTES
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TS (SHADEL ALL SOIL MATERIALS EXCAVATED BY THE
ST 5407 - 4 ED) CONTRACTOR SHALL REMAIN ON THE SITE AND
PROPOSED 1.0% SLOPE ENDS

PROPGSED 16" COMPOUND NOTTO BE REMOVED
ACCESS GATE PROPOSED 1.0% SLOPE BEGINS
CONTRACTOR TO SLOPE COMPOUND AT 2% FOR
PROPGSED TOWER PROPER DRAINAGE AS NEEDED

IMPORTANT SITE NOTES

RN =l EXSTNG  © 1. CONTRAGTOR WILL NOT START
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— .
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STA 1449 f Ed SCALE OFF THESE PLANS FOR ANY BELOW GRADE
|-
N PROPOSED 1.1% SLOPE ENDS / UTILITIES.
/ PROPOSED 2.0% SLOPE BEGING !

STA: D+69 3. CONTRACTOR SHALL VERIFY ALL EXISTING BURIED
PROPOSED 1.1% SLOFE ENDS / L st o400

AND OVERHEAD UTILITIES PRI AVATION,
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L

CONTRACTOR SHALL REPAIR ALL DAMAGED UTILITIES
AT HISHER OWN COST AND COORDINATE ANY
ST 043 T 0420 REPAIRS WITH RESPECTIVE UTILITY COMPANY.
PROPOSED 2.5% SLOPE ENDS PROPOSED 2.5% SLOPE ENDS
PROFOSED 1.1% SLOPE BEGNS |  PROPOSED 5% SLOPE BEGINS 4 CONTRACTOR TO VERIFY ALL HEIGHTS AND
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! CONTRACTOR SHALL NOTIFY GARRIER AND

f ENGINEERING FIRM OF ANY DISCREPANCIES BEFORE
f PROCEEDING.
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ENVIRONMENTAL NOTES - RESOURCES PROTECTION PROGRAN
WETLAND AND RARE SPECIES PROTECTION PROGRAM

AS ARESULT OF THE PROJECT'S LOCATION IN THE VICINITY OF SENSITIVE
HABITATS INCLUDING 'E TLAND RESOURCES AND FEDERAL- AND STATE-LISTED
RARE SPECIES, THE FOLLOWING PROTECTION PROGRAM SHALL BE: IMPLEMENTED
BY THE CONTRACTOR TO AVOID UNINTENTIONAL IMPACTS TO PROXIMATE
WETLAND RESOURCES AND RARE SPECIES DURING CONSTRUCTION ACTIVITIES.
DETAILS OF PROTECTION MEASURES TO BE IMPLEMENTED IN ASSQCIATION WITH
CONSTRUCTION OF THE FACILITY ARE PROVIDED BELOW.

EASTERM BOX TURTLE { TERRAPENE CAROLINA CAROLINA) A STATE SPECIAL
(CONCERN SPECIES, NORTHERN LONG-EARED BAT [ NLEB", MYOTIS
SEPTENTRIONALIS), A FEDERALLY- AND STATE-LISTED ENDANGERED SPECIES,
AND TRI-COLORED BAT ("TCB", PERBAYOTIS SUBFLAVUS) A PROPOSED FEDERALLY
ENDANGERED SPECIES AND STATE-LISTED ENDANGERED SPECIES ARE
AFFORDED PROTECTION UNDER THE CONNECTICUT ENDANGERED SPECIES ACT,
ARE KNOWN TO OCCUR ON OR I PROXIMITY TO THE PROJECT'S LOCATION. THE
RARE SPECIES PROTECTION MEASURES PROVIDED HEREIN ARE SIMILAR TO
PROTECTION MEASURES PREVIOUSLY APPROVED BY THE CONNECTICUT
DEPARTMENT OF ENERGY AMD ENVIRONMENTAL PROTECTION ("DEEP"1WILDLIFE
DIVISION ON OTHER SIMILAR PROJECTS. IT IS OF THE UTMOST BMPORTANCE THAT
THE CONTRACTOR COMPLIES WITH THE REQUIREMENT FOR IMPLEMENTATION OF
THESE PROTECTIVE MEASURES AND THE EDUCATION OF ITS EMPLOYEES AND
SUBCONTRACTORS PERFORMING WORK ON THE PROJECT SITE. THE WETLAND
PROTECTION MEASURES SHALL BE IMPLEMENTED AND MAINTAINEL
THROUGHOUT THE DURATION OF CONSTRUGTION ACTIVITIES UNTIL PERMANENT
STABILIZATION OF SITE SOLS HAS OCCURRED.

IT IS OF THE UTHIOST BPORTANCE THAT THE COMTRACTOR COMPLLIES WITH THE
REQUIREMENT FOR THE INSTALLATION OF PROTECTIVE MEASURES AND THE
EDUCATION OF ITS EMPLOYEES AND SUBCONTRACTORS PERFORMING WORK ON
THE PROJECT SITE. THE PROTECTION MEASURES SHALL BE IMPLEMENTED AND
MAINTAINED THROUGHOUT THE DURATION OF CONSTRUCTION ACTIVITIES UNTIL
PERMANENT STABILIZATION OF SITE SOILS HAS OCCURRED,

ALL-PONTS TECHNOLOGY CORPORATION, P.C. {“APT'} WILL SERVE AS THE
ENVIRONMENTAL MONITOR FOR THIS PROJECT TO ENSURE THAT THESE
PROTECTION MEASURES ARE IMPLEMENTED PROPERLY. APT WILL PROVIDE AN
EDUCATION SESSION FOR THE CONTRACTOR PRIOR TO THE START OF
CONSTRUCTION ACTIVITIES ON NEARBY SENSITIVE WETLAND
RESOURCESAVERNAL POOLS RESOURCES AND RARE SPECIES THAT MAY BE
ENCOUNTERED. THE CONTRACTOR SHALL CONTACT DEAN GUSTAFSON, SENIOR
BIOLOGIST AND WETLAND SCIENTIST AT APT, AT LEAST 5 BUSINESS DAYS PRIOR
TO THE START OF ANY CONSTRUCTION ACTIVITIES TO SCHEDULE A
PRE-CONSTRUCTION MEETING. MR. GUSTAFSON CAN BE REACHED BY PHONE AT
(860) 5522033 OR VIA EMAIL AT DGUSTAFSON@ALLPOINTSTECH COM

THIS RESOURCES PROTECTION PROGRAR CONSISTS OF SEVERAL COMPONENTS
INCLUDING: EDUCATION OF ALL CONTRACTORS AND SUB  CONTRACTORS PRIOR
TO INITIATION OF WORK ON THE SITE: INSTALLATION OF EROSION CONTROLS;
PETROLEUNM MATERIALS STORAGE AND SPILL PREVENTION; WETLAND AND RARE
AND REPORTING.

1. CONTRACTOR EDUCATION

A PRIOR TOWORK ON SITE, THE CONTRACTOR SHALL ATTEND AN
EDUCATIONAL SESSION AT THE PRE-COMSTRUCTION MEETING WITH APT_ THIS
ORIENTATION AND EDUCATIONAL SESSION WILL CONSIST OF AN INTRODUCTORY
MEETING WITHAPT TO EMPHASIZE THE ENVIRONMENTALLY SENSITIVE NATURE
OF THE PROJECT, THE VARIOUS WETLAND. RARE SPECIES RESQURCES, AND THE
REQUREMENT TODILIGENTLY FOLLOW THE PROTECTIVE MEASUREES AS
DESCRIBED I SECTIONS BELOW. WORKERS WILL ALSO BE PROVIDED
INFORMATION REGARDING THE IDENTIFICATION OF OTHER TURTLES, SNAKES,
AND COMMON HERPETOFAUNA (AMPHIBIANS AND REPTILES) SPECIES THAT
COULD BE ENCOUNTERED. THE MEETING WILL FURTHER EMPHASLZE THE

NOM AGGRESSIVE NATURE OF THESE SPECIES, THE ABSENCE OF NEED TO
DESTROY SUCH ANIMALS AND THE NEED TO FOLLOW PROTECTIVE MEASURES AS
DESCRIBED IN FOLLOWING SECTIONS, THE CONTRACTOR WILL DESIGNATE ONE
OF ITS WORKERS AS THE “PROJECT MONITOR™, WHO WILL RECEIVE MORE
INTENSE TRAINING ON THE IDENTIFICATION AND PROTECTION OF
HERPETOFAUNA

B. THE MPORTANCE OF PROTECTING NEARBY WETLAND RESCURCES WILL
ALSOBE STRESSED AS PART OF THIS EDUCATIONAL SESSION.

€. THE EDUCATION SESSICN WILL ALSO FOCUS OM MEANS TO DISCRIMNATE
BETWEEM RARE SPECIES AND OTHER COMMON NATIVE SPECIES TO AVOID
UNNECESSARY ‘FALSE ALARMS™ ENCOUNTERS WITH ANY SPECES OF TURTLES,
SNAKES AND AMPHIBIANS WILL BE DOCUMENTED.

D, THE CONTRACTOR WILL DESIGNATE A MEMBER OF ITS CREW AS THE
PROJECT MONITOR TO BE RESPOMSBLE FOR THE PERIODIC "SWEEPS™ FOR
HERPETOFAUNA WITHIN THE CONSTRUCTION ZONE EACH MORNING AND FOR ANY
GROUND DISTURBANCE WORK. THIS INDIVIDUAL WILL RECEIVE MORE INTENSE
TRAINING FROM APT ON THE IDENTIFICATION AND PROTECTION OF
HERPETOFAUNA [N ORDER TO PERFORM SWEEPS. ANY HERPETOF AUNA
DISCOVERED WOULD BE TRANSLOCATED OUTSIDE THE WORK ZONE IN THE
GENERAL DIRECTION THE AMIMAL WAS ORIENTED.

E.  THE CONTRACTOR WILL BE PROVIDED WITH CELL PHONE AND EMAIL
CONTACTS FOR APT PERSONNEL TO MMEDIATELY REPORT ANY ENCOUNTERS
WITH ANY RARE SPECIES. EDUCATIONAL POSTER MATERIALS WILL BE PROVIDED
BY APT AND DISPLAYED ON THE JOB SITE TO MAINTAIN WORKER AWARENESS AS
THE PROJECT PROGRESSES.

.

SPECIES PROTECTION MEASURES: HERBICIDE, PESTICIDE, AND SAIT LIMITATIONS;

F. APTWILL ALSQ POST CAUTION SIGNS THROUGHOUT THE PROJECT SITE
FOR THE DURATION OF THE CONSTRUCTION PROJECT PROVIDING NOTICE OF THE
ENVIRONMENTALLY SENSITIVE NATURE OF THE WORK AREA, THE POTENTIAL FOR
ENCOUNTERING EASTERN BOX TURTLE AND VARIOUS HERPETOFAUNA AND
PRECAUTIONS TO BE TAKEN TO AVOID INJURY TO OR MORTALITY OF THESE
ANIMALS,

G IF ANY RARE SPECIES ARE ENCOUNTERED, THE CONTRACTOR SHALL
IMMEDIATELY CEASE ALL WORK, AVOID ANY DISTURBANCE TO THE SPECIES, AND
CONTACT APT.

2 ISOLATION MEASURES & SEDBMENTATION AND EROSION CONTROLS

A PLASTICNETTING USED IN A VARETY OF EROSION CONTROL PRODUCTS
{1E., EROSION CONTROL BLANKETS, FIBER ROLLS [WATTLES]. REINFORCED SLT
FENCE} HAS BEEM FOUND TO ENTANGLE WILDLIFE, INCLUDING REPTILES,
AMPHBIANS, BIRDS, AND SMALL MAMKMALS, BUT PARTICULARLY SMAKES. MO
PERMANENT EROSION CONTROL PRODUCTS OR REINFORCED SILT FENCE WILL BE
USED ON THE PROJECT. TEMPORARY EROSION CONTROL PRODUCTS WILL USE
EITHER EROSION CONTROL BLANKETS AND FIBER ROLLS COMPOSED OF
PROCESSED FIBERS MECHANICALLY BOUND TOGETHER TO FORM A CONTINUOUS
MATRIX (NETLESS) CR NETTING COMPOSED OF PLANAR WOVEN NATURAL
BIODEGRADABLE FIBER TO AVOID/MINIMIZE WILOLIFE ENTANGLEMENT.

B.  THE EXTENT OF THE EROSION CONTROLS WILL BE AS SHOWN ON THE SITE
PLANS. THE CONTRACTOR SHALL HAVE ADDITIONAL SEDIMENTATION AND
EROSION CONTROLS STOCKPILED OM SITE SHOULD FIELD OR CONSTRUCTION
CONDITIONS WARRANT EXTENDING DEVICES. IN ADDITION TO THE CONTRACTOR
MAKING THESE DETERMINATIONS, REQUESTS FOR ADDITIONAL CONTROLS WILL
ALSO BE AT THE DISCRETION OF THE ENVIRONMENTAL MONITOR.

[ MSTALLATION OF SEDIMENTATION AND EROSION CONTROLS, REQUIRED
FOR EROSION CONTROL COMPLIANCE AND CREATION OF A BARRIER TO POSSELE
MIGRATINGDISPERSING TURTLES, SHALL BE PERFORMED BY THE CONTRACTOR
FOLLOWING CLEARING ACTIVITIES AND PRIOR TO ANY EARTHWORK. THE
ENVIRONMENTAL MONITOR WILL INSPECT THE WORK ZONE AREA PRIOR TO AND
FOLLOWING EROSION CONTROL BARRIER INSTALLATION TO ENSURE THE AREA IS
FREE OF AMPHIBIAMS AND REPTILES AND DOCUMENT BARRIERS HAVE BEEN
SATISFACTORILY INSTALLED, THE INTENT OF THE BARRER IS TO SEGREGATE THE
MAJORITY OF THE WORK ZONE AND ISOLATE IT FROM

N AGIMGMIGR; TURTLES, SNAKES AND OTHER
HERPETOFAUNA, OFTENTIMES COMPLETE ISOLATION OF A WORK ZONE IS NOT
FEASIBLE DUE TO ACCESSIBILITY NEEDS AND LOCATIONS OF STAGINGMATERIAL
STORAGE AREAS, ETC, ALTHOUGH THE BARRIERS MAY NOT COMPLETELY ISOLATE
THE WORK ZONE, THEY WILL BE POSITIONED TO DEFLECT MIGRATING/DISPERSAL
ROUTES AWAY FROM THE WORK ZONE TO MINBAIZE POTENTIAL ENCOUNTERS
WITH TURTLES, SNAKES AND OTHER HERPETOFAUNA,

D. EXCLUSIONARY FENCING SHALL BE AT LEAST 20 INCHES TALL AND MUST
BE SECURED TO AND REMAIN IN CONTACT WITH THE GROUND AND BE
REGULARLY MAINTAINED BY THE CONTRACTOR (AT LEAST BIWWEEKLY AND AFTER
MAJOR WEATHER EVENTS) TO SECURE ANY GAPS OR OPENINGS AT GROUND
LEVEL THAT MAY LET ANBJAL PASS THROUGH.

E. THE CONTRACTOR IS RESPONSIBLE FOR DALY INSPECTIONS OF THE
SEDIMENTATION AND EROSION CONTROLS FOR TEARS OR BREECHES AND
ACCUMULATION LEVELS OF SEDIMENT, PARTICULARLY FOLLOWING STORM
EVENTS THAT GENERATE A DISCHARGE AS DEFIMED BY AND N ACCORDANCE
WITH APPLICABLE LOCAL, STATE AMD FEDERAL REGULATIONS. THE CONTRACTOR
SHALL NOTIFY THE ENVIROMMENTAL IMONITOR WITHIN 24 HOURS OF ANY
BREECHES OF THE SEDIMENTATION AND EROSION CONTROLS AND AMY
SEDIMENT RELEASES BEYOND THE PERIMETER CONTROLS THAT IMPACT OR HAVE
THE POTENTIAL TO MPACT WETLANDS, WATERCOURSES OR WITHIN 100 FEET OF
WETLANDS AND WATERCOURSES. THE ENVIRONMENTAL MONITOR WILL PROVIDE
PERIODIC INSPECTIONS OF THE SEDIMENTATION AND EROSION CONTROLS
THROUGHOUT THE DURATION OF CONSTRUCTION ACTIVITIES ONLY AS IT
PERTAINS TO THEIR FUNGTION AS ISOLATION MEASURES FOR THE PROTECTION
OF WETLANDS AND RARE SPECIES. SUCH INSPECTIONS WILL GENERALLY OCCUR
ONCE PER MONTH. THE FREQUENCY OF MONITORING MAY INCREASE DEPENDING
UPON SITE CONDITIONS, LEVEL OF CONSTRUCTION ACTVITIES IM PROXIMITY TO!
SENSITIVE RECEPTORS, OR AT THE REQUEST OF THE PERMITTEE. IF THE
GOMPLIANCE MONITOR IS NOTIFIED BY THE CONTRACTOR OF A SEQIMENT
RELEASE, AN INSPECTION WILL BE SCHEDULED SPECIFICALLY T NVESTIGATE
AMD EVALUATE POSSIBLE IMPACTS TO WETLAND AND/OR VERNAL POOL
RESOURCES.

F THRD PARTY MONITORING OF SEDIMENTATION AND EROSION CONTROLS
WILL BE PERFORMED BY OTHER PARTIES, AS NECESSARY, UNDER APPLICABLE
LOCAL, STATE AND/OR FEDERAL REGULATIONS AND PERMIT CONDITIONS.

G THE EXTENT OF THE SEDIMENTATION AND EROSION CONTROLS WILL BE AS
SHOWN ON THE SITE PLANS. THE CONTRACTOR SHALL HAVE ADDITIONAL
SEDIMENTATION AND EROSION CONTROLS STQCKPILED ON SITE SHOULD FELD
OR CONSTRUCTION CONDITIONS WARRANT EXTENDING THE COMTROLS AS
DIRECTED BY APT OR OTHER REGULATORY AGENCIES

H.  NOEQUIPMENT, VEHICLES OR CONSTRUCTION MATERIALS SHALL BE
STORED OUTSIDE OF THE SEDIMENTATION AND EROSION CONTROLS WITHIN 100
FEET OF WETLANDS OR WATERCOURSES.

| ALL SILT FENCING AND OTHER EROSION CONTROL DEVICES SHALL BE
REMOVED WITHIN 30 DAYS OF COMPLETION OF WORK AND PERMANENT
STABILIZATION OF SITE SOILS. IF FIBER ROLLSAWATTLES, STRAW BALES, OR
OTHER NATURAL MATERIAL EROSIOM CONTROL PRODUCTS ARE USED, SUCH
DEVICES WILL MOT BE LEFT I PLACE TO BIODEGRADE AND SHALL BE PROMPTLY
REMOVED AFTER SOILS ARE STABLE S0 AS NOT TO CREATE A BARRIER TO
WILDLIFE MOVEMENT. SEED FROM SEEDING OF SOILS SHOULD NOT SPREAD OVER
FIBER ROLLSAVATTLES AS IT MAKES THEM HARDER TO REMOVE ONGE SOLS ARE
T

3. PETROLEUM MATERIALS STORAGE AND SPILL PREVENTION

A CERTAIN PRECAUTIONS ARE NECESSARY TO STORE PETROLEUM
MATERIALS. REFUEL AND CONTAIN AND PROPERLY CLEAM UP ANY INADVERTENT
FUEL OR PETROLEUM {.E.. OIL, HYDRAULIC FLUID, ETC.) SPILL TO AVOID POSSIBLE
IMPACT TO NEARBY RESOURCES.

B. A SPILL CONTAINMENT KIT CONSISTING OF A SUFFICIENT SUPPLY OF
ABSORBENT PADS AND ABSORBENT MATERIAL WILL BE MANTAINED BY THE
CONTRACTOR AT THE CONSTRUCTION $ITE THROUGHOUT THE DURATION OF THE
PROJECT. IN ADDITION, A WASTE DRUM WILL BE KEPT ON SITE TO CONTAR ANY
USED ABSORBENT PADSMATERIAL FOR PROPER AND TIMELY DISPOSAL OFF SITE
IN ACCORDANCE WITH APPLICABLE LOCAL, STATE, AND FEDERAL LAWS.

€. THE FOLLOWING PETROLEUM AND HAZARDOUS MATERIALS STORAGE AND
REFUELING RESTRICTIONS AND SPILL RESPONSE PROCEDURES WILL BE
ADHERED TO BY THE CONTRACTOR

I PETROLEUM AND HAZARDOUS MATERIALS STORAGE AND REFUELING

1 REFUELING OF VEHICLES OR MACHINERY SHALL OCCUR A MINBAUM OF 100
FEET FROM WETLANDS OR WATERCOURSES AND SHALL TAKE PLACE ON AN
IMPERVIOUS PAD WITH SECONDARY CONTAINMENT DESIGNED TO CONTAIN
FUELS,

2 ANY FUEL OR HAZARDOUS MATERIALS THAT MUST BE KEPT ON SITE SHALL
BE STORED ON AN IMPERVIOUS SURFACE UTILIZING SECONDARY CONTANMENT
AMINBUM OF 100 FEET FROM WETLANDS OR WATERCOURSES.

3 THE COMTRACTOR SHALL INSPECT ALL EQUIPMENT AT THE BEGINNING AND
END OF EACH DAY FOR ANY FUEL OR HYDRAULIC LEAKS AND IF DISCOVERED
SHALL TAKE IMMEDIATE STEPS TO MAKE REPAIRS AND CLEAN UP ANY
DISCHARGES AS DETAILED IN THE FOLLOWING SECTIONS.

INITIAL SPILL RESPCNSE PROCEDURES
1 STOP OPERATIONS AND SHUT OFF EQUIPMENT.
2 REMOVE ANY SOURCES OF SPARK OR FLAME.
3. CONTAIN THE SOURCE OF THE SPILL.
4, DETERMINE THE APPROXIMATE VOLUME OF THE SPILL,
5 IDENTIFY THE LOCATION OF NATURAL FLOW PATHS TO PREVENT THE
RELEASE OF THE SPILL TO SENSITIVE NEARBY WATERWAYS OR WETLANDS
L ENSURE THAT FELLOW WORKERS ARE NOTIFIED OF THE SPILL

Nl SPILL CLEAM UP & CONTANMENT

1, OBTAIN SPILL RESPONSE MATERIALS FROM THE ON-SITE SPILL RESPONSE
KIT. PLACE ABSORBENT MATERIALS DIRECTLY OM THE RELEASE AREA.

2 LIMIT THE SPREAD OF THE SPILL BY PLACING ABSORBENT MATERIALS
AROUND THE PERIMETER OF THE SPILL.

3. ISOLATE AND ELIBMINATE THE SPILL SOURCE.

4. CONTACT THE APPROPRIATE LOCAL, STATE AND/OR FEDERAL AGENCEES,
AS MECESSARY

5 CONTACT A DISPOSAL COMPANY TO PROPERLY DISPOSE OF
CONTAMINATED MATERIALS IN ACCORDANCE WITHALL LOCAL, STATE, AND
FEDERAL REGULATIONS

L REPORTING

1 COMPLETE AN NCIDENT REPORT.

2 SUBMIT A COMPLETED WCIDENT REPORT TO THE CONNECTICUT SITING
COUNCGLL, THE TOWN OF MYSTIC, AND OTHER APPLICABLE LOCAL, STATE, AND
FEDERAL OFFICIALS.

4. HERBICIDE, PESTICIDE AND SALT USAGE

A THE USE OF HERBICIDES AND PESTICIDES AT THE FACILITY SHALL BE
MINBIZED. N THE EVENT HERBICIDES AND/OR PESTICIDES ARE REQUIRED AT THE
FACILITY (|E.. TO ASSIST IN MANAGEMENT OF INVASIVE SPECIES WITHIN HABITAT
ENHANCEMENT AREAS), THERR USE WILL BE USED IN ACCORDANCE WITH
INTEGRATED PEST MANAGEMENT {"Ph") PRINCIPLES WITH PARTICULAR
ATTENTION TO MINIMIZE APPLICATIONS WITHIN 100 FEET OF WETLAND OR
WATERCOURSE RESOURCES. NO APPLICATIONS OF HERBICIDES OR PESTICIDES
ARE ALLOWED WITHIN ACTUAL WETLAND OR WATERCOURSE RESOURCES.

B. MAINTENANCE OF THE FACLITY DURING THE WINTER MONTHS SHALL
MINIMIZE THE APPLICATION OF CHLORIDE-BASED DEICERS SALT WITH USE OF

[ EMVIROMMENTALLY FRIEMDLY ALTERNATIVES TO MINIMIZE IMPACT TO
MEARBY WETLAND RESOURCES

5. WETLAND AND VERNAL POOL PROTECTIVE MEASURES

A A THOROUGH COVER SEARCH OF THE CONSTRUCTION AREA WILL BE
PERFORMED BY APT'S ENVIRONMENTAL MONITOR PRIOR TO AND FOLLOWING
INSTALLATION OF THE SILT FENCING BARRIER TO REMOVE ANY WILDLIFE FROM
THE WORK ZONE PRIOR TO THE INITIATION OF CONSTRUGTION ACTIVITEES. ANY
WILDLIFE DISCOVERED WOULD BE TRANSLOCATED OUTSIDE THE WORK ZONE IN
THE GEMERAL DIRECTION THE AMIMAL WAS ORIENTED PERIODIC INSPECTIONS
WILL BE PERFORMED BY APTS ENVIRONMENTAL MONITOR THROUGHOUT THE
DURATION OF THE CONSTRUCTION, GENERALLY ON A MONTHLY BASIS.

B.  ANY STORMWATER MANAGEMENT FEATURES, RUTS OR ARTIFICIAL
DEPRESSIONS THAT COULD HOLD WATER CREATED INTENTIONALLY OR
UNINTENTIONALLY BY SITE CLEARING/CONSTRUCTION ACTIVITIES WILL BE
PROPERLY FILLED IN AND PERMANENTLY STABILIZED WITH VEGETATION TO
AVOID THE CREATION OF "DECOY POOLS" THAT COULD INTERCEP T AMPHIBIANS
POTENTIALLY MOVING THROUGH THE PROJECT AREA. STORMWATER
MANAGEMENT FEATURES SUCH AS LEVEL SPREADERS WILL BE CAREFULLY
REVIEWED IN THE FIELD TO EMSURE THAT STANDING WATER DOES NOT ENDURE
FOR MORE THAN A 24 HOUR PERIOD TO AVOID CREATION OF DECOY POOLS AND
MAY BE SUBJECT TO FIELD DESIGN CHANGES. ANY SUCH PROPOSED DESIGN
CHANGES WILL BE REVIEWED BY THE DESIGN ENGINEER TO ENSURE
STORMWATER MANAGEMENT FUNCTIONS ARE MAINTAINED.

€. EROSION CONTROL MEASURES WILL BE REMOVED NO LATER THAN 30
DAYS FOLLOWING FINAL SITE STABILIZATION SO AS NOT TO BAPEDE WILDLIFE
MOVEMENTS,

6. EASTERN BOX TURTLE PROTECTION MEASURES - CONSTRUCTION PHASE

A PRIOR TO EARTHWORK CONSTRUCTION ACTIVITIES AND FOLLOWING
INSTALLATION OF ISOLATION BARRIERS, THE CONSTRUCTION AREA WILL BE
SWEPT BY APT AND ANY TURTLES OCCURRING WITHIN THE WORK AREA WILL BE
RELOCATED TO SUITABLE HABITAT OUTSIDE OF THE ISOLATION BARRIERS.

B IF ATURTLE IS FOUND DURING THE ACTIVE PERIOD, IT SHALL BE
IMMEDIATELY MOVED, UNHARMED, BY BEING CAREFULLY GRASPED M BOTH
HANDS, ONE ON EACH $IDE OF THE SHELL, BETWEEN THE TURTLE'S FORELMBS
AND THE HIND LIMBS. AN| \CED JUST QUTSIDE OF THE ISOLATION BARRIER IN
THE SAME APPROXIMATE CTION IT'WAS HEADING, THESE ANIMALS ARE
PROTECTED BY LAW AND NO TURTLES SHOULD BE RELOCATED FROM THE
PROPERTY,

C.  SPECIAL CARE SHALL BE TAKEN BY THE CONTRAGTOR DURING EARLY
MORNMG AND EVENING HOLRS 50 THAT POSSIBLE BASKING OR FORAGING
TURTLES ARE NOT HARMED BY CONS TRUCTION ACTIVITIES

D THE CONTRACTOR SHALL BE PARTICULARLY DILIGENT DURING THE
MONTHS OF MAY AND JUNE 'WHEN TURTLES ARE ACTIVELY SELECTING NESTING
SITES WHICH RESULTS IN AN INCREASE IN TURTLE MOVEMENT ACTIVITY.

E. NO HEAVY MACHINERY OR VEHICLES MAY BE PARKED OUTSIDE OF THE
ISOLATION BARRERS

T BAT PROTECTION PROGRAM

A THE PROPOSED FACILITY IS LOCATED WITHIN SENSITIVE HABITAT KNOWN
TOBE USED BY TWO RARE BAT SPECIES: NORTHERN LONG-EARED BAT AND
TRICOLORED BAT, IN ORDER TO PROTECT THESE BAT SPECIES AND PREVENT
INCIDENTAL TAKE, PROTECTION MEASURES ARE PROPOSED DURING
CONSTRUCTION AND OPERATION OF THE FACILITY.

B.  TREE CLEARING RESTRICTION - A TIME OF YEAR RESTRICTION ("TOYR'} FOR
TREE CLEARING RESTRICTS TREE REMOVAL TO OCCUR ONLY BETWEEN OCTOBER
1ST! THROUGH APRIL 14TH!, DURING THE BAT'S INACTIVE SEASON, WHEN BATS
WOULD LIKELY NOT BE PRESENT IN FORESTED HABITAT OM THE SUBJECT
PROPERTY, DO NOT REMOVE TREES BETWEEN APRIL 15TH/ THROUGH
SEPTEMBER 30TH.

8. REPORTING

A A COMPLIANCE MOMITORING REPORT (BRIEF NARRATIVE AND APPLICABLE
PHOTOS) DOCUMENTING EACH APT INSPECTION WILL BE SUBMITTED BY APT TO
THE PERMITTEE AND |TS CONTRACTOR FOR COMPLIANGE VERIFICATION OF
THESE PROTECTION MEASURES. THESE REPORTS ARE MOT TO BE USED TO
DOCUMENT COMPLIANCE WITH ANY OTHER PERMIT AGENCY APPROVAL
CONDITIONS (I.E., CTDEEP STORMWATER PERMIT MONITORING, ETC.), ANY
NON-COMPLIANCE OBSERVATIONS OF EROSION CONTROL MEASURES OR
EVIDENCE OF EROSION OR SEDIMENT RELEASE WILL BE MMEDWTELY REPORTED
TO THE PERMITTEE AND TS CONTRACTOR AND INCLUDED [N THE REPORTS, ANY
OBSERVATIONS OF RARE SPECIES, RESOURCE IMPACTS, OR CORRECTIVE
ACTIONS WILL BE INCLUDED W THE REPORTS,

B. APTWILL INSPECTION THE SITE TO VERIFY TOYR FOR TREE REMOVAL WAS
ADHERED TO AND INCLUDE DOCUMENTATION IN THE REPORT FOR COMPLIANCE
VERIFICATION. ANY CBSERVATIONS OF BATS WILL BE INCLUDED IN THE REPORTS.

C.  FOLLOWING COMPLETION OF THE CONSTRUCTION PROJECT, APT WILL
PROVIDE A FINAL COMPLIANCE MONITORING REPORT TO THE PERMITTEE
DOCUMENTING BAPLEMENTATION OF THIS WETLAND, VERNAL POOL, AND RARE
SPECIES PROTECTION PROGRAM AND MONITORING OBSERVATIONS. THE
PERMITTEE IS RESPONSIBLE FOR PROVIDING A COPY OF THE FINAL COMPLIANCE
MONITORING REPORT TO THE CONNECTICUT SITING COUNCIL FOR COMPLIANCE
VERIFICATION.

D FOLLOWING COMPLETION OF THE CONSTRUCTION PROJECT, APT WILL
PROVIDE A FINAL COMPLIANCE MONITORING REPORT TO THE PERMITTEE
DOCUMENTING BAPLEMENTATION OF THIS WETLAND, VERNAL POOL, AND RARE
SPECIES PROTECTION PROGRAM, MONITORING AND ANY SPECES
OBSERVATIONS, THE PERMITTEE SHALL PROVIDE A COPY OF THE FINAL
COMPLIANCE MOMITORING REPORT TO THE CONNECTICUT SITING COUNCIL FOR
COMPLIANCE VERIFICATION

E.  ANY OBSERVATIONS OF RARE SPECIES WILL BE REPORTED TO DEEP NDDB
BY APT ON THE APPROPRIATE SPECIAL ANBAL REPORTING FORM, WITH
PHOTO-DOCUMENTATION {IF POSSIBLE) AND SPECIFIC INFORMATION ON THE
LOCATION AND DISPOSITION OF THE ANIMAL,




PROPOSED UNDERGROUND
POWER & FIBER CONDUITS

PROPOSED THE TOWERS, LLC
GRAVEL ACCESS ROAD
(£525' LONG)

PROPOSED THE TOWERS, LLC
ACCESS/UTILITY EASEMENT — /o

LOCATION OF EXISTING
TREE {TYP.) —l

PROPOSED THE TOWERS, LLC
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PROPOSED TRANSFORMER
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PROPOSED 100'x100'
THE TOWER, LLC LEASE

PROPOSED VERIZON WIRELESS
U/G POWER & FIBER CONDUITS
ROUTED TO H-FRAME (TYP)

PROPOSED BOLLARD (TYP)

~ PROPOSED MONOPOLE
(DESIGNED BY OTHERS)
— PROPOSED VERIZON ¥
WIRELESS CABLE BRIDGE &
[
P
— PROPOSED VERIZON WIRELESS 9
GPS UNIT ATTACHED TO ICE ax
BRIDGE POST
~ /
e o
— /-(- .
—
* 4/
I #
/
PROPOSED VERIZON
WIRELESS BATTERY CABINET
VERIZON WIRELESS

PROPOSED
/ EQUIPMENT CABINET

PROPOSED VERIZON WIRELESS
11'-10"x12'=6" ICE CANOPY

PROPOSED VERIZON
WIRELESS 50kW DIESEL
GENERATOR

PROPOSED 12’-0"x20"-0"
CONCRETE EQUIPMENT PAD

PROPOSED VERIZON WIRELESS
500 SQ FT. LEASE AREA o
B
—, /
\-...__ x

AREA

COMPLETED BY
2/12/25. CONTRACTOR TO VERIFY PRIOR CONSTRUCTION.

EQUIPMENT PLAN

SCALE: 1" =8 (11°:17°), 1" = 4 (22'%34)

COMPOUND PLAN

SCALE 1" = 20 (1117, 1" = 10 (22%347)




PROPOSED VERIZON WIRELESS
DUAL BAND RRH UNIT
LOCATED BEHIND ANTENNAS
(2/SECTOR-6 TOTAL)

STRUCTURAL NOTE:

STRUCTURAL & MOUNT ANALYSIS NOT
COMPLETED AT TIME OF ISSUANCE OF THESE
DRAWINGS. PASSING STRUCTURAL & MOUNT
ANALYSIS REQUIRED PRIOR TO INSTALLATION.

PROPOSED LIGHTNING ROD

PROPOSED VERIZON WIRELESS

+150.0" AGL

TOP OF HIGHEST APPURTENANCE (LIGHTNING ROD) = +160.0" AGL
TOP OF MONOPOLE TOWER = £155.0°" AGL

CENTERLINE OF PROPOSED VERIZON WIRELESS PANEL ANTENNAS

LSUBE RRH/ANTENNA
(1/SECTOR-3 TOTAL)

PROPOSED VERIZON WIRELESS
ANTENNA (2,/SECTOR—6 TOTAL)

*— FUTURE CARRIER
PANEL ANTENNAS

PROPOSED VERIZON WIRELESS

(2) HYBRID CABLE ROUTED
WITHIN MONOPOLE SHAFT

=——— PROPOSED THE TOWERS, LLC
MONOPOLE (DESIGNED BY OTHERS)

g

0
ekl | GROUND LEVEL

ANTENNA AND CABLE SCHEDULE
AZMUTH # oF ANTENNA € | coAxIAL CABLE

SECTOR | STATUS FREQUENCY rsng#rE) P@g@gg#& HEIGHT (AGL) CABLE #0F CABLES |\ Eoeth
ALPHA | PROPOSED 700/850/AWS 70 1 150' JUMPERS FROM RRHS 124

ALPHA | PROPOSED 700/850,/PCS 0 1 150" JUMPERS FROM RRHS 124

ALPHA | PROPOSED C-BAND 70 1 150" POWER/FIBER CABLE FROM OVP | 15't

BETA | PROPOSED 700,/850/AWS 200 1 150" JUMPERS FROM RRHS 12¢

BETA | PROPOSED 700,/850,/PCS 200" 1 150" JUMPERS FROM RRHS 12+

BETA | PROPOSED C-BAND 200 1 150" POWER/FIBER CABLE FROM OWP | 30'x

GAMMA | PROPOSED 700,/850,/AWS 300 1 150" JUMPERS FROM RRHS 12¢

GAMMA | PROPOSED 700/850/PCS 300" 1 150" JUMPERS FROM RRHS 124

GAMMA | PROPOSED C-BAND 300" 1 150" POWER/FIBER CABLE FROM OWP | 30'#
NOTE:

CONTRACTOR TO TAG HYBRID CABLE & JUMPERS AT BOTH ENDS WTH ANTENNA DESICNATION AS PER COLOR CODING SHEET PROVIDED BY
RELES 'VERIZON WARELESS EQUIPMENT ENGINEER.

£
§
3

RRH/OVP AND HYBRID SCHEDULE

CABLE

SECTOR STATUS TS # OF UNITS GABLE TYPE #O0F CARLES | Enon
ALPHA | PROPOSED ow 1 6412 HYBRID CABLE 2 200
ALPHA | PROPOSED | 700/B50/RRH 1 PONER/FIBER CABLE FROM OVP 1 15
APHA | PROPOSED | AWS/PCS/RRH 1 PONER/FIBER CABLE FRON OVP 1 15
BETA | PROPOSED | 700/B50/RRH | 1 | PONER/FIBER CABLE FROM OVP | 1 ET
BETA | PROPOSED | AWS/PCS/RRH | 1 | POMER/FIBER CABLE FROM OVP | 1 T
GAMMA | PROPOSED | T700/8S0/RRH | 1 | PONER/FIBER CABLE FROM OVP | 1 ET
GAMMA | PROPOSED | AWS/PCS/RRH | 1 | POMER/FIBER CABLE FROM OVP | 1 T
PROPOSED VERIZON WIRELESS — PROPOSED VERIZON WIRELESS

12-CIRCUIT OVP UNIT
(ALPHA SECTOR ONLY)

700/850/AWS ANTENNA
(1/SECTOR-3 TOTAL)

PROPOSED VERIZON WIRELESS
700/850,/PCS ANTENNA
(1/SECTOR-3 TOTAL)

PROPOSED VERIZON WIRELESS
DUAL BAND 700/850 RRH
UNIT (1/SECTOR—3 TOTAL)

PROPOSED VERIZON WIRELESS DUAL
BAND AWS/PCS RRH UNIT
(1,/SECTOR-3 TOTAL)

PROPOSED TIEBACK
(3/SECTOR-9 TOTAL)

PROPOSED MONOPOLE TRI COLLAR
MOUNT NUDD P/N: AMPCLAMP
OR APPROVED EQUAL

PROPOSED VERIZON WIRELESS
DUAL BRACKET MOUNTING KIT
(3/SECTOR-9 TOTAL)

PROPOSED VERIZON WIRELESS &'
HEAVY DUTY UPNY ANTENNA FRAME
ASSEMBLY (1/SECTOR-3 TOTAL)

¥ § PROPOSED VERIZON WIRELESS
é- £ LSUB6 RRH/ANTENNA
3 %{,‘5 (1/SECTOR=3 TOTAL)

ELEVATION VIEW

2 | VERIZON WIRELESS ANTENNA ORIENTATION PLAN

SCALE: 1 — 20 (1Tx17), 1" — 10 (22 %34)

SCALE. " — 4 (1T%17). 1" — 2 (22%34°)




_— POST CAP

["———— TOP RALL

_— LINE POST SPACED @ NOT
- TO EXCEED 10°-0" 0.C.
{SEE FENCING NOTES FOR
DIAMETERS OF POSTS)

= _— CHAIN LINK FABRIC

w0 INSIDE OUTSIDE

/— TENSION WIRE
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8" DIA SCH 40
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2-0
DIA

8" THICK ASTM C-33
#57 STONE GRAVEL

WEED BARRIER SHALL BE
TYPAR LANDSCAPE FABRIC OR
ENGINEER APPROVED EQUAL

6" MIN

A B S N S
ARG \é’x\{\(z\\é

ANNAN N
COMPACTED SUBGRADE

FENCE DETAIL

BOLLARD DETAIL

3 | GRAVEL SURFACING DETAIL

SCALE: NOT TO SCALE

SCALE: NOT TO SCALE

SCALE: NOT TQ SCALE

CAP (TYP ON
ALL POSTS) \
(3) INDUSTRIAL MALLEABLE

IROM CFFSET PIN HINGES

WELDED HEAVY DUTY HASP AND STAPLE
W/INTEGRAL DROP BAR AND PADLOCK

9"x9" BANDED HAND
HOLE (TYP) W/CHAIN
WELDED @ CNE SIDE

3/8" DIA STEEL TRUSS
PER GATE PANEL (PAGE-WILSON ‘ 16'-0 ROD AT GATE (TYP)
M- CR EQUAL) -
TOP RAILL

] T 5 | ooy o~ GATE FRame
= S aa <
£ B2 o
= & 3 4" DIA SCH 40
o mL I CATE POST
E

L <

- 5 .

w )\/”«» Y TENSION WIRE
© s N 255 GRADE

- A CENTER
s DROP
A BAR
10"
DIA
Ag CONCRETE
SLOTTED (SEE FENCE DETAIL)

MUSHROCM CAl

P

POST CAR

CABLE BRIDGE

SITE PRO P/N:IB12D-T3
H-FRAME CABLE BRIDGE
SITE PRO P/N:1B24D-T3

ANTENNA CABLE
CON SNAP-IN COAX
HANGER (TYP)

FIN GRADE

‘B TO GROUND SYSTEM REFER
TO GROUNDING PLAN FOR

- CONNECTION
3" MIN.

CONCRETE

DOUBLE GATE DETAIL

CABLE BRIDGE DETAIL

SCALE: NOT TO SCALE

SCALE: NOT TO SCALE
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NOTES:
—USE OF SWALES AND/OR DRAINAGE DITCHES FOR PROPER
WATER RUNOFF AS NEEDED.

—AGGREGATE IS BASED ON STANDARD AASHTO.

=PIPE SHALL BE AT A MINIMUM OF 4' LONGER THEN ACCESS
ROAD WIDTH ON EACH SIDE FOR PROPER SHOULDERING.

—ALL CROSSDRAINS SHALL BE INSTALLED ON A 45 ANGLE
WITH THE FALL OF THE GRADE.

2 TO 1 SLOPE MAINTAIN TO BOTTOM OF DITCHLINE /
FLOWLINE AND ON OPPOSITE SLOPE MATCH EXISTING
SLOPE. DITCHES SHALL HAVE A 1' (FOOT) FLAT BOTTOM

WITH RIP RAP INSTALLED IN HEAVY EROSION AREA.

15'-0"

(TYPICAL)

6" AGGREGATE BASE COLRSE
MIN. OF 3" OF ROAD BASE COURSE 610
TOTAL = 9" THICK.

\— COMPACTED SUBGRADE,
FREE FROM TOPSOIL
AND ORGANICS

COMPACTED SELECT
FILL WHERE REQUIRED

CLASS 4 GEOTEXTILE MATERIAL

"MIRAFI-500X" (OR EQUAL)

1| DRIVEWAY SECTION DETAIL

SCALE: NOT TO SCALE

EVERSORCE APPROVED
BOOA DISCOMNECT

§'-0" s

CAP POST
ﬂ/m
o ]
4 GANG, 20D AMP
/ METER CENTER

4 1/27 GALWANIZED
RIGID STEEL PIPE. (TYP.)

41/2" GALVANIZED f
RIGID STEEL PPE. (TYP.)

P
g

1 5/8" UNISTRUT (m’)—<

6'—6" (MAX)

1 5/8" UNISTRUT (TYF) —/
i
o
)
A
-+
L
L

] I )
NOTES:
1. CONDUIT SHALL BE SCHEDULE 40 PVC CONDUIT 30" BELOW GRADE. 2 AWS STRANDED TELCO DEMARCATION
2. CONDUIT FROM 30 BELOW GRADE, INCLUDING THE SWEEP, SHALL BE E COPFER OREEN 42°%30°
SCHEDULE BO PVC FOR ABOVE GRADE AND UNDER ALL ROADWAYS é INSULATED GROUND
;| (UNLESS CONCRETE ENCASED). . \ ,
3. ALL CONDUITS SHALL HAVE EXPANSION FITTINGS ABOVE GRADE. I
-
SPARE 4” PVC TELCO CONDUIT — = B
o] CAPPED ABOVE GRADE | I 1
- C ]

#2 TINNED SOLID COPPER —
GROUND WIRE

: =1
=l
B
g T e

it

v
(TYP)

172

1 FINISH_GRADE 2

¥
2

4

4-o"
2

-
(TP}

1/2"

2" PVC CONDUIT 10
VERIZON H-

\T TO VERIZON

CJ

<>
I
L

WIRELESS H-FRAME

3" PVC CONDUITS FROM UTILTY
COMPANY POLE OR TRANSFORMER

\4"mou

TELCO SERVICE

B

2 | UTILITY BACKBOARD DETAIL

A SCALE: NOT TO SCALE




TYP. EA. END

120" A

CBx11.5

CBx11.5 (+17) (BELOW}

CBx11.5 (SLOPING) [

C8x11.5 (+2")

(SEE DETAIL 5)

PROPOSED VULCRAFT 2" 2C18 GALV. STEEL DECK (24" OR 36" —
WIDE, LENGTH(S) AS REQUIRED) ATTACH DECK TC ENTIRE
LENGTH OF ALL C8 BEAMS WITH 3%’ GALY. BOLTS WITH

ROUND OVERSIZED WASHERS & LOCK WASHERS @ 12" Q.C.
(SET BOLTS IN BED OF EXTERIOR GRADE SILICONE SEALANT)

OUTLINE OF PROPOSED
EQUIPMENT BELOW DECK {TYP.)

OUTLINE OF PROPOSED
12'-0"%20'-0" CONCRETE PAD

PROPOSED £2x2x4" BRACE FROM
CG FRAMING DOWN TO ICE
CANGPY POST ON 1:1 SLOPE
(TYP. AT (7) LOCATIONS)

L FROPOSED 4" SCH. 40 GALY. STEEL ROST
ON 8xBxk" GALV. STEEL BASE PLATE
{TYP. OF {4) LOCATIONS) {SEE DETAIL B)

24" OR 38"

GRADE LEVEL .

FRAMING PLAN MOTES:
1.) ALL STEEL SHALL BE INSTALLED LEVEL UNLESS OTHERWISE NOTED

2.) TOP OF NEW STEEL ELEVATION SHALL BE HELD 9'-6" ABOVE EQUIPMENT
PAD SURFACE UNLESS OTHERWISE NOTED THUS (£X") INDICATING DISTANCE

ABOVE OR BELOW TOP OF STEEL REFERENCE ELEVATION.

Y

1-0"
PROPOSED VULCRAFT 2" 2018

GALV. STEEL DECK (24" OR 36"
WIDE, LENGTH(S) AS REQUIRED)

PROPOSED VULCRAFT 2" 2C18 GALY. STEEL DECK (24" OR
36" WIDE, LENGTH(S) AS REQUIRED) ATTACH DECK TO ENTIRE
LENGTH OF ALL C8 BEAMS WITH 3¢ GALV. BOLTS WITH
ROUND OVERSIZED WASHERS & LOCK WASHERS @ 12" 0.C.
[SET BOLTS IN BED OF EXTERIOR GRADE SILICONE SEALANT)

i —
o i CBx115 &\ H
PROPOSED £ 2x24"GALY.
STEEL  BRACE (TYR.)
" (SEE DETAL 5) p
@
@ d
PROPOSED 4" SCH. 40 GALV. STEEL POST —— | —_—
WITH %"WELDED CAPE PLATE ON TOP &e
(TYP.) (SEE DETAL 6) o
T =
s
PROPOSED 8xBxj4” GALY. STEEL zZ2

BASE PLATE (TYP.) (SEC DETAIL 6)

{PROPOSED CONCRETE PAD 7
12'-0"

T

¢ POSTS

ICE CANOPY FRAMING PLAN

2 | ICE CANOPY SECTION

SCALE: NOT TO SCALE

SCALE: NOT TO SCALE

PROP. SUPPORT

[
|
3 sipEs

N

CHANNEL

Col
I

C

PROP. K" GALV. STEEL 5

¢ POST

POST CAP SHOP O
WELDED ALL ARCUND

i

¢ CONNECTION

2" DECK

(4) %" ASTM A325
BOLTS GALY. (TYP.)

) %E

TYP. BEAM TO BEAM CONN.

PROP. 48 SCH. 40

SCALE: NOT TO SCALE

INCOMING C8x11.5 —

et :

L PROP. 2x2xJ4" SPACER PLATE

PROP. ASCO D300OL SERIES,
SINGLE PHASE, 200A POWER
TRANSFER LOAD CENTER
(SHOWN FOR ILLUSTRATIVE
PURPOSES ONLY) COORDINATE
SPECIFICATIONS AND
REQUIREMENTS WITH VERIZON
B

GALY. STEEL
OST {LENGTH

AS REQUIRED)

BxBxk" GALV. STEEL BASE PLATE
| | /

e é 4@ SCH. 40 GALV
@ ~"  STEEL PIPE PQST
ol 1 %'p CALY. OR S.5. THREADED RODS IN
55" PATTERN CENTERED ABCUT PLATE

1le N (FOUR RODS PER PLATE) THROUGH
BN € _{# ¥g"¢ SHOP DRILLED HOLES IN PLATE

" . 1yj, WITH HILTI HIT-HY200-R ANCHQRING
% 2" ADHESNE IN s DRILLED HOLES WITH

a" 4" EMBEDMENT INTO CONCRETE PAD

I
I
I
I
I
GALV. STEEL PIPE FOST\I
I
I
I

£2x2x 0" BRACE 4—:-.*
PROP. 8x8x%" GALY.

STEEL BASE PLATE (TTPJ

INCOMING

il

PROP. 4x4x4" SHEAR TAB
WITH 11" CORNER CHAMFER
|

GRADE LEVEL

AR
SRR

! } " PROPOSED CONCRETE PAD -

¢

BETWEEN BRACE AND CB ORW({ALA\I;U?TNE%T

PROP. 5x4¢4” PLATE (TYP.) Cher g

PROP. {2) %"¢ A325

BOLTS @ 3 O.C.

PROP. £2x2x" BRACE % THCK —

PROP. %0 A325 SOLT, FULLY WELDED

TYPICAL EACH END OF BRACE STIFFENER
PLATE, (TYP.)

ALL (4) SIDES
CF BASE PLATE

] PROP. 4" SCH. —=

PROP. HOFFMAN BOX (SHOWN FOR
ILLUSTRATIVE PURPOSES ONLY)
COORDINATE SPECIFICATIONS AND
REQUIREMENTS WITH VERIZON.
PROP. EXTERIOR GRADE

KEYED STEEL PADLOCK

(ABUS 83WP/53 SERIES 2)

ICE CANOPY POST

PROP. %" @ U-BOLT
(TOTAL OF (8))

ﬁ ’T"ﬁ PROP. 4" SCH. 40

PROP. GALY. P1004
UNISTRUT (8'-0" LONG)
[TYP.) QUANTITY AND
SPACING AS REQUIRED
[PROVIDE HEAVY DUTY
RUBBER CAPS AT ENDS

OF ALL UNISTRUTS)

A

&
P -

—— PROP. BkBx} GALV.
STEEL BASE PLATE (TYF.)

 PROPOSED CONCRETE PAD 7 i1 ERADE LEVEL

10x10x34" GALY. STEEL BASE PLATE WITH (4) %" GALV. OR

S.5. THREADED RODS IN 7"x7" PATTERN CENTERED ABOUT

PLATE {(4) RODS TOTAL) THROUGH 'Mg"® SHOP DRILLED HOLES
IN PLATE WITH HILTI HIT-HY200-R ANCHORING ADHESIVE IN

We'# DRILLED HOLES WITH 4" EMBED. INTO CONCRETE PAD

ICE CANOPY POST BASE PLATE

ICE CANOPY POST DETAIL

6 | H-FRAME DETAIL

SCALE: NOT TO SCALE

SCALE: NOTTQ SCALE

SCALE: NOT TO SCALE




CONCRETE PAD

1'=0"

FILL VOIDS WITH #52
GRAVEL AFTER
CONDUIT INSTALLATION

CONDUITS

EXISTING CRUSHED
STONE OR GRAVEL

-~ 20'-0"
NOTES: E a 2-6" 104
1. PADS SHALL BE PRE-CAST MATCHING THIS DESIGN = PROPOSED VERIZON 4" (TYP.)
WHERE ALLOWED BY LOCAL JURISDICTION, Y J7 17'%20" CONCRETE PAD T
2. REFER TO CONCRETE & REINFORCED STEEL NOTES
ON SHEET G—-002 & ATC SPEC 033000 FOR kg -
CAST—INPLACE PADS. 11 T T i N B G =)
v ] - -l - . v - — » - g &
. -] ) . P SN Al
- s . v - N V“ =T i -,'. ) T * RS B
EER HE : IR O N O E R I ' | . STUB UP AREA
:.‘ X " .-‘- . R . F : B R . E :. '“ - N X X BN e
@ | RN (S (PR e S AN B IS D O i . =1
o RN N s T F T 1T T T -1 -1 B B
— ot H . gt i R B h L ] S B nE
3 . . L. v % T H L] e . t K
: : : : ", i SR I S dob 0k #5 REBAR WITH 4
. - —1 o N —1— — - CLEAR FROM EDGES
1= AN T . -1 I : = S P . (TYP. SIDE)
., a - v - 3 ‘. ‘: LI ‘. N ; v ‘_". v ™ wY L :‘.. . :
" - .- e . ~ 4 e R o ~ N s w: s
. . &5 _. (TR 3 S R . o R GEARY OEE S O
- - il T
3" CHAMFER
L 45 @ 11" O L 4 @0 oo N
.
-, - ey ta AP St e i . R SR T -
SCALE: NOT TO SCALE
PROPOSED CONCRETE PAD .
FINISHED PROPOSED 3/8"@ SIMPSON
STRONG-BOLT 2 WEDGE
ANCHOR OR EQUIVALENT

GRADE

4" EXISTING CRUSHED
STONE OR GRAVEL
(SEE NOTE 2)

EXISTING
COMPACTED FILL

NOTES:

SUBGRADE AND FILL SHALL CONSIST OF CLEAN SOIL. DELETRIOUS
MATERIAL AND ORGANICS SHALL BE REMOVED.

MECHANICALLY COMPACT FOOTFRINT OF PAD PLUS 2' PERIMETER.

USE GALVANIZED HILTI EXPANSION ANCHORS OR, APPROVED EQUAL,
FOR EQUIPMENT ANCHORAGE.

FOR SIZE AND LOCATION OF ANCHORS AND OTHER REQUIREMENT,
SEE EQUIPMENT VENDOR DRAWINGS.

o woN

GC TO INSTALL PER ICC#
ESR-3037

NOTE:
INSTALL SIMPSON STRONG-TIE® STRONG—BOLT® 2 WEDGE|
ANCHOR(S) STRICTLY PER INSTALLATION INSTRUCTIONS

INCLUDED WITH PRODUCT OR FOUND ONLINE AT
IE.COM. PRE(.)PER INSTALLATION IS CRITICAL

WWW.STRONGTI
FOR FULL PERFOR!

4 | EXPANSION ANCHOR DETAIL

2 | GEN. CONDUIT STUB UP DETAIL

GRAVEL PREPERATION DETAIL

SCALE: NOT TO SCALE




LIFT OFF SERVICE PANELS
W/ LOCKABLE LATCHES

T

/

%

AR INTAhESj

T U TMINIMUM REGUTRED CLEARANCE FOR AIR FLOW

=
ol
23
ol
L 1 L AL
o
o
.
o
o
T T O T T 7
EXHAUST—
RAIN CAP
NOTES :

ENERATOR ARE SERVICE
gICE PAMELS.

120VAC ENGINE BLOCK HEATER

GENERATOR MUST BE GROGUNDED

SOUND ATTENUATED ENCLOSURE STANDARD WITH GENERATOR
MUST ALLOW FREE FLOW OF DISCHARGE AIR AND EXHAUST

MUST ALLOW FREE FLOW OF INTAKE AIR.

IT 1S THE RESPONSIBILITY OF THE INSTALLATION TECHNICIAN
10 ENSURE THAT THE GENERATOR INSTALLATION COMPLIES
WITH ALL APPLICABLE CODES, STANDARDS, AND REGULATIONS.

ACCESSIBLE

OO D Bt

106 0 LIFT GFF SERVICE PANELS
[43.54] W/ LOCKABLE LATCHES
509
12,001
5 - :
4
EXTERNAL 8 A g [N i
7 EsToP
lar SWITCH lo
mg
P IS
et
o ol i
L TERuATOR -
ACCESS PANEL -
o o o . it ¥ o0
n — d —
R I ‘\.:_‘*\. |G
T T #
° o —REMOVABLE END
" PaNeL BOTH EWDS | -
3 \ @
o / o ol
L —lrs
. R . y X N
T T
31.5 REF | 965 1320 [51.9) R o
e T 138 07 ‘ SIITL AR INTAKES
0o 2209
T45.97 r87.07
2570
rror.z3

_~—HAIR DISCHARGE

GENERATOR DETAILS

SCALE: NOT TO SCALE




7.

GRADING & EXCAVATING NOTES:

ALL EXCAVATIONS ON WHICH CONCRETE IS TO BE PLACED SHALL BE SUBSTANTIALLY
HORIZONTAL ON UNDISTURBED AND UNFROZEN SOIL AND BE FREE FROM LOOSE
MATERIAL AND EXCESS GROUNDWATER. DEWATERING FOR EXCESS GROUNDWATER
SHALL BE PROVIDED IF REQUIRED.

CONCRETE FOUNDATIONS SHALL NOT BE PLACED ON ORGANIC MATERIAL. IF SOUND
SOIL IS NOT REACHED AT THE DESIGNATED EXCAVATION DEPTH, THE
UNSATISFACI'URY SOIL SHALL BE EXCAVATED TO TS FULL DEPTH AND EITHER BE
REPLACED WITH MECHANICALLY COMPACTED GRANULAR MATERIAL OR THE
EXCAVATION BE FILLED WITH CONCRETE OF THE SAME QUALITY SPECIFIED FOR THE
FOUNDATION.

ANY EXCAVATION OVER THE REQUIRED DEPTH SHALL BE FILLED WITH EITHER
MECHANICALLY COMPACTED GRANULAR MATERIAL OR CONCRETE OF THE SAME
QUALITY SPECIFIED FOR THE FOUNDATION. CRUSHED STONE MAY BE USED TO
STABILIZE THE BOTTOM OF THE EXCAVATION. STONE, IF USED, SHALL NOT BE USED
AS COMPILING CONCRETE THICKNESS.

AFTER COMPLETION OF THE FOUNDATION AND OTHER CONSTRUCTION BELOW
GRADE, AND BEFORE BACKFILLING, ALL EXCAVATIONS SHALL BE CLEAN OF
UNSUITABLE MATERIAL SUCH AS V'EGEI'ATION TRASH, DEBRIS, AND SO FORTH.

—USE APPROVED MATERIALS CONSISTING OF EARTH, LOAM, SANDY CLAY, SAND
—BE FREE FROM CLODS OR STONES OVER 2-1/2" MAXIMUM DIMENSIONS

—BE PLACED IN 6" LAYERS AND COMPACTED TO 95% STANDARD PROCTOR
EXCEPT IN GRASSED/LANDSCAPED AREAS, WHERE 90% STANDARD PROCTOR

REMOVE ALL VEGETATION, TOPSOIL, DEBRIS, WET AND UNSATISFACTORY SOIL
MATERIALS, OBSTRUCTIONS, AND DELETERIOUS MATERIALS FROM GROUND SURFACE
PRIOR TO PLACING FILLS. PLOW, STRIP, OR BREAK UP SLOPED SURFACES STEEPER THAN
THAN 1 VERTICAL TO 4 HORIZONTAL SO FILL MATERIAL WILL BOND WITH EXISTING SURFACE.
WHEN SUBGRADE OR EXISTING GROUND SURFACE TO RECEIVE FILL HAS A DENSITY LESS
THAN THAT REQUIRED FOR FILL, BREAK UP GROUND SURFACE TO DEPTH REQUIRED,
EgL\é‘E"RYIZE. MOISTURE—CONDITION OR AERATE SOIL AND RECOMPACT TO REQUIRED

N:

PROTECT EXISTING GRAVEL SURFACING AND SUBGRADE IN AREAS WHERE EQUIPMENT LOADS

WILL OPERATE. USE PLANKING OR OTHER SUITABLE MATERIALS DESIGNED TO SPREAD EQUIPMENT
LOADS. REPAIR DAMAGE TO EXISTING GRAVEL. SURFACING OR SUBGRADE WHERE SUCH

DAMAGE IS DUE TO THE CONTRACTOR'S OPERATIONS. DAMAGED GRAVEL SURFACING

SHALL BE RESTORED TC MATCH THE ADJACIENT UNDAMAGED GRAVEL SURFACING AND

SHALL BE OF THE SAME THICKNESS.

REPLACE EXISTING GRAVEL SURFACING ON AREAS FROM WHICH GRAVEL SURFACING IS
REMOVED DURING CONSTRUCTION OPERATIONS. GRAVEL SURFACING SHALL BE REPLACED
TO MATCH EXISTING ADJACENT GRAVEL SURFACING AND SHALL BE OF THE SAME
THICKNESS SURFACES OF GRAVEL SURFACING SHALL BE FREE FROM CORRUGATI

EXISTING GRAVEL SURFACING MAY BE EXCAVATED SEPARATELY AND REUSED IF INJURIOUS
AMOUNTS OF EARTH, ORGANIC MATTER, OR OTHER DELETERIOUS MATERIALS ARE REMOVED
PRIOR TO REUSE. FURNISH ALL ADDITIONAL GRAVEL RESURFACING MATERIAL AS REQUIRED.
BEFORE GRAVEL SURFACING IS REPLACED, SUBGRADE SHALL BE GRADED TO CONFORM TO
REQUIRED SUBGRADE ELEVATIONS, AND LOOSE OR DISTURBED MATERIALS SHALL BE THOROUGHLY
‘COMPACTED. DEPRESSIONS IN THE SUBGRADE SHALL BE FILLED AND COMPACTED WITH
APPROVED SELECTED MATERIAL. CRAVEL SURFACING MATERIAL MAY BE USED
FOR FILLING DEPRESSIONS IN THE SUBGRADE, SUBJECT TO ENGINEER'S APPROVAL.

DAMAGE TO EXISTING STRUCTURES AND UTILITIES RESULTING FROM CONTRACTOR'S NEGL\GENCE
SHALL BE REPAIRED/REPLACED TO OWNER'S SATISFACTION AT CONTRACTOR'S EXPENSI
CONTRACTOR SHALL COORDINATE THE CONSTRUCTION SCHEDULE WITH PROPERTY OWNER SO AS
TO AVOID INTERRUPTIONS TO PROPERTY OWNER'S OPERATIONS.

ENSURE POSITIVE DRAINAGE DURING AND AFTER COMPLETION OF CONSTRUCTION.
ALL CUT AND FILL SLOPES SHALL BE MAXIMUM 2 HORIZONTAL TO 1 VERTICAL.
CONTRACTOR SHALL BE RESPDNSIBLE FOR MONITORING SITE VEHICLE

TRAFFIC AS TO NOT ALLOW VEHICLES LEAVING THE SITE TO TRACI

MUD ONTO PUBLIC STREETS. THE CONTRACTOR 1S RESPONSIBLE
TFSE grrLEANING PUBLIC STREETS DUE TO MUDDY VEHICLES LEAVING

ONS AND WAVES.

GENERAL EROSION & SEDIMENT CONTROL NOTES:

1. THE SOIL EROSION AND SEDIMENT CONTROL MEASURES AND DETALS AS SHOWN
HEREN AND_ STIFULATED WITHIN STATE STANDARDS
OWED AND INSTALLED IN A MARNER SO A5 TO
VINHIZE. SEOMENT LEAVING THE SiF
2. PRIOR TO COMMENCING LAND mmunmncs ACTMITY, THE
LIMTS OF LAND DISTURBANCE SHALL BE CLEARLY AND
ACCURATELY DEMARCATED WITH STAKES, RIBBONS, OR
OTHER APPROPRIATE MEANS.
3. EROSION CONTROL DEVICES SHALL BE INSTALLED BEFORE GROUND
DISTURBANCE OCCURS. THE LOCATION OF SOME OF THE EROSION
CONTROL DEVICES MAY HAVE TO BE ALTERED FROM SHOWN ON THE
APPROVED PLANS IF DRAINAGE PATTERNS DURING CONSTRUCTION ARE
DIFFERENT FROM THE FINAL PROPOSED DRAINAGE PATTERNS. IT IS THE
CONTRACTOR'S RESPONSIBILITY TO ACCOMPLISH EROSION CONTROL FOR
ALL DRANAGE PATIERNS CREATED AT VARIOUS STAGES DURING CONSTRUCTION.
ANY DIFFICULTY IN CONTROLLING EROSION DURING ANY PHASE Ol
CONSTRUCTION' SEALL BE. REPORTED T THE ENGINEER MEDIATELY.
4 THE LOGATION OF SOME OF THE EROSION CONTROL DEVICES
\VE TO Bl M THAT SHOWN ON THE
PLANS IF DRA.INAGF_ PATTERNS DURING CONSTRUCTION ARE
NT FROM THE FINAL PROPOSED DRAINAGE PATTERNS.
AT DIFTICULTY IN' CONTROLLING. EROSION DURING ANY PHASE
OF CONSTRUCTION SHALL BE REPORTED TO THE ENGINEER
IMMEDIATELY.

5. CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL MEASURE UNTIL
PERMANENT VEGETATION HAS BEEN ESTABLISHED. CONTRACTOI
CLEAN OUT ALL SEDIMENT PONDS WHEN REQUIRED BY THE ENGlNER OR
THE LOCAL JURiSDICI'ION INSPECTOR. CONTRACTOR SHALL INSPECT EROSION
THE END OF EACH WORKING DAY TO ENSURE
ME.GURES ARE FUNC’TIONING PROPERLY.

6. THE CONTRACTOR SHALL REMOVE ACCUMULATED SILT WHEN
THE SILT IS WITHIN 12" OF THE TOP OF THE SILT FENCE.

7. FAILURE TO INSTALL, OPERATE OR MAINTAIN ALL EROSION
CONTROL MEASURES WILL RESULT IN ALL CONSTRUCTION
BEING_STOPPED ON THE JOB SITE UNTIL SUCH MEASURES ARE
‘CORRECTED.

8. SILT BARRIERS TO BE PLACED AT DOWNSTREAM TOE OF ALL
CUT AND FILL SLOPES.

ALL CUT AND FILL SLOPES MUST BE SURFACED ROUGHENED AND
VEGETATED WITHIN SEVEN (7) DAYS OF THEIR CONSTRUCTION.

10. CDNTRACTOR SHALL REMOVE ALL EROSION & SEDIMENT CONTROL
ES AFTER COMPLETION OF OONSTRUC"HON AND
ESTABLISHMENT OF PERMANENT GROUND

1. THE ESCAPE DF SEDIMENT FROM THE SITE
THE INSTALLATION OF EROSION CONTROL
HEASURES AND PRADTICE PRIOR TO, OR CONCURRENT WITH,
LAND—DISTURBING ACTIVITIES,

1 VKNEN NRE FENCE TU BE FASTENED SECURELY TO

E TIES
2 F\LTER CI.OTH T0 BE FAS'IENED SECURELY TO
WOVEN WIRE FENCE WITH TIES SPACED EVERY 24" AT
TOP_AND MID SECTION.
3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN
EACH OTHER THEY SHALL BE OVER-LAPPED BY 6IN

AND FOLDED.
4. MAINTENANCE SHALL BE PERFORMED AS NEEDED

WIRE FENCE— WHERE REQUIRED

FINAL STABILIZATION OF ALL DISTURBED AREAS, UNLESS OTHERWISE NOTED,
SHALL BE LOAMED AND SEEDED. LOAM SHALL BE PLACED AT A MINIMUM
COMPACTED DEPTH OF 4". RECOMMENDED SEEDING DATES FOR PERMANENT
VEGETATION SHALL BE BETWEEN JUNE 15 THROUGH AUGUST 1 AND SEPTEMBER
15 THROUGH OCTOBER 15. TEMPDRARY VEGETATIVE MEASURES SHALL CONSIST
OF AN ANNUAL OR PERENNIAL RASS WITH RECOMMENDED SEEDING DATES
BEING FROM JUNE 1 THROUGH AUGUST 15 AND SEPTEMBER 30 THROUGH

IAL {WER THE DESIGNATED AREA, OBTAIN A

BEFORE SPREADING COVER MATERI

REPRESENTATIVE SOIL SAMPLE AND SUBMIT TO A REPUTABLE SOIL TESTING
LABORATORY FOR CHEMICAL AND PHYSICAL ANALYSIS. THE PRELIMINARY TEST IS
NECESSARY TO DETERMINE THE REOUIREI?SI!NORGANIC AN

D/OR_ORGANIC

AMENDMENTS THAT ARE NEEDED TO ASSIST IN ESTABLISHING THE SEED MIXTURE
IN AN _ENVIRONMENTALLY AND ECONOMICALLY SOUND MANNER. THE RESULTS WILL
GIVE THE COVER MATERIAL CHARACTERISTICS SUCH AS pH AND FERTILIZATION
NEEDS. THESE RESULTS SHALL BE KE’T ON-SITE B THE CONTRACTOR AND
AVAILABLE FOR REVIEW
.SEELEELEEEEABAIIQH
PROPOSED COVER MATERIAL SHOULD BE SPREAD EVENLY OVER THE SITE AREA IN
A MINIMUM 4 UFT VIA BULLDOZER/BUCKET LOADER. USING THE INFORMATION

SOIL_ANALYSIS, CAREFULLY CALCULATE THE ES OF LIMESTONE
AND PRE PLANT FERTILIZER NEEDED PRIOR TO APPLYING. PRE—PLANT
AMENDMENTS CAN BE APPLIED WITH A BROADCAST AND/OR DROP SEEDER AND
INCORPORATED WITH AN OFFSET DISK, YORK RAKE, AND/OR HAND RAKE. AFTER
INCORPORATION THE PRE—PLANT SOIL AMENDMENTS, THE SEED BED SHCULD BE
SMOOTH AND FIRM PRIOR TO SEEDING. THE FOLLOWING SEED MIXTURES SHALL
BE USED AS NOTED:

SEED MIXTURE
SPECIES/VARIETY ~ LBS/ACRE

CREEPING RED 20
FESCUE 20
KENTUCKY 5
BLUEGRASS

PERENNIAL

RYEGRASS

SEED TIME_AND METHOD

THE PREFERRED TIME FOR SEEDING THE COOL SEASON MIXTURE IS LATE
SUMMER. SOIL AND AIR TEMPERATURES ARE IDEAL FOR SEED GERMINATION AND
SEEDING GROWTH. WEED GOMPETITION IS REDUCED BECAUSE SEEDS OF WANY
WEED SPECIES GERMINATE EARLIER IN THE GROWING SEASON. ADDITIONALLY,
HERBICIDE_USE 1S GREATLY REDUCED HOWEVER, SEEDING MAY BE DONE AT ANY
OF THE ABOVE NOTED TIMES.

MULCHING

NEWLY SEEDED AREAS SHOULD BE MULCHED TO INSURE ADEQUATE MOISTURE
FOR SUCCESSFUL TURF ESTABLISHMENT AND TO PROTECT AGAINST SURFACE
MOVEMENT OF SEDIMENT—BOUND AGROCHEMICALS AND SCIL EROSION. IF
MULCHING PROCEDURES ARE NOT SPECIFIED ON PLANS, APPLY GOOD QUALITY
STRAW OR HAY AT A RATE OF 2 BALES/1000 SQ. FT. OTHER COMMERCIALLY
AVAILABLE MULCHES CAN BE USED.

CONSTRUCTION NOTES FOR FABRICATED SILT FENCE
POSTS; STEEL EITHER T OR U TYPE.

EENCE: WOVEN WIRE 14 GA.
6" MAX. MESH OPENING.

i FILTER X, MIRAFI
100X" STABIUNKA TI4ON OR
APPROVED EQUAL.

OR STAPLES.

AND MATERIAL REMOVED WHEN *BULDGES™ DEVELOP IN PREFABRICATED UNIT; GEOFAB
THE SILT FENCE. ENVIROFENCE OR APPROVED
5. ALL SILT FENCE MATERIALS MUST BE LISTED ON EQUAL.

THE CURRENT STATES. D.0.T. QUALINED PRODUCTS LIST.

1. Dil
2. LAY IN FABRIC TO BOTTOM OF TRENCH.
3. BACKFILL TRENCH, COVERING FABRIC.

| SILT FENCE DETAIL

SCALE: NOT TO SCALE




ADJACENT PROPERTY OWNERS

SITE NAME: MYSTIC SOUTH 2

OWNER NAME: THE DENISON SOCIETY, INC.

PROPERTY ADDRESS: PEQUOTSEPOS ROAD, STONINGTON, CT
PARCEL IDENTIFICATION: MAP 151 BLOCK 1 LOT 1

THE FOLLOWING INFORMATION WAS COLLECTED FROM THE TOWN’S ONLINE
GIS AND TAX ASSESSOR'S RECORDS ON JULY 7, 2025

THE PARCEL IS ZONED RESIDENTIAL GBR-130 DISTRICT

Property Address Owner and Mailing Address
1. 137 Pequotsepos Road The Denison Society, Inc.
P.O. Box 42

Mystic, CT 06355

2. Pequotsepos Road Mary P. Goodman Trustee
185 Pequotsepos Road
Stonington, CT 06355

3. 135 Mistuxet Avenue Toby and Liz Trebilcock
135 Mistuxet Avenue
Stonington, CT 06355

4. 124 Mistuxet Avenue Marianne C. Holly
P.O. Box 31
Mystic, CT 06355

5. 112 Mistuxet Avenue Marcia L. Stemm and Deborah A. Leavy
19 Walnut Street
Bristol, CT 06010

6. 97 Mistuxet Avenue Estate of Melvin E. Olsson
Dorothy M. Olsson Trustee
97 Mistuxet Avenue
Stonington, CT 06355

31962955-vl




Property Address

Owner and Mailing Address

Whaler Road

Denison Pequot Nature Center
109 Pequotsepos Road
Mystic, CT 06355

28 Schooner Drive

Jessica Bridget Mills
28 Schooner Drive
Stonington, CT 06355

25 Schooner Drive

c/o Attorney Jeffrey Ment
225 Asylum Street
Hartford, CT 06103

10.

Clipper Drive

Connecticut Light and Power
P.O. Box 270
Hartford, CT 06141-0270

11.

Peasant Street

Denison Pequot Nature Center
109 Pequotsepos Road
Mystic, CT 06355

12.

62 Maritime Drive

Enko Realty LLC
62 Maritime Drive
Stonington, CT 06355

13.

120 Pequotsepos Road

The Denison Society Inc.
P.O. Box 49
Mystic, CT 06355

14.

103 Pequotsepos Road

The Denison Society Inc.
P.O. Box 49
Mystic, CT 06355

15.

109 Pequotsepos Road

The Denison Society Inc.
P.O. Box 49
Mystic, CT 06355




CERTIFICATION OF SERVICE

I hereby certify that a copy of the foregoing letter was sent by certified mail, return
receipt requested, to each of the parties on the attached list of abutting landowners.

L W
July 14, 2025 /&W

Date Kenneth C. Baldwin, Esq.
Robinson & Cole LLP
One State Street
Hartford, CT 06103

Attorneys for The Towers, LLC, Vertical Bridge
REIT, LLC and Cellco Partnership d/b/a Verizon
Wireless



