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SITE NAME: WASHINGTON NORTH 2 - 17 WARREN ROAD, NEW PRESTON, CT

GENERAL CELL SITE DESCRIPTION

The proposed Washington North 2 cell site (the “Facility’”’) would be located in the
northwest portion of an approximately 13.64-acre parcel at 17 Warren Road in New Preston,
Connecticut (the “Property”). The Property is owned by Alfred H. Stevens and is used for
residential purposes. The Facility would consist of a 140-foot telecommunications tower and
associated equipment located within a 50’ x 50 fenced compound (100’ x 100’ leased area).
Cellco will install equipment, a battery cabinet, and a diesel-fueled generator within the fenced
compound, near the base of the tower.

Cellco would attach nine (9) antennas and six (6) remote radio heads at the 135-foot level
of the tower. Vehicular access to the facility would extend from Warren Road over a new gravel
access driveway a distance of 725 feet. Utilities will also extend from existing service along
Warren Road.
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SITE EVALUATION REPORT

SITE NAME: WASHINGTON NORTH 2 - 17 WARREN ROAD, NEW PRESTON, CT

L TOWER LOCATION

A. COORDINATES:  41°-42°23.96” N 73°-17°52.95” W

GROUND ELEVATION:  Approximately 937 feet AMSL

B
C. SITE ADDRESS: 17 WARREN ROAD, NEW PRESTON, CT
D

ZONING WITHIN 1/4 MILE OF SITE: Land within %2 mile of the cell site is
zoned Farming and Residential — R-1.

II. DESCRIPTION

A. SITE SIZE: 50’ x 50’ Fenced Compound 100’ x 100’ Leased Parcel

LESSOR’S PARCEL: Approximately 13.64 acres

B
C. TOWER TYPE/HEIGHT: Overall Height — 140’ Monopole Tower
D

SITE TOPOGRAPHY AND SURFACE: Topography in the area slopes up from
east to west. Clearing and grading will be required to construct the site access
driveway and facility compound.

E. SURROUNDING TERRAIN, VEGETATION, WETLANDS, OR WATER: The
tower would be located in the northwestern portion of the approximately 13.64-
acre parcel. The new facility compound is located approximately 430 feet from
the closest wetland area to the east. The existing wetland areas will have
relatively small areas impacted by the development of the proposed access
driveway.

F. LAND USE WITHIN 1/4 MILE OF SITE: Land use within % mile of the
Property is a mix of residential, agricultural and institutional uses. (See Site
Location Map, Site Schematic and U.S.G.S. Topographic Map at pp. 2-4).




FACILITIES

G. POWER COMPANY: Eversource

H. POWER PROXIMITY TO SITE: Approximately 725 feet to the northeast along
Warren Road.

L TELEPHONE/FIBER: TBD

J. PHONE SERVICE PROXIMITY: Existing utility services located along Warren
Road. See Plan Sheet Z-2 in this Attachment 1.

K. VEHICLE ACCESS TO SITE: Vehicle access to the site would extend from
Warren Road over a new gravel access driveway.

L. CLEARING AND FILL REQUIRED: Tree clearing and site grading would be
required to construct the facility compound. Detailed construction plans would be
developed if this location is approved by the Siting Council.

1.  LEGAL
A. PURCHASE [ ] LEASE [X]
B. OWNER: Alfred H. Stevens
C. ADDRESS: 17 Warren Road, New Preston, CT
DEED ON FILE AT: Town of Washington, CT Land Records

(Vol. 210 Page 059)



FACILITIES AND EQUIPMENT SPECIFICATION
(NEW TOWER & EQUIPMENT)

SITE NAME: WASHINGTON NORTH 2 - 17 WARREN ROAD, NEW PRESTON, CT

L TOWER SPECIFICATIONS:

A. MANUFACTURER: To be determined
B. TYPE: Self-supporting monopole
C. TOWER HEIGHT: 150 AGL (145’ Antenna Centerline)

TOWER DIMENSIONS:  Approx. 50” base
Approx. 24” top

II. TOWER LOADING:

A. CELLCO EQUIPMENT:

1. Panel Antennas — Six (6) Model MX06FHG665-HG antennas and Three
(3) Samsung MT6413-77A antennas

2. Remote Radio Heads (RRH)
Three (3) Samsung RF4439d-25A
Three (3) Samsung RF4461d-13A
3. GPS Antenna: Attached to the equipment canopy

4. Transmission Lines:
Two (2) Model: HS 85016661 HYBRID fiber optic antenna cables

I1I. ENGINEERING ANALYSIS AND CERTIFICATION:

The tower will be designed in accordance with Electronic Industries Association
Standard ETA/TIA-222-H “Structural Standards for Steel Antenna Towers and Antenna
Support Structures.” The foundation designs would be based on soil conditions at the site.
Details for the tower and foundation designs will be provided as a part of the final D&M
Plan.



ENVIRONMENTAL ASSESSMENT STATEMENT

SITE NAME: WASHINGTON NORTH 2 - 17 WARREN ROAD, NEW PRESTON, CT

IV.

PHYSICAL IMPACT

A.

WATER FLOW AND QUALITY

No water flow and/or water quality changes are anticipated as a result of the
construction or operation of the facility. There are no lakes, ponds, rivers,
streams, wetlands or other regulated bodies of water located in the area to be used
for the tower or related facility compound improvements. The closest wetland
area is located approximately 430 feet to the east of the facility compound. See
also Attachment 11. Wetland impacts associated with planned improvements to
the site access driveway are unavoidable and will be subject to the mitigation and
wetland restoration plan described in Section III.C.4.b in the Application narrative
and in the Wetland Assessment prepared by All Points Technologies.

AIR QUALITY

Under ordinary operating conditions, Cellco’s equipment at the Washington North
2 Facility would generate no air emissions. During power outages and
periodically for maintenance purposes, Cellco would utilize a diesel-fueled
generator to provide emergency back-up power to the facility. Cellco’s back-up
generator will be managed to comply with the “permit by rule” criteria established
by the Connecticut Department of Energy and Environmental Protection
(“DEEP”) Bureau of Air Management, pursuant to R.C.S.A. § 22a-174-3b.

LAND

Trees and ground vegetation will need to be cleared and minimal grading will be
required to construct the access drive and Facility compound. The remaining land
of the Lessor would remain unchanged by the construction and operation of the
cell site.

NOISE

The equipment to be in operation at the site after construction would emit no
noise of any kind, except for the occasional operation of the back-up generator
which would only run when power to the facility is interrupted and periodically
for maintenance purposes. Some noise is anticipated during cell site construction.



POWER DENSITY

The maximum permissible exposure limits far-field formula for Cellco’s 700
MHz, 850 MHz, 1900 MHz, 2100 MHz, and 3700 MHz (5G) antennas at the
Lebanon 2 Facility would be 2.8% of the FCC Safety Standard. See Attachment
14.

VISIBILITY

See Visual Assessment included as Attachment 9.



THE TOWERS, LLC

CELLCO PARTNERSHIP,
d/b/a

Verizo

SITE NAME:

WASHINGTON NORTH 2 CT

APPLICABLE BUILDING CODES AND STANDARDS

2022 CONNECTICUT STATE BUILDING CODE - 2021 INTERNATIONAL BUILDING CODE
2022 CONNECTICUT STATE ELECTRICAL CODE - 2020 NATIONAL ELECTRICAL CODE (NFPA 70)
2022 CONNECTICUT MECHANICAL CODE - 2021 INTERNATIONAL MECHANICAL CODE

ANSI/TIA-222-H STRUCTURAL STANDARD FOR ANTENNA SUPPORTING STRUCTURES, ANTENNAS AND
SMALL WIND TURBINE SUPPORT STRUCTURES

ANSI/TIA-607-B - GENERIC TELECOMMUNICATIONS BONDING AND GROUNDING (EARTHING) FOR CUSTOMER
PREMISES

ACI 318-14, AMERICAN CONCRETE INSTITUTE -318 -14, BUILDING CODE REQUIREMENTS FOR STRUCTURAL
CONCRETE

AISC STEEL CONSTRUCTION MANUAL, 15TH/ ED

IEEE C2: NATIONAL ELECTRICAL SAFETY CODE

FOR ANY CONFLICTS BETWEEN SECTIONS OF LISTED CODES AND STANDARDS REGARDING MATERIAL,
METHODS OF CONSTRUCTION, OR OTHER REQUIREMENTS, THE MOST RESTRICTIVE REQUIREMENT SHALL

GOVERN. WHERE THERE IS CONFLICT BETWEEN A GENERAL REQUIREMENT AND A SPECIFIC
REQUIREMENT, THE SPECIFIC REQUIREMENT SHALL GOVERN.

DRIVING DIRECTIONS

START AT: 20 ALEXANDER DRIVE, WALLINGFORD, CT 06492

HEAD SOUTHWEST TOWARD ALEXANDER DR. SLIGHT RIGHT TOWARD ALEXANDER DR. TURN RIGHT TOWARD ALEXANDER DR.
TURN RIGHT ONTO ALEXANDER DR. TURN RIGHT ONTO BARNES INDUSTRIAL PARK RD. TURN LEFT AT THE 1ST CROSS STREET
ONTO CT-68 W. TURN RIGHT. TURN RIGHT ONTO N COLONY RD. TURN RIGHT TO MERGE ONTO CT-15 N TOWARD HARTFORD.
MERGE ONTO CT-15 N. TAKE EXIT 68W TO MERGE ONTO I-691 W TOWARD MERIDEN/WATERBURY. USE THE LEFT 2 LANES TO
TAKE EXIT 8B FOR -84 W TOWARD WATERBURY/DANBURY. MERGE ONTO I-84. USE THE RIGHT LANE TO STAY ON |-84. TAKE EXIT
20 TO MERGE ONTO CT-8 N TOWARD TORRINGTON. TAKE EXIT 38 TOWARD US-6 W/CT-109/CT-254/THOMASTON/S MAIN ST. TURN
LEFT ONTO WATERBURY RD. TURN LEFT ONTO US-6 W/PINE HILL RD. SLIGHT LEFT ONTO US-6 W. SLIGHT RIGHT ONTO CT-109
W/BRANCH RD, CONTINUE TO FOLLOW CT-109 W. TURN RIGHT ONTO CT-209 N. TURN LEFT ONTO US-202 W/BANTAM RD.
CONTINUE TO FOLLOW US-202 W. TURN RIGHT ONTO CT-341 W. DESTINATION WILL BE ON THE LEFT.

ARRIVE AT: 17 WARREN ROAD, NEW PRESTON, CT 06777

THIS DOCUMENT IS PRELIMINARY
IN NATURE AND IS NOT FINAL,
UNTIL SIGNED AND SEALED.

THIS DOCUMENT AND THE IDEAS AND DESIGNS INCORPORATED
HEREIN, AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE
THE PROPERTY OF AIROSMITH ENGINEERING AND ARE NOT TO
BE USED, IN WHOLE OR IN PART, FOR OTHER PROJECTS
WITHOUT THE WRITTEN AUTHORIZATION OF AIROSMITH
ENGINEERING. IT IS UNLAWFUL FOR ANY PERSON TO AMEND
ANY ASPECT OF THESE DRAWINGS WITHOUT THE WRITTEN
APPROVAL OF THE PROFESSIONAL OF RECORD.

Know what's below.
Call before you dig.
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PROJECT SCOPE

THE PROPOSED WORK CONSISTS OF INSTALLING CELLULAR ANTENNA AND RELATED EQUIPMENT ON A PROPOSED ‘

MONOPOLE AND THE INSTALLATION OF AN EQUIPMENT PAD WITHIN A PROPOSED FENCED COMPOUND. PROJECT
INCLUDES CONSTRUCTION OF A PROPOSED GRAVEL ACCESS AND POWER & FIBER UTILITIES.
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THE TOWERS, LLC

THE TOWERS, LLC
750 PARK OF COMMERCE DRIVE, STE 200
BOCA RATON, FL 33487
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WALLINGFORD, CT 06492

r

SITE INFORMATION

7~ PROFESSIONAL STAMP: ~

MUNICIPALITY:

COUNTY:

PARCEL ID:

LATITUDE:

LONGITUDE:

SITE ADDRESS:

ZONING DISTRICT:

GROUND ELEVATION:

17 WARREN ROAD
NEW PRESTON, CT 06777

TOWN OF WASHINGTON (LITCHFIELD COUNTY)
LITCHFIELD

02-16-11

R-1 (FARMING & RESIDENTIAL)

41°42'23.96" N
41.7066554 °

73°17'52.95" W
-73.2980428 °

937'+ AMSL

GENERAL NOTES

THE FACILITY IS UNMANNED AND NOT FOR HUMAN
HABITATION. A TECHNICIAN WILL VISIT THE SITE AS
REQUIRED FOR ROUTINE MAINTENANCE. THE
PROJECT WILL NOT RESULT IN ANY SIGNIFICANT
DISTURBANCE OR EFFECT ON DRAINAGE; NO
SANITARY SEWER SERVICE, POTABLE WATER, OR
TRASH DISPOSAL IS REQUIRED AND NO
COMMERCIAL SIGNAGE IS PROPOSED.

RF DATA NOTE

CONTRACTOR SHALL OBTAIN LATEST RF DATA
SHEET AND CONFIRM SAME WITH VERIZON
WIRELESS CONSTRUCTION MANAGER PRIOR TO
START OF CONSTRUCTION. THESE DRAWINGS ARE
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o=—————— PROPOSED VERTICAL BRIDGE
MONOPOLE (DESIGNED BY OTHERS)
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INFORMATION CONTAINED WITHIN THESE DRAWINGS IS BASED ON
INFORMATION PROVIDED AND OBTAINED DURING A SITE WALK
PERFORMED BY AIROSMITH ON 06/24/2024, AND A SITE SURVEY
COMPLETED BY NORTHEAST SURVEY CONSULTANTS, DATED
02/06/24. CONTRACTOR TO VERIFY PRIOR CONSTRUCTION.
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PROPERTY ADDRESS

02—-16—-11

ALFRED H. STEVENS

17 WARREN ROAD
NEW PRESTON, CT 06777

17 WARREN ROAD
NEW PRESTON, CT 06777

02-16-10

CLAIRE PARKINSON
& KATIE K. HAWKINS

54 WILBUR ROAD
NEW PRESTON, CT 06777
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NEW PRESTON, CT 06777

02-16-09

LILLIAN R. LYON

50 WILBUR ROAD
NEW PRESTON, CT 06777
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02—-16-08

KERRY L. MCDEVITT

48 WILBUR ROAD
NEW PRESTON, CT 06777
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02—-16-07

BENJAMIN M. WISEMAN

46 WILBUR ROAD
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ERHARD &
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NEW PRESTON, CT 06777

258 LITCHFIELD TRPK
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TINA M. &
MAGNY M. RADWAN
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MORRIS, CT 06763
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NEW PRESTON, CT 06777

03—-16-19

WASHINGTON MONTESSORI
ASSOCIATION, INC.
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NEW PRESTON, CT 06777
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NEW PRESTON, CT 06777

10-39

ROBERT L. &
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ROBERT A. CAPONETTI
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NEW PRESTON, CT 06777
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WARREN, CT 06777
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/~ ENVIRONMENTAL NOTES - RESOURCES PROTECTION PROGRAM
WETLAND AND BATS PROTECTION MEASURES

AS ARESULT OF THE PROJECT'S LOCATION IN THE VICINITY OF SENSITIVE HABITATS INCLUDING WETLAND
AND STREAM RESOURCES AND RARE BAT SPECIES THAT INCLUDE NORTHERN LONG-EARED BAT (“NLEB”;
MYOTIS SEPTENTRIONALIS), A FEDERALLY- AND STATE-LISTED ENDANGERED SPECIES, AND TRICOLORED
BAT (“TCB”; PERIMYOTIS SUBFLAVUS), A FEDERALLY PROPOSED ENDANGERED AND STATE ENDANGERED
SPECIES, THE FOLLOWING PROTECTION PROGRAM SHALL BE IMPLEMENTED. DETAILS OF PROTECTION
MEASURES TO BE IMPLEMENTED BY THE CONTRACTOR DURING CONSTRUCTION OF THE FACILITY ARE
PROVIDED BELOW.

ITIS OF THE UTMOST IMPORTANCE THAT THE CONTRACTOR COMPLIES WITH THE REQUIREMENT FOR THE
INSTALLATION OF PROTECTIVE MEASURES AND THE EDUCATION OF ITS EMPLOYEES AND
SUBCONTRACTORS PERFORMING WORK ON THE PROJECT SITE. THE PROTECTION MEASURES SHALL BE
IMPLEMENTED AND MAINTAINED THROUGHOUT THE DURATION OF CONSTRUCTION ACTIVITIES UNTIL
PERMANENT STABILIZATION OF SITE SOILS HAS OCCURRED.

ALLL POINTS TECHNOLOGY CORPORATION, P.C. (“APT") WILL SERVE AS THE ENVIRONMENTAL MONITOR
FOR THIS PROJECT TO ENSURE THAT THESE PROTECTION MEASURES ARE IMPLEMENTED PROPERLY AND
WILL PROVIDE AN EDUCATION SESSION ON THE PROJECT'S PROXIMITY TO SENSITIVE WETLANDS,
WATERCOURSES, AND POTENTIAL PRESENCE OF NLEB AND TCB PRIOR TO THE START OF CONSTRUCTION
ACTIVITIES. THE CONTRACTOR SHALL CONTACT DEAN GUSTAFSON, SENIOR WETLAND SCIENTIST AT APT,
AT LEAST 5 BUSINESS DAYS PRIOR TO THE PRE[' CONSTRUCTION MEETING. MR. GUSTAFSON CAN BE
REACHED BY PHONE AT (860) 552-2033 OR VIA EMAIL AT DGUSTAFSON@ALLPOINTSTECH.COM.

THIS RESOURCES PROTECTION PROGRAM CONSISTS OF SEVERAL COMPONENTS INCLUDING: EDUCATION
OF ALL CONTRACTORS AND SUB!] CONTRACTORS PRIOR TO INITIATION OF WORK ON THE SITE;
INSTALLATION OF EROSION CONTROLS; WETLAND PROTECTION MEASURES; TIME OF YEAR TREE
CLEARING RESTRICTIONS TO PROTECT RARE BAT SPECIES; WETLAND CROSSING, CULVERT
INSTALLATION, AND RESTORATION; PETROLEUM MATERIALS STORAGE AND SPILL PREVENTION;
HERBICIDE, PESTICIDE, AND SALT LIMITATIONS; AND REPORTING.

1. CONTRACTOR EDUCATION:

A PRIOR TO WORK ON SITE, THE CONTRACTOR SHALL ATTEND AN EDUCATIONAL SESSION AT THE
PRE-CONSTRUCTION MEETING WITH APT. THIS ORIENTATION AND EDUCATIONAL SESSION WILL CONSIST
OF AN INTRODUCTORY MEETING WITH APT TO EMPHASIZE THE ENVIRONMENTALLY SENSITIVE NATURE OF
THE PROJECT, THE VARIOUS WETLAND RESOURCES, AND THE REQUIREMENT TO DILIGENTLY FOLLOW
THE PROTECTIVE MEASURES AS DESCRIBED IN SECTIONS BELOW. WORKERS WILL ALSO BE PROVIDED
INFORMATION REGARDING THE RARE BAT SPECIES AND OTHER COMMON WILDLIFE (E.G., TURTLES,
SNAKES, AMPHIBIANS, AND OTHER COMMON HERPETOFAUNA) THAT COULD BE ENCOUNTERED DURING
CONSTRUCTION. THE MEETING WILL FURTHER EMPHASIZE THE NON!I AGGRESSIVE NATURE OF THESE
SPECIES, THE ABSENCE OF NEED TO DESTROY SUCH ANIMALS AND THE NEED TO FOLLOW PROTECTIVE
MEASURES AS DESCRIBED IN FOLLOWING SECTIONS.

B. THE CONTRACTOR WILL DESIGNATE A MEMBER OF ITS CREW AS THE PROJECT MONITOR TO BE
RESPONSIBLE FOR THE PERIODIC “SWEEPS” FOR TURTLES AND OTHER HERPETOFAUNA WITHIN THE
CONSTRUCTION ZONE EACH MORNING AND PRIOR TO ANY GROUND DISTURBANCE WORK. THIS
INDIVIDUAL WILL RECEIVE MORE INTENSE TRAINING FROM APT ON THE IDENTIFICATION AND PROTECTION
OF WILDLIFE IN ORDER TO PERFORM SWEEPS. ANY WILDLIFE DISCOVERED WOULD BE TRANSLOCATED
OUTSIDE THE WORK ZONE IN THE GENERAL DIRECTION THE ANIMAL WAS ORIENTED.

C. THE CONTRACTOR'S PROJECT MONITOR WILL BE PROVIDED WITH CELL PHONE AND EMAIL
CONTACTS FOR APT PERSONNEL. EDUCATIONAL POSTER MATERIALS WILL BE PROVIDED BY APT AND
DISPLAYED ON THE JOB SITE TO MAINTAIN WORKER AWARENESS AS THE PROJECT PROGRESSES.

D. APT WILL ALSO POST CAUTION SIGNS THROUGHOUT THE PROJECT SITE FOR THE DURATION OF
THE CONSTRUCTION PROJECT PROVIDING NOTICE OF THE ENVIRONMENTALLY SENSITIVE NATURE OF
THE WORK AREA, THE POTENTIAL FOR ENCOUNTERING VARIOUS AMPHIBIANS AND REPTILES AND
PRECAUTIONS TO BE TAKEN TO AVOID INJURY TO OR MORTALITY OF THESE ANIMALS.

E. IF ANY RARE SPECIES ARE ENCOUNTERED, THE CONTRACTOR SHALL IMMEDIATELY CEASE
ALL WORK, AVOID ANY DISTURBANCE TO THE SPECIES, AND CONTACT APT.

2. EROSION AND SEDIMENTATION CONTROLS/ISOLATION BARRIERS

A PLASTIC NETTING USED IN A VARIETY OF EROSION CONTROL PRODUCTS (I.E., EROSION CONTROL
BLANKETS, FIBER ROLLS [WATTLES], REINFORCED SILT FENCE) HAS BEEN FOUND TO ENTANGLE WILDLIFE,
INCLUDING REPTILES, AMPHIBIANS, BIRDS AND SMALL MAMMALS. NO PERMANENT EROSION CONTROL
PRODUCTS OR REINFORCED SILT FENCE WILL BE USED ON THE PROJECT. TEMPORARY EROSION
CONTROL PRODUCTS THAT WILL BE EXPOSED AT THE GROUND SURFACE AND REPRESENT A POTENTIAL
FOR WILDLIFE ENTANGLEMENT WILL USE EITHER EROSION CONTROL BLANKETS AND FIBER ROLLS
COMPOSED OF PROCESSED FIBERS MECHANICALLY BOUND TOGETHER TO FORM A CONTINUOUS MATRIX
(NETLESS) OR NETTING COMPOSED OF PLANAR WOVEN NATURAL BIODEGRADABLE FIBER TO
AVOID/MINIMIZE WILDLIFE ENTANGLEMENT.

B. EXCLUSIONARY FENCING SHALL BE AT LEAST 20 INCHES TALL AND MUST BE SECURED TO AND
REMAIN IN CONTACT WITH THE GROUND AND BE REGULARLY MAINTAINED BY THE CONTRACTOR (AT
LEAST BI-WEEKLY AND AFTER MAJOR WEATHER EVENTS) TO SECURE ANY GAPS OR OPENINGS AT
GROUND LEVEL THAT MAY LET ANIMAL PASS THROUGH.

C. THE EXTENT OF THE EROSION CONTROLS WILL BE AS SHOWN ON THE SITE PLANS. THE
CONTRACTOR SHALL HAVE ADDITIONAL SEDIMENTATION AND EROSION CONTROLS STOCKPILED ON SITE
SHOULD FIELD OR CONSTRUCTION CONDITIONS WARRANT EXTENDING DEVICES. IN ADDITION TO THE
CONTRACTOR MAKING THESE DETERMINATIONS, REQUESTS FOR ADDITIONAL CONTROLS WILL ALSO BE
AT THE DISCRETION OF THE ENVIRONMENTAL MONITOR.

D. INSTALLATION OF SEDIMENTATION AND EROSION CONTROLS, REQUIRED FOR EROSION CONTROL
COMPLIANCE AND CREATION OF A BARRIER TO POSSIBLE MIGRATING/DISPERSING WILDLIFE, SHALL BE
PERFORMED BY THE CONTRACTOR FOLLOWING CLEARING ACTIVITIES AND PRIOR TO ANY EARTHWORK.
THE ENVIRONMENTAL MONITOR WILL INSPECT THE WORK ZONE AREA PRIOR TO AND FOLLOWING
EROSION CONTROL BARRIER INSTALLATION TO ENSURE THE AREA IS FREE OF WILDLIFE AND DOCUMENT
BARRIERS HAVE BEEN SATISFACTORILY INSTALLED. THE INTENT OF THE BARRIER IS TO SEGREGATE THE
MAJORITY OF THE WORK ZONE AND ISOLATE IT FROM NESTING/FORAGING/MIGRATING/DISPERSING
TURTLES, SNAKES AND OTHER HERPETOFAUNA. OFTENTIMES COMPLETE ISOLATION OF A WORK ZONE IS
NOT FEASIBLE DUE TO ACCESSIBILITY NEEDS AND LOCATIONS OF STAGING/MATERIAL STORAGE AREAS,
ETC. ALTHOUGH THE BARRIERS MAY NOT COMPLETELY ISOLATE THE WORK ZONE, THEY WILL BE
POSITIONED TO DEFLECT MIGRATING/DISPERSAL ROUTES AWAY FROM THE WORK ZONE TO MINIMIZE
POTENTIAL ENCOUNTERS WITH TURTLES, SNAKES AND OTHER HERPETOFAUNA.

E. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DAILY INSPECTIONS OF THE
SEDIMENTATION AND EROSION CONTROLS FOR TEARS OR BREACHES AND ACCUMULATION
LEVELS OF SEDIMENT, PARTICULARLY FOLLOWING STORM EVENTS THAT GENERATE A
DISCHARGE, AS DEFINED BY AND IN ACCORDANCE WITH APPLICABLE LOCAL, STATE AND FEDERAL
REGULATIONS. THE CONTRACTOR SHALL NOTIFY THE APT ENVIRONMENTAL MONITOR WITHIN 24
HOURS OF ANY BREACHES OF THE SEDIMENTATION AND EROSION CONTROLS AND ANY SEDIMENT
RELEASES BEYOND THE PERIMETER CONTROLS THAT IMPACT WETLANDS, WATERCOURSES, OR
AREAS WITHIN 100 FEET OF WETLANDS. THE APT ENVIRONMENTAL MONITOR WILL PROVIDE
PERIODIC INSPECTIONS OF THE SEDIMENTATION AND EROSION CONTROLS THROUGHOUT THE
DURATION OF CONSTRUCTION ACTIVITIES ONLY AS IT PERTAINS TO THEIR FUNCTION TO PROTECT
NEARBY WETLANDS. SUCH INSPECTIONS WILL GENERALLY OCCUR ONCE PER MONTH. THE
FREQUENCY OF MONITORING MAY INCREASE DEPENDING UPON SITE CONDITIONS, LEVEL OF
CONSTRUCTION ACTIVITIES IN PROXIMITY TO SENSITIVE RECEPTORS, OR AT THE REQUEST OF
REGULATORY AGENCIES. IF THE ENVIRONMENTAL MONITOR IS NOTIFIED BY THE CONTRACTOR OF
A SEDIMENT RELEASE, AN INSPECTION WILL BE SCHEDULED SPECIFICALLY TO INVESTIGATE AND
EVALUATE POSSIBLE IMPACTS TO WETLAND RESOURCES.

F. THIRD PARTY MONITORING OF SEDIMENTATION AND EROSION CONTROLS WILL BE
PERFORMED BY OTHER PARTIES, AS NECESSARY, UNDER APPLICABLE LOCAL, STATE AND/OR
FEDERAL REGULATIONS AND PERMIT CONDITIONS.

G. NO EQUIPMENT, VEHICLES OR CONSTRUCTION MATERIALS SHALL BE STORED WITHIN 100
FEET OF WETLAND OR WATERCOURSE RESOURCES.

H. ALL SILT FENCING AND OTHER EROSION CONTROL DEVICES SHALL BE REMOVED WITHIN 30
DAYS OF COMPLETION OF WORK AND PERMANENT STABILIZATION OF SITE SOILS. IF FIBER
ROLLS/WATTLES, STRAW BALES, OR OTHER NATURAL MATERIAL EROSION CONTROL PRODUCTS
ARE USED, SUCH DEVICES WILL NOT BE LEFT IN PLACE TO BIODEGRADE AND SHALL BE PROMPTLY
REMOVED AFTER SOILS ARE STABLE SO AS NOT TO CREATE A BARRIER TO WILDLIFE MOVEMENT.
SEED FROM SEEDING OF SOILS SHOULD NOT SPREAD OVER FIBER ROLLS/WATTLES AS IT MAKES
THEM HARDER TO REMOVE ONCE SOILS ARE STABILIZED BY VEGETATION.

3. WETLAND PROTECTION MEASURES

A A THOROUGH COVER SEARCH OF THE CONSTRUCTION AREA WILL BE PERFORMED BY APT'S
ENVIRONMENTAL MONITOR PRIOR TO AND FOLLOWING INSTALLATION OF THE SILT FENCING
BARRIER TO REMOVE ANY WILDLIFE FROM THE WORK ZONE PRIOR TO THE INITIATION OF
CONSTRUCTION ACTIVITIES. ANY WILDLIFE DISCOVERED WOULD BE TRANSLOCATED OUTSIDE THE
WORK ZONE IN THE GENERAL DIRECTION THE ANIMAL WAS ORIENTED. PERIODIC INSPECTIONS
WILL BE PERFORMED BY APT'S ENVIRONMENTAL MONITOR THROUGHOUT THE DURATION OF THE
CONSTRUCTION, GENERALLY ON A MONTHLY BASIS.

B. ANY STORMWATER MANAGEMENT FEATURES, RUTS OR ARTIFICIAL DEPRESSIONS THAT
COULD HOLD WATER CREATED INTENTIONALLY OR UNINTENTIONALLY BY SITE
CLEARING/CONSTRUCTION ACTIVITIES WILL BE PROPERLY FILLED IN AND PERMANENTLY
STABILIZED WITH VEGETATION TO AVOID THE CREATION OF “DECOY POOLS” THAT COULD
INTERCEPT AMPHIBIANS POTENTIALLY MOVING THROUGH THE PROJECT AREA. STORMWATER
MANAGEMENT FEATURES SUCH AS LEVEL SPREADERS WILL BE CAREFULLY REVIEWED IN THE
FIELD TO ENSURE THAT STANDING WATER DOES NOT ENDURE FOR MORE THAN A 2411 HOUR
PERIOD TO AVOID CREATION OF DECOY POOLS AND MAY BE SUBJECT TO FIELD DESIGN CHANGES.
ANY SUCH PROPOSED DESIGN CHANGES WILL BE REVIEWED BY THE DESIGN ENGINEER TO
ENSURE STORMWATER MANAGEMENT FUNCTIONS ARE MAINTAINED.

C. EROSION CONTROL MEASURES WILL BE REMOVED NO LATER THAN 30 DAYS FOLLOWING
FINAL SITE STABILIZATION SO AS NOT TO IMPEDE WILDLIFE MOVEMENTS.

4. BAT HABITAT - TREE CLEARING RESTRICTION

A A TIME OF YEAR RESTRICTION (“TOYR") FOR TREE CLEARING RESTRICTS TREE REMOVAL TO
OCCUR ONLY BETWEEN NOVEMBER 1ST THROUGH APRIL 14TH, DURING THE BAT'S INACTIVE
SEASON, WHEN NLEB AND TCB WOULD LIKELY NOT BE PRESENT IN FORESTED HABITAT ON THE
SUBJECT PROPERTY. DO NOT REMOVE TREES BETWEEN APRIL 15TH THROUGH OCTOBER 31TH.

5. WETLAND CROSSING, CULVERT INSTALLATION & RESTORATION

A THE CONTRACTOR SHALL CONTACT APT A MINIMUM OF 72 HOURS PRIOR TO
CONSTRUCTION OF THE WETLAND CROSSING IN ORDER TO MONITOR INSTALLATION OF THE
CULVERT AND ROAD CROSSING.

B. INSTALLATION OF THE CULVERT INVERT ELEVATIONS SHALL CONFORM TO THE PROJECT
SITE PLANS AND ASSOCIATED DETAILS ALLOWING FOR SLIGHT FIELD ADJUSTMENTS BASED ON
EXISTING ELEVATIONS WITHIN THE WETLAND AND INTERMITTENT WATERCOURSE SYSTEM (BOTH
UPSTREAM AND DOWNSTREAM OF THE PROPOSED CROSSING LOCATION) TO ENSURE THAT THE
CROSSING AND CULVERT WILL NOT IMPEDED OR ADVERSELY IMPACT CONVEYANCE OF EXISTING
SURFACE FLOWS THROUGH THE WETLAND SYSTEM.

C. ANY EXPOSED/DISTURBED WETLAND SOILS RESULTING FROM THE WETLAND CROSSING
SHALL BE SEEDED WITH A NEW ENGLAND WET SEED MIX (NEW ENGLAND WETLAND PLANTS, INC.,
OR APPROVED EQUIVALENT) AT THE MANUFACTURERS RECOMMENDED SEED RATE. SIDE SLOPES
AT THE WETLAND CROSSING SHALL BE SEEDED WITH A NEW ENGLAND CONSERVATION/WILDLIFE
SEED MIX (NEW ENGLAND WETLAND PLANTS, INC., OR APPROVED EQUIVALENT) AT THE
MANUFACTURERS RECOMMENDED SEED RATE. MULCH SEEDED AREAS WITH NON-WOVEN
NATURAL FIBER EROSION CONTROL BLANKET OR 2 TO 3 INCHES OF CLEAN STRAW MULCH, AS
APPROPRIATE.

6. PETROLEUM MATERIALS STORAGE AND SPILL PREVENTION

A CERTAIN PRECAUTIONS ARE NECESSARY TO STORE PETROLEUM MATERIALS, REFUEL AND
CONTAIN AND PROPERLY CLEAN UP ANY INADVERTENT FUEL OR PETROLEUM (I.E., OIL, HYDRAULIC
FLUID, ETC.) SPILL DUE TO THE PROJECT'S LOCATION IN PROXIMITY TO WETLAND RESOURCES.

B. IF A SPILL PREVENTION CONTROL AND COUNTERMEASURE (SPCC) PLAN FOR THIS PROJECT,
PER THE REQUIREMENTS OF 40 CFR 112, HAS BEEN DEVELOPED FOR THIS FACILITY, PLEASE
REFER TO THE SPCC FOR SPECIFIC REQUIREMENTS. BASIC REQUIREMENTS FOR PETROLEUM
MATERIALS STORAGE AND SPILL PREVENTION ARE PROVIDED BELOW. IN THE EVENT THESE BASIC
REQUIREMENTS CONTRADICT THE SPCC, THE CONTRACTOR SHALL RELY ON REQUIREMENTS
PROVIDED IN THE SPCC.

C. A SPILL CONTAINMENT KIT CONSISTING OF A SUFFICIENT SUPPLY OF ABSORBENT PADS
AND ABSORBENT MATERIAL WILL BE MAINTAINED BY THE CONTRACTOR AT THE
CONSTRUCTION SITE THROUGHOUT THE DURATION OF THE PROJECT. IN ADDITION, A WASTE
DRUM WILL BE KEPT ON SITE TO CONTAIN ANY USED ABSORBENT PADS/MATERIAL FOR
PROPER AND TIMELY DISPOSAL OFF SITE IN ACCORDANCE WITH APPLICABLE LOCAL, STATE
AND FEDERAL LAWS.

D. THE SERVICE OF MACHINERY SHALL NOT OCCUR WITHIN 100 FEET OF WETLANDS OR
WATERCOURSES.

E. AT A MINIMUM, THE FOLLOWING PETROLEUM AND HAZARDOUS MATERIALS STORAGE
AND REFUELING RESTRICTIONS AND SPILL RESPONSE PROCEDURES WILL BE ADHERED TO BY
THE CONTRACTOR.

I PETROLEUM AND HAZARDOUS MATERIALS STORAGE AND REFUELING

1. REFUELING OF VEHICLES OR MACHINERY SHALL OCCUR A MINIMUM OF 100 FEET FROM
WETLANDS AND SHALL TAKE PLACE ON AN IMPERVIOUS PAD WITH SECONDARY CONTAINMENT
DESIGNED TO CONTAIN FUELS.

2. ANY FUEL OR HAZARDOUS MATERIALS THAT MUST BE KEPT ON SITE SHALL BE STORED
ON AN IMPERVIOUS SURFACE UTILIZING SECONDARY CONTAINMENT A MINIMUM OF 100 FEET
FROM WETLANDS.

l. INITIAL SPILL RESPONSE PROCEDURES

1 STOP OPERATIONS AND SHUT OFF EQUIPMENT.

2 REMOVE ANY SOURCES OF SPARK OR FLAME.

3 CONTAIN THE SOURCE OF THE SPILL.

4. DETERMINE THE APPROXIMATE VOLUME OF THE SPILL.

5. IDENTIFY THE LOCATION OF NATURAL FLOW PATHS TO PREVENT THE RELEASE OF THE
SPILL TO SENSITIVE NEARBY WETLANDS AND VERNAL POOL.

6 ENSURE THAT FELLOW WORKERS ARE NOTIFIED OF THE SPILL.

M. SPILL CLEAN UP & CONTAINMENT

1. OBTAIN SPILL RESPONSE MATERIALS FROM THE ON!! SITE SPILL RESPONSE KIT. PLACE
ABSORBENT MATERIALS DIRECTLY ON THE RELEASE AREA.

2. LIMIT THE SPREAD OF THE SPILL BY PLACING ABSORBENT MATERIALS AROUND THE
PERIMETER OF THE SPILL.

3. ISOLATE AND ELIMINATE THE SPILL SOURCE.

4. CONTACT APPROPRIATE LOCAL, STATE AND/OR FEDERAL AGENCIES, AS NECESSARY.
5. CONTACT A DISPOSAL COMPANY TO PROPERLY DISPOSE OF CONTAMINATED
MATERIALS.

IV. REPORTING

1. COMPLETE AN INCIDENT REPORT.

2. SUBMIT A COMPLETED INCIDENT REPORT TO LOCAL, STATE AND FEDERAL AGENCIES, AS
NECESSARY, INCLUDING THE CONNECTICUT SITING COUNCIL AND TOWN OF WASHINGTON
OFFICIALS.

7. HERBICIDE, PESTICIDE, AND SALT LIMITATIONS

A THE USE OF HERBICIDES AND PESTICIDES AT THE FACILITY SHALL BE MINIMIZED. IF
HERBICIDES AND/OR PESTICIDES ARE REQUIRED AT THE FACILITY, THEIR USE WILL BE USED IN
ACCORDANCE WITH CURRENT INTEGRATED PEST MANAGEMENT (“IPM") PRINCIPLES WITH
PARTICULAR ATTENTION TO AVOID/MINIMIZE APPLICATIONS WITHIN 100 FEET OF WETLAND AND
VERNAL POOL RESOURCES.

B. MAINTENANCE OF THE FACILITY DURING THE WINTER MONTHS SHALL MINIMIZE THE
APPLICATION OF CHLORIDE-BASED DEICERS SALT WITH USE OF MORE ENVIRONMENTALLY
FRIENDLY NON-CHLORIDE ALTERNATIVES.

8. REPORTING

A A COMPLIANCE MONITORING REPORT (BRIEF NARRATIVE AND APPLICABLE PHOTOS)
DOCUMENTING EACH APT INSPECTION WILL BE SUBMITTED BY APT TO THE PERMITTEE AND ITS
CONTRACTOR FOR COMPLIANCE VERIFICATION OF THESE PROTECTION MEASURES. THESE
REPORTS ARE NOT TO BE USED TO DOCUMENT COMPLIANCE WITH ANY OTHER PERMIT
AGENCY APPROVAL CONDITIONS (I.E., CTDEEP STORMWATER PERMIT MONITORING, ETC.). ANY
NON-COMPLIANCE OBSERVATIONS OF EROSION CONTROL MEASURES OR EVIDENCE OF
EROSION OR SEDIMENT RELEASE WILL BE IMMEDIATELY REPORTED TO THE PERMITTEE AND
ITS CONTRACTOR AND INCLUDED IN THE REPORTS. ANY OBSERVATIONS OF RARE SPECIES,
RESOURCE IMPACTS, OR CORRECTIVE ACTIONS WILL BE INCLUDED IN THE REPORTS.

B. FOLLOWING COMPLETION OF THE CONSTRUCTION PROJECT, APT WILL PROVIDE A FINAL
COMPLIANCE MONITORING REPORT TO THE PERMITTEE DOCUMENTING IMPLEMENTATION OF
THIS WETLAND AND RARE SPECIES PROTECTION PROGRAM AND MONITORING OBSERVATIONS.
THE PERMITTEE IS RESPONSIBLE FOR PROVIDING A COPY OF THE FINAL COMPLIANCE
MONITORING REPORT TO THE CONNECTICUT SITING COUNCIL FOR COMPLIANCE VERIFICATION.

C. ANY OBSERVATIONS OF RARE SPECIES WILL BE REPORTED TO CTDEEP NDDB BY APT ON
THE APPROPRIATE REPORTING FORM, WITH PHOTO-DOCUMENTATION (IF POSSIBLE) AND
SPECIFIC INFORMATION ON THE LOCATION AND DISPOSITION OF THE ANIMAL.
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NOTES:

—USE OF SWALES AND/OR DRAINAGE DITCHES FOR PROPER
WATER RUNOFF AS NEEDED.

—AGGREGATE IS BASED ON STANDARD AASHTO.

2 TO 1 SLOPE MAINTAIN TO BOTTOM OF DITCHLINE /

—PIPE SHALL BE AT A MINIMUM OF 4’ LONGER THEN ACCESS FLOWLINE AND ON OPPOSITE SLOPE MATCH EXISTING

ROAD WIDTH ON EACH SIDE FOR PROPER SHOULDERING.

SLOPE. DITCHES SHALL HAVE A 1° (FOOT) FLAT BOTTOM
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CLASS 4 GEOTEXTILE MATERIAL
"MIRAFI-500X" (OR EQUAL)
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AND ORGANICS
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PROPOSED INLET/OUTLET
SIDEWALL ARMORING (TYP.)

NATURAL WETLAND SOIL WILL BE
STOCKPILED AND REPLACED AT
THE INLET/OUTLET TO RESTORE
THE NATURAL CHARACTER AND
FUNCTION OF THE WETLAND
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= TYP VERIZON WIRELESS H—FRAME D TP WIRELESS H—FRAME
(2) 4" PVC CONDUITS FROM UTILITY 1" PVC CONDUIT FOR 4" FROM
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(i \ | | LENGTH OF ALL C8 BEAMS WITH %@ GALV. BOLTS WITH THE TOWERS, LLG
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: % 2 H & (SEE DETAIL 5) S F AIROSMITH DEVELOPMENT
, AIROSMITH ENGINEERING
S © PROPOSED /2x2x%” BRACE FROM € 118 WEST AVE
| .
CG FRAMING DOWN TO ICE o o, SARATOGA SPRINGS, NY 12866
CANOPY POST ON 1:1 SLOPE PROPOSED 4" SCH. 40 GALV. STEEL POST ———=1 —_~ (CLUSTER# |
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PAD SURFACE UNLESS OTHERWISE NOTED THUS (£X”) INDICATING DISTANCE \\\\‘f\._..»‘-,\'"“'jb..f‘/;’o,,
ABOVE OR BELOW TOP OF STEEL REFERENCE ELEVATION. SR cgm, /94,%/‘2,
SCALE: NOT TO SCALE SCALE: NOT TO SCALE ¢ 29 R
PROP. SUPPORT PROP. ASCO D300L SERIES, — ——— PROP. HOFFMAN BOX (SHOWN FOR /’oo/""'--llcstE--""\‘"\
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TRANSFER LOAD CENTER COORDINATE SPECIFICATIONS AND "”'///IQM\\(\\\\\“\\
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PURPOSES ONLY) COORDINATE  PROP. EXTERIOR GRADE | 07/16/25
., @ PosT . @ CONNECTION SPECIFICATIONS AND KEYED STEEL PADLOCK r TNGS SSUED Fom \
PROP. Ji" GALV. STEEL 3 .4 . 2-0 2" DECK REQUIREMENTS WITH VERIZON. (ABUS 83WP/53 SERIES 2) :
POST CAP SHOP OH ‘ REV. DATE DRAWN| DESCRIPTION QA/QC
WELDED ALL AROUND — { PROP. 4" SCH. — —— & PROP. 4" SCH. 40 o |ot7es | um FOR PERMITTING ASW
INCOMING C8x11.5 1 C8x11.5 W% 4OP(()}$TLV<LESNT(E%: N } i ICE CANOPY POST 4 |osn7es | um PER COMMENTS ASW
AR/ | .~ N S — i " AS REQUIRED) i i E i :7 PROP. %" @ U-BOLT 5 [oe272s | uim PER COMMENTS Jm
(4) %9 ASTM A325 PROP. 2x2x%” SPACER PLATE | . I (TOTAL OF (6))
BOLTS GALV. (TYP.) >3_{% BETWEEN BRACE AND C8 W/ ALUMINUM R Ll [ 6 [omees |am PER COMMENTS oy
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) PROP. 5x4x%" PLATE (TYP.) POST CAP | 4 | s ; )
3| TYP. BEAM TO BEAM CONN e bt pos I T[] RO CALy. P00 e e e
. . GALV. STEEL PIPE POST PROP. (2) %0 A325 R B UNISTRUT (8'~0” LONG)
T \ BOLTS @ 3 O.C. " || (TYP ) QUANTITY AND L ORIGINAL SIZE IN INCHES )
K |1 - N
INCOMING PROP. /2x2x4" BRACE 3" THICK 1! R SPACING AS REQUIRED #PROJECT INFORMATION: \
I .
A L2x2x0h" BRACE ——— PROP. %"¢ A325 BOLT, FULLSYT‘VFV%BEQ N | | (PROVIDE HEAVY DUTY US-SCI{%'O51
I |
8x8x5” GALV. STEEL BASE PLATE PROP. 8x8x5" GALV. | TYPICAL EACH END OF BRACE oL PN | | R RUBBER CAPS AT ENDS WASHINGTON NORTH 2 T
- - . ,(TYP) ld OF ALL UNISTRUTS)
~ ; STEEL BASE PLATE (TYP.) PROP. 4x44,” SHEAR TAB ‘ ;
SN 4" SCH. 40 GALV. n» ALL (4) SIDES ||| N 17 WARREN ROAD
= -© WITH 1”x1” CORNER CHAMFER | | | vor
~" STEEL PIPE POST I | OF BASE PLATE || | 7 WG PROP. 8x8x5 GALV. NEW PRESTON, CT 06777
] - = r - g n 4 )
| e %0 GALV. OR S.S. THREADED RODS IN GRAgE LEVEL (“To7 4 T T T il} . M STEEL BASE PLATE (TYP.) LITCHFIELD COUNTY
5"x5” PATTERN CENTERED ABOUT PLATE NN e of U CO _ gl _ ,
® {\/ (FOUR RODS PER PLATE) THROUGH A KKK ;_«.7," T R S S e P PP | %‘-f«"j‘fg‘PROPOSED CONCRETE PAD ’;(iR’/\&DkELE\/EL MONOPOLE
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GRADING & EXCAVATING NOTES:

ALL EXCAVATIONS ON WHICH CONCRETE IS TO BE PLACED SHALL BE SUBSTANTIALLY

HORIZONTAL ON UNDISTURBED AND UNFROZEN SOIL AND BE FREE FROM LOOSE
MATERIAL AND EXCESS GROUNDWATER. DEWATERING FOR EXCESS GROUNDWATER
SHALL BE PROVIDED IF REQUIRED.

CONCRETE FOUNDATIONS SHALL NOT BE PLACED ON ORGANIC MATERIAL. IF SOUND
SOIL IS NOT REACHED AT THE DESIGNATED EXCAVATION DEPTH, THE
UNSATISFACTORY SOIL SHALL BE EXCAVATED TO ITS FULL DEPTH AND EITHER BE
REPLACED WITH MECHANICALLY COMPACTED GRANULAR MATERIAL OR THE

EXCAVATION BE FILLED WITH CONCRETE OF THE SAME QUALITY SPECIFIED FOR THE

FOUNDATION.

ANY EXCAVATION OVER THE REQUIRED DEPTH SHALL BE FILLED WITH EITHER
MECHANICALLY COMPACTED GRANULAR MATERIAL OR CONCRETE OF THE SAME
QUALITY SPECIFIED FOR THE FOUNDATION. CRUSHED STONE MAY BE USED TO

STABILIZE THE BOTTOM OF THE EXCAVATION. STONE, IF USED, SHALL NOT BE USED

AS COMPILING CONCRETE THICKNESS.

AFTER COMPLETION OF THE FOUNDATION AND OTHER CONSTRUCTION BELOW
GRADE, AND BEFORE BACKFILLING, ALL EXCAVATIONS SHALL BE CLEAN OF
UNSUITABLE MATERIAL SUCH AS VEGETATION, TRASH, DEBRIS, AND SO FORTH.

—USE APPROVED MATERIALS CONSISTING OF EARTH, LOAM, SANDY CLAY, SAND
—BE FREE FROM CLODS OR STONES OVER 2—1/2" MAXIMUM DIMENSIONS
—BE PLACED IN 6” LAYERS AND COMPACTED TO 95% STANDARD PROCTOR
EXCEPT IN GRASSED/LANDSCAPED AREAS, WHERE 90% STANDARD PROCTOR

. REMOVE ALL VEGETATION, TOPSOIL, DEBRIS, WET AND UNSATISFACTORY SOIL

MATERIALS, OBSTRUCTIONS, AND DELETERIOUS MATERIALS FROM GROUND SURFACE

PRIOR TO PLACING FILLS. PLOW, STRIP, OR BREAK UP SLOPED SURFACES STEEPER THAN
THAN 1 VERTICAL TO 4 HORIZONTAL SO FILL MATERIAL WILL BOND WITH EXISTING SURFACE.

WHEN SUBGRADE OR EXISTING GROUND SURFACE TO RECEIVE FILL HAS A DENSITY LESS
THAN THAT REQUIRED FOR FILL, BREAK UP GROUND SURFACE TO DEPTH REQUIRED,

PULVERIZE, MOISTURE—CONDITION OR AERATE SOIL AND RECOMPACT TO REQUIRED
DENSITY.

PROTECT EXISTING GRAVEL SURFACING AND SUBGRADE IN AREAS WHERE EQUIPMENT LOADS

WILL OPERATE. USE PLANKING OR OTHER SUITABLE MATERIALS DESIGNED TO SPREAD EQUIPMENT
LOADS. REPAIR DAMAGE TO EXISTING GRAVEL SURFACING OR SUBGRADE WHERE SUCH

DAMAGE IS DUE TO THE CONTRACTOR’S OPERATIONS. DAMAGED GRAVEL SURFACING

SHALL BE RESTORED TO MATCH THE ADJACENT UNDAMAGED GRAVEL SURFACING AND

SHALL BE OF THE SAME THICKNESS.

REPLACE EXISTING GRAVEL SURFACING ON AREAS FROM WHICH GRAVEL SURFACING IS
REMOVED DURING CONSTRUCTION OPERATIONS. GRAVEL SURFACING SHALL BE REPLACED

TO MATCH EXISTING ADJACENT GRAVEL SURFACING AND SHALL BE OF THE SAME

THICKNESS. SURFACES OF GRAVEL SURFACING SHALL BE FREE FROM CORRUGATIONS AND WAVES.
EXISTING GRAVEL SURFACING MAY BE EXCAVATED SEPARATELY AND REUSED IF INJURIOUS

AMOUNTS OF EARTH, ORGANIC MATTER, OR OTHER DELETERIOUS MATERIALS ARE REMOVED
PRIOR TO REUSE. FURNISH ALL ADDITIONAL GRAVEL RESURFACING MATERIAL AS REQUIRED.
BEFORE GRAVEL SURFACING IS REPLACED, SUBGRADE SHALL BE GRADED TO CONFORM TO

REQUIRED SUBGRADE ELEVATIONS, AND LOOSE OR DISTURBED MATERIALS SHALL BE THOROUGHLY
COMPACTED. DEPRESSIONS IN THE SUBGRADE SHALL BE FILLED AND COMPACTED WITH

APPROVED SELECTED MATERIAL. GRAVEL SURFACING MATERIAL MAY BE USED
FOR FILLING DEPRESSIONS IN THE SUBGRADE, SUBJECT TO ENGINEER'S APPROVAL.

DAMAGE TO EXISTING STRUCTURES AND UTILITIES RESULTING FROM CONTRACTOR’S NEGLIGENCE
SHALL BE REPAIRED/REPLACED TO OWNER’S SATISFACTION AT CONTRACTOR’S EXPENSE.

CONTRACTOR SHALL COORDINATE THE CONSTRUCTION SCHEDULE WITH PROPERTY OWNER SO AS

TO AVOID INTERRUPTIONS TO PROPERTY OWNER’S OPERATIONS.
ENSURE POSITIVE DRAINAGE DURING AND AFTER COMPLETION OF CONSTRUCTION.
ALL CUT AND FILL SLOPES SHALL BE MAXIMUM 2 HORIZONTAL TO 1 VERTICAL.

CONTRACTOR SHALL BE RESPONSIBLE FOR MONITORING SITE VEHICLE
TRAFFIC AS TO NOT ALLOW VEHICLES LEAVING THE SITE TO TRACK
MUD ONTO PUBLIC STREETS. THE CONTRACTOR IS RESPONSIBLE
FOR CLEANING PUBLIC STREETS DUE TO MUDDY VEHICLES LEAVING
THE SITE.

3-0"
MIN

/)

2'-0"

1

NERAL EROSION & SEDIMENT CONTROL NOTES:

GE

WIRE FENCE- WHERE REQUIRED

THE SOIL EROSION AND SEDIMENT CONTROL MEASURES AND DETAILS AS SHOWN
HEREIN AND STIPULATED WITHIN STATE STANDARDS

SHALL BE FOLLOWED AND INSTALLED IN A MANNER SO AS TO

MINIMIZE SEDIMENT LEAVING THE SITE.

PRIOR TO COMMENCING LAND DISTURBANCE ACTIVITY, THE
LIMITS OF LAND DISTURBANCE SHALL BE CLEARLY AND
ACCURATELY DEMARCATED WITH STAKES, RIBBONS, OR
OTHER APPROPRIATE MEANS.

EROSION CONTROL DEVICES SHALL BE INSTALLED BEFORE GROUND
DISTURBANCE OCCURS. THE LOCATION OF SOME OF THE EROSION

CONTROL DEVICES MAY HAVE TO BE ALTERED FROM SHOWN ON THE
APPROVED PLANS IF DRAINAGE PATTERNS DURING CONSTRUCTION ARE
DIFFERENT FROM THE FINAL PROPOSED DRAINAGE PATTERNS. IT IS THE
CONTRACTOR’S RESPONSIBILITY TO ACCOMPLISH EROSION CONTROL FOR

ALL DRAINAGE PATTERNS CREATED AT VARIOUS STAGES DURING CONSTRUCTION.
ANY DIFFICULTY IN CONTROLLING EROSION DURING ANY PHASE OF
CONSTRUCTION SHALL BE REPORTED TO THE ENGINEER IMMEDIATELY.

THE LOCATION OF SOME OF THE EROSION CONTROL DEVICES
MAY HAVE TO BE ALTERED FROM THAT SHOWN ON THE
PLANS |F DRAINAGE PATTERNS DURING CONSTRUCTION ARE
DIFFERENT FROM THE FINAL PROPOSED DRAINAGE PATTERNS.
ANY DIFFICULTY IN CONTROLLING EROSION DURING ANY PHASE
OF CONSTRUCTION SHALL BE REPORTED TO THE ENGINEER
IMMEDIATELY.

CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL MEASURES UNTIL
PERMANENT VEGETATION HAS BEEN ESTABLISHED. CONTRACTOR SHALL
CLEAN OUT ALL SEDIMENT PONDS WHEN REQUIRED BY THE ENGINEER OR
THE LOCAL JURISDICTION INSPECTOR. CONTRACTOR SHALL INSPECT EROSION
CONTROL MEASURES AT THE END OF EACH WORKING DAY TO ENSURE
MEASURES ARE FUNCTIONING PROPERLY.

THE CONTRACTOR SHALL REMOVE ACCUMULATED SILT WHEN
THE SILT IS WITHIN 12” OF THE TOP OF THE SILT FENCE.

FAILURE TO INSTALL, OPERATE OR MAINTAIN ALL EROSION
CONTROL MEASURES WILL RESULT IN ALL CONSTRUCTION
BEING STOPPED ON THE JOB SITE UNTIL SUCH MEASURES ARE
CORRECTED.

SILT BARRIERS TO BE PLACED AT DOWNSTREAM TOE OF ALL
CUT AND FILL SLOPES.

ALL CUT AND FILL SLOPES MUST BE SURFACED ROUGHENED AND
VEGETATED WITHIN SEVEN (7) DAYS OF THEIR CONSTRUCTION.

CONTRACTOR SHALL REMOVE ALL EROSION & SEDIMENT CONTROL
MEASURES AFTER COMPLETION OF CONSTRUCTION AND
ESTABLISHMENT OF PERMANENT GROUND COVER.

THE ESCAPE OF SEDIMENT FROM THE SITE

SHALL BE PREVENTED BY THE INSTALLATION OF EROSION CONTROL
MEASURES AND PRACTICES PRIOR TO, OR CONCURRENT WITH,
LAND—DISTURBING ACTIVITIES.

1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO

SEEDING GUIDELINES:

FINAL STABILIZATION OF ALL DISTURBED AREAS, UNLESS OTHERWISE NOTED,
SHALL BE LOAMED AND SEEDED. LOAM SHALL BE PLACED AT A MINIMUM
COMPACTED DEPTH OF 4". RECOMMENDED SEEDING DATES FOR PERMANENT
VEGETATION SHALL BE BETWEEN JUNE 15 THROUGH AUGUST 1 AND SEPTEMBER
15 THROUGH OCTOBER 15. TEMPORARY VEGETATIVE MEASURES SHALL CONSIST
OF AN ANNUAL OR PERENNIAL RYE GRASS WITH RECOMMENDED SEEDING DATES
BEING FROM JUNE 1 THROUGH AUGUST 15 AND SEPTEMBER 30 THROUGH

POXEVWATE PROPOSED COVER MATERIAL

BEFORE SPREADING COVER MATERIAL OVER THE DESIGNATED AREA, OBTAIN A
REPRESENTATIVE SOIL SAMPLE AND SUBMIT TO A REPUTABLE SOIL TESTING
LABORATORY FOR CHEMICAL AND PHYSICAL ANALYSIS. THE PRELIMINARY TEST IS
NECESSARY TO DETERMINE THE REQUIRED INORGANIC AND/OR ORGANIC
AMENDMENTS THAT ARE NEEDED TO ASSIST IN ESTABLISHING THE SEED MIXTURE
IN AN ENVIRONMENTALLY AND ECONOMICALLY SOUND MANNER. THE RESULTS WILL
GIVE THE COVER MATERIAL CHARACTERISTICS SUCH AS pH AND FERTILIZATION
NEEDS. THESE RESULTS SHALL BE KEPT ON-SITE B THE CONTRACTOR AND
AVAILABLE FOR REVIEW BY THE COUNTY.

SEED BED PREPARATION

PROPOSED COVER MATERIAL SHOULD BE SPREAD EVENLY OVER THE SITE AREA IN
A MINIMUM 4” LIFT VIA BULLDOZER/BUCKET LOADER. USING THE INFORMATION
FROM THE SOIL ANALYSIS, CAREFULLY CALCULATE THE QUANTITIES OF LIMESTONE
AND PRE—PLANT FERTILIZER NEEDED PRIOR TO APPLYING. PRE—PLANT
AMENDMENTS CAN BE APPLIED WITH A BROADCAST AND/OR DROP SEEDER AND
INCORPORATED WITH AN OFFSET DISK, YORK RAKE, AND/OR HAND RAKE. AFTER
INCORPORATION THE PRE—PLANT SOIL AMENDMENTS, THE SEED BED SHOULD BE
SMOOTH AND FIRM PRIOR TO SEEDING. THE FOLLOWING SEED MIXTURES SHALL
BE USED AS NOTED:

SEED MIXTURE

SPECIES/VARIETY LBS/ACRE
CREEPING RED 20
FESCUE 20
KENTUCKY 5
BLUEGRASS

PERENNIAL

RYEGRASS

SEED TIME AND METHOD

THE PREFERRED TIME FOR SEEDING THE COOL SEASON MIXTURE IS LATE
SUMMER. SOIL AND AIR TEMPERATURES ARE IDEAL FOR SEED GERMINATION AND
SEEDING GROWTH. WEED COMPETITION IS REDUCED BECAUSE SEEDS OF MANY
WEED SPECIES GERMINATE EARLIER IN THE GROWING SEASON. ADDITIONALLY,
HERBICIDE USE IS GREATLY REDUCED. HOWEVER, SEEDING MAY BE DONE AT ANY
OF THE ABOVE NOTED TIMES.

MULCHING

NEWLY SEEDED AREAS SHOULD BE MULCHED TO INSURE ADEQUATE MOISTURE
FOR SUCCESSFUL TURF ESTABLISHMENT AND TO PROTECT AGAINST SURFACE
MOVEMENT OF SEDIMENT—BOUND AGROCHEMICALS AND SOIL EROSION. IF
MULCHING PROCEDURES ARE NOT SPECIFIED ON PLANS, APPLY GOOD QUALITY
STRAW OR HAY AT A RATE OF 2 BALES/1000 SQ. FT. OTHER COMMERCIALLY
AVAILABLE MULCHES CAN BE USED.

CONSTRUCTION NOTES FOR FABRICATED SILT FENCE
POSTS: STEEL EITHER T OR U TYPE.

FENCE POSTS WITH WIRE TIES OR STAPLES.

2. FILTER CLOTH TO BE FASTENED SECURELY TO
WOVEN WIRE FENCE WITH TIES SPACED EVERY 24" AT

FENCE: WOVEN WIRE 14 GA.
6" MAX. MESH OPENING.

TOP AND MID SECTION.

3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN
EACH OTHER THEY SHALL BE OVER-LAPPED BY 6IN

FILTER CLOTH: FILTER X, MIRAFI
100X" STABILINKA T140N OR

COMMERCIAL TYPE C SILT FABRIC ON AND FOLDED. APPROVED EQUAL.
UPSTREAM SIDE OF FENCE 4. MAINTENANCE SHALL BE PERFORMED AS NEEDED
T AND MATERIAL REMOVED WHEN "BULDGES” DEVELOP IN PREFABRICATED UNIT: GEOFAB

DIRECTION OF
. FLOW

THE SILT FENCE.
5. ALL SILT FENCE MATERIALS MUST BE LISTED ON
THE CURRENT STATES. D.0.T. QUALIFIED PRODUCTS LIST.

ENVIROFENCE OR APPROVED
EQUAL.

GROUNDLINE STABILIZED.

SILT FENCE IS TO BE A TEMPORARY
EROSION CONTROL DEVICE, AND SHOULD
REMAIN IN PLACE UNTIL THE SITE IS

NOTE;
1. DIG TRENCH.

2. LAY IN FABRIC TO BOTTOM OF TRENCH.
3. BACKFILL TRENCH, COVERING FABRIC.

g APPLICANT:

THE TOWERS, LLC
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	U.S.G.S. TOPOGRAPHIC MAP
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	SITE SCHEMATIC
	SITE EVALUATION REPORT
	I. TOWER LOCATION
	A. COORDINATES: 41 -42’23.96” N 73 -17’52.95” W
	B. GROUND ELEVATION: Approximately 937 feet AMSL
	C. SITE ADDRESS:  17 WARREN ROAD, NEW PRESTON, CT
	D. ZONING WITHIN 1/4 MILE OF SITE:  Land within ¼ mile of the cell site is zoned Farming and Residential – R-1.

	II. DESCRIPTION
	A. SITE SIZE: 50’ x 50’ Fenced Compound 100’ x 100’ Leased Parcel
	B. LESSOR’S PARCEL:  Approximately 13.64 acres
	C. TOWER TYPE/HEIGHT:  Overall Height – 140’ Monopole Tower
	D. SITE TOPOGRAPHY AND SURFACE:  Topography in the area slopes up from east to west. Clearing and grading will be required to construct the site access driveway and facility compound.
	E. SURROUNDING TERRAIN, VEGETATION, WETLANDS, OR WATER:  The tower would be located in the northwestern portion of the approximately 13.64-acre parcel. The new facility compound is located approximately 430 feet from the closest wetland area to the ea...
	F. LAND USE WITHIN 1/4 MILE OF SITE:  Land use within ¼ mile of the Property is a mix of residential, agricultural and institutional uses.  (See Site Location Map, Site Schematic and U.S.G.S. Topographic Map at pp. 2-4).
	FACILITIES
	G. POWER COMPANY:  Eversource
	H. POWER PROXIMITY TO SITE:  Approximately 725 feet to the northeast along Warren Road.
	I. TELEPHONE/FIBER:  TBD
	J. PHONE SERVICE PROXIMITY:  Existing utility services located along Warren Road. See Plan Sheet Z-2 in this Attachment 1.
	K. VEHICLE ACCESS TO SITE:  Vehicle access to the site would extend from Warren Road over a new gravel access driveway.
	L. CLEARING AND FILL REQUIRED:  Tree clearing and site grading would be required to construct the facility compound.  Detailed construction plans would be developed if this location is approved by the Siting Council.

	III. LEGAL
	A. PURCHASE [  ]  LEASE [X]
	B. OWNER:  Alfred H. Stevens
	C. ADDRESS:  17 Warren Road, New Preston, CT
	DEED ON FILE AT:  Town of Washington, CT Land Records
	(Vol. 210 Page 059)

	FACILITIES AND EQUIPMENT SPECIFICATION
	I. TOWER SPECIFICATIONS:
	A. MANUFACTURER:  To be determined
	B. TYPE:  Self-supporting monopole
	C. TOWER HEIGHT:  150’ AGL (145’ Antenna Centerline)
	TOWER DIMENSIONS: Approx. 50” base     Approx. 24” top

	II. TOWER LOADING:
	A. CELLCO EQUIPMENT:
	1. Panel Antennas –  Six (6) Model MX06FHG665-HG antennas and Three (3) Samsung MT6413-77A antennas
	2. Remote Radio Heads (RRH)
	3. GPS Antenna:  Attached to the equipment canopy
	4. Transmission Lines:
	Two (2) Model:  HS 85016661 HYBRID fiber optic antenna cables
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	IV. PHYSICAL IMPACT
	A. WATER FLOW AND QUALITY
	B. AIR QUALITY
	C. LAND
	D. NOISE
	E. POWER DENSITY
	F. VISIBILITY
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