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KENT

BALD HILL ROAD

KENT, CT 06785

SITE INFORMATION

SCALE: 1" = 500'

VICINITY MAP

SITE

TITLE SHEET

& INDEX

WIRELESS TELECOMMUNICATIONS FACILITY

PROJECT LOCATION:

PROJECT DESCRIPTION:

PROPERTY DEVELOPER:

DEVELOPER CONTACT:

ENGINEER CONTACT:

LATITUDE:
LONGITUDE:
ELEVATION:

MAP:
LOT:

ZONE:

BALD HILL ROAD
KENT, CT 06785

RAWLAND SITE W/ GROUND
EQUIPMENT WITHIN 5,400 SF
TELECOMMUNICATIONS LEASE AREA
W/ NEW 154'± AGL MONOPOLE.

HOMELAND TOWERS, LLC
9 HARMONY STREET
2ND FLOOR
DANBURY, CT 06810

RAY VERGATI
(203) 297-6345

ROBERT C. BURNS, P.E.
(860) 663-1697 x206

41° 43' 16.42"N
73° 25' 40.80"W
1,300'± AMSL

10
38
RURAL DISTRICT

T-1

EX-1

SP-1

CP-1

C-1

C-2

TITLE SHEET & INDEX

EXISTING CONDITIONS SURVEY

SITE PLAN & ABUTTERS MAP

COMPOUND PLAN & TOWER ELEVATION

SITE DETAILS

SITE DETAILS

DRAWING INDEX

DATE:

APT FILING NUMBER:

HOMELAND TOWERS

KENT

BALD HILL ROAD

KENT, CT 06785

SITE

ADDRESS:

SHEET TITLE:

PERMITTING DOCUMENTS

DRAWN BY:

CHECKED BY:

SHEET NUMBER:

ADDRESS:

DEVELOPER:

DESIGN PROFESSIONALS OF RECORD

DATENO REVISION

05/20/19

CT283180

05/21/190 FOR REVIEW: RCB

1

2

3

4

5

6

HOMELAND TOWERS, LLC

9 HARMONY STREET

2ND FLOOR

DANBURY, CT 06810

ELZ

RCB

9 HARMONY STREET
2nd FLOOR

DANBURY, CT 06810
(203) 297-6345

HOMELAND TOWERS, LLC

340 MOUNT KEMBLE AVENUE

MORRISTOWN, NEW JERSEY 07960

at&t

PROF: ROBERT C. BURNS  P.E.

COMP: ALL-POINTS TECHNOLOGY

CORPORATION, P.C.

ADD:  567 VAUXHAUL STREET

EXTENSION - SUITE311

WATERFORD, CT 06385

TECHNOLOGY CORPORATION
ALL- POINTS

09/20/19 CLIENT REVISIONS: RCB

01/24/20 CLIENT REVISIONS: RCB

01/28/20 CLIENT REVISIONS: RCB

07/30/20 CLIENT REVISIONS: RCB

567 VAUXHAUL STREET EXTENSION - SUITE 311

WATERFORD, CT 06385        PHONE: (860)-663-1697

WWW.ALLPOINTSTECH.COM     FAX: (860)-663-0935

T-1

HOMELAND TOWERS, LLC

OWNER:              APPLICANTS:                               HOMELAND PROJECT ATTORNEY:                             POWER PROVIDER:                         TELCO PROVIDER:                               CALL BEFORE YOU DIG:                                 GOVERNING CODES:

HOMELAND TOWERS, LLC
9 HARMONY STREET

2ND FLOOR
DANBURY, CT 06810

RAY VERGATI
(203) 297-6345

FRONTIER (800) 921-8102 (800) 922-4455  CONNECTICUT STATE BUILDING CODE, LATEST EDITION
NATIONAL ELECTRIC CODE, LATEST EDITION

TIA-222-G

EVERSOURCE: (800) 286-2000CUDDY & FEDER, LLP
445 HAMILTON AVENUE

14TH FLOOR
WHITE PLAINS, NY 10601

(914) 761-1300

INSITE WIRELESS GROUP, LLC
1199 NORTH FAIRFAX STREET,

STE. 700
ALEXANDRIA, VA 22314

AT&T
340 MOUNT KEMBLE AVE.
MORRISTOWN, NJ 07960
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MUNICIPAL NOTIFICATION LIMIT MAP
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SP-1SITE PLAN

SCALE : 1" = 20'-0"

1

SP-1

 NMAP REFERENCES:
1. "EX-1, EXISTING CONDITIONS SURVEY PLAN", SHEET 1 OF 1,

PREPARED BY MARTINEZ COUCH & ASSOCIATES, LLC,
DATED 4/25/19

SUBJECT SITE
MAP: 10 BLOCK: 22 LOT: 38

BALD HILL ROAD
N/F

INSITE WIRELESS GROUP, LLC
1199 NORTH FAIRFAX STREET, STE.

700
ALEXANDRIA, VA 22314
ZONE: RURAL DISTRICT

1.99± ACRES

PROP. 60' x 90' (5,400±SF) LEASE AREA

1 inch = 20 ft.( IN FEET )

12
90

PROP. 3,950± SF IRREGULARLY SHAPED
FENCE COMPOUND AREA

PROP. 154± AGL MONOPOLE
(W/ HINGE POINT @ 91'± AGL)

PROP. 12' WIDE GRAVEL ACCESS DRIVEWAY ALONG
EXIST. ABANDONED TRAIL (APPROX. 300'±) (TYP.)
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PROP. UNDERGROUND ELEC. & TELCO SERVICE
FROM EXIST. ELEC. & TELCO DEMARC (CL&P #
8981) TO PROP. COMPOUND AREA (APPROX. 340'±)

EXIST. PROPERTY LINE (TYP.)

EXIST. STONEWALL

EXIXT. UTILITY POLE (CL&P # 8981)
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MAP: 10, BLOCK: 22, LOT: 40
28B STONE FENCES LANE

N/F
ROBERTO PIZZO & PAULETTE MENNITI-PIZZO

MAP: 10, BLOCK: 22, LOT: 39
25 BALD HILL ROAD

N/F
MELANIE D. OUGH

25 BALD HILL ROAD

MAP: 10, BLOCK: 22, LOT: 37
15 BALD HILL ROAD

N/F
PETER FITZPATRICK

PROP. SILT FENCE (TYP.)2
C-2

PROTECT EXIST. TREE
(TYP. 6 PL)

EXIST. TREE TO BE REMOVED
(TYP. 22PL)

PROP. CONSTRUCTION ENTRANCE
1

C-2

MAP: 10, BLOCK: 23, LOT: 4
2 BALD HILL ROAD

N/F
MATTHEW L. & BONNE HARRIS

MAP: 10, BLOCK: 23, LOT: 3
22 BALD HILL ROAD

N/F
ALEXANDRA DIPENTIMA

SITE AREAS & VOLUMES OF EARTHWORK

SITEWORK ENTAILS APPROXIMATELY NET 450 CUBIC
YARDS OF EXCAVATION.  THE COMPOUND AND
ROADWAY WILL IMPORT APPROXIMATELY 210 CUBIC
YARDS OF CLEAN BROKEN STONE.  THE UTILITY TRENCH
FROM THE DEMARC TO THE COMPOUND WILL EXCAVATE
APPROXIMATELY 150 CUBIC YARDS OF MATERIAL THAT
WILL BE USED TO BACKFILL THE TRENCH.

COMPOUND AREA SLOPES:
EXISTING -   15%
PROPOSED -   3.5%

TOTAL AREA OF DISTURBANCE = 15,500± SF

STORMWATER VELOCITY:
     PRIOR TO GROUND COVER < 3.0 FT/SEC
     FOLLOWING GROUND COVER < 3.0 FT/SEC

STORMWATER VOLUME:
     PROPOSED IMPERVIOUS AREA = 9,000 SF
     WATER QUALITY STD VOLUME (1") = 750 CF
     STORAGE VOLUME (6" DEPTH, 40% VOIDS) = 790 CF

GROUND COVER TO BE ESTABLISHED AS FOLLOWS
(U.O.N):
   - WHITE CLOVER @ 0.20#/- SF
   - TALL FESCUE @ 0.45#/- SF
   - RYEGRASS @ 0.10#/- SF

NOTE:
22 TREES WILL NEED TO BE REMOVED IN CONSTRUCTION
OF THE FACILITY.

190'± TO
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PROP. 1FT CONTOUR

PROP. 5FT CONTOUR

PROTECT EXIST. TREE

REMOVE EXIST. TREE

EXIST. 1FT CONTOUR

EXIST. 5FT CONTOUR

PROP. UNDERGROUND
ELECTRICAL/TELCO.

PROP. LANDSCAPING/SCREENING -
6' TALL EMERALD GREEN ARBORVITAE
(THUJA OCCIDENTALIS) @ 10' O.C.
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COMPOUND PLAN &

TOWER ELEVATION

CP-1

(9) PROP. AT&T PANEL ANTENNAS (30°,
150°, 270°) W/ (18) RRHs ON PROP. 12'
FORTRESS TRI PLATFORM W/ RAIL KIT
MOUNTED TO PROP. 154'± AGL
MONOPOLE W/ ANTENNA CL @ 150'± AGL
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SCALE : 1" = 10'-0"
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LINE (TYP.)
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PROP. 12' WIDE GRAVEL ACCESS
DRIVEWAY ALONG EXIST. ABANDONED
TRAIL (APPROX. 300'±) (TYP.)

PROP. CSC CABINET

PROP. MULTIMETER CENTER

PROP. STEPDOWN
TRANSFORMER
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PROP. BOLLARD (5' O.C.)
(TYP. 8 PL)
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PROP. UNDERGROUND ELEC. & TELCO SERVICE
FROM EXIST. ELEC. & TELCO DEMARC (CL&P #
8981) TO PROP. COMPOUND AREA (APPROX. 340'±)

PROP. 60' x 90'
(5,400±SF) LEASE AREA

PROP. 3,950± SF IRREGULARLY
SHAPED FENCE COMPOUND AREA

PROP. 8' HIGH CHAIN LINK
FENCE (TYP.)
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30'±

PROP. AT&T UNDERGROUND ELECTRIC/ TELCO SERVICE FROM
PROP. MULTIMETER CENTER TO PROP. AT&T EQUIPMENT AREA

PROP. AT&T CABLE ICE BRIDGE FROM
EQUIPMENT PAD TO TOWER ENTRY PORT
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NEW AT&T VERTIV SMARTMOD UE 6x6 WALKIN CABINET W/
UNDERGROUND CABLING SWEEP INTO CABINET ON HELICAL PILES
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PROP. AT&T 15KW PROPANE EMERGENCY GENERATOR
ON 4'x6' CONCRETE PAD
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GALVANIZED MONOPOLE

(9) PROP. AT&T PANEL ANTENNAS (30°, 150°, 270°) W/
(18) RRHs ON PROP. 12' FORTRESS TRI PLATFORM W/
RAIL KIT MOUNTED TO PROP. 154'± AGL MONOPOLE

W/ ANTENNA CL @ 150'"± AGL

FUTURE CARRIER ANTENNAS (TYP.)

FUTURE CARRIER ANTENNAS (TYP.)

FUTURE CARRIER ANTENNAS (TYP.)

PROP. CSC CABINET

PROP. STEPDOWN
TRANSFORMER

PROP. UNDERGROUND ELEC. & TELCO SERVICE
FROM EXIST. ELEC. & TELCO DEMARC (CL&P # 8981)
TO PROP. COMPOUND AREA (APPROX. 340'±)

PROP. MULTIMETER CENTER

PROP. 60' X 90' (5,400± SF) LEASE AREA
& 3,950± SF IRREGULARLY SHAPED

CHAIN LINK FENCED COMPOUND AREA

PROP. BOLLARD
(5' O.C.) (TYP. 8PL)
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PROP. AT&T 30KW DIESEL EMERGENCY
GENERATOR ON 3'-6"x8' CONCRETE PAD
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FUTURE EQUIPMENT AREA (12'X20') (TYP. 3PL)

PROP. AT&T UNDERGROUND ELECTRIC/ TELCO
SERVICE FROM PROP. MULTIMETER CENTER
TO PROP. AT&T EQUIPMENT AREA
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PROP. SILT FENCE (TYP.)2
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PROTECT EXIST. TREE (TYP. 6 PL)

EXIST. TREE TO BE
REMOVED (TYP. 22PL)
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MUNICIPAL EQUIPMENT AREA (12'X20') &
GENERATOR PAD (4'X8')

PROP. LANDSCAPING/SCREENING -
6' TALL EMERALD GREEN ARBORVITAE
(THUJA OCCIDENTALIS) @ 10' O.C.
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PROP. 3'-6"x8'-0" CONCRETE MUNICIPAL
PROPANE TANK PAD

PROP. UNDERGROUND PROPANE
SERVICE FROM PROP. PROPANE
TANK TO PROP. GENERATOR

(2) PROP. AT&T 120 GAL. PROPANE TANKS W/ MANUAL
SHUTOFF VALVE(S) ON 3'x6' CONCRETE PAD.
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COMPOUND DETAIL BOLLARD DETAIL

6" GALVANIZED STEEL
PIPE, CONCRETE FILLED &
PAINTED TRAFFIC YELLOW

POUR CONCRETE
ENCASEMENT (CLASS A)
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4'

3'-6"
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NOTE: IN PAVED AREAS
HOLD TOP OF FOOTING
6" BELOW FIN. GRADE

FINISHED
GRADE
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STONE

MIN.

GRADE TO DRAIN

STABILIZATION
FABRIC ON

COMPACTED SUBGRADE

COMPOUND FENCE
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3/4" CRUSHED STONE

2"x6" PT
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BENCHING REQUIRED IF
NATURAL SLOPE IS
GREATER THAN 1:4

SCARIFY AND COMPACT TOP 6" OF EXISTING
GRADE ATER REMOVAL OF TOPSOIL.

GEOTEXTILE 150 MIL THICK

* CROSS SLOPE GRADE SHALL BE 1-2% AS SHOWN ON PROPOSED GRADING
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 SEE GRAVEL ROAD
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ROUGH GRADE

GRANULAR FILL
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AND MULCHED
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CUT
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PLACE, BIODEGRADABLE EROSION CONTROL BLANKET OR A BONDED FIBER
MATRIX HYDROSEED APPLICATION.

GRAVEL ROAD SECTION
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AT&T EQUIPMENT AREA

PROP. 8' HIGH CHAIN LINK
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PROP. 60' x 90' (5,400±SF) LEASE AREA
& 3,950± SF IRREGULARLY SHAPED
FENCE COMPOUND AREA
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WALKIN CABINET
AND ALL EXTERIOR
SHELTER
FIXTURES/FINISHES
SHALL BE PAINTED
BLACK

3'± 4'±

(2) PROP. AT&T 120 GAL. PROPANE
TANKS W/ MANUAL SHUTOFF
VALVE(S) ON 3'x6' CONCRETE PAD.

5' NO SPARK ZONE

PROP. UNDERGROUND PROPANE
SERVICE FROM PROP. PROPANE
TANK TO PROP. GENERATOR

BRIDGE CHANNEL
(SITEPRO1 GRS7
OR EQUAL)

WAVEGUIDE (TYP)

ANCHOR BOLT COLUMN
(SITEPRO1 SP126 OR EQUAL, TYP.)

PIPE HEAD FOR BRIDGE CHANNEL
(SITEPRO1 HHD12-K OR EQUAL)

BRIDGE CHANNEL SUPPORT
J-HOOKS @NON-SPLICE

CHANNEL POINTS

PIPE COLUMN
BASE PLATE

DIRECT BURIAL
PIPE COLUMN
(SITEPRO1 P3174
OR EQUAL, TYP.)

SNAP-IN HANGER
(SITEPRO1 XXSS-A

OR EQUAL)(TYP)

PIPE HEAD HOOKBOLTS

2"

BRIDGE CHANNEL BOLTS
SPLICE CHANNEL AT PIPE HEAD

 VERTICAL TRAPEZE
KIT @ 5'-0" (OC)

(MAX.) (SITEPRO1
VT12 OR EQUAL)

INDICATES EXISTING
CONCRETE (WHERE
APPLICABLE)(ATTACH
BASE W/ 58"Ø HILTI HY200
ANCHORS - 4" EMBEDMENT)

DIRECT BURIAL
FOOTING

GRADE
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3'-4"
MIN.

EMBEDMENT48"
MIN.

4" MIN.
BELOW PIPE

10' MAX. 8
C-17"

4" ABOVE
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4" GRAVEL COURSE
FORM 816 M.02.03

P3.0 STD (O.D. =3.500")
GALV. SUPPORT PIPE,
TYP (3PL)

12"Ø CONCRETE PIER w/
MIN. 3500 PSI CONCRETE
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GALV. PIPE END CAP, TYP,

P1000T 12 GA. GALV. UNISTRUT
w/ GALV. ATTACH TO SUPPORT
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CAPS (P/N 2860).
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(CE) CONSTRUCTION

ENTRANCE DETAIL

NTSSCALE : 

GEOTEXTILE 

SILT FENCE DETAIL

NTSSCALE : 
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EVERGREEN TREE PLANTING

SCALE : N.T.S.
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CUT BURLAP AND WIRE BASKETS
FROM TOP 13 OF ROOT BALL

4" MULCH - FINELY SHREDDED BARK
MULCH (SAMPLE TO BE APPROVED)

3" SOIL SAUCER (TYP.)

FINISHED GRADE

TOPSOIL

PLANTING MIX

SUBSOIL

SCARIFY GLAZED SIDES OR
HARDENED SURFACES IF PITS ARE

DUG WITH AUGERING DEVICE

COMPACT PLANTING MIX BELOW
BALL. PITCH TO PERIMETER OF PIT

EQUALS TWICE
ROOT BALL DIA.

12"
MIN.

2
4
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SET TOP OF ROOT
BALL AT OR SLIGHTLY
ABOVE FINISH GRADE

STAKING
STAKING FOR EVERGREEN
TREES 6' HIGH AND GREATER
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.
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2"x2" STAKES

FLAG

TURNBUCKLE

GUY WIRES
3" BELOW

GRADE
Δ=43°

2"x2"x8'-0" POINTED CEDAR STAKES: 3
STAKES PER TREE - DRIVE AT ANGLE

AND DRAW VERTICAL

3' 5:1

PLAN VIEW

PROFILE
EXISTING
GROUND

FILTER
CLOTH

EXISTING
DRIVEWAY

MOUNTABLE BERM
(OPTIONAL)

EXISTING
DRIVEWAY

1
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.
1

0
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1
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'M
IN

.
50'MIN.

6
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.

EXISTING
GROUND

50'MIN.

12'MIN.

CONSTRUCTION SPECIFICATIONS:
1. STONE SIZE - USE 1-4 INCH STONE, OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.

2. LENGTH - NOT LESS THAN 50 FEET (EXCEPT ON A SINGLE RESIDENCE LOT WHERE A 30 FOOT MINIMUM
LENGTH WOULD APPLY).

3. THICKNESS - NOT LESS THAN SIX (6) INCHES.

4. WIDTH - TWELVE (12) FOOT MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT  POINTS WHERE INGRESS OR
EGRESS OCCURS. TWENTY-FOUR (24) FOOT IF SINGLE    ENTRANCE TO SITE.

5. GEOTEXTILE - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE.

6. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD CONSTRUCTION ACCESS SHALL
BE PIPED BENEATH THE ENTRANCE. IF PIPING IS    IMPRACTICAL, A MOUNTABLE BERM WITH 5:1 SLOPES WILL
BE PERMITTED.

7. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR
FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS-OF-WAY, ALL    SEDIMENT SPILLED, DROPPED, WASHED OR
TRACKED ONTO PUBLIC RIGHTS-OF-WAY    MUST BE REMOVED IMMEDIATELY.

8. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON A AREA STABILIZED WITH STONE  AND WHICH DRAINS
INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN.

36" MIN. LENGTH FENCE
POSTS DRIVEN MIN. 16"
INTO GROUND.
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10' MAX. C. TO C.

UNDISTURBED GROUND

EMBED FILTER CLOTH
A MIN. OF 6" IN GROUND.

4"

1
6
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IN

.

36" MIN. FENCE POST

FLOW

COMPACTED SOIL

2
0

"M
IN

.

PERSPECTIVE VIEW

SECTION VIEW

CONSTRUCTION SPECIFICATIONS
1. POSTS SHALL BE STEEL EITHER "T" OR "U" TYPE OR HARDWOOD.

2. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY
SHALL BE OVERLAPPED BY SIX INCHES AND FOLDED.  FILTER CLOTH
SHALL BE EITHER FILTER X, MIRAFI 100X, STABILINKA T140N, OR
APPROVED EQUIVALENT.

3. PREFABRICATED UNITS SHALL BE GEOFAB, ENVIROFENCE, OR
APPROVED EQUIVALENT.

4. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL
REMOVED WHEN    "BULGES" DEVELOP IN THE SILT FENCE.

COMMERCIAL TYPE 'C' SILT FILTER
FABRIC (TYP.) (W/ WIRE FENCING,
WHERE REQUIRED)
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 NMAP REFERENCES:
1. "EX-1, EXISTING CONDITIONS SURVEY PLAN", SHEET 1 OF 1,

PREPARED BY MARTINEZ COUCH & ASSOCIATES, LLC,
DATED 10/21/19

SUBJECT SITE
MAP: 17 BLOCK: 25 LOT: 1

93 RICHARDS ROAD
N/F

JASON & JENNIFER DUBRAY
93 RICHARDS ROAD

KENT, CT 06785
ZONE: RURAL DISTRICT

6.821± ACRES

1 inch = 50 ft.( IN FEET )
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MAP: 17, BLOCK: 25, LOT: 3
RICHARDS RD.

N/F
PRISCILLA COONS

PROP. SILT FENCE (TYP.) 2
C-2

EXIST. TREE TO BE REMOVED
(TYP. 7PL)

PROP. CONSTRUCTION ENTRANCE
1

C-2

SITE AREAS & VOLUMES OF EARTHWORK

SITEWORK ENTAILS APPROXIMATELY NET 125 CUBIC
YARDS OF EXCAVATION.  THE COMPOUND AND
ROADWAY WILL IMPORT APPROXIMATELY 100 CUBIC
YARDS OF CLEAN BROKEN STONE.  THE UTILITY TRENCH
FROM THE DEMARC TO THE COMPOUND WILL EXCAVATE
APPROXIMATELY 500 CUBIC YARDS OF MATERIAL THAT
WILL BE USED TO BACKFILL THE TRENCH.

COMPOUND AREA SLOPES:
EXISTING -  .5%-1%
PROPOSED -  .5%-1%

TOTAL AREA OF DISTURBANCE = 16,025± SF

STORMWATER VELOCITY:
     PRIOR TO GROUND COVER < 3.0 FT/SEC
     FOLLOWING GROUND COVER < 3.0 FT/SEC

STORMWATER VOLUME:
     PROPOSED IMPERVIOUS AREA = 5,520 SF
     WATER QUALITY STD VOLUME (1") = 460 CF
     STORAGE VOLUME (6" DEPTH, 40% VOIDS) = 720 CF

GROUND COVER TO BE ESTABLISHED AS FOLLOWS
(U.O.N):
   - WHITE CLOVER @ 0.20#/- SF
   - TALL FESCUE @ 0.45#/- SF
   - RYEGRASS @ 0.10#/- SF

NOTE:
7 TREES WILL NEED TO BE REMOVED IN CONSTRUCTION
OF THE FACILITY.

PROPERTY LINE

LEGEND

SF PROP. SILT FENCE

E/T

PROP. 1FT CONTOUR

PROP. 5FT CONTOUR

EXIST. 1 FT CONTOUR

PROP. UNDERGROUND
ELECTRICAL/TELCO.

90'±
 F
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84'± FROM
TOWER

MAP: 11, BLOCK: 41, LOT: 12
94 RICHARDS RD.

N/F
HELMUT W. MADER

MAP: 16, BLOCK: 25, LOT: 43
RICHARDS RD.

N/F
CAROLYN A. WARNER & EDWARD

O. WARNER

MAP: 16, BLOCK: 25, LOT: 44
UPPER KENT HOLLOW RD.

ESTEBAN GOMEZ1029'± FROM TOWER

PROPERTY LINE (TYP.)

EXIST. UTILITY POLE
(CL&P POLE # 15038)

PROP. COMPOUND ACCESS FROM RICHARDS ROAD
ALONG PROP. GRAVEL ACCESS DRIVE (60'±) AND

EXIST. VARYING WIDTH GRAVEL ACCESS DRIVE
(APPROX 1,050'± TOTAL LENGTH)

PROP. IRREGULARLY SHAPED
(6,075± SF) LEASE AREA &
60'x60' (3,600± SF) FENCED
GRAVEL COMPOUND AREA

PROP. UNDERGROUND ELEC. & TELCO
SERVICE FROM EXIST. UTILITY POLE (CL&P

POLE # 10854) TO PROP. COMPOUND
(APPROX. 1,075'±) PROVIDE (2) 3" CONDUITS
AT EXIST. BUILDING FOR LANDLORD'S USE.

EXIST. UTILITY POLE
(CL&P POLE # 10854)

EXIST. RESIDENCE

EXIST. BUILDING

41'± FROM
COMPOUND

61' F
R

O
M

C
O

M
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O
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N

D

1002'± FROM COMPOUND

9
C-1

PROP. 12' WIDE GRAVEL ACCESS
DRIVEWAY (APPROX. 60'±)

EXIST. TREE TO BE REMOVED
(TYP. 7PL)
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COMPOUND PLAN

SCALE : 1" = 10'-0"
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1 inch = 10 ft.( IN FEET )

SOUTEAST ELEVATION

SCALE : 1" = 10'-0"
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PROP. 154'± AGL
GALVANIZED MONOPOLE

(9) PROP. AT&T PANEL ANTENNAS (30°,
150°, 270°) W/  (18) RRHs ON PROP. 12'
FORTRESS TRI PLATFORM W/ RAIL KIT

MOUNTED TO PROP. 154'± AGL
MONOPOLE W/ ANTENNA CL @ 150'"± AGL

FUTURE CARRIER ANTENNAS (TYP.)

FUTURE CARRIER ANTENNAS (TYP.)

FUTURE CARRIER ANTENNAS (TYP.)

PROP. CSC CABINET

PROP. STEPDOWN
TRANSFORMER

PROP. MULTIMETER CENTER

PROP. IRREGULARLY SHAPED (6,075± SF)
LEASE AREA &  60'x60' (3,600± SF) FENCED

GRAVEL COMPOUND AREA

PROP. BOLLARD
(5' O.C.) (TYP. 6PL)

4
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PROP. AT&T VERTIV SMARTMOD UE 6x6
WALKIN CABINET W/ UNDERGROUND

CABLING SWEEP INTO CABINET

2
C-1

PROP. AT&T CABLE ICE BRIDGE FROM
EQUIPMENT PAD TO TOWER ENTRY PORT

7
C-1

PROP. AT&T 20KW DIESEL EMERGENCY
GENERATOR ON 3'-6"x8' CONCRETE PAD

1
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FUTURE EQUIPMENT AREA (12'X20') (TYP. 3PL)

PROP. AT&T UNDERGROUND ELECTRIC/ TELCO
SERVICE FROM PROP. MULTIMETER CENTER
TO PROP. AT&T EQUIPMENT AREA

MUNICIPAL ANTENNAS (TYP.)
(EMS, FIRE COMMAND AND FIRE DISPATCH 2)

W/RING MOUNTS @ 100'-0"± AGL

PROP. MUNICIPAL ANTENNAS (TYP.)
(TOWN HIGHWAY, FIRE

DEPARTMENT AND FIRE DISPATCH)
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MUNICIPAL EQUIPMENT AREA (12'X20') &
GENERATOR PAD (4'X8')

(9) PROP. AT&T PANEL ANTENNAS
(30°, 150°, 270°) W/ (18) RRHs ON
PROP. 12' FORTRESS TRI
PLATFORM W/ RAIL KIT MOUNTED
TO PROP. 154'± AGL MONOPOLE
W/ ANTENNA CL @ 150'± AGL
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AREA
(12'x20')

PROP. AT&T UNDERGROUND ELECTRIC/
TELCO SERVICE FROM PROP. MULTIMETER
CENTER TO PROP. AT&T EQUIPMENT AREA

PROP. AT&T CABLE ICE BRIDGE FROM
EQUIPMENT PAD TO TOWER ENTRY PORT
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PROP. AT&T VERTIV SMARTMOD UE 6x6
WALKIN CABINET W/ UNDERGROUND
CABLING SWEEP INTO CABINET
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SERVICE FROM PROP. PROPANE
TANK TO PROP. GENERATOR

(2) PROP. AT&T 120 GAL. PROPANE
TANKS W/ MANUAL SHUTOFF
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6" GALVANIZED STEEL
PIPE, CONCRETE FILLED &
PAINTED TRAFFIC YELLOW

POUR CONCRETE
ENCASEMENT (CLASS A)
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SCARIFY AND COMPACT TOP 6" OF EXISTING
GRADE ATER REMOVAL OF TOPSOIL.
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* CROSS SLOPE GRADE SHALL BE 1-2% AS SHOWN ON PROPOSED GRADING
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MATRIX HYDROSEED APPLICATION.
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4" GRAVEL COURSE
FORM 816 M.02.03

P3.0 STD (O.D. =3.500")
GALV. SUPPORT PIPE,
TYP (3PL)

12"Ø CONCRETE PIER w/
MIN. 3500 PSI CONCRETE

GRADE

GALV. PIPE END CAP, TYP,

P1000T 12 GA. GALV. UNISTRUT
w/ GALV. ATTACH TO SUPPORT
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FLAT WASHERS, LOCK
WASHERS AND NUTS, TYP.
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CAPS (P/N 2860).
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PROP. AT&T VERTIV SMARTMOD UE 6X6
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PROP. AT&T 15KW PROPANE EMERGENCY
GENERATOR ON 4'x6' CONCRETE PAD
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FENCE (TYP.)
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PROP. 60' x 90' (5,400±SF) LEASE AREA
& 3,950± SF IRREGULARLY SHAPED
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3'± 4'±

(2) PROP. AT&T 120 GAL. PROPANE
TANKS W/ MANUAL SHUTOFF
VALVE(S) ON 3'x6' CONCRETE PAD.

5' NO SPARK ZONE

PROP. UNDERGROUND PROPANE
SERVICE FROM PROP. PROPANE
TANK TO PROP. GENERATOR

CABLE BRIDGE & COAX HANGER DETAIL
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BRIDGE CHANNEL
(SITEPRO1 GRS7
OR EQUAL)

WAVEGUIDE (TYP)

ANCHOR BOLT COLUMN
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BRIDGE CHANNEL SUPPORT
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PIPE COLUMN
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(CE) CONSTRUCTION

ENTRANCE DETAIL

NTSSCALE : 

GEOTEXTILE 

SILT FENCE DETAIL

NTSSCALE : 
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EVERGREEN TREE PLANTING

SCALE : N.T.S.
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C-2

CUT BURLAP AND WIRE BASKETS
FROM TOP 13 OF ROOT BALL

4" MULCH - FINELY SHREDDED BARK
MULCH (SAMPLE TO BE APPROVED)

3" SOIL SAUCER (TYP.)

FINISHED GRADE

TOPSOIL

PLANTING MIX

SUBSOIL

SCARIFY GLAZED SIDES OR
HARDENED SURFACES IF PITS ARE

DUG WITH AUGERING DEVICE

COMPACT PLANTING MIX BELOW
BALL. PITCH TO PERIMETER OF PIT

EQUALS TWICE
ROOT BALL DIA.

12"
MIN.

2
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SET TOP OF ROOT
BALL AT OR SLIGHTLY
ABOVE FINISH GRADE

STAKING
STAKING FOR EVERGREEN
TREES 6' HIGH AND GREATER
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2"x2" STAKES

FLAG

TURNBUCKLE

GUY WIRES
3" BELOW

GRADE
Δ=43°

2"x2"x8'-0" POINTED CEDAR STAKES: 3
STAKES PER TREE - DRIVE AT ANGLE

AND DRAW VERTICAL

3' 5:1

PLAN VIEW

PROFILE
EXISTING
GROUND

FILTER
CLOTH

EXISTING
DRIVEWAY

MOUNTABLE BERM
(OPTIONAL)

EXISTING
DRIVEWAY
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.
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.
50'MIN.

6
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EXISTING
GROUND

50'MIN.

12'MIN.

CONSTRUCTION SPECIFICATIONS:
1. STONE SIZE - USE 1-4 INCH STONE, OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.

2. LENGTH - NOT LESS THAN 50 FEET (EXCEPT ON A SINGLE RESIDENCE LOT WHERE A 30 FOOT MINIMUM
LENGTH WOULD APPLY).

3. THICKNESS - NOT LESS THAN SIX (6) INCHES.

4. WIDTH - TWELVE (12) FOOT MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT  POINTS WHERE INGRESS OR
EGRESS OCCURS. TWENTY-FOUR (24) FOOT IF SINGLE    ENTRANCE TO SITE.

5. GEOTEXTILE - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE.

6. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD CONSTRUCTION ACCESS SHALL
BE PIPED BENEATH THE ENTRANCE. IF PIPING IS    IMPRACTICAL, A MOUNTABLE BERM WITH 5:1 SLOPES WILL
BE PERMITTED.

7. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR
FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS-OF-WAY, ALL    SEDIMENT SPILLED, DROPPED, WASHED OR
TRACKED ONTO PUBLIC RIGHTS-OF-WAY    MUST BE REMOVED IMMEDIATELY.

8. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON A AREA STABILIZED WITH STONE  AND WHICH DRAINS
INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN.

36" MIN. LENGTH FENCE
POSTS DRIVEN MIN. 16"
INTO GROUND.
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10' MAX. C. TO C.

UNDISTURBED GROUND

EMBED FILTER CLOTH
A MIN. OF 6" IN GROUND.
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1
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36" MIN. FENCE POST

FLOW

COMPACTED SOIL

2
0

"M
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.

PERSPECTIVE VIEW

SECTION VIEW

CONSTRUCTION SPECIFICATIONS
1. POSTS SHALL BE STEEL EITHER "T" OR "U" TYPE OR HARDWOOD.

2. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY
SHALL BE OVERLAPPED BY SIX INCHES AND FOLDED.  FILTER CLOTH
SHALL BE EITHER FILTER X, MIRAFI 100X, STABILINKA T140N, OR
APPROVED EQUIVALENT.

3. PREFABRICATED UNITS SHALL BE GEOFAB, ENVIROFENCE, OR
APPROVED EQUIVALENT.

4. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL
REMOVED WHEN    "BULGES" DEVELOP IN THE SILT FENCE.

COMMERCIAL TYPE 'C' SILT FILTER
FABRIC (TYP.) (W/ WIRE FENCING,
WHERE REQUIRED)


