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1.0 PROJECT INTRODUCTION 

Project/Site Information: 

 

Project/Site Name: Wind Prospect 

 

Location:  178 New Haven Road 

Prospect, Connecticut 

 

Latitude/Longitude: Latitude:  Longitude: 

41º 28' 31'' N   72º 58' 20'' W 

 

Method for determining latitude/longitude: Google Earth 

1.1 SITE SUMMARY 

1.1.1 Existing Conditions 

Located at 178 New Haven Road, the project site currently consists of approximately 67.5 acres of 

primarily undeveloped property.  Development on the property is limited to a telecommunications 

tower, height approximately 160 feet, in the southeast corner of the property.  The Property is 

located approximately 1,760 feet from the Prospect and Bethany town line and approximately 430 

feet from the New Naugatuck reservoir.  The surrounding land uses are mixed, consisting of both 

commercial and residential development.  The site is currently accessed via Kluge Road.  This 

access point will be maintained throughout the construction process.  Currently, there are no 

structural stormwater discharge points.  All stormwater flows over land to discharge points off site.   

1.1.2 Project Description 

The developer plans to install two wind turbines at the property: both in the western portion of the 

property with one in the southwest corner and one in northwestern portion of the Property.  In 

addition to the two turbines, the project will include construction of temporary equipment lay-

down areas for both turbines, crane assembly area, access road, permanent facility support building 

and associated ground equipment including an electrical collector yard and associated utility 

infrastructure so that the turbines can be interconnected to the electrical grid.  Following 

completion of the project, all temporary structures will be removed and the site returned to pre-

construction conditions to the maximum extent feasible. 

1.1.3 Site Specific Concerns 

The terrain and existing topography of the project site is such that during construction special care 

will be required to ensure that all BMPs remain intact and functioning.   

1.1.4 Construction Schedule 

Currently specific dates for construction have not been determined but anticipate construction to 

begin in spring 2011.  Specific dates will be provided to the reviewing officials.   

1.2 PROJECT OWNER AND OPERATOR 

The project owner and operator, BNE Energy, will be the responsible entity for completing the 

project.  The address and telephone is: 
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BNE Energy 

29 South Main Street 

Town Center Suite 200 

West Hartford, CT 06107 

(800) 450-0503 

1.3 SOILS, SLOPES, VEGETATION, AND CURRENT DRAINAGE PATTERNS 

1.3.1 Soil type(s) 

Based upon a review of typical geologic conditions and the National Soil Cooperative Survey, the 

soils have been classified as (1) Ridgebury, Leicester, and Whitman soils - Extremely stony;  

(2) Canton and Charlton 3 to 15 percent slopes - extremely stony; (3) Paxton and Montauk fine 

sandy loams ranging from 3 to 25 percent slopes; and (4) Paxton and Montauk fine sandy loams 

ranging from 8 to 15 percent slopes -very stony. 

1.3.2 Slopes 

The project site consists of varying slope conditions ranging from relatively flat conditions in the 

area of the existing cell tower to steep slopes along the northern and western property boundary.   

1.3.3 Drainage Patterns 

Existing site topography is such that runoff migrates, typically via overland sheet flow, through the 

site to a delineated wetland area.  These wetlands generally occur on the hillside where the 

topographical gradient subsides and the seasonal high groundwater persists long enough for 

reducing soil conditions to exist.  Additional drainage patterns were identified through several 

hillside seepage areas that were delineated on side slopes with exfiltrated groundwater. 

1.3.4 Vegetation 

The majority of the property is covered by second growth, upland forest, but also includes several 

forested hillside seep wetlands and watercourses as well as nine acres of early old field meadow 

habitat situated at the highest elevation on the property. 

1.4 SITE FEATURES AND SENSITIVE AREAS TO BE PROTECTED 

1.4.1 Receiving Waters and TMDL Applicability 

New Naugatuck Reservoir, located approximately 430 feet to the west / southwest of the property 

boundary and approximately 1200 feet from the nearest proposed tower location.  This water body 

is not considered impaired and is not listed on the most current 303(d) listing of impaired 

waterways.   

 

Also adjacent to the property to the north a watercourse flows from beneath New Haven Road.  

While not shown as a perennial watercourse on USGS mapping, field observations indicate this 

watercourse may be perennial. 

1.4.2 Wetlands 

Within to the property boundary a wetland has been identified and delineated.  Mitigation and 

impacts are discussed in the environmental assessment completed by VHB, Inc.   
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2.0 CONSTRUCTION ACTIVITIES 

2.1 DESCRIPTION OF CONSTRUCTION ACTIVITY 

Prior to construction BNE will complete all pre-construction planning activities.  BNE will 

continue to consult with municipalities, state agencies and federal agencies, as applicable, and will 

conduct site surveys to determine construction methodologies and procedures to minimize adverse 

effects to the environment and public. 

 

Construction will typically consist of activities such as: 

 

• Surveys to stake access roads and structural locations 

• Wetland delineation 

• Geotechnical investigations 

• Establishment of construction staging area 

• Installation of sediment and erosion control devices 

• Excavation and installation of access roads 

• Excavation and installation of lay-down and equipment assembly areas 

• Excavation and installation of foundations and erection of new structures 

• Installation of conductors 

• Restoration of site, including re-establishment of vegetative areas 

2.2 CONSTRUCTION SITE ESTIMATES 

The following are estimates of the construction site: 

 

• Area to be disturbed:  8.38 acres 

• Total Property area:  67.5 acres 

• Percentage impervious site area before construction:  0.0% 

• Runoff coefficient of site before construction:  71 

• Percentage impervious site area after construction:  6.2% 

• Runoff coefficient of site after construction:  73 

• Summary of water quality volume: 0.023 AC-FT 

• Summary of groundwater recharge volume:  0.007 AC-FT 
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3.0 BEST MANAGEMENT PRACTICES 

Soil erosion and sediment controls are measures that are used to reduce the amount of soil particles 

that are carried from a land area and deposited in receiving waters.  This section provides a general 

description of the most appropriate control measures proposed for the Project.  The permittee’s 

construction contractor(s) and their subcontractors will be responsible for amending the erosion 

and sediment controls in the SWPPP for their portion(s) of the project.  Based on field conditions 

at the time of construction, the contractors or subcontractors may adjust the locations and types of 

BMPs so that erosion and sedimentation are controlled to the maximum extent practicable.  

However, in no case will modifications to the SWPPP result in any less stringent erosion and 

sedimentation control measures than specified herein.   

 

3.1 STRUCTURAL CONTROL PRACTICES 

Structural control practices divert flows from exposed soils, store water flow, or otherwise limit 

runoff from exposed areas of the site.  Such practices may include silt fences, drainage swales, 

sediment traps, check dams, subsurface drains, pipe slope drains, rock outlet protection (rip-rap), 

reinforced soil retaining systems, and temporary or permanent sediment basins.  Some of these 

practices may be used as both temporary and permanent control measures.  Structural control 

practices should be placed in upland areas to the degree practicable to prevent erosion and reduce 

sedimentation in lower elevation areas.   

3.2 TEMPORARY EROSION CONTROL PRACTICES 

Erosion and sediment control measures will be in place prior to the initiation of soil disturbing 

activities and will be maintained throughout construction.  The contractor may need erosion 

control measures in other locations of the project as work progresses to keep sediment from 

leaving the construction site.  These measures will be determined by the contractor in the field; if 

measures are changed in the field, the SWPPP must be modified accordingly.  All temporary 

erosion controls will be removed after the protected area is finally stabilized.  The minimum 

temporary erosion and sediment control practices that will be used for the Project are discussed in 

the following sections. 

3.2.1 Sediment Fence (GSF) 

Sediment fences will retain sediment from small disturbed areas.  Sediment fence will be placed 

along slopes as shown on construction details.  The contractor will use his best judgment to install 

additional sediment fence as necessary to prevent loss of sediment.  Refer to section 5-11 of 2002 

Connecticut Guidelines for Soil Erosion and Sediment Control. 

 

Maintenance:  Inspect the silt fence at least once a week and within 24 hours of the end of a storm 

with a rainfall amount of 0.1 inches or greater to determine maintenance needs.  When used for 

dewatering operations, inspect frequently before, during and after pumping operations.  Remove 

the sediment deposits, or if room allows, install a second silt fence up slope from the existing fence 

when deposits reach approximately one half the height of the existing fence.  Replace or repair 

within 24 hours of an observed failure.  Refer to Connecticut Guidelines for Soil Erosion and 

Sediment Control figure GF-5 for troubleshooting failures.  Maintain silt fence until the 

contributing area is stabilized.   
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3.2.2 Hay Bale Barrier (HB) 

Hay bales will retain sediment from small disturbed areas.  Hay bales will be placed along slopes 

as shown on construction details.  The contractor will use his best judgment to install additional 

hay bales as necessary to prevent loss of sediment.  Refer to section 5-11 of 2002 Connecticut 

Guidelines for Soil Erosion and Sediment Control. 

 

Maintenance:  Inspect the hay bale barrier at least once a week and within 24 hours of the end of a 

storm with a rainfall amount of 0.5 inches or greater to determine maintenance needs.  When used 

for dewatering operations, inspect frequently before, during and after pumping operations.  

Remove the sediment deposits, or if room allows, install a secondary barrier up slope from the 

existing barrier when deposits reach approximately one half the height of the barrier.  Replace or 

repair within 24 hours of an observed failure.  Refer to Connecticut Guidelines for Soil Erosion 

and Sediment Control figure HB-5 for troubleshooting failures.  Maintain hay bale barrier until the 

contributing area is stabilized.   

3.2.3 Stone Check Dam (SCD) 

Will be used to reduce velocity of concentrated flows, thus reducing erosion of the drainage way. 

Stone check dams to be installed as indicated in the plans. 

 

Maintenance:  Inspect the stone check dam at least once a week and within 24 hours of the end of a 

storm with a rainfall amount of 0.5 inches or greater to determine maintenance needs.  Remove the 

sediment deposits when deposits reach approximately one half the height of the check dam.  

Replace or repair within 24 hours of an observed failure.  Maintain until the contributing area is 

stabilized.  

3.2.4 Temporary Pipe Slope Drain (TSD) 

Will be used to carry water over excessive changes in grade. TSD’s will convey concentrated 

stormwater runoff flows without causing erosion problems either on or at the toe of the slope. 

 

Maintenance:  Inspect the temporary pipe slope drain at least once a week and within 24 hours of 

the end of a storm with a rainfall amount of 0.5 inches or greater to determine maintenance needs.  

Repair damage as necessary.  Avoid the placement of any material on the top of the pipe and 

prevent vehicular traffic from crossing the slope drain. 

3.2.5 Temporary Diversion (TD) 

Will be used to divert sediment laden runoff from a disturbed area to a sediment trapping facility. 

 

Maintenance:  When the temporary diversion is located within close proximity to on going 

construction activities, inspect the diversion at the end of each work day and immediately repair 

damage caused by construction equipment.  Otherwise, inspect the temporary diversion and 

associated measures at least once a week and within 24 hours of the end of a storm with a rainfall 

amount of 0.5 inches or greater to determine maintenance needs.  Repair within 24 hours of an 

observed failure. 
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3.2.6 Temporary Fill Berm (TFB) 

Will be used to divert runoff from unprotected fill slopes during construction to a stabilized outlet 

or sediment trapping facility. 

 

Maintenance:  Inspect the temporary fill berm and associated controls at the end of each work day 

to ensure the criteria for installing the measures have been met.  Determine if repair or 

modification is needed.  This measure is temporary and under most situations will be covered the 

next work day.  Maintenance requirements should be minimal.  The contractor should avoid 

placing other material over the berm and construction traffic should not be allowed to cross. 

3.2.7 Temporary Sediment Trap (TST) 

Will be used to detain sediment laden runoff from small disturbed areas long enough to allow the 

majority of sediment to settle out. 

 

Maintenance:  Inspect the temporary sediment trap and associated controls at least once a week 

and within 24 hours of the end of a storm with a rainfall amount of 0.5 inches or greater to 

determine maintenance needs.  Check the outlet to verify that it is structurally sound and has not 

been damaged by erosion or construction equipment.  The height of the stone outlet should be 

maintained at least 1 foot below the crest of the embankment.  When sediment has accumulated 

more than one quarter of the minimum wet storage volume, dewater and remove sediment as 

necessary to restore the trap to its original dimensions.   

3.2.8 Construction Entrance (CE) 

Will be used to reduce tracking of sediment off site to paved areas. 

 

Maintenance:  Maintain the entrance in a condition which will prevent tracking and washing of 

sediment onto paved surfaces.  Provide periodic top dressing with additional stone or additional 

length as required.  Immediately remove all sediment spilled, dropped, washed or tracked onto 

paved surfaces. 

3.2.9 Tree Protection (TP) 

Will be used to ensure the survival of existing desirable trees for their effectiveness in soil erosion 

and sediment control during construction. 

 

Maintenance:  Inspect tree protection zones weekly during site construction for damage to the tree 

crown, trunk and root system.  When trees have been damaged or the protection zone has been 

compromised, consult an arborist licensed in CT to determine how damage should be addressed. 

3.2.10 Temporary Erosion Control Blankets (ECB) 

Will be used to provide temporary surface protection to disturbed soils to absorb raindrop impact 

and to reduce sheet and rill erosion. 

 

Maintenance:  Inspect temporary erosion control blankets at least once a week and within 24 hours 

of the end of a storm with a rainfall amount of 0.5 inches or greater to determine maintenance 

needs.  Repair any dislodged or failed blankets immediately. 
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3.3 SOIL STABILIZATION PRACTICES 

Soil stabilization involves covering disturbed soils with grass, mulch, straw, geotextiles, trees, 

vines, or shrubs.  Stabilization practices for exposed disturbed soils are extremely important while 

conducting construction activities.  Vegetative cover serves to reduce the erosion potential by 

absorbing the energy of raindrops, promoting infiltration in lieu of runoff, and reducing the 

velocity of runoff.  Stabilization measures shall be initiated as soon as practicable, but no more 

than 14 days after construction activities have temporarily or permanently ceased on any portion of 

the site. 

3.4 MAINTENANCE AND INSPECTIONS 

All erosion and sediment control devices shall be installed pursuant to the specifications in the 

construction details.  They will be maintained so that they remain effective at all times.   

 

Erosion and sediment control devices will be inspected by qualified personnel at least once every 

seven calendar days or at least once every 14 calendar days and within 24 hours of each 0.5-inch or 

greater rainfall event.  During each inspection, the construction inspector will complete the 

Inspection and Maintenance Report Form located in the appendix.  This form will be copied and 

used as necessary. Ineffective temporary erosion control measures will be repaired or replaced 

before the next storm event or as soon as practicable.  The permittee will immediately install 

additional temporary erosion control devices in any area deemed in need of protection. 

 

Following temporary or final stabilization, inspections must be conducted at least once a month.  If 

construction has been halted due to frozen conditions, regular inspections are not mandatory until 

one month before the expected thaw.  If vegetation establishment is not satisfactory, special steps 

to correct the problem will be implemented such as over seeding, mulching, sodding, or the use of 

erosion control blankets.  Once a definable area of the construction site has been finally stabilized, 

no further inspection requirements apply to that area. 

3.5 FINAL STABILIZATION 

3.5.1 Seeding 

The contractor will be responsible for labor, materials, tools, equipment, and other related items 

required for preparing ground, providing for sowing of seeds, fertilizing, mulching and top 

dressing, and other management practices required for erosion control and to achieve final 

stabilization.  It will be the contractor’s responsibility to make sure that the soil seedbed is not 

blown, washed, or otherwise removed from the site.  The contractor will make repairs (including 

replacement of lost topsoil and mulch) to the seedbed preparation site in the event of heavy rain, 

wind, or other natural events that cause damage.  When practicable, native plant species should be 

used for landscaping. 

3.5.2 Fertilizer 

Soil in areas of disturbance may need supplementation from fertilizer.  Soil tests may be necessary 

to determine the most appropriate fertilizer for each location.  Once applied, the fertilizer will be 

worked into the soil to limit exposure to stormwater.  Fertilizer spills will be cleaned up 

immediately and will not be applied along or in a waterway. 
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3.5.3 Mulching 

Mulching will be used in conjunction with both temporary and permanent seeding practices to 

enhance success by providing erosion protection prior to the onset of vegetative growth.  Mulches 

enhance plant establishment by moderating soil temperatures and conserving moisture.  After 

seeding, straw or hay mulch will be applied at a rate of two to three tons per acre on the disturbed 

areas.  Other forms of mulch will be applied at a rate designated by the Project Engineer.  Mulch 

will not be applied in wetlands, on lawns, and areas where hydro-mulch is used.  Mulch will be 

anchored immediately after placement on steep slopes and stream banks.  Mulch will be held in 

place by a very thin covering of topsoil, small brush, pins, stakes, wire mesh, asphalt binder, or 

other adhesive material approved by the project engineer. 

3.5.4 Topsoiling 

Topsoil should be applied in areas where the subsoil or existing surface soil does not provide an 

adequate growth medium for the desired vegetation, where soil is too shallow to provide adequate 

rooting depth, or where the soil contains substances toxic to the desired vegetation.  Topsoil shall 

be reasonably free from subsoil and stumps, roots, brush, stones, and clay lumps or similar objects. 

3.5.5 Temporary Control Removal 

Temporary erosion controls will be left in place until the Project site is stabilized with a uniform 

vegetative cover of 70 percent density of the native background vegetative cover on all unpaved 

areas. Following re-vegetation, the permittee will conduct periodic site visits to make sure that 

vegetation establishment is satisfactory.  If sufficient vegetative cover has not been achieved, 

additional restoration measures will be implemented. Inspection results will be documented using 

the Inspection and Maintenance Report Form found in the appendix.  All temporary soil erosion 

and sediment control measures will be removed and disposed of after final site stabilization is 

achieved and before submitting the NOT. 
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4.0 APPENDICES 

 

Appendix A – Maps and Drawings 

 

• Site Maps 

• Site Plans 

 

Appendix B – Inspection and Maintenance Records 

 

• Inspection & Maintenance Log 

• Inspection Report 

• Maintenance Report 

 

Appendix C – Calculations and Supporting Documentation 

 

• Sediment Trap Sizing Calculations 

• Permanent Diversion Sizing Calculations 
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