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Phone (972) 483-0607, Fax (972) 975-9615 

1320 Greenway Drive, Suite 600, Irving, Texas 75038 
 

 

Structural Analysis Report 
 

Existing 120 ft Monopole 

Customer Name: SBA Communications Corp 

Customer Site Number: CT03801-S 

Customer Site Name: East Granby 

Carrier Name: AT&T (App#: 107552, V2) 

Carrier Site ID / Name: CT5425 / East Granby SW 

Site Location: 56 Floydville Road 

 East Granby, Connecticut 

Hartford County 

Latitude: 41.928649 

Longitude: -72.776099 

   

   

Analysis Result: 

Max Structural Usage: 44.8% [Pass] 

Max Foundation Usage: 38.0% [Pass] 

Additional Usage Caused by Mount Modification: + 1.0% 
 

 

Report Prepared By: Leonardo Klem 
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Introduction 

The purpose of this report is to summarize the analysis results on the 120 ft Monopole to support the proposed 
antennas and transmission lines in addition to those currently installed.  Any modification listed under Sources 
of Information was assumed completed and was included in this analysis. 
 
 
 

Sources of Information 

Tower Drawings PiRod Engineering, File A-118, 413-1, on June 14, 2001. 
Foundation Drawing PiRod Engineering, File A-118, 413-1, on June 14, 2001. 
Geotechnical Report Jaworski Geotech, Inc., Project #00729G, on May 111, 2001. 
Modification Drawings N/A 

 
 

Analysis Criteria 
 

The rigorous analysis was performed in accordance with the requirements and stipulations of the 
ANSI/TIA-222-G. In accordance with this standard, the structure was analyzed using TESPoles, a 
proprietary analysis software. The program considers the structure as an elastic 3-D model with second-
order effects and temperature effects incorporated in the analysis. The analysis was performed using 
multiple wind directions. 
 

Wind Speed Used in the Analysis: 
      

Ultimate Design Wind Speed Vult = 120.0 mph (3-Sec. Gust)/  
Nominal Design Wind Speed Vasd = 93.0 mph (3-Sec. Gust)  

Wind Speed with Ice: 50 mph (3-Sec. Gust) with 1” radial ice concurrent 

Operational Wind Speed: 60 mph + 0” Radial ice 

Standard/Codes: ANSI/TIA-222-G / 2015 IBC / 2018 Connecticut State Building 
Code 

Exposure Category: C 

Structure Class: II 

Topographic Category: 1 

Crest Height: 0 ft 

Seismic Parameters: SS = 0.177, S1 = 0.065 

 

This structural analysis is based upon the tower being classified as a Structure Class II; however, if a 
different classification is required subsequent to the date hereof, the tower classification will be changed 
to meet such requirement and a new structural analysis will be run. 
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Existing Antennas, Mounts and Transmission Lines 
 

The table below summarizes the antennas, mounts and transmission lines that were considered in the 
analysis as existing on the tower. 
 

*(1) 3” Conduit housing Fiber and DC lines. 
 

Proposed Carrier’s Final Configuration of Antennas, Mounts and Transmission Lines 
 

Information pertaining to the proposed carrier’s final configuration of antennas and transmission lines 
was provided by SBA Communications Corp. The proposed antennas and lines are listed below. 
 

*(1) 3” Conduit housing (2) 3/4” DC and (1) 1/2" Fiber; (1) 2” Conduit housing (2) 3/4” DC and (1) Fiber. 

 
All transmission lines are considered running inside of the pole shafts. 
 

 

Items 
Elevation 

(ft) 
Qty. Antenna Descriptions Mount Type & Qty. 

Transmission 
Lines 

Owner 

1 

117.0 

6 Andrew HBXX-6517DS-VTM - Panel 

Low Profile Platform 
(12) 1 5/8"   

(2) 1 5/8" Fiber 
(1) 1/2" 

Verizon 

2 3 Andrew LNX-6514DS-VTM - Panel 

3 6 Antel LPA-80080/4CF - Panel 

4 1 Lucent KS24019-L112A GPS 

5 6 RFS FD9R6004/2C-3L Diplexer 

6 3 ALU RRH 2x60-AWS 

7 3 ALU RRH 2x60W-PCS 

8 2 RFS DB-T1-6Z-8AB-0Z 

9 
107.0 

3 Thales P65Q56NS2B - Panel 
Low Profile Platform (12) 1 5/8" T-Mobile 

10 6 Remec TMA 

- 
88.0 

6 Ericsson RRUS 11 

Low Profile Platform 

(1) 3” Conduit* 
(2) 3/4" DC* 

(1) 1/2" Fiber* 
(12) 1 5/8” 

AT&T 

- 1 Raycap DC6-48-60-18-8F 

- 

87.0 

6 Powerwave 7770 - Panel 

- 3 Powerwave P65-17-XLH-RR - Panel 

- 6 Powerwave TT19-08BP111-001 TMA 

- 6 Powerwave 21903 TMA 

Items 
Elevation 

(ft) 
Qty. Antenna Descriptions Mount Type & Qty. 

Transmission 
Lines 

Owner 

11 

87.0 

3 Powerwave 7770 - Panel 

Low Profile Platform 
+  

SitePro1 PRK-1245L 
(reinforcement Kit) 

+ 
SitePro1 HRK-12 

(Hanrail Kit) 

(12) 1 5/8"   
(2) 1/2" Fiber 
(1) 2" Conduit 
(1) 3" Conduit 

(4) 3/4" DC 

AT&T 

12 3 Cci HPA-65R-BU8AA - Panel 

13 3 Kathrein 800 10966 - Panel 

14 6 Powerwave TT19-08BP111-001 TMA 

15 6 Powerwave 21903 Diplexer 

16 3 Ericsson RRUS 8843 B2 B66A 

17 3 Ericsson RRUS 4449 B5 

18 1 Raycap DC6-48-60-18-8F 

19 1 Raycap DC6-48-60-18-8C 
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Analysis Results 
 

The results of the structural analysis, performed for the wind and ice loading and antenna equipment as 
defined above, are summarized as the following: 
  

 Pole shafts 

Max. Usage: 44.8% 

Pass/Fail Pass 

 

Foundations  
 

 Moment (Kip-Ft) Shear (Kips) 

Original Design Reactions 3719.4 37.0 

Analysis Reactions 2128.9 25.4 

Factored Reactions* 5021.1 50.0 

% of Design Reactions 42.4% 50.8%   
* Per section 15.5.1 of the TIA-222-G standard, factored reactions were obtained by multiplying a 1.35 factor to the original design 
reactions. 

 

The foundation has been investigated using the supplied documents and soils report and was found 
adequate. Therefore, no modification to the foundation will be required. 
 

Operational Condition (Rigidity): 
 

Operational characteristics of the tower are found to be within the limits prescribed by ANSI/TIA-222-G 
for the installed antennas. The maximum twist/sway at the elevation of the proposed equipment is 
0.4963 degrees under the operational wind speed as specified in the Analysis Criteria. 
 

Conclusions 
 

Based on the analysis results, the existing structure and its foundation were found to be adequate to 
safely support the existing and proposed equipment and meet the minimum requirements per the 
ANSI/TIA-222-G Standard under the design basic wind speed as specified in the Analysis Criteria. 
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Standard Conditions 
 
 
1. This analysis was performed based on the information supplied to (TES) Tower Engineering Solutions, 

LLC. Verification of the information provided was not included in the Scope of Work for TES. The 
accuracy of the analysis is dependent on the accuracy of the information provided. 
 

2. The structural analysis was performance based upon the evidence available at the time of this report. 
All information provided by the client is considered to be accurate. 

 
3. The analyses will be performed based on the codes as specified by the client or based on the best 

knowledge of the engineering staff of TES. In the absence of information to the contrary, all work will 
be performed in accordance with the latest relevant revision of ANSI/TIA-222. If wind speed and/or ice 
loads are different from the minimum values recommended by the EIA/TIA-222 standard or other 
codes, TES should be notified in writing and the applicable minimum values provided by the client. 

 
4. The configuration of the existing mounts, antennas, coax and other appurtenances were supplied by 

the customer for the current structural analysis. TES has not visited the tower site to verify the adequacy 
of the information provided. If there is any discrepancy found in the report regarding the existing 
conditions, TES should be notified immediately to evaluate the effect of the discrepancy on the analysis 
results.     

 
5. The client will assume responsibility for rework associated with the differences in initially provided 

information, including tower and foundation information, existing and/or proposed equipment and 
transmission lines.  

 
6. If a feasibility analysis was performed, final acceptance of changed conditions shall be based upon a 

rigorous structural analysis. 
 
 



Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019

Page: 1

Code: EIA/TIA-222-G

Exposure: C

Gh: 1.1

Base Elev: 0.000 (ft)

Usage Diagram - Max Ratio 44.83% at 0.0ft

Load Case : 1.2D + 1.6W 93 mph Wind

Dead Load Factor:

Wind Load Factor:

1.20

1.60
19Iterations:

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Type: Tapered

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019

Page: 2

Base Shape: 16 Sided

Taper: 0.28333

Base Elev: 0.00 (ft)

Structure: CT03801-S-SBA

Shaft Properties

Seq
Length

(ft)

Top

(in)

Bottom

(in)

Thick

(in)

Joint

Type Taper
Grade

(ksi)
 1 37.50 0.375 0.2833345.50 6556.13

 2 37.50 0.375 0.28333Slip37.18 6547.81

 3 37.50 0.375 0.28333Slip28.63 6539.26

 4 21.50 0.313 0.28333Slip24.25 6530.34

Discrete Appurtenances

Attach

Elev (ft)

Force

Elev (ft) Qty Description Carrier
117.00  6 HBXX-6517DS-VTM117.00 Verizon

117.00  3 LNX-6514DS-VTM (72.7"

height)

117.00 Verizon

117.00  6 LPA-80080/4CF ___117.00 Verizon

117.00  1 GPS117.00 Verizon

117.00  6 FD9R6004/2C-3L 3.1#117.00 Verizon

117.00  3 RRH2X60-AWS117.00 Verizon

117.00  3 RRH2X60-PCS117.00 Verizon

117.00  2 DB-T1-6Z-8AB-0Z117.00 Verizon

117.00  1 Low Profile

Platform-Round

117.00 Verizon

107.00  1 Low Profile

Platform-Round

107.00 T-Mobile

107.00  3 56" x 10" Panel107.00 T-Mobile

107.00  6 G3SS-b107.00 T-Mobile

87.00  3 7770.0087.00 AT&T

87.00  3 HPA-65R-BUU-H887.00 AT&T

87.00  3 800 1096687.00 AT&T

87.00  1 Low Profile

Platform-Round

87.00 AT&T

87.00  1 PRK-1245 (kicker kit)87.00 AT&T

87.00  1 HRK12 (Handrail Kit)87.00 AT&T

87.00  6 TT19-08BP111-00187.00 AT&T

87.00  6 LGP2190387.00 AT&T

87.00  3 B2 B66A 884387.00 AT&T

87.00  3 4449 B5/B1287.00 AT&T

87.00  1 DC6-48-60-18-8F(23.5"

Height)

87.00 AT&T

87.00  1 DC6-48-60-18-8C87.00 AT&T

Linear Appurtenances

Elev

From (ft)

Elev

To (ft) Placement Description Carrier
0.00 117.00 Inside 1 5/8"  Coax Verizon

0.00 117.00 Inside 1 5/8" Fiber Verizon

0.00 117.00 Inside 1/2"  Coax Verizon

0.00 107.00 Inside 1 5/8"  Coax T-Mobile

0.00 87.00 Inside 1 5/8"  Coax AT&T

0.00 87.00 Inside 1/2" Fiber AT&T

0.00 87.00 Inside 2" Conduit AT&T

0.00 87.00 Inside 3" Conduit AT&T

0.00 87.00 Inside 3/4" DC AT&T

Anchor Bolts

Qty Specifications Arrangement

Grade

(ksi)
39 1.25" F1554-36 36.0 Radial

Base Plate

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Type: Tapered

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019

Page: 3

Base Shape: 16 Sided

Taper: 0.28333

Base Elev: 0.00 (ft)

Structure: CT03801-S-SBA

Thickness

(in)

Specifications

(in)

Grade

(ksi) Geometry

1.5000 65.0 36.0 Round

Reactions

Load Case

Moment

(FT-Kips)

Shear

(Kips)

Axial

(Kips)
1.2D + 1.6W 93 mph Wind 2128.9 25.4 39.8

0.9D + 1.6W 93 mph Wind 2118.1 25.4 29.9

1.2D + 1.0Di + 1.0Wi 50 mph Wind 657.1 7.8 65.9

1.2D + 1.0E 124.7 1.3 39.9

0.9D + 1.0E 123.9 1.3 29.9

1.0D + 1.0W 60 mph Wind 552.1 6.6 33.2

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Type: Monopole

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019

Page: 4

Structure: CT03801-S-SBA - Coax Line Placement

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Shaft Properties

Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019

Page: 5

Code: EIA/TIA-222-G

Exposure: C

Gh: 1.1

Base Elev: 0.000 (ft)

Crest Height: 0.00

Site Class:

IIStruct Class:

D - Stiff Soil

Topography: 1

Sec.

No.

Length

(ft)

Thick

(in)

Fy

(ksi)

Joint

Type

Overlap

(in)

Weight

(lb)Shape

37.500 0.3750 65 0.00 7,6991 16

37.500 0.3750 65 Slip 66.00 6,4302 16

37.500 0.3750 65 Slip 56.00 5,1243 16

21.500 0.3125 65 Slip 46.00 1,9684 16

21,221Total Shaft Weight:

Dia

(in)

Elev

(ft)

Area

(sqin)

Ix

(in^4)

W/t

Ratio

D/t

Ratio

Dia

(in)

Elev

(ft)

Area

(sqin)

Ix

(in^4)

W/t

Ratio

D/t

Ratio Taper

TopBottom

Sec.

No.

56.13 0.00 66.69 26186.11 28.18 149.67 45.50 37.50 53.98 13886.3

5

22.54 121.3

3

0.2833331

47.81 32.00 56.74 16128.25 23.77 127.49 37.18 69.50 44.03 7536.59 18.13 99.16 0.2833332

39.26 64.83 46.51 8882.47 19.23 104.68 28.63 102.33 33.80 3409.16 13.60 76.35 0.2833333

30.34 98.50 29.94 3410.24 17.72 97.09 24.25 120.00 23.86 1727.39 13.84 77.60 0.2833334

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Load Summary

Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019

Page: 6

Code: EIA/TIA-222-G

Exposure: C

Gh: 1.1

Base Elev: 0.000 (ft)

Crest Height: 0.00

Site Class:

IIStruct Class:

D - Stiff Soil

Topography: 1

Discrete Appurtenances

IceNo Ice

Description Qty

Weight

(lb)

CaAa

(sf)

CaAa

Factor

Weight

(lb)

CaAa

(sf)

CaAa

Factor

Hor.

Ecc.

(ft)

Vert

Ecc

(ft)No.

Elev

(ft)

HBXX-6517DS-VTM  6 40.70 8.55 0.77 269.92117.00 12.346 0.79 0.00 0.00 1

LNX-6514DS-VTM (72.7" height)  3 38.80 8.17 0.83 268.10117.00 11.842 0.85 0.00 0.00 2

LPA-80080/4CF ___  6 12.00 2.61 1.70 199.58117.00 3.745 1.70 0.00 0.00 3

GPS  1 10.00 1.00 0.50 48.13117.00 1.926 0.52 0.00 0.00 4

FD9R6004/2C-3L 3.1#  6 3.10 0.36 1.00 13.54117.00 0.937 1.00 0.00 0.00 5

RRH2X60-AWS  3 55.00 3.50 0.76 159.07117.00 4.526 0.76 0.00 0.00 6

RRH2X60-PCS  3 55.00 2.20 0.89 172.88117.00 3.050 0.91 0.00 0.00 7

DB-T1-6Z-8AB-0Z  2 18.90 4.80 0.71 216.03117.00 5.959 0.73 0.00 0.00 8

Low Profile Platform-Round  1 1500.00 22.00 1.00 3202.39117.00 44.971 1.00 0.00 0.00 9

Low Profile Platform-Round  1 1500.00 22.00 1.00 3187.25107.00 44.767 1.00 0.00 0.0010

56" x 10" Panel  3 30.00 5.21 0.75 170.27107.00 8.014 0.77 0.00 0.0011

G3SS-b  6 9.50 0.92 0.70 35.19107.00 1.862 0.72 0.00 0.0012

7770.00  3 35.00 5.50 0.73 216.0187.00 6.868 0.75 0.00 0.0013

HPA-65R-BUU-H8  3 68.00 12.98 0.79 451.5387.00 15.052 0.81 0.00 0.0014

800 10966  3 125.70 17.36 0.72 594.3887.00 19.668 0.74 0.00 0.0015

Low Profile Platform-Round  1 1500.00 22.00 1.00 3152.6987.00 44.300 1.00 0.00 0.0016

PRK-1245 (kicker kit)  1 464.91 9.50 1.00 874.7087.00 22.061 1.00 0.00 0.0017

HRK12 (Handrail Kit)  1 261.72 6.75 1.00 653.8987.00 15.080 1.00 0.00 0.0018

TT19-08BP111-001  6 16.00 0.64 0.90 41.5587.00 1.389 0.92 0.00 0.0019

LGP21903  6 5.50 0.27 0.84 16.1487.00 0.772 0.86 0.00 0.0020

B2 B66A 8843  3 70.00 1.64 0.85 128.0687.00 2.292 0.87 0.00 0.0021

4449 B5/B12  3 71.00 1.97 0.86 138.4087.00 2.661 0.88 0.00 0.0022

DC6-48-60-18-8F(23.5" Height)  1 20.00 1.26 1.00 86.6287.00 2.093 1.00 0.00 0.0023

DC6-48-60-18-8C  1 20.00 1.26 1.00 86.6287.00 2.093 1.00 0.00 0.0024

73Totals: 7,480.73 22,075.95

Linear Appurtenances

Exposed

Width Exposed

Bottom

Elev.

(ft) Description

Top

Elev.

(ft)

0.00 117.00 (12) 1 5/8"  Coax 0.00 Inside

0.00 117.00 (2) 1 5/8" Fiber 0.00 Inside

0.00 117.00 (1) 1/2"  Coax 0.00 Inside

0.00 107.00 (12) 1 5/8"  Coax 0.00 Inside

0.00 87.00 (12) 1 5/8"  Coax 0.00 Inside

0.00 87.00 (2) 1/2" Fiber 0.00 Inside

0.00 87.00 (1) 2" Conduit 0.00 Inside

0.00 87.00 (1) 3" Conduit 0.00 Inside

0.00 87.00 (4) 3/4" DC 0.00 Inside

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Shaft Section Properties

Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019

Page: 7

Code: EIA/TIA-222-G

Exposure: C

Gh: 1.1

Base Elev: 0.000 (ft)

Crest Height: 0.00

Site Class:

IIStruct Class:

D - Stiff Soil

Topography: 1

Increment Length:  5 (ft)

Elev

(ft) Description

Thick

(in)

Dia

(in)

Area

(in^2)

Ix

(in^4)

W/t

Ratio

D/t

Ratio

Fpy

(ksi)

S

(in^3)

Weight

(lb)

0.3750 56.125 66.691 26186.1 28.180.00 149.67 70.7 915.2 0.0

0.3750 54.708 64.996 24240.2 27.435.00 145.89 71.5 869.1 1120.3

0.3750 53.292 63.302 22393.1 26.6810.00 142.11 72.4 824.2 1091.4

0.3750 51.875 61.607 20642.3 25.9215.00 138.33 73.2 780.6 1062.6

0.3750 50.458 59.912 18985.2 25.1720.00 134.56 74.1 738.1 1033.8

0.3750 49.042 58.218 17419.3 24.4225.00 130.78 74.9 696.7 1004.9

0.3750 47.625 56.523 15942.0 23.6730.00 127.00 75.8 656.6 976.1

Bot - Section 2 0.3750 47.058 55.845 15375.2 23.3732.00 125.49 76.1 640.9 382.4

0.3750 46.208 54.828 14550.6 22.9235.00 123.22 76.6 617.7 1138.9

Top - Section 1 0.3750 46.250 54.878 14590.3 22.9437.50 123.33 0.0 0.0 933.3

0.3750 45.542 54.031 13924.8 22.5740.00 121.44 77.0 599.8 463.2

0.3750 44.125 52.336 12655.2 21.8145.00 117.67 77.9 562.6 904.9

0.3750 42.708 50.641 11465.3 21.0650.00 113.89 78.7 526.6 876.0

0.3750 41.292 48.947 10352.3 20.3155.00 110.11 79.6 491.8 847.2

0.3750 39.875 47.252 9313.8 19.5660.00 106.33 80.4 458.2 818.4

Bot - Section 3 0.3750 38.506 45.614 8378.3 18.8364.83 102.68 81.3 426.8 763.7

0.3750 38.458 45.557 8347.2 18.8165.00 102.56 81.3 425.7 52.2

Top - Section 2 0.3750 37.933 44.929 8006.7 18.5369.50 101.16 0.0 0.0 1385.6

0.3750 37.792 44.760 7916.5 18.4570.00 100.78 81.7 410.9 76.3

0.3750 36.375 43.065 7050.9 17.7075.00 97.00 82.5 380.2 747.1

0.3750 34.958 41.370 6250.8 16.9580.00 93.22 82.5 350.7 718.3

0.3750 33.542 39.676 5513.7 16.2085.00 89.44 82.5 322.4 689.5

0.3750 32.975 38.998 5235.9 15.9087.00 87.93 82.5 311.5 267.7

0.3750 32.125 37.981 4836.9 15.4590.00 85.67 82.5 295.3 392.9

0.3750 30.708 36.286 4217.9 14.7095.00 81.89 82.5 269.4 631.8

Bot - Section 4 0.3750 29.717 35.100 3817.6 14.1798.50 79.24 82.5 252.0 425.1

0.3750 29.292 34.592 3654.1 13.95100.00 78.11 82.5 244.7 329.6

Top - Section 3 0.3125 29.256 28.853 3053.4 17.03102.33 93.62 0.0 0.0 503.2

0.3125 28.500 28.099 2820.5 16.55105.00 91.20 82.5 194.1 258.4

0.3125 27.933 27.535 2653.8 16.19107.00 89.39 82.5 186.4 189.3

0.3125 27.083 26.687 2416.2 15.65110.00 86.67 82.5 175.0 276.8

0.3125 25.667 25.275 2052.6 14.75115.00 82.13 82.5 156.9 442.0

0.3125 25.100 24.710 1918.0 14.39117.00 80.32 82.5 149.9 170.1

0.3125 24.250 23.863 1727.4 13.84120.00 77.60 82.5 139.7 247.9

21220.7

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Wind Loading - Shaft

Page: 8IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

1.60

19IterationsLoad Case: 1.2D + 1.6W 93 mph Wind

Elev

(ft) Description Kzt Kz

qz

(psf)

qzGh

(psf)

C

(mph-ft) Cf

Ice

Thick

(in)

Tributary

(ft)

Aa

(sf)

CfAa

(sf)

Wind

Force X

(lb)

Dead

Load Ice

(lb)

Tot

Dead

Load

(lb)

1.00 0.85 17.879 19.67 408.880.00 0.000 0.00 0.000 0.00 0.0 0.0 0.00.750

1.00 0.85 17.879 19.67 398.565.00 0.000 5.00 23.543 17.66 555.6 0.0 1344.30.750

1.00 0.85 17.879 19.67 388.2410.00 0.000 5.00 22.941 17.21 541.4 0.0 1309.70.750

1.00 0.85 17.879 19.67 377.9215.00 0.000 5.00 22.339 16.75 527.2 0.0 1275.10.750

1.00 0.90 18.971 20.87 378.6520.00 0.000 5.00 21.737 16.30 544.3 0.0 1240.50.750

1.00 0.95 19.883 21.87 376.7625.00 0.000 5.00 21.135 15.85 554.7 0.0 1205.90.750

1.00 0.98 20.661 22.73 372.9730.00 0.000 5.00 20.533 15.40 560.0 0.0 1171.30.750

Bot - Section 2 1.00 1.00 20.944 23.04 371.0432.00 0.000 2.00 8.045 6.03 222.4 0.0 458.80.750

1.00 1.01 21.343 23.48 367.8035.00 0.000 3.00 12.078 9.06 340.3 0.0 1366.70.750

Top - Section 1 1.00 1.03 21.655 23.82 364.8037.50 0.000 2.50 9.899 7.42 283.0 0.0 1119.90.750

1.00 1.04 21.951 24.15 367.6240.00 0.000 2.50 9.749 7.31 282.5 0.0 555.90.750

1.00 1.07 22.502 24.75 360.6345.00 0.000 5.00 19.047 14.28 565.7 0.0 1085.80.750

1.00 1.09 23.007 25.31 352.9450.00 0.000 5.00 18.445 13.83 560.1 0.0 1051.20.750

1.00 1.12 23.473 25.82 344.6855.00 0.000 5.00 17.843 13.38 552.9 0.0 1016.60.750

1.00 1.14 23.907 26.30 335.9160.00 0.000 5.00 17.241 12.93 544.1 0.0 982.00.750

Bot - Section 3 1.00 1.16 24.300 26.73 327.0364.83 0.000 4.83 16.094 12.07 516.2 0.0 916.40.750

1.00 1.16 24.313 26.74 326.7265.00 0.000 0.17 0.556 0.42 17.8 0.0 62.70.750

Top - Section 2 1.00 1.17 24.658 27.12 318.1269.50 0.000 4.50 14.747 11.06 480.0 0.0 1662.70.750

1.00 1.17 24.696 27.17 323.5770.00 0.000 0.50 1.609 1.21 52.4 0.0 91.60.750

1.00 1.19 25.057 27.56 313.7175.00 0.000 5.00 15.754 11.82 521.1 0.0 896.50.750

1.00 1.21 25.400 27.94 303.5580.00 0.000 5.00 15.152 11.36 508.0 0.0 861.90.750

1.00 1.22 25.726 28.30 293.1185.00 0.000 5.00 14.550 10.91 494.1 0.0 827.30.750

Appurtenance(s) 1.00 1.23 25.852 28.44 288.8787.00 0.000 2.00 5.652 4.24 192.9 0.0 321.20.750

1.00 1.24 26.037 28.64 282.4390.00 0.000 3.00 8.297 6.22 285.2 0.0 471.50.750

1.00 1.25 26.336 28.97 271.5195.00 0.000 5.00 13.347 10.01 464.0 0.0 758.10.750

Bot - Section 4 1.00 1.26 26.537 29.19 263.7598.50 0.000 3.50 8.985 6.74 314.7 0.0 510.10.750

1.00 1.27 26.621 29.28 260.39100.00 0.000 1.50 3.840 2.88 134.9 0.0 395.50.750

Top - Section 3 1.00 1.27 26.751 29.43 255.13102.33 0.000 2.33 5.866 4.40 207.1 0.0 603.90.750

1.00 1.28 26.896 29.59 254.66105.00 0.000 2.67 6.543 4.91 232.3 0.0 310.10.750

Appurtenance(s) 1.00 1.28 27.003 29.70 250.09107.00 0.000 2.00 4.795 3.60 170.9 0.0 227.20.750

1.00 1.29 27.161 29.88 243.19110.00 0.000 3.00 7.012 5.26 251.4 0.0 332.10.750

1.00 1.30 27.416 30.16 231.55115.00 0.000 5.00 11.205 8.40 405.5 0.0 530.40.750

Appurtenance(s) 1.00 1.31 27.516 30.27 226.85117.00 0.000 2.00 4.313 3.24 156.7 0.0 204.10.750

1.00 1.32 27.663 30.43 219.75120.00 0.000 3.00 6.290 4.72 229.7 0.0 297.50.750

120.00Totals: 12,269.2 25,464.8
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Discrete Appurtenance Forces

Page: 9IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

1.60

19IterationsLoad Case: 1.2D + 1.6W 93 mph Wind

Elev

(ft) Description Qty

qz

(psf)

qzGh

(psf)

CaAa

x Ka

Total

CaAa

(sf)

Horiz

Ecc

(ft)

Vert

Ecc

(ft)

Wind

FX

(lb)

Mom

Y

(lb-ft)

Mom

Z

(lb-ft)

Dead

Load

(lb)No. Ka

Low Profile

Platform-Round

 1 27.516 30.268 1.00117.00 22.00 0.000 0.000 1065.42 0.00 0.001800.00 1 1.00

DB-T1-6Z-8AB-0Z  2 27.516 30.268 0.71117.00 6.82 0.000 0.000 330.09 0.00 0.0045.36 2 1.00

RRH2X60-PCS  3 27.516 30.268 0.89117.00 5.87 0.000 0.000 284.47 0.00 0.00198.00 3 1.00

RRH2X60-AWS  3 27.516 30.268 0.76117.00 7.98 0.000 0.000 386.46 0.00 0.00198.00 4 1.00

FD9R6004/2C-3L 3.1#  6 27.516 30.268 1.00117.00 2.16 0.000 0.000 104.61 0.00 0.0022.32 5 1.00

GPS  1 27.516 30.268 0.50117.00 0.50 0.000 0.000 24.21 0.00 0.0012.00 6 1.00

LPA-80080/4CF ___  6 27.516 30.268 1.70117.00 26.62 0.000 0.000 1289.26 0.00 0.0086.40 7 1.00

LNX-6514DS-VTM (72.7"

height)

 3 27.516 30.268 0.83117.00 20.34 0.000 0.000 985.19 0.00 0.00139.68 8 1.00

HBXX-6517DS-VTM  6 27.516 30.268 0.77117.00 39.50 0.000 0.000 1912.97 0.00 0.00293.04 9 1.00

Low Profile

Platform-Round

 1 27.003 29.704 1.00107.00 22.00 0.000 0.000 1045.57 0.00 0.001800.0010 1.00

56" x 10" Panel  3 27.003 29.704 0.60107.00 9.38 0.000 0.000 445.70 0.00 0.00108.0011 0.80

G3SS-b  6 27.003 29.704 0.56107.00 3.09 0.000 0.000 146.91 0.00 0.0068.4012 0.80

7770.00  3 25.852 28.438 0.5587.00 9.03 0.000 0.000 411.04 0.00 0.00126.0013 0.75

DC6-48-60-18-8C  1 25.852 28.438 1.0087.00 1.26 0.000 0.000 57.33 0.00 0.0024.0014 1.00

DC6-48-60-18-8F(23.5"

Height)

 1 25.852 28.438 1.0087.00 1.26 0.000 0.000 57.33 0.00 0.0024.0015 1.00

4449 B5/B12  3 25.852 28.438 0.6587.00 3.81 0.000 0.000 173.44 0.00 0.00255.6016 0.75

B2 B66A 8843  3 25.852 28.438 0.6487.00 3.14 0.000 0.000 142.71 0.00 0.00252.0017 0.75

LGP21903  6 25.852 28.438 0.6387.00 1.02 0.000 0.000 46.44 0.00 0.0039.6018 0.75

TT19-08BP111-001  6 25.852 28.438 0.6887.00 2.59 0.000 0.000 117.94 0.00 0.00115.2019 0.75

HRK12 (Handrail Kit)  1 25.852 28.438 1.0087.00 6.75 0.000 0.000 307.13 0.00 0.00314.0620 1.00

PRK-1245 (kicker kit)  1 25.852 28.438 1.0087.00 9.50 0.000 0.000 432.25 0.00 0.00557.8921 1.00

Low Profile

Platform-Round

 1 25.852 28.438 1.0087.00 22.00 0.000 0.000 1001.00 0.00 0.001800.0022 1.00

800 10966  3 25.852 28.438 0.5487.00 28.12 0.000 0.000 1279.61 0.00 0.00452.5223 0.75

HPA-65R-BUU-H8  3 25.852 28.438 0.5987.00 23.07 0.000 0.000 1049.78 0.00 0.00244.8024 0.75

13,096.85Totals: 8,976.88
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Total Applied Force Summary

Page: 10IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

1.60

19IterationsLoad Case: 1.2D + 1.6W 93 mph Wind

Elev

(ft)

Lateral

FX (-)

(lb)

Axial

FY (-)

(lb)

Torsion

MY

(lb-ft)

Moment

MZ

(lb-ft)Description

0.00 0.00 0.000.00 0.00

555.62 1610.89 0.005.00 0.00

541.42 1576.29 0.0010.00 0.00

527.21 1541.69 0.0015.00 0.00

544.32 1507.09 0.0020.00 0.00

554.71 1472.49 0.0025.00 0.00

560.00 1437.89 0.0030.00 0.00

222.41 565.47 0.0032.00 0.00

340.26 1526.68 0.0035.00 0.00

282.97 1253.21 0.0037.50 0.00

282.48 689.18 0.0040.00 0.00

565.74 1352.41 0.0045.00 0.00

560.15 1317.81 0.0050.00 0.00

552.85 1283.21 0.0055.00 0.00

544.08 1248.61 0.0060.00 0.00

516.24 1174.10 0.0064.83 0.00

17.83 71.54 0.0065.00 0.00

480.02 1902.61 0.0069.50 0.00

52.43 118.22 0.0070.00 0.00

521.07 1163.12 0.0075.00 0.00

508.02 1128.52 0.0080.00 0.00

494.11 1093.92 0.0085.00 0.00

5268.85 4633.56 0.0087.00 0.00(32) attachments

285.16 565.53 0.0090.00 0.00

463.97 914.86 0.0095.00 0.00

314.72 619.82 0.0098.50 0.00

134.94 442.50 0.00100.00 0.00

207.12 676.99 0.00102.33 0.00

232.30 393.66 0.00105.00 0.00

1809.09 2266.26 0.00107.00 0.00(10) attachments

251.39 381.21 0.00110.00 0.00

405.50 612.29 0.00115.00 0.00

6539.35 3031.64 0.00117.00 0.00(31) attachments

229.67 297.51 0.00120.00 0.00

25,366.00Totals: 39,870.74 0.00 0.00
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Calculated Forces

Page: 11IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

1.60

19Iterations Load Case: 1.2D + 1.6W 93 mph Wind

Seg

Elev

(ft)

Pu

FY (-)

(kips)

Vu

FX (-)

(kips)

Mu

MZ

(ft-kips)

Mu

MX

(ft-kips)

Resultant

Moment

(ft-kips)

phi

Pn

(kips)

Total

Deflect

(in)

Rotation

Sway

(deg)

Stress

Ratio

Tu

MY (-)

(ft-kips)

phi

Vn

(kips)

phi

Tn

(ft-kips)

phi

Mn

(ft-kips)

Rotation

Twist

(deg)

-39.84 -25.41 0.00 0.00 2128.910.00 4242.75 0.00 0.000 0.448-2128.9

1

2121.37 9773.47 4851.96 0.000

-38.19 -24.92 0.00 0.00 2001.895.00 4184.67 0.06 -0.112 0.439-2001.8

9

2092.33 9393.09 4663.13 0.000

-36.56 -24.45 0.00 0.00 1877.2710.00 4124.00 0.24 -0.226 0.429-1877.2

7

2062.00 9013.89 4474.88 0.000

-34.97 -23.99 0.00 0.00 1755.0215.00 4060.73 0.54 -0.341 0.418-1755.0

2

2030.37 8636.33 4287.44 0.000

-33.42 -23.50 0.00 0.00 1635.1020.00 3994.87 0.96 -0.458 0.407-1635.1

0

1997.44 8260.86 4101.04 0.000

-31.91 -23.00 0.00 0.00 1517.6025.00 3926.42 1.50 -0.576 0.396-1517.6

0

1963.21 7887.94 3915.90 0.000

-30.44 -22.47 0.00 0.00 1402.6130.00 3855.38 2.17 -0.696 0.384-1402.6

1

1927.69 7518.03 3732.27 0.000

-29.86 -22.27 0.00 0.00 1357.6732.00 3826.23 2.48 -0.745 0.379-1357.6

7

1913.12 7371.01 3659.28 0.000

-28.31 -21.94 0.00 0.00 1290.8735.00 3781.74 2.97 -0.818 0.371-1290.8

7

1890.87 7151.59 3550.35 0.000

-27.04 -21.67 0.00 0.00 1236.0137.50 3783.94 3.41 -0.880 0.355-1236.0

1

1891.97 7162.31 3555.67 0.000

-26.32 -21.42 0.00 0.00 1181.8440.00 3746.19 3.89 -0.942 0.348-1181.8

4

1873.09 6980.48 3465.40 0.000

-24.94 -20.88 0.00 0.00 1074.7645.00 3668.73 4.94 -1.057 0.334-1074.7

6

1834.37 6619.97 3286.43 0.000

-23.59 -20.34 0.00 0.00 970.3750.00 3588.69 6.11 -1.172 0.319-970.37 1794.34 6264.07 3109.75 0.000

-22.28 -19.80 0.00 0.00 868.6855.00 3506.05 7.40 -1.286 0.302-868.68 1753.02 5913.22 2935.57 0.000

-21.01 -19.27 0.00 0.00 769.6660.00 3420.81 8.81 -1.399 0.285-769.66 1710.41 5567.90 2764.14 0.000

-19.83 -18.74 0.00 0.00 676.5264.83 3335.96 10.28 -1.506 0.266-676.52 1667.98 5239.76 2601.24 0.000

-19.74 -18.74 0.00 0.00 673.4065.00 3332.99 10.33 -1.509 0.265-673.40 1666.49 5228.55 2595.67 0.000

-17.83 -18.23 0.00 0.00 589.0769.50 3299.78 11.80 -1.606 0.238-589.07 1649.89 5104.40 2534.04 0.000

-17.70 -18.19 0.00 0.00 579.9570.00 3290.76 11.97 -1.617 0.236-579.95 1645.38 5071.06 2517.49 0.000

-16.52 -17.66 0.00 0.00 489.0275.00 3199.12 13.72 -1.713 0.213-489.02 1599.56 4741.34 2353.80 0.000

-15.39 -17.14 0.00 0.00 400.7280.00 3073.61 15.56 -1.803 0.190-400.72 1536.80 4374.21 2171.54 0.000

-14.29 -16.62 0.00 0.00 315.0385.00 2947.70 17.50 -1.885 0.163-315.03 1473.85 4021.34 1996.36 0.000

-9.83 -11.21 0.00 0.00 281.7887.00 2897.34 18.30 -1.915 0.150-281.78 1448.67 3884.35 1928.35 0.000

-9.26 -10.92 0.00 0.00 248.1490.00 2821.79 19.51 -1.959 0.139-248.14 1410.90 3683.31 1828.55 0.000

-8.35 -10.43 0.00 0.00 193.5695.00 2695.89 21.60 -2.023 0.119-193.56 1347.94 3360.11 1668.10 0.000

-7.74 -10.10 0.00 0.00 157.0698.50 2607.75 23.10 -2.065 0.104-157.06 1303.88 3142.71 1560.17 0.000

-7.30 -9.95 0.00 0.00 141.92100.00 2569.98 23.75 -2.082 0.097-141.92 1284.99 3051.76 1515.02 0.000

-6.63 -9.72 0.00 0.00 118.71102.33 2143.60 24.77 -2.105 0.097-118.71 1071.80 2553.25 1267.54 0.000

-6.24 -9.47 0.00 0.00 92.80105.00 2087.65 25.96 -2.129 0.080-92.80 1043.82 2420.99 1201.88 0.000

-4.04 -7.58 0.00 0.00 73.85107.00 2045.68 26.85 -2.146 0.066-73.85 1022.84 2324.11 1153.79 0.000

-3.67 -7.32 0.00 0.00 51.10110.00 1982.72 28.21 -2.166 0.049-51.10 991.36 2182.49 1083.48 0.000

-3.07 -6.89 0.00 0.00 14.50115.00 1877.80 30.49 -2.185 0.017-14.50 938.90 1956.35 971.22 0.000

-0.29 -0.24 0.00 0.00 0.72117.00 1835.83 31.40 -2.187 0.001-0.72 917.92 1869.36 928.03 0.000

0.00 -0.23 0.00 0.00 0.00120.00 1772.88 32.78 -2.187 0.0000.00 886.44 1742.58 865.09 0.000
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Wind Loading - Shaft

Page: 12IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

0.90

1.60

19IterationsLoad Case: 0.9D + 1.6W 93 mph Wind

Elev

(ft) Description Kzt Kz

qz

(psf)

qzGh

(psf)

C

(mph-ft) Cf

Ice

Thick

(in)

Tributary

(ft)

Aa

(sf)

CfAa

(sf)

Wind

Force X

(lb)

Dead

Load Ice

(lb)

Tot

Dead

Load

(lb)

1.00 0.85 17.879 19.67 408.880.00 0.000 0.00 0.000 0.00 0.0 0.0 0.00.750

1.00 0.85 17.879 19.67 398.565.00 0.000 5.00 23.543 17.66 555.6 0.0 1008.20.750

1.00 0.85 17.879 19.67 388.2410.00 0.000 5.00 22.941 17.21 541.4 0.0 982.30.750

1.00 0.85 17.879 19.67 377.9215.00 0.000 5.00 22.339 16.75 527.2 0.0 956.30.750

1.00 0.90 18.971 20.87 378.6520.00 0.000 5.00 21.737 16.30 544.3 0.0 930.40.750

1.00 0.95 19.883 21.87 376.7625.00 0.000 5.00 21.135 15.85 554.7 0.0 904.40.750

1.00 0.98 20.661 22.73 372.9730.00 0.000 5.00 20.533 15.40 560.0 0.0 878.50.750

Bot - Section 2 1.00 1.00 20.944 23.04 371.0432.00 0.000 2.00 8.045 6.03 222.4 0.0 344.10.750

1.00 1.01 21.343 23.48 367.8035.00 0.000 3.00 12.078 9.06 340.3 0.0 1025.10.750

Top - Section 1 1.00 1.03 21.655 23.82 364.8037.50 0.000 2.50 9.899 7.42 283.0 0.0 839.90.750

1.00 1.04 21.951 24.15 367.6240.00 0.000 2.50 9.749 7.31 282.5 0.0 416.90.750

1.00 1.07 22.502 24.75 360.6345.00 0.000 5.00 19.047 14.28 565.7 0.0 814.40.750

1.00 1.09 23.007 25.31 352.9450.00 0.000 5.00 18.445 13.83 560.1 0.0 788.40.750

1.00 1.12 23.473 25.82 344.6855.00 0.000 5.00 17.843 13.38 552.9 0.0 762.50.750

1.00 1.14 23.907 26.30 335.9160.00 0.000 5.00 17.241 12.93 544.1 0.0 736.50.750

Bot - Section 3 1.00 1.16 24.300 26.73 327.0364.83 0.000 4.83 16.094 12.07 516.2 0.0 687.30.750

1.00 1.16 24.313 26.74 326.7265.00 0.000 0.17 0.556 0.42 17.8 0.0 47.00.750

Top - Section 2 1.00 1.17 24.658 27.12 318.1269.50 0.000 4.50 14.747 11.06 480.0 0.0 1247.00.750

1.00 1.17 24.696 27.17 323.5770.00 0.000 0.50 1.609 1.21 52.4 0.0 68.70.750

1.00 1.19 25.057 27.56 313.7175.00 0.000 5.00 15.754 11.82 521.1 0.0 672.40.750

1.00 1.21 25.400 27.94 303.5580.00 0.000 5.00 15.152 11.36 508.0 0.0 646.50.750

1.00 1.22 25.726 28.30 293.1185.00 0.000 5.00 14.550 10.91 494.1 0.0 620.50.750

Appurtenance(s) 1.00 1.23 25.852 28.44 288.8787.00 0.000 2.00 5.652 4.24 192.9 0.0 240.90.750

1.00 1.24 26.037 28.64 282.4390.00 0.000 3.00 8.297 6.22 285.2 0.0 353.60.750

1.00 1.25 26.336 28.97 271.5195.00 0.000 5.00 13.347 10.01 464.0 0.0 568.60.750

Bot - Section 4 1.00 1.26 26.537 29.19 263.7598.50 0.000 3.50 8.985 6.74 314.7 0.0 382.60.750

1.00 1.27 26.621 29.28 260.39100.00 0.000 1.50 3.840 2.88 134.9 0.0 296.60.750

Top - Section 3 1.00 1.27 26.751 29.43 255.13102.33 0.000 2.33 5.866 4.40 207.1 0.0 452.90.750

1.00 1.28 26.896 29.59 254.66105.00 0.000 2.67 6.543 4.91 232.3 0.0 232.60.750

Appurtenance(s) 1.00 1.28 27.003 29.70 250.09107.00 0.000 2.00 4.795 3.60 170.9 0.0 170.40.750

1.00 1.29 27.161 29.88 243.19110.00 0.000 3.00 7.012 5.26 251.4 0.0 249.10.750

1.00 1.30 27.416 30.16 231.55115.00 0.000 5.00 11.205 8.40 405.5 0.0 397.80.750

Appurtenance(s) 1.00 1.31 27.516 30.27 226.85117.00 0.000 2.00 4.313 3.24 156.7 0.0 153.10.750

1.00 1.32 27.663 30.43 219.75120.00 0.000 3.00 6.290 4.72 229.7 0.0 223.10.750

120.00Totals: 12,269.2 19,098.6
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Discrete Appurtenance Forces

Page: 13IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

0.90

1.60

19IterationsLoad Case: 0.9D + 1.6W 93 mph Wind

Elev

(ft) Description Qty

qz

(psf)

qzGh

(psf)

CaAa

x Ka

Total

CaAa

(sf)

Horiz

Ecc

(ft)

Vert

Ecc

(ft)

Wind

FX

(lb)

Mom

Y

(lb-ft)

Mom

Z

(lb-ft)

Dead

Load

(lb)No. Ka

Low Profile

Platform-Round

 1 27.516 30.268 1.00117.00 22.00 0.000 0.000 1065.42 0.00 0.001350.00 1 1.00

DB-T1-6Z-8AB-0Z  2 27.516 30.268 0.71117.00 6.82 0.000 0.000 330.09 0.00 0.0034.02 2 1.00

RRH2X60-PCS  3 27.516 30.268 0.89117.00 5.87 0.000 0.000 284.47 0.00 0.00148.50 3 1.00

RRH2X60-AWS  3 27.516 30.268 0.76117.00 7.98 0.000 0.000 386.46 0.00 0.00148.50 4 1.00

FD9R6004/2C-3L 3.1#  6 27.516 30.268 1.00117.00 2.16 0.000 0.000 104.61 0.00 0.0016.74 5 1.00

GPS  1 27.516 30.268 0.50117.00 0.50 0.000 0.000 24.21 0.00 0.009.00 6 1.00

LPA-80080/4CF ___  6 27.516 30.268 1.70117.00 26.62 0.000 0.000 1289.26 0.00 0.0064.80 7 1.00

LNX-6514DS-VTM (72.7"

height)

 3 27.516 30.268 0.83117.00 20.34 0.000 0.000 985.19 0.00 0.00104.76 8 1.00

HBXX-6517DS-VTM  6 27.516 30.268 0.77117.00 39.50 0.000 0.000 1912.97 0.00 0.00219.78 9 1.00

Low Profile

Platform-Round

 1 27.003 29.704 1.00107.00 22.00 0.000 0.000 1045.57 0.00 0.001350.0010 1.00

56" x 10" Panel  3 27.003 29.704 0.60107.00 9.38 0.000 0.000 445.70 0.00 0.0081.0011 0.80

G3SS-b  6 27.003 29.704 0.56107.00 3.09 0.000 0.000 146.91 0.00 0.0051.3012 0.80

7770.00  3 25.852 28.438 0.5587.00 9.03 0.000 0.000 411.04 0.00 0.0094.5013 0.75

DC6-48-60-18-8C  1 25.852 28.438 1.0087.00 1.26 0.000 0.000 57.33 0.00 0.0018.0014 1.00

DC6-48-60-18-8F(23.5"

Height)

 1 25.852 28.438 1.0087.00 1.26 0.000 0.000 57.33 0.00 0.0018.0015 1.00

4449 B5/B12  3 25.852 28.438 0.6587.00 3.81 0.000 0.000 173.44 0.00 0.00191.7016 0.75

B2 B66A 8843  3 25.852 28.438 0.6487.00 3.14 0.000 0.000 142.71 0.00 0.00189.0017 0.75

LGP21903  6 25.852 28.438 0.6387.00 1.02 0.000 0.000 46.44 0.00 0.0029.7018 0.75

TT19-08BP111-001  6 25.852 28.438 0.6887.00 2.59 0.000 0.000 117.94 0.00 0.0086.4019 0.75

HRK12 (Handrail Kit)  1 25.852 28.438 1.0087.00 6.75 0.000 0.000 307.13 0.00 0.00235.5520 1.00

PRK-1245 (kicker kit)  1 25.852 28.438 1.0087.00 9.50 0.000 0.000 432.25 0.00 0.00418.4221 1.00

Low Profile

Platform-Round

 1 25.852 28.438 1.0087.00 22.00 0.000 0.000 1001.00 0.00 0.001350.0022 1.00

800 10966  3 25.852 28.438 0.5487.00 28.12 0.000 0.000 1279.61 0.00 0.00339.3923 0.75

HPA-65R-BUU-H8  3 25.852 28.438 0.5987.00 23.07 0.000 0.000 1049.78 0.00 0.00183.6024 0.75

13,096.85Totals: 6,732.66
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Total Applied Force Summary

Page: 14IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

0.90

1.60

19IterationsLoad Case: 0.9D + 1.6W 93 mph Wind

Elev

(ft)

Lateral

FX (-)

(lb)

Axial

FY (-)

(lb)

Torsion

MY

(lb-ft)

Moment

MZ

(lb-ft)Description

0.00 0.00 0.000.00 0.00

555.62 1208.17 0.005.00 0.00

541.42 1182.22 0.0010.00 0.00

527.21 1156.27 0.0015.00 0.00

544.32 1130.32 0.0020.00 0.00

554.71 1104.37 0.0025.00 0.00

560.00 1078.42 0.0030.00 0.00

222.41 424.10 0.0032.00 0.00

340.26 1145.01 0.0035.00 0.00

282.97 939.90 0.0037.50 0.00

282.48 516.88 0.0040.00 0.00

565.74 1014.30 0.0045.00 0.00

560.15 988.35 0.0050.00 0.00

552.85 962.40 0.0055.00 0.00

544.08 936.45 0.0060.00 0.00

516.24 880.57 0.0064.83 0.00

17.83 53.66 0.0065.00 0.00

480.02 1426.96 0.0069.50 0.00

52.43 88.66 0.0070.00 0.00

521.07 872.34 0.0075.00 0.00

508.02 846.39 0.0080.00 0.00

494.11 820.44 0.0085.00 0.00

5268.85 3475.17 0.0087.00 0.00(32) attachments

285.16 424.14 0.0090.00 0.00

463.97 686.15 0.0095.00 0.00

314.72 464.86 0.0098.50 0.00

134.94 331.88 0.00100.00 0.00

207.12 507.74 0.00102.33 0.00

232.30 295.24 0.00105.00 0.00

1809.09 1699.69 0.00107.00 0.00(10) attachments

251.39 285.91 0.00110.00 0.00

405.50 459.21 0.00115.00 0.00

6539.35 2273.73 0.00117.00 0.00(31) attachments

229.67 223.13 0.00120.00 0.00

25,366.00Totals: 29,903.05 0.00 0.00
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Calculated Forces

Page: 15IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

0.90

1.60

19Iterations Load Case: 0.9D + 1.6W 93 mph Wind

Seg

Elev

(ft)

Pu

FY (-)

(kips)

Vu

FX (-)

(kips)

Mu

MZ

(ft-kips)

Mu

MX

(ft-kips)

Resultant

Moment

(ft-kips)

phi

Pn

(kips)

Total

Deflect

(in)

Rotation

Sway

(deg)

Stress

Ratio

Tu

MY (-)

(ft-kips)

phi

Vn

(kips)

phi

Tn

(ft-kips)

phi

Mn

(ft-kips)

Rotation

Twist

(deg)

-29.88 -25.39 0.00 0.00 2118.140.00 4242.75 0.00 0.000 0.444-2118.1

4

2121.37 9773.47 4851.96 0.000

-28.62 -24.89 0.00 0.00 1991.175.00 4184.67 0.06 -0.112 0.434-1991.1

7

2092.33 9393.09 4663.13 0.000

-27.39 -24.40 0.00 0.00 1866.7010.00 4124.00 0.24 -0.225 0.424-1866.7

0

2062.00 9013.89 4474.88 0.000

-26.19 -23.92 0.00 0.00 1744.6815.00 4060.73 0.54 -0.340 0.414-1744.6

8

2030.37 8636.33 4287.44 0.000

-25.02 -23.42 0.00 0.00 1625.0720.00 3994.87 0.96 -0.456 0.403-1625.0

7

1997.44 8260.86 4101.04 0.000

-23.87 -22.91 0.00 0.00 1507.9525.00 3926.42 1.50 -0.573 0.391-1507.9

5

1963.21 7887.94 3915.90 0.000

-22.76 -22.37 0.00 0.00 1393.4230.00 3855.38 2.16 -0.691 0.379-1393.4

2

1927.69 7518.03 3732.27 0.000

-22.32 -22.16 0.00 0.00 1348.6832.00 3826.23 2.46 -0.740 0.375-1348.6

8

1913.12 7371.01 3659.28 0.000

-21.15 -21.83 0.00 0.00 1282.1935.00 3781.74 2.95 -0.813 0.367-1282.1

9

1890.87 7151.59 3550.35 0.000

-20.20 -21.56 0.00 0.00 1227.6137.50 3783.94 3.39 -0.875 0.351-1227.6

1

1891.97 7162.31 3555.67 0.000

-19.65 -21.30 0.00 0.00 1173.7140.00 3746.19 3.87 -0.936 0.344-1173.7

1

1873.09 6980.48 3465.40 0.000

-18.60 -20.75 0.00 0.00 1067.2245.00 3668.73 4.91 -1.051 0.330-1067.2

2

1834.37 6619.97 3286.43 0.000

-17.59 -20.21 0.00 0.00 963.4650.00 3588.69 6.07 -1.165 0.315-963.46 1794.34 6264.07 3109.75 0.000

-16.60 -19.67 0.00 0.00 862.4355.00 3506.05 7.36 -1.278 0.299-862.43 1753.02 5913.22 2935.57 0.000

-15.64 -19.13 0.00 0.00 764.0960.00 3420.81 8.76 -1.390 0.281-764.09 1710.41 5567.90 2764.14 0.000

-14.75 -18.61 0.00 0.00 671.6264.83 3335.96 10.22 -1.496 0.263-671.62 1667.98 5239.76 2601.24 0.000

-14.68 -18.60 0.00 0.00 668.5265.00 3332.99 10.27 -1.500 0.262-668.52 1666.49 5228.55 2595.67 0.000

-13.25 -18.09 0.00 0.00 584.8269.50 3299.78 11.73 -1.596 0.235-584.82 1649.89 5104.40 2534.04 0.000

-13.15 -18.05 0.00 0.00 575.7770.00 3290.76 11.90 -1.607 0.233-575.77 1645.38 5071.06 2517.49 0.000

-12.26 -17.53 0.00 0.00 485.5175.00 3199.12 13.64 -1.702 0.210-485.51 1599.56 4741.34 2353.80 0.000

-11.41 -17.01 0.00 0.00 397.8980.00 3073.61 15.47 -1.791 0.187-397.89 1536.80 4374.21 2171.54 0.000

-10.59 -16.50 0.00 0.00 312.8485.00 2947.70 17.39 -1.872 0.160-312.84 1473.85 4021.34 1996.36 0.000

-7.28 -11.12 0.00 0.00 279.8487.00 2897.34 18.18 -1.903 0.148-279.84 1448.67 3884.35 1928.35 0.000

-6.86 -10.83 0.00 0.00 246.4790.00 2821.79 19.39 -1.946 0.137-246.47 1410.90 3683.31 1828.55 0.000

-6.18 -10.35 0.00 0.00 192.3295.00 2695.89 21.46 -2.010 0.118-192.32 1347.94 3360.11 1668.10 0.000

-5.72 -10.02 0.00 0.00 156.1098.50 2607.75 22.95 -2.051 0.102-156.10 1303.88 3142.71 1560.17 0.000

-5.39 -9.88 0.00 0.00 141.07100.00 2569.98 23.60 -2.068 0.095-141.07 1284.99 3051.76 1515.02 0.000

-4.89 -9.65 0.00 0.00 118.02102.33 2143.60 24.62 -2.091 0.095-118.02 1071.80 2553.25 1267.54 0.000

-4.60 -9.41 0.00 0.00 92.28105.00 2087.65 25.79 -2.115 0.079-92.28 1043.82 2420.99 1201.88 0.000

-2.96 -7.54 0.00 0.00 73.46107.00 2045.68 26.68 -2.131 0.065-73.46 1022.84 2324.11 1153.79 0.000

-2.68 -7.28 0.00 0.00 50.83110.00 1982.72 28.03 -2.151 0.048-50.83 991.36 2182.49 1083.48 0.000

-2.24 -6.86 0.00 0.00 14.43115.00 1877.80 30.29 -2.171 0.016-14.43 938.90 1956.35 971.22 0.000

-0.21 -0.24 0.00 0.00 0.71117.00 1835.83 31.20 -2.173 0.001-0.71 917.92 1869.36 928.03 0.000

0.00 -0.23 0.00 0.00 0.00120.00 1772.88 32.57 -2.173 0.0000.00 886.44 1742.58 865.09 0.000
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Wind Loading - Shaft

Page: 16IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

1.00

19IterationsLoad Case: 1.2D + 1.0Di + 1.0Wi 50 mph Wind

Elev

(ft) Description Kzt Kz

qz

(psf)

qzGh

(psf)

C

(mph-ft) Cf

Ice

Thick

(in)

Tributary

(ft)

Aa

(sf)

CfAa

(sf)

Wind

Force X

(lb)

Dead

Load Ice

(lb)

Tot

Dead

Load

(lb)

1.00 0.85 5.168 5.68 0.000.00 0.000 0.00 0.000 0.00 0.0 0.0 0.01.200

1.00 0.85 5.168 5.68 0.005.00 1.656 5.00 24.923 29.91 170.0 590.0 1934.31.200

1.00 0.85 5.168 5.68 0.0010.00 1.775 5.00 24.420 29.30 166.6 617.7 1927.51.200

1.00 0.85 5.168 5.68 0.0015.00 1.848 5.00 23.879 28.66 162.9 627.6 1902.71.200

1.00 0.90 5.483 6.03 0.0020.00 1.902 5.00 23.322 27.99 168.8 629.5 1870.01.200

1.00 0.95 5.747 6.32 0.0025.00 1.945 5.00 22.756 27.31 172.6 626.8 1832.71.200

1.00 0.98 5.972 6.57 0.0030.00 1.981 5.00 22.184 26.62 174.9 621.0 1792.31.200

Bot - Section 2 1.00 1.00 6.054 6.66 0.0032.00 1.994 2.00 8.709 10.45 69.6 247.2 706.11.200

1.00 1.01 6.169 6.79 0.0035.00 2.012 3.00 13.084 15.70 106.5 373.5 1740.31.200

Top - Section 1 1.00 1.03 6.259 6.89 0.0037.50 2.026 2.50 10.743 12.89 88.8 309.0 1428.91.200

1.00 1.04 6.345 6.98 0.0040.00 2.039 2.50 10.598 12.72 88.8 306.5 862.41.200

1.00 1.07 6.504 7.15 0.0045.00 2.063 5.00 20.766 24.92 178.3 602.1 1687.91.200

1.00 1.09 6.650 7.32 0.0050.00 2.085 5.00 20.182 24.22 177.2 590.1 1641.31.200

1.00 1.12 6.785 7.46 0.0055.00 2.105 5.00 19.597 23.52 175.5 577.1 1593.81.200

1.00 1.14 6.910 7.60 0.0060.00 2.123 5.00 19.010 22.81 173.4 563.4 1545.41.200

Bot - Section 3 1.00 1.16 7.024 7.73 0.0064.83 2.140 4.83 17.818 21.38 165.2 531.2 1447.61.200

1.00 1.16 7.028 7.73 0.0065.00 2.140 0.17 0.615 0.74 5.7 18.6 81.31.200

Top - Section 2 1.00 1.17 7.128 7.84 0.0069.50 2.155 4.50 16.363 19.64 154.0 491.1 2153.81.200

1.00 1.17 7.138 7.85 0.0070.00 2.156 0.50 1.788 2.15 16.8 54.4 146.01.200

1.00 1.19 7.243 7.97 0.0075.00 2.171 5.00 17.563 21.08 167.9 528.7 1425.21.200

1.00 1.21 7.342 8.08 0.0080.00 2.185 5.00 16.973 20.37 164.5 512.7 1374.71.200

1.00 1.22 7.436 8.18 0.0085.00 2.198 5.00 16.382 19.66 160.8 496.3 1323.71.200

Appurtenance(s) 1.00 1.23 7.473 8.22 0.0087.00 2.204 2.00 6.386 7.66 63.0 195.9 517.11.200

1.00 1.24 7.526 8.28 0.0090.00 2.211 3.00 9.402 11.28 93.4 287.7 759.21.200

1.00 1.25 7.612 8.37 0.0095.00 2.223 5.00 15.199 18.24 152.7 462.4 1220.51.200

Bot - Section 4 1.00 1.26 7.671 8.44 0.0098.50 2.231 3.50 10.286 12.34 104.1 315.1 825.21.200

1.00 1.27 7.695 8.46 0.00100.00 2.234 1.50 4.399 5.28 44.7 136.1 531.61.200

Top - Section 3 1.00 1.27 7.732 8.51 0.00102.33 2.240 2.33 6.737 8.08 68.8 207.9 811.81.200

1.00 1.28 7.774 8.55 0.00105.00 2.245 2.67 7.541 9.05 77.4 232.5 542.61.200

Appurtenance(s) 1.00 1.28 7.805 8.59 0.00107.00 2.250 2.00 5.545 6.65 57.1 171.5 398.71.200

1.00 1.29 7.851 8.64 0.00110.00 2.256 3.00 8.140 9.77 84.4 250.8 582.91.200

1.00 1.30 7.925 8.72 0.00115.00 2.266 5.00 13.093 15.71 137.0 399.7 930.11.200

Appurtenance(s) 1.00 1.31 7.954 8.75 0.00117.00 2.270 2.00 5.070 6.08 53.2 156.9 361.01.200

1.00 1.32 7.996 8.80 0.00120.00 2.276 3.00 7.427 8.91 78.4 228.7 526.21.200

120.00Totals: 3,923.0 38,424.7
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Discrete Appurtenance Forces

Page: 17IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

1.00

19IterationsLoad Case: 1.2D + 1.0Di + 1.0Wi 50 mph Wind

Elev

(ft) Description Qty

qz

(psf)

qzGh

(psf)

CaAa

x Ka

Total

CaAa

(sf)

Horiz

Ecc

(ft)

Vert

Ecc

(ft)

Wind

FX

(lb)

Mom

Y

(lb-ft)

Mom

Z

(lb-ft)

Dead

Load

(lb)No. Ka

Low Profile

Platform-Round

 1 7.954 8.749 1.00117.00 44.97 0.000 0.000 393.45 0.00 0.003202.39 1 1.00

DB-T1-6Z-8AB-0Z  2 7.954 8.749 0.73117.00 8.70 0.000 0.000 76.12 0.00 0.00439.62 2 1.00

RRH2X60-PCS  3 7.954 8.749 0.91117.00 8.33 0.000 0.000 72.86 0.00 0.00551.63 3 1.00

RRH2X60-AWS  3 7.954 8.749 0.76117.00 10.32 0.000 0.000 90.29 0.00 0.00449.90 4 1.00

FD9R6004/2C-3L 3.1#  6 7.954 8.749 1.00117.00 5.62 0.000 0.000 49.16 0.00 0.0071.16 5 1.00

GPS  1 7.954 8.749 0.52117.00 1.00 0.000 0.000 8.76 0.00 0.0042.13 6 1.00

LPA-80080/4CF ___  6 7.954 8.749 1.70117.00 38.20 0.000 0.000 334.25 0.00 0.001211.88 7 1.00

LNX-6514DS-VTM (72.7"

height)

 3 7.954 8.749 0.85117.00 30.20 0.000 0.000 264.19 0.00 0.00676.08 8 1.00

HBXX-6517DS-VTM  6 7.954 8.749 0.79117.00 58.52 0.000 0.000 511.99 0.00 0.001361.16 9 1.00

Low Profile

Platform-Round

 1 7.805 8.586 1.00107.00 44.77 0.000 0.000 384.36 0.00 0.003187.2510 1.00

56" x 10" Panel  3 7.805 8.586 0.62107.00 14.81 0.000 0.000 127.15 0.00 0.00435.2111 0.80

G3SS-b  6 7.805 8.586 0.58107.00 6.44 0.000 0.000 55.25 0.00 0.00188.3312 0.80

7770.00  3 7.473 8.220 0.5687.00 11.59 0.000 0.000 95.27 0.00 0.00669.0213 0.75

DC6-48-60-18-8C  1 7.473 8.220 1.0087.00 2.09 0.000 0.000 17.20 0.00 0.0075.5214 1.00

DC6-48-60-18-8F(23.5"

Height)

 1 7.473 8.220 1.0087.00 2.09 0.000 0.000 17.20 0.00 0.0075.5215 1.00

4449 B5/B12  3 7.473 8.220 0.6687.00 5.27 0.000 0.000 43.31 0.00 0.00417.0016 0.75

B2 B66A 8843  3 7.473 8.220 0.6587.00 4.49 0.000 0.000 36.88 0.00 0.00392.2817 0.75

LGP21903  6 7.473 8.220 0.6587.00 2.99 0.000 0.000 24.56 0.00 0.0089.0518 0.75

TT19-08BP111-001  6 7.473 8.220 0.6987.00 5.75 0.000 0.000 47.25 0.00 0.00233.7319 0.75

HRK12 (Handrail Kit)  1 7.473 8.220 1.0087.00 15.08 0.000 0.000 123.95 0.00 0.00967.9620 1.00

PRK-1245 (kicker kit)  1 7.473 8.220 1.0087.00 22.06 0.000 0.000 181.33 0.00 0.00872.5921 1.00

Low Profile

Platform-Round

 1 7.473 8.220 1.0087.00 44.30 0.000 0.000 364.14 0.00 0.003152.6922 1.00

800 10966  3 7.473 8.220 0.5587.00 32.75 0.000 0.000 269.18 0.00 0.001858.5523 0.75

HPA-65R-BUU-H8  3 7.473 8.220 0.6187.00 27.43 0.000 0.000 225.49 0.00 0.001395.3824 0.75

3,813.62Totals: 22,016.02
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Total Applied Force Summary

Page: 18IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

1.00

19IterationsLoad Case: 1.2D + 1.0Di + 1.0Wi 50 mph Wind

Elev

(ft)

Lateral

FX (-)

(lb)

Axial

FY (-)

(lb)

Torsion

MY

(lb-ft)

Moment

MZ

(lb-ft)Description

0.00 0.00 0.000.00 0.00

170.02 2200.88 0.005.00 0.00

166.59 2194.03 0.0010.00 0.00

162.90 2169.28 0.0015.00 0.00

168.81 2136.59 0.0020.00 0.00

172.64 2099.28 0.0025.00 0.00

174.88 2058.91 0.0030.00 0.00

69.60 812.69 0.0032.00 0.00

106.54 1900.22 0.0035.00 0.00

88.77 1562.20 0.0037.50 0.00

88.77 995.68 0.0040.00 0.00

178.29 1954.51 0.0045.00 0.00

177.16 1907.89 0.0050.00 0.00

175.51 1860.34 0.0055.00 0.00

173.41 1812.00 0.0060.00 0.00

165.20 1705.25 0.0064.83 0.00

5.71 90.18 0.0065.00 0.00

153.95 2393.74 0.0069.50 0.00

16.85 172.63 0.0070.00 0.00

167.91 1691.82 0.0075.00 0.00

164.49 1641.26 0.0080.00 0.00

160.81 1590.26 0.0085.00 0.00

1508.78 10823.03 0.0087.00 0.00(32) attachments

93.41 853.25 0.0090.00 0.00

152.73 1377.26 0.0095.00 0.00

104.15 934.95 0.0098.50 0.00

44.68 578.62 0.00100.00 0.00

68.76 884.89 0.00102.33 0.00

77.39 626.19 0.00105.00 0.00

623.89 4272.18 0.00107.00 0.00(10) attachments

84.35 631.99 0.00110.00 0.00

136.96 1011.95 0.00115.00 0.00

1854.30 8399.70 0.00117.00 0.00(31) attachments

78.39 526.18 0.00120.00 0.00

7,736.58Totals: 65,869.81 0.00 0.00

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Calculated Forces

Page: 19IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

1.00

19Iterations Load Case: 1.2D + 1.0Di + 1.0Wi 50 mph Wind

Seg

Elev

(ft)

Pu

FY (-)

(kips)

Vu

FX (-)

(kips)

Mu

MZ

(ft-kips)

Mu

MX

(ft-kips)

Resultant

Moment

(ft-kips)

phi

Pn

(kips)

Total

Deflect

(in)

Rotation

Sway

(deg)

Stress

Ratio

Tu

MY (-)

(ft-kips)

phi

Vn

(kips)

phi

Tn

(ft-kips)

phi

Mn

(ft-kips)

Rotation

Twist

(deg)

-65.87 -7.76 0.00 0.00 657.140.00 4242.75 0.00 0.000 0.151-657.14 2121.37 9773.47 4851.96 0.000

-63.66 -7.62 0.00 0.00 618.355.00 4184.67 0.02 -0.035 0.148-618.35 2092.33 9393.09 4663.13 0.000

-61.46 -7.49 0.00 0.00 580.2310.00 4124.00 0.07 -0.070 0.145-580.23 2062.00 9013.89 4474.88 0.000

-59.29 -7.37 0.00 0.00 542.7615.00 4060.73 0.17 -0.105 0.141-542.76 2030.37 8636.33 4287.44 0.000

-57.15 -7.23 0.00 0.00 505.9420.00 3994.87 0.30 -0.142 0.138-505.94 1997.44 8260.86 4101.04 0.000

-55.05 -7.08 0.00 0.00 469.8025.00 3926.42 0.46 -0.178 0.134-469.80 1963.21 7887.94 3915.90 0.000

-52.98 -6.93 0.00 0.00 434.3730.00 3855.38 0.67 -0.215 0.130-434.37 1927.69 7518.03 3732.27 0.000

-52.17 -6.87 0.00 0.00 420.5232.00 3826.23 0.77 -0.230 0.129-420.52 1913.12 7371.01 3659.28 0.000

-50.27 -6.78 0.00 0.00 399.9135.00 3781.74 0.92 -0.253 0.126-399.91 1890.87 7151.59 3550.35 0.000

-48.70 -6.70 0.00 0.00 382.9737.50 3783.94 1.06 -0.272 0.121-382.97 1891.97 7162.31 3555.67 0.000

-47.70 -6.62 0.00 0.00 366.2340.00 3746.19 1.20 -0.291 0.118-366.23 1873.09 6980.48 3465.40 0.000

-45.75 -6.46 0.00 0.00 333.1145.00 3668.73 1.53 -0.327 0.114-333.11 1834.37 6619.97 3286.43 0.000

-43.84 -6.30 0.00 0.00 300.7950.00 3588.69 1.89 -0.363 0.109-300.79 1794.34 6264.07 3109.75 0.000

-41.97 -6.14 0.00 0.00 269.2755.00 3506.05 2.29 -0.398 0.104-269.27 1753.02 5913.22 2935.57 0.000

-40.16 -5.98 0.00 0.00 238.5760.00 3420.81 2.73 -0.433 0.098-238.57 1710.41 5567.90 2764.14 0.000

-38.45 -5.81 0.00 0.00 209.6764.83 3335.96 3.18 -0.466 0.092-209.67 1667.98 5239.76 2601.24 0.000

-38.36 -5.82 0.00 0.00 208.7165.00 3332.99 3.20 -0.467 0.092-208.71 1666.49 5228.55 2595.67 0.000

-35.97 -5.65 0.00 0.00 182.5469.50 3299.78 3.65 -0.497 0.083-182.54 1649.89 5104.40 2534.04 0.000

-35.79 -5.64 0.00 0.00 179.7170.00 3290.76 3.71 -0.501 0.082-179.71 1645.38 5071.06 2517.49 0.000

-34.10 -5.48 0.00 0.00 151.5075.00 3199.12 4.25 -0.530 0.075-151.50 1599.56 4741.34 2353.80 0.000

-32.46 -5.31 0.00 0.00 124.1180.00 3073.61 4.82 -0.558 0.068-124.11 1536.80 4374.21 2171.54 0.000

-30.87 -5.15 0.00 0.00 97.5585.00 2947.70 5.42 -0.584 0.059-97.55 1473.85 4021.34 1996.36 0.000

-20.06 -3.53 0.00 0.00 87.2687.00 2897.34 5.66 -0.593 0.052-87.26 1448.67 3884.35 1928.35 0.000

-19.21 -3.43 0.00 0.00 76.6790.00 2821.79 6.04 -0.606 0.049-76.67 1410.90 3683.31 1828.55 0.000

-17.83 -3.27 0.00 0.00 59.5195.00 2695.89 6.69 -0.626 0.042-59.51 1347.94 3360.11 1668.10 0.000

-16.90 -3.16 0.00 0.00 48.0698.50 2607.75 7.15 -0.639 0.037-48.06 1303.88 3142.71 1560.17 0.000

-16.32 -3.11 0.00 0.00 43.33100.00 2569.98 7.35 -0.644 0.035-43.33 1284.99 3051.76 1515.02 0.000

-15.43 -3.03 0.00 0.00 36.07102.33 2143.60 7.67 -0.651 0.036-36.07 1071.80 2553.25 1267.54 0.000

-14.81 -2.95 0.00 0.00 27.99105.00 2087.65 8.03 -0.659 0.030-27.99 1043.82 2420.99 1201.88 0.000

-10.54 -2.28 0.00 0.00 22.09107.00 2045.68 8.31 -0.664 0.024-22.09 1022.84 2324.11 1153.79 0.000

-9.91 -2.19 0.00 0.00 15.26110.00 1982.72 8.73 -0.670 0.019-15.26 991.36 2182.49 1083.48 0.000

-8.90 -2.04 0.00 0.00 4.33115.00 1877.80 9.44 -0.675 0.009-4.33 938.90 1956.35 971.22 0.000

-0.53 -0.08 0.00 0.00 0.25117.00 1835.83 9.72 -0.676 0.001-0.25 917.92 1869.36 928.03 0.000

0.00 -0.08 0.00 0.00 0.00120.00 1772.88 10.14 -0.676 0.0000.00 886.44 1742.58 865.09 0.000
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Seismic Segment Forces (Factored)

Page: 20IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

0.00

18Iterations

Gust Response Factor 1.10

Seismic Load Factor

Structure Frequency (f1)

1.00

0.56 Seismic Importance Factor

S1

SsSds

Sd1

SA

0.19

0.10

0.06

0.18

0.07

1.00

Load Case: 1.2D + 1.0E

Top

Elev

(ft) Description

Wz

(lb) a

Lateral

Fs

(lb)b c R: 1.50

0.000.00 0.00 0.00 0.000.00

1120.2

6

5.00 0.00 0.04 15.970.02

1091.4

2

10.00 0.01 0.06 22.820.03

1062.5

9

15.00 0.03 0.07 25.640.04

1033.7

6

20.00 0.05 0.07 26.760.04

1004.9

2

25.00 0.08 0.07 27.290.04

976.0930.00 0.12 0.07 27.660.03

Bot - Section 2 382.3632.00 0.13 0.07 11.010.03

1138.9

5

35.00 0.16 0.07 33.460.03

Top - Section 1 933.2637.50 0.18 0.06 27.760.03

463.2440.00 0.21 0.06 13.860.02

904.8545.00 0.27 0.05 26.580.02

876.0250.00 0.33 0.04 23.720.01

847.1955.00 0.40 0.02 19.020.01

818.3560.00 0.47 -0.01 12.610.01

Bot - Section 3 763.6764.83 0.55 -0.04 5.270.01

52.2165.00 0.55 -0.04 0.340.01

Top - Section 2 1385.5

7

69.50 0.63 -0.07 -2.140.02

76.3070.00 0.64 -0.07 -0.180.02

747.1275.00 0.74 -0.10 -6.910.04

718.2980.00 0.84 -0.12 -8.380.07

689.4585.00 0.95 -0.12 -5.390.11

Appurtenance(s) 3772.4

4

87.00 0.99 -0.11 -16.050.13

392.9190.00 1.06 -0.09 1.340.17

631.7995.00 1.18 -0.01 14.260.24

Bot - Section 4 425.1098.50 1.27 0.09 17.380.31

329.57100.00 1.31 0.14 16.470.35

Top - Section 3 503.21102.33 1.37 0.24 33.020.41

258.39105.00 1.45 0.38 22.160.48

Appurtenance(s) 1836.3

1

107.00 1.50 0.51 188.100.55

276.76110.00 1.59 0.74 35.990.65

442.04115.00 1.74 1.26 80.880.87

Appurtenance(s) 2499.0

9

117.00 1.80 1.52 516.330.97

247.92120.00 1.89 1.98 60.671.14

Totals: 28,701.4 1,267.3 25,366.0Total Wind:

Seismic Base Shear is Less Than 50% of Wind Force - An Analysis is NOT Required
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Calculated Forces

Page: 21IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.20

0.00

18Iterations

Gust Response Factor 1.10

Seismic Load Factor

Structure Frequency (f1)

1.00

0.56 Seismic Importance Factor

S1

SsSds

Sd1

SA

0.19

0.10

0.06

0.18

0.07

1.00

Load Case: 1.2D + 1.0E

Seg

Elev

(ft)

Pu

FY (-)

(kips)

Vu

FX (-)

(kips)

Mu

MZ

(ft-kips)

Mu

MX

(ft-kips)

Resultant

Moment

(ft-kips)

phi

Pn

(kips)

Total

Deflect

(in)

Rotation

Sway

(deg)

Stress

Ratio

Tu

MY (-)

(ft-kips)

phi

Vn

(kips)

phi

Tn

(ft-kips)

phi

Mn

(ft-kips)

Rotation

Twist

(deg)

-39.87 -1.31 0.00 0.00 124.680.00 4242.75 0.00 0.00 0.035-124.68 2121.37 9773.47 4851.96

-38.26 -1.30 0.00 0.00 118.135.00 4184.67 0.00 -0.01 0.034-118.13 2092.33 9393.09 4663.13

-36.68 -1.28 0.00 0.00 111.6510.00 4124.00 0.01 -0.01 0.034-111.65 2062.00 9013.89 4474.88

-35.14 -1.26 0.00 0.00 105.2615.00 4060.73 0.03 -0.02 0.033-105.26 2030.37 8636.33 4287.44

-33.63 -1.23 0.00 0.00 98.9820.00 3994.87 0.06 -0.03 0.033-98.98 1997.44 8260.86 4101.04

-32.16 -1.21 0.00 0.00 92.8125.00 3926.42 0.09 -0.03 0.032-92.81 1963.21 7887.94 3915.90

-30.72 -1.18 0.00 0.00 86.7730.00 3855.38 0.13 -0.04 0.031-86.77 1927.69 7518.03 3732.27

-30.16 -1.17 0.00 0.00 84.4032.00 3826.23 0.15 -0.04 0.031-84.40 1913.12 7371.01 3659.28

-28.63 -1.14 0.00 0.00 80.8835.00 3781.74 0.18 -0.05 0.030-80.88 1890.87 7151.59 3550.35

-27.38 -1.11 0.00 0.00 78.0337.50 3783.94 0.20 -0.05 0.029-78.03 1891.97 7162.31 3555.67

-26.69 -1.10 0.00 0.00 75.2440.00 3746.19 0.23 -0.06 0.029-75.24 1873.09 6980.48 3465.40

-25.34 -1.08 0.00 0.00 69.7345.00 3668.73 0.30 -0.06 0.028-69.73 1834.37 6619.97 3286.43

-24.02 -1.06 0.00 0.00 64.3550.00 3588.69 0.37 -0.07 0.027-64.35 1794.34 6264.07 3109.75

-22.73 -1.04 0.00 0.00 59.0755.00 3506.05 0.45 -0.08 0.027-59.07 1753.02 5913.22 2935.57

-21.49 -1.03 0.00 0.00 53.8860.00 3420.81 0.54 -0.09 0.026-53.88 1710.41 5567.90 2764.14

-20.31 -1.02 0.00 0.00 48.9264.83 3335.96 0.63 -0.10 0.025-48.92 1667.98 5239.76 2601.24

-20.24 -1.02 0.00 0.00 48.7565.00 3332.99 0.63 -0.10 0.025-48.75 1666.49 5228.55 2595.67

-18.34 -1.02 0.00 0.00 44.1569.50 3299.78 0.73 -0.10 0.023-44.15 1649.89 5104.40 2534.04

-18.22 -1.02 0.00 0.00 43.6470.00 3290.76 0.74 -0.10 0.023-43.64 1645.38 5071.06 2517.49

-17.06 -1.02 0.00 0.00 38.5475.00 3199.12 0.85 -0.11 0.022-38.54 1599.56 4741.34 2353.80

-15.93 -1.02 0.00 0.00 33.4480.00 3073.61 0.97 -0.12 0.021-33.44 1536.80 4374.21 2171.54

-14.83 -1.02 0.00 0.00 28.3485.00 2947.70 1.10 -0.13 0.019-28.34 1473.85 4021.34 1996.36

-10.20 -1.01 0.00 0.00 26.3087.00 2897.34 1.15 -0.13 0.017-26.30 1448.67 3884.35 1928.35

-9.63 -1.01 0.00 0.00 23.2790.00 2821.79 1.23 -0.13 0.016-23.27 1410.90 3683.31 1828.55

-8.72 -0.99 0.00 0.00 18.2395.00 2695.89 1.37 -0.14 0.014-18.23 1347.94 3360.11 1668.10

-8.10 -0.97 0.00 0.00 14.7698.50 2607.75 1.48 -0.14 0.013-14.76 1303.88 3142.71 1560.17

-7.66 -0.96 0.00 0.00 13.30100.00 2569.98 1.52 -0.14 0.012-13.30 1284.99 3051.76 1515.02

-6.98 -0.92 0.00 0.00 11.07102.33 2143.60 1.59 -0.15 0.012-11.07 1071.80 2553.25 1267.54

-6.59 -0.90 0.00 0.00 8.61105.00 2087.65 1.67 -0.15 0.010-8.61 1043.82 2420.99 1201.88

-4.32 -0.71 0.00 0.00 6.81107.00 2045.68 1.74 -0.15 0.008-6.81 1022.84 2324.11 1153.79

-3.94 -0.67 0.00 0.00 4.70110.00 1982.72 1.83 -0.15 0.006-4.70 991.36 2182.49 1083.48

-3.33 -0.59 0.00 0.00 1.36115.00 1877.80 1.99 -0.15 0.003-1.36 938.90 1956.35 971.22

-0.30 -0.06 0.00 0.00 0.18117.00 1835.83 2.05 -0.15 0.000-0.18 917.92 1869.36 928.03

0.00 -0.06 0.00 0.00 0.00120.00 1772.88 2.15 -0.15 0.0000.00 886.44 1742.58 865.09
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Seismic Segment Forces (Factored)

Page: 22IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

0.90

0.00

17Iterations

Gust Response Factor 1.10

Seismic Load Factor

Structure Frequency (f1)

1.00

0.56 Seismic Importance Factor

S1

SsSds

Sd1

SA

0.19

0.10

0.06

0.18

0.07

1.00

Load Case: 0.9D + 1.0E

Top

Elev

(ft) Description

Wz

(lb) a

Lateral

Fs

(lb)b c R: 1.50

0.000.00 0.00 0.00 0.000.00

1120.2

6

5.00 0.00 0.04 15.970.02

1091.4

2

10.00 0.01 0.06 22.820.03

1062.5

9

15.00 0.03 0.07 25.640.04

1033.7

6

20.00 0.05 0.07 26.760.04

1004.9

2

25.00 0.08 0.07 27.290.04

976.0930.00 0.12 0.07 27.660.03

Bot - Section 2 382.3632.00 0.13 0.07 11.010.03

1138.9

5

35.00 0.16 0.07 33.460.03

Top - Section 1 933.2637.50 0.18 0.06 27.760.03

463.2440.00 0.21 0.06 13.860.02

904.8545.00 0.27 0.05 26.580.02

876.0250.00 0.33 0.04 23.720.01

847.1955.00 0.40 0.02 19.020.01

818.3560.00 0.47 -0.01 12.610.01

Bot - Section 3 763.6764.83 0.55 -0.04 5.270.01

52.2165.00 0.55 -0.04 0.340.01

Top - Section 2 1385.5

7

69.50 0.63 -0.07 -2.140.02

76.3070.00 0.64 -0.07 -0.180.02

747.1275.00 0.74 -0.10 -6.910.04

718.2980.00 0.84 -0.12 -8.380.07

689.4585.00 0.95 -0.12 -5.390.11

Appurtenance(s) 3772.4

4

87.00 0.99 -0.11 -16.050.13

392.9190.00 1.06 -0.09 1.340.17

631.7995.00 1.18 -0.01 14.260.24

Bot - Section 4 425.1098.50 1.27 0.09 17.380.31

329.57100.00 1.31 0.14 16.470.35

Top - Section 3 503.21102.33 1.37 0.24 33.020.41

258.39105.00 1.45 0.38 22.160.48

Appurtenance(s) 1836.3

1

107.00 1.50 0.51 188.100.55

276.76110.00 1.59 0.74 35.990.65

442.04115.00 1.74 1.26 80.880.87

Appurtenance(s) 2499.0

9

117.00 1.80 1.52 516.330.97

247.92120.00 1.89 1.98 60.671.14

Totals: 28,701.4 1,267.3 25,366.0Total Wind:

Seismic Base Shear is Less Than 50% of Wind Force - An Analysis is NOT Required
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Calculated Forces

Page: 23IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

0.90

0.00

17Iterations

Gust Response Factor 1.10

Seismic Load Factor

Structure Frequency (f1)

1.00

0.56 Seismic Importance Factor

S1

SsSds

Sd1

SA

0.19

0.10

0.06

0.18

0.07

1.00

Load Case: 0.9D + 1.0E

Seg

Elev

(ft)

Pu

FY (-)

(kips)

Vu

FX (-)

(kips)

Mu

MZ

(ft-kips)

Mu

MX

(ft-kips)

Resultant

Moment

(ft-kips)

phi

Pn

(kips)

Total

Deflect

(in)

Rotation

Sway

(deg)

Stress

Ratio

Tu

MY (-)

(ft-kips)

phi

Vn

(kips)

phi

Tn

(ft-kips)

phi

Mn

(ft-kips)

Rotation

Twist

(deg)

-29.90 -1.31 0.00 0.00 123.900.00 4242.75 0.00 0.00 0.033-123.90 2121.37 9773.47 4851.96

-28.69 -1.29 0.00 0.00 117.365.00 4184.67 0.00 -0.01 0.032-117.36 2092.33 9393.09 4663.13

-27.51 -1.27 0.00 0.00 110.8910.00 4124.00 0.01 -0.01 0.031-110.89 2062.00 9013.89 4474.88

-26.36 -1.25 0.00 0.00 104.5215.00 4060.73 0.03 -0.02 0.031-104.52 2030.37 8636.33 4287.44

-25.23 -1.23 0.00 0.00 98.2620.00 3994.87 0.06 -0.03 0.030-98.26 1997.44 8260.86 4101.04

-24.12 -1.20 0.00 0.00 92.1325.00 3926.42 0.09 -0.03 0.030-92.13 1963.21 7887.94 3915.90

-23.04 -1.18 0.00 0.00 86.1230.00 3855.38 0.13 -0.04 0.029-86.12 1927.69 7518.03 3732.27

-22.62 -1.17 0.00 0.00 83.7632.00 3826.23 0.15 -0.04 0.029-83.76 1913.12 7371.01 3659.28

-21.47 -1.13 0.00 0.00 80.2635.00 3781.74 0.18 -0.05 0.028-80.26 1890.87 7151.59 3550.35

-20.53 -1.11 0.00 0.00 77.4337.50 3783.94 0.20 -0.05 0.027-77.43 1891.97 7162.31 3555.67

-20.02 -1.09 0.00 0.00 74.6640.00 3746.19 0.23 -0.06 0.027-74.66 1873.09 6980.48 3465.40

-19.00 -1.07 0.00 0.00 69.1945.00 3668.73 0.29 -0.06 0.026-69.19 1834.37 6619.97 3286.43

-18.01 -1.05 0.00 0.00 63.8550.00 3588.69 0.37 -0.07 0.026-63.85 1794.34 6264.07 3109.75

-17.05 -1.03 0.00 0.00 58.6255.00 3506.05 0.45 -0.08 0.025-58.62 1753.02 5913.22 2935.57

-16.11 -1.02 0.00 0.00 53.4860.00 3420.81 0.53 -0.09 0.024-53.48 1710.41 5567.90 2764.14

-15.23 -1.01 0.00 0.00 48.5664.83 3335.96 0.62 -0.09 0.023-48.56 1667.98 5239.76 2601.24

-15.18 -1.01 0.00 0.00 48.3965.00 3332.99 0.63 -0.09 0.023-48.39 1666.49 5228.55 2595.67

-13.75 -1.01 0.00 0.00 43.8469.50 3299.78 0.72 -0.10 0.021-43.84 1649.89 5104.40 2534.04

-13.66 -1.01 0.00 0.00 43.3470.00 3290.76 0.73 -0.10 0.021-43.34 1645.38 5071.06 2517.49

-12.79 -1.01 0.00 0.00 38.2875.00 3199.12 0.84 -0.11 0.020-38.28 1599.56 4741.34 2353.80

-11.95 -1.01 0.00 0.00 33.2380.00 3073.61 0.96 -0.12 0.019-33.23 1536.80 4374.21 2171.54

-11.12 -1.01 0.00 0.00 28.1785.00 2947.70 1.09 -0.12 0.018-28.17 1473.85 4021.34 1996.36

-7.65 -1.00 0.00 0.00 26.1587.00 2897.34 1.14 -0.13 0.016-26.15 1448.67 3884.35 1928.35

-7.23 -1.00 0.00 0.00 23.1590.00 2821.79 1.22 -0.13 0.015-23.15 1410.90 3683.31 1828.55

-6.54 -0.99 0.00 0.00 18.1495.00 2695.89 1.36 -0.14 0.013-18.14 1347.94 3360.11 1668.10

-6.07 -0.97 0.00 0.00 14.6998.50 2607.75 1.46 -0.14 0.012-14.69 1303.88 3142.71 1560.17

-5.74 -0.95 0.00 0.00 13.24100.00 2569.98 1.51 -0.14 0.011-13.24 1284.99 3051.76 1515.02

-5.23 -0.92 0.00 0.00 11.02102.33 2143.60 1.58 -0.14 0.011-11.02 1071.80 2553.25 1267.54

-4.94 -0.89 0.00 0.00 8.57105.00 2087.65 1.66 -0.15 0.009-8.57 1043.82 2420.99 1201.88

-3.24 -0.70 0.00 0.00 6.78107.00 2045.68 1.72 -0.15 0.007-6.78 1022.84 2324.11 1153.79

-2.95 -0.67 0.00 0.00 4.68110.00 1982.72 1.82 -0.15 0.006-4.68 991.36 2182.49 1083.48

-2.50 -0.58 0.00 0.00 1.35115.00 1877.80 1.98 -0.15 0.003-1.35 938.90 1956.35 971.22

-0.22 -0.06 0.00 0.00 0.18117.00 1835.83 2.04 -0.15 0.000-0.18 917.92 1869.36 928.03

0.00 -0.06 0.00 0.00 0.00120.00 1772.88 2.14 -0.15 0.0000.00 886.44 1742.58 865.09
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Wind Loading - Shaft

Page: 24IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.00

1.00

19IterationsLoad Case: 1.0D + 1.0W 60 mph Wind

Elev

(ft) Description Kzt Kz

qz

(psf)

qzGh

(psf)

C

(mph-ft) Cf

Ice

Thick

(in)

Tributary

(ft)

Aa

(sf)

CfAa

(sf)

Wind

Force X

(lb)

Dead

Load Ice

(lb)

Tot

Dead

Load

(lb)

1.00 0.85 7.442 8.19 263.790.00 0.000 0.00 0.000 0.00 0.0 0.0 0.00.750

1.00 0.85 7.442 8.19 257.135.00 0.000 5.00 23.543 17.66 144.5 0.0 1120.30.750

1.00 0.85 7.442 8.19 250.4810.00 0.000 5.00 22.941 17.21 140.8 0.0 1091.40.750

1.00 0.85 7.442 8.19 243.8215.00 0.000 5.00 22.339 16.75 137.2 0.0 1062.60.750

1.00 0.90 7.896 8.69 244.2920.00 0.000 5.00 21.737 16.30 141.6 0.0 1033.80.750

1.00 0.95 8.276 9.10 243.0725.00 0.000 5.00 21.135 15.85 144.3 0.0 1004.90.750

1.00 0.98 8.600 9.46 240.6330.00 0.000 5.00 20.533 15.40 145.7 0.0 976.10.750

Bot - Section 2 1.00 1.00 8.717 9.59 239.3832.00 0.000 2.00 8.045 6.03 57.9 0.0 382.40.750

1.00 1.01 8.883 9.77 237.2935.00 0.000 3.00 12.078 9.06 88.5 0.0 1138.90.750

Top - Section 1 1.00 1.03 9.013 9.91 235.3537.50 0.000 2.50 9.899 7.42 73.6 0.0 933.30.750

1.00 1.04 9.137 10.05 237.1740.00 0.000 2.50 9.749 7.31 73.5 0.0 463.20.750

1.00 1.07 9.366 10.30 232.6645.00 0.000 5.00 19.047 14.28 147.2 0.0 904.90.750

1.00 1.09 9.576 10.53 227.7150.00 0.000 5.00 18.445 13.83 145.7 0.0 876.00.750

1.00 1.12 9.770 10.75 222.3755.00 0.000 5.00 17.843 13.38 143.8 0.0 847.20.750

1.00 1.14 9.951 10.95 216.7260.00 0.000 5.00 17.241 12.93 141.5 0.0 818.40.750

Bot - Section 3 1.00 1.16 10.115 11.13 210.9964.83 0.000 4.83 16.094 12.07 134.3 0.0 763.70.750

1.00 1.16 10.120 11.13 210.7965.00 0.000 0.17 0.556 0.42 4.6 0.0 52.20.750

Top - Section 2 1.00 1.17 10.264 11.29 205.2469.50 0.000 4.50 14.747 11.06 124.9 0.0 1385.60.750

1.00 1.17 10.279 11.31 208.7670.00 0.000 0.50 1.609 1.21 13.6 0.0 76.30.750

1.00 1.19 10.430 11.47 202.3975.00 0.000 5.00 15.754 11.82 135.6 0.0 747.10.750

1.00 1.21 10.572 11.63 195.8480.00 0.000 5.00 15.152 11.36 132.2 0.0 718.30.750

1.00 1.22 10.708 11.78 189.1085.00 0.000 5.00 14.550 10.91 128.5 0.0 689.50.750

Appurtenance(s) 1.00 1.23 10.761 11.84 186.3787.00 0.000 2.00 5.652 4.24 50.2 0.0 267.70.750

1.00 1.24 10.838 11.92 182.2190.00 0.000 3.00 8.297 6.22 74.2 0.0 392.90.750

1.00 1.25 10.962 12.06 175.1795.00 0.000 5.00 13.347 10.01 120.7 0.0 631.80.750

Bot - Section 4 1.00 1.26 11.046 12.15 170.1698.50 0.000 3.50 8.985 6.74 81.9 0.0 425.10.750

1.00 1.27 11.081 12.19 167.99100.00 0.000 1.50 3.840 2.88 35.1 0.0 329.60.750

Top - Section 3 1.00 1.27 11.135 12.25 164.60102.33 0.000 2.33 5.866 4.40 53.9 0.0 503.20.750

1.00 1.28 11.195 12.31 164.29105.00 0.000 2.67 6.543 4.91 60.4 0.0 258.40.750

Appurtenance(s) 1.00 1.28 11.240 12.36 161.35107.00 0.000 2.00 4.795 3.60 44.5 0.0 189.30.750

1.00 1.29 11.305 12.44 156.89110.00 0.000 3.00 7.012 5.26 65.4 0.0 276.80.750

1.00 1.30 11.412 12.55 149.38115.00 0.000 5.00 11.205 8.40 105.5 0.0 442.00.750

Appurtenance(s) 1.00 1.31 11.453 12.60 146.35117.00 0.000 2.00 4.313 3.24 40.8 0.0 170.10.750

1.00 1.32 11.514 12.67 141.77120.00 0.000 3.00 6.290 4.72 59.7 0.0 247.90.750

120.00Totals: 3,191.8 21,220.7
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Discrete Appurtenance Forces

Page: 25IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.00

1.00

19IterationsLoad Case: 1.0D + 1.0W 60 mph Wind

Elev

(ft) Description Qty

qz

(psf)

qzGh

(psf)

CaAa

x Ka

Total

CaAa

(sf)

Horiz

Ecc

(ft)

Vert

Ecc

(ft)

Wind

FX

(lb)

Mom

Y

(lb-ft)

Mom

Z

(lb-ft)

Dead

Load

(lb)No. Ka

Low Profile

Platform-Round

 1 11.453 12.598 1.00117.00 22.00 0.000 0.000 277.17 0.00 0.001500.00 1 1.00

DB-T1-6Z-8AB-0Z  2 11.453 12.598 0.71117.00 6.82 0.000 0.000 85.87 0.00 0.0037.80 2 1.00

RRH2X60-PCS  3 11.453 12.598 0.89117.00 5.87 0.000 0.000 74.00 0.00 0.00165.00 3 1.00

RRH2X60-AWS  3 11.453 12.598 0.76117.00 7.98 0.000 0.000 100.54 0.00 0.00165.00 4 1.00

FD9R6004/2C-3L 3.1#  6 11.453 12.598 1.00117.00 2.16 0.000 0.000 27.21 0.00 0.0018.60 5 1.00

GPS  1 11.453 12.598 0.50117.00 0.50 0.000 0.000 6.30 0.00 0.0010.00 6 1.00

LPA-80080/4CF ___  6 11.453 12.598 1.70117.00 26.62 0.000 0.000 335.40 0.00 0.0072.00 7 1.00

LNX-6514DS-VTM (72.7"

height)

 3 11.453 12.598 0.83117.00 20.34 0.000 0.000 256.29 0.00 0.00116.40 8 1.00

HBXX-6517DS-VTM  6 11.453 12.598 0.77117.00 39.50 0.000 0.000 497.65 0.00 0.00244.20 9 1.00

Low Profile

Platform-Round

 1 11.240 12.364 1.00107.00 22.00 0.000 0.000 272.00 0.00 0.001500.0010 1.00

56" x 10" Panel  3 11.240 12.364 0.60107.00 9.38 0.000 0.000 115.95 0.00 0.0090.0011 0.80

G3SS-b  6 11.240 12.364 0.56107.00 3.09 0.000 0.000 38.22 0.00 0.0057.0012 0.80

7770.00  3 10.761 11.837 0.5587.00 9.03 0.000 0.000 106.93 0.00 0.00105.0013 0.75

DC6-48-60-18-8C  1 10.761 11.837 1.0087.00 1.26 0.000 0.000 14.91 0.00 0.0020.0014 1.00

DC6-48-60-18-8F(23.5"

Height)

 1 10.761 11.837 1.0087.00 1.26 0.000 0.000 14.91 0.00 0.0020.0015 1.00

4449 B5/B12  3 10.761 11.837 0.6587.00 3.81 0.000 0.000 45.12 0.00 0.00213.0016 0.75

B2 B66A 8843  3 10.761 11.837 0.6487.00 3.14 0.000 0.000 37.13 0.00 0.00210.0017 0.75

LGP21903  6 10.761 11.837 0.6387.00 1.02 0.000 0.000 12.08 0.00 0.0033.0018 0.75

TT19-08BP111-001  6 10.761 11.837 0.6887.00 2.59 0.000 0.000 30.68 0.00 0.0096.0019 0.75

HRK12 (Handrail Kit)  1 10.761 11.837 1.0087.00 6.75 0.000 0.000 79.90 0.00 0.00261.7220 1.00

PRK-1245 (kicker kit)  1 10.761 11.837 1.0087.00 9.50 0.000 0.000 112.45 0.00 0.00464.9121 1.00

Low Profile

Platform-Round

 1 10.761 11.837 1.0087.00 22.00 0.000 0.000 260.41 0.00 0.001500.0022 1.00

800 10966  3 10.761 11.837 0.5487.00 28.12 0.000 0.000 332.88 0.00 0.00377.1023 0.75

HPA-65R-BUU-H8  3 10.761 11.837 0.5987.00 23.07 0.000 0.000 273.09 0.00 0.00204.0024 0.75

3,407.09Totals: 7,480.73
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Total Applied Force Summary

Page: 26IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.00

1.00

19IterationsLoad Case: 1.0D + 1.0W 60 mph Wind

Elev

(ft)

Lateral

FX (-)

(lb)

Axial

FY (-)

(lb)

Torsion

MY

(lb-ft)

Moment

MZ

(lb-ft)Description

0.00 0.00 0.000.00 0.00

144.54 1342.41 0.005.00 0.00

140.85 1313.57 0.0010.00 0.00

137.15 1284.74 0.0015.00 0.00

141.60 1255.91 0.0020.00 0.00

144.30 1227.07 0.0025.00 0.00

145.68 1198.24 0.0030.00 0.00

57.86 471.22 0.0032.00 0.00

88.52 1272.24 0.0035.00 0.00

73.61 1044.34 0.0037.50 0.00

73.49 574.31 0.0040.00 0.00

147.17 1127.00 0.0045.00 0.00

145.72 1098.17 0.0050.00 0.00

143.82 1069.34 0.0055.00 0.00

141.54 1040.50 0.0060.00 0.00

134.30 978.41 0.0064.83 0.00

4.64 59.62 0.0065.00 0.00

124.87 1585.51 0.0069.50 0.00

13.64 98.51 0.0070.00 0.00

135.55 969.27 0.0075.00 0.00

132.16 940.44 0.0080.00 0.00

128.54 911.60 0.0085.00 0.00

1370.67 3861.30 0.0087.00 0.00(32) attachments

74.18 471.27 0.0090.00 0.00

120.70 762.39 0.0095.00 0.00

81.87 516.52 0.0098.50 0.00

35.10 368.75 0.00100.00 0.00

53.88 564.16 0.00102.33 0.00

60.43 328.05 0.00105.00 0.00

470.63 1888.55 0.00107.00 0.00(10) attachments

65.40 317.68 0.00110.00 0.00

105.49 510.24 0.00115.00 0.00

1701.18 2526.37 0.00117.00 0.00(31) attachments

59.75 247.92 0.00120.00 0.00

6,598.86Totals: 33,225.61 0.00 0.00
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Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Calculated Forces

Page: 27IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Dead Load Factor

Wind Load Factor

1.00

1.00

19Iterations Load Case: 1.0D + 1.0W 60 mph Wind

Seg

Elev

(ft)

Pu

FY (-)

(kips)

Vu

FX (-)

(kips)

Mu

MZ

(ft-kips)

Mu

MX

(ft-kips)

Resultant

Moment

(ft-kips)

phi

Pn

(kips)

Total

Deflect

(in)

Rotation

Sway

(deg)

Stress

Ratio

Tu

MY (-)

(ft-kips)

phi

Vn

(kips)

phi

Tn

(ft-kips)

phi

Mn

(ft-kips)

Rotation

Twist

(deg)

-33.22 -6.61 0.00 0.00 552.080.00 4242.75 0.00 0.000 0.122-552.08 2121.37 9773.47 4851.96 0.000

-31.88 -6.48 0.00 0.00 519.055.00 4184.67 0.02 -0.029 0.119-519.05 2092.33 9393.09 4663.13 0.000

-30.56 -6.35 0.00 0.00 486.6510.00 4124.00 0.06 -0.059 0.116-486.65 2062.00 9013.89 4474.88 0.000

-29.27 -6.23 0.00 0.00 454.8915.00 4060.73 0.14 -0.089 0.113-454.89 2030.37 8636.33 4287.44 0.000

-28.01 -6.10 0.00 0.00 423.7420.00 3994.87 0.25 -0.119 0.110-423.74 1997.44 8260.86 4101.04 0.000

-26.78 -5.97 0.00 0.00 393.2425.00 3926.42 0.39 -0.149 0.107-393.24 1963.21 7887.94 3915.90 0.000

-25.58 -5.83 0.00 0.00 363.4130.00 3855.38 0.56 -0.180 0.104-363.41 1927.69 7518.03 3732.27 0.000

-25.11 -5.78 0.00 0.00 351.7532.00 3826.23 0.64 -0.193 0.103-351.75 1913.12 7371.01 3659.28 0.000

-23.84 -5.69 0.00 0.00 334.4235.00 3781.74 0.77 -0.212 0.101-334.42 1890.87 7151.59 3550.35 0.000

-22.79 -5.62 0.00 0.00 320.2037.50 3783.94 0.88 -0.228 0.096-320.20 1891.97 7162.31 3555.67 0.000

-22.22 -5.55 0.00 0.00 306.1540.00 3746.19 1.01 -0.244 0.094-306.15 1873.09 6980.48 3465.40 0.000

-21.09 -5.41 0.00 0.00 278.4045.00 3668.73 1.28 -0.274 0.090-278.40 1834.37 6619.97 3286.43 0.000

-19.99 -5.27 0.00 0.00 251.3450.00 3588.69 1.58 -0.304 0.086-251.34 1794.34 6264.07 3109.75 0.000

-18.92 -5.13 0.00 0.00 225.0055.00 3506.05 1.92 -0.333 0.082-225.00 1753.02 5913.22 2935.57 0.000

-17.87 -4.99 0.00 0.00 199.3560.00 3420.81 2.28 -0.362 0.077-199.35 1710.41 5567.90 2764.14 0.000

-16.90 -4.85 0.00 0.00 175.2364.83 3335.96 2.66 -0.390 0.072-175.23 1667.98 5239.76 2601.24 0.000

-16.83 -4.85 0.00 0.00 174.4265.00 3332.99 2.68 -0.391 0.072-174.42 1666.49 5228.55 2595.67 0.000

-15.25 -4.72 0.00 0.00 152.5869.50 3299.78 3.06 -0.416 0.065-152.58 1649.89 5104.40 2534.04 0.000

-15.15 -4.71 0.00 0.00 150.2270.00 3290.76 3.10 -0.419 0.064-150.22 1645.38 5071.06 2517.49 0.000

-14.18 -4.57 0.00 0.00 126.6875.00 3199.12 3.56 -0.444 0.058-126.68 1599.56 4741.34 2353.80 0.000

-13.24 -4.44 0.00 0.00 103.8180.00 3073.61 4.03 -0.467 0.052-103.81 1536.80 4374.21 2171.54 0.000

-12.33 -4.31 0.00 0.00 81.6285.00 2947.70 4.53 -0.488 0.045-81.62 1473.85 4021.34 1996.36 0.000

-8.48 -2.90 0.00 0.00 73.0187.00 2897.34 4.74 -0.496 0.041-73.01 1448.67 3884.35 1928.35 0.000

-8.01 -2.83 0.00 0.00 64.3090.00 2821.79 5.06 -0.507 0.038-64.30 1410.90 3683.31 1828.55 0.000

-7.24 -2.70 0.00 0.00 50.1795.00 2695.89 5.60 -0.524 0.033-50.17 1347.94 3360.11 1668.10 0.000

-6.73 -2.61 0.00 0.00 40.7298.50 2607.75 5.99 -0.535 0.029-40.72 1303.88 3142.71 1560.17 0.000

-6.36 -2.58 0.00 0.00 36.80100.00 2569.98 6.16 -0.539 0.027-36.80 1284.99 3051.76 1515.02 0.000

-5.79 -2.52 0.00 0.00 30.78102.33 2143.60 6.42 -0.545 0.027-30.78 1071.80 2553.25 1267.54 0.000

-5.47 -2.46 0.00 0.00 24.07105.00 2087.65 6.73 -0.552 0.023-24.07 1043.82 2420.99 1201.88 0.000

-3.58 -1.97 0.00 0.00 19.16107.00 2045.68 6.96 -0.556 0.018-19.16 1022.84 2324.11 1153.79 0.000

-3.27 -1.90 0.00 0.00 13.26110.00 1982.72 7.31 -0.561 0.014-13.26 991.36 2182.49 1083.48 0.000

-2.76 -1.79 0.00 0.00 3.76115.00 1877.80 7.90 -0.566 0.005-3.76 938.90 1956.35 971.22 0.000

-0.25 -0.06 0.00 0.00 0.19117.00 1835.83 8.14 -0.567 0.000-0.19 917.92 1869.36 928.03 0.000

0.00 -0.06 0.00 0.00 0.00120.00 1772.88 8.49 -0.567 0.0000.00 886.44 1742.58 865.09 0.000

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Structure: CT03801-S-SBA

Site Name: East Granby

Height: 120.00 (ft)

2/18/2019Code: EIA/TIA-222-G

Exposure: C

Base Elev: 0.000 (ft)

Final Analysis Summary

Page: 28IIStruct Class:Topography: 1Gh: 1.1

Crest Height: 0.00

Site Class: D - Stiff Soil

Reactions

Load Case

Shear

FX

(kips)

Shear

FZ

(kips)

Axial

FY

(kips)

Moment

MX

(ft-kips)

Moment

MY

(ft-kips)

Moment

MZ

(ft-kips)

25.4 0.00 39.84 0.00 0.001.2D + 1.6W 93 mph Wind 2128.91

25.4 0.00 29.88 0.00 0.000.9D + 1.6W 93 mph Wind 2118.14

7.8 0.00 65.87 0.00 0.001.2D + 1.0Di + 1.0Wi 50 mph Wind 657.14

1.3 0.00 39.87 0.00 0.001.2D + 1.0E 124.68

1.3 0.00 29.90 0.00 0.000.9D + 1.0E 123.90

6.6 0.00 33.22 0.00 0.001.0D + 1.0W 60 mph Wind 552.08

Elev

(ft)

Stress

Ratio

Max Stresses

Load Case

Pu

FY (-)

(kips)

Vu

FX (-)

(kips)

Tu

MY (-)

(ft-kips)

Mu

MZ

(ft-kips)

Mu

MX

(ft-kips)

Resultant

Moment

(ft-kips)

phi

Pn

(kips)

phi

Vn

(kips)

phi

Tn

(ft-kips)

phi

Mn

(ft-kips)

0.00 0.4481.2D + 1.6W 93 mph Wind -39.84 -25.41 0.00 -2128.9

1

0.00-2128.9

1

4242.75 2121.3

7

9773.47 4851.96

0.00 0.4440.9D + 1.6W 93 mph Wind -29.88 -25.39 0.00 -2118.1

4

0.00-2118.1

4

4242.75 2121.3

7

9773.47 4851.96

0.00 0.1511.2D + 1.0Di + 1.0Wi 50 mph Wind -65.87 -7.76 0.00 -657.140.00-657.14 4242.75 2121.3

7

9773.47 4851.96

0.00 0.0351.2D + 1.0E -39.87 -1.31 0.00 -124.680.00-124.68 4242.75 2121.3

7

9773.47 4851.96

0.00 0.0330.9D + 1.0E -29.90 -1.31 0.00 -123.900.00-123.90 4242.75 2121.3

7

9773.47 4851.96

0.00 0.1221.0D + 1.0W 60 mph Wind -33.22 -6.61 0.00 -552.080.00-552.08 4242.75 2121.3

7

9773.47 4851.96

Copyright © 2019 by Tower Engineering Solutions, LLC. All rights reserved.



Customer Name:
Site Name:
Site Number:
Engr. Number:

Foundation Info Obtained from:

0.50
0.00

Axial Load (Kips): 39.8 Shear Force (Kips): 25.4 10 # 4

Uplift Force (Kips): 0.0 Moment (Kips-ft): 2128.9 15.5 35 # 9

Allowable overstress %: 5.0% 35 # 9

Foundation Geometries: 9.0 35 # 9

Mods required -Yes/No ?: No 35 # 9

6.5 Depth of Base BG (ft.): 9.0

Pier Height A. G. (ft.): 0.50 Thickness of Pad (ft): 2.50 2.50

Length of Pad (ft.): 27 Width of Pad (ft.): 27

27.0

Final Length of pad (ft) 27.0 Final width of pad (ft): 27.0 0.0

Control Value for Cell D18: 0 Control Value for Cell F18: 0

6.5

Concrete Strength (psi): 3000 Steel Elastic Modulus: 29000 ksi

Vertical bar yield (ksi) 60 Tie steel yield (ksi): 60 27.0

Vertical Rebar Size #: 11 Tie / Stirrup Size #: 4 27.0 W
Qty. of Vertical Rebars: 27 Tie Spacing (in): 12.0

Pad Rebar Yield (Ksi): 60 Pad Steel Rebar Size (#): 9 27 # 11

Concrete Cover (in.): 3 Unit Weight of Concrete: 150.0 pcf

Rebar at the bottom of the concrete pad: 0.0

Qty. of Rebar in Pad (L): 35 Qty. of Rebar in Pad (W): 35 0.0 0.0

Rebar at the top of the concrete pad: 27.0 L
Qty. of Rebar in Pad (L): 35 Qty. of Rebar in Pad (W): 35

Apply 1.35 factor for e/w Per G: 1.35

Soil Design Parameters:

Soil Unit Weight (pcf): 110.0 Soil Buoyant Weight: 37.6 Pcf

Water Table B.G.S. (ft): 15.5 Unit Weight of Water: 62.4 pcf Angle from Top of Pad: 30
Ultimate Bearing Pressure (psf): 5000 Ultimate Skin Friction: 0 Psf Angle from Bottm of Pad: 25
Consider Friction for O.T.M. (Y/N): No Consider Friction for bearing (Y/N): No Angle from Bottm of Pad: 25
Consider soil hor. resist. for OTM.: Yes Reduction factor on the maximum soil bearing pressure: 1.00

Foundation Analysis and Design: Uplift Strength Reduction Factor: 0.75 Compression Strength Reduction Factor: 0.75
4522.81 Total Dry Soil Weight (Kips): 497.51

0.00 Total Buoyant Soil Weight (Kips): 0.00
497.51 Weight from the Concrete Block at Top (K): 0.00

2054.78 Total Dry Concrete Weight (Kips): 308.22
0.00 Total Buoyant Concrete Weight (Kips): 0.00

308.22 Total Vertical Load on Base (Kips): 845.57
Load/   
Capacity  
Ratio

Calculated Maxium Net Soil Pressure under the base (psf): 1421 < Allowable Factored Soil Bearing (psf): 3750 0.38 OK!
Allowable Foundation Overturning Resistance (kips-ft.): 10327.4 > Design Factored Momont (kips-ft): 2062 0.20 OK!
Factor of Safety Against Overturning (O. R. Moment/Design Moment): 5.01 OK!

Monopole Mat Foundation Design Date

Engineer Name:

AT&T

69814

CT03801-S-SBA

Drawings/Calculations

EIA/TIA Standard: EIA-222-G

Structure Height (Ft.): 120

Monopole

Engineer Login ID: TES

2/18/2019

Structure Type:

J. Chen

Base Reactions (Factored):

Diameter of Pier (ft.):

Analysis

Material Properties and Reabr Info:

Analysis or Design?

       Total Dry Soil Volume (cu. Ft.):

Check Soil Capacities:

       Total Buoyant Soil Volume (cu. Ft.):
       Total Effective Soil Weight (Kips):
       Total Dry Concrete Volume (cu. Ft.):
       Total Buoyant Concrete Volume (cu. Ft.):
       Total Effective Concrete Weight (Kips):



TES Engr. Number: Page 2/2 Date:

Check the capacities of Reinforceing Concrete:
Strength reduction factor (Flexure and axial tension): 0.90 Strength reduction factor (Shear): 0.75
Strength reduction factor (Axial compresion): 0.65 Wind Load Factor on Concrete Design: 1.00

 (1) Concrete Pier:

Load/   
Capacity  
Ratio

Vertical Steel Rebar Area (sq. in./each): 1.56 Tie / Stirrup Area (sq. in./each): 0.20
Calculated Moment Capacity (Mn,Kips-Ft): 6114.3 > Design Factored Moment (Mu, Kips-Ft 2306.7 0.38 OK!
Calculated Shear Capacity (Kips): 517.4 > Design Factored Shear (Kips): 25.4 0.05 OK!
Calculated Tension Capacity (Tn, Kips): 2274.5 > Design Factored Tension (Tu Kips): 0.0 0.00 OK!
Calculated Compression Capacity (Pn, Kips): 6280.3 > Design Factored Axial Load (Pu Kips): 39.8 0.01 OK!
Moment & Axial Strength Combination: 0.38 OK! Check Tie Spacing (Design/Required): 1 OK!
Pier Reinforcement Ratio: 0.009

 (2).Concrete Pad:
One-Way Design Shear Capacity (L-Direction, Kips): 703.7 > One-Way Factored Shear (L-D. Kips): 187.3 0.27 OK!
One-Way Design Shear Capacity (W-Direction, Kips): 703.7 > One-Way Factored Shear (W-D., Kips) 187.3 0.27 OK!
One-Way Design Shear Capacity (Corner-Corner. Kips): 711.0 > One-Way Factored Shear (C-C, Kips): 157.6 0.22 OK!
Lower Steel Pad Reinforcement Ratio (L-Direct. ): 0.0041 OK! Lower Steel Pad Reinf. Ratio (W-Direc  0.0041
Lower Steel Pad Moment Capacity (L-Direction. Kips-ft): 3963.7 > Moment at Bottom ( L-Dir. K-Ft): 1097.0 0.28 OK!
Lower Steel Pad Moment Capacity (W-Direction. Kips-ft): 3963.7 > Moment at Bottom ( W-Dir. K-Ft): 1097.0 0.28 OK!
Lower Steel Pad Moment Capacity (Corner-Corner,K-ft): 5547.5 > Moment at Bottom ( C-C Dir. K-Ft): 1551.3 0.28 OK!
Upper Steel Pad Reinforcement Ratio (L-Direct. ): 0.0041 OK! Upper Steel Reinf. Ratio (W-Dir. ): 0.0041
Upper Steel Pad Moment Capacity (L-Direc. Kips-ft): 3963.7 > Moment at the top  (L-Dir K-Ft): 370.3 0.09 OK!
Upper Steel Pad Moment Capacity (W-Direc. Kips-ft): 3963.7 > Moment at the top  (W-Dir K-Ft): 370.3 0.09 OK!
Upper Steel Pad Moment Capacity (Corner-Corner. K-ft): 5547.5 > Moment at the top  (C-C Dir. K-Ft): 346.0 0.06 OK!

 (3).Check Punching Shear Capacity due to Moment in the Pier:
Moment transferred by punching shear: 851.6 k-ft. Max. factored shear stress vu_CD: 2.1 Psi
Max. factored shear stress vu_AB: 9.4 Psi Factored shear Strength φvn: 164.3 Psi
Max. factored shear stress vu: 9.4 Psi Check Usage of Punching Shear Capacity: 0.06 OK!

2/18/2019

Reinforcement Ratio is satisfied per ACI

69814



January 29, 2019 
 
Tarah Nolan B+T Group 
SAI Communications, LLC. 1717 S. Boulder, Suite 300 
12 Industrial Way Tulsa, OK 74119 
Salem NH 03079 (918) 587-4630 
(603) 212-5049 btwo@btgrp.com 
 
 
Subject:          Appurtenance Mount Modification Report 
 
Carrier Designation: Site Number: 10090915 
 Site Name: East Granby SW 
  
Engineering Firm Designation: B+T Group Project Number:             130655.003.01 
 
Site Data: 56 Floydville Road, East Granby, CT 06026, Hartford County 
 Latitude 41.92859°, Longitude -72.77609° 
 Monopole 
                                                                 13.5’ Platform Mount 
 
Dear Nolan, 
 
B+T Group is pleased to submit this “Appurtenance Mount Modification Report” to determine the structural 
integrity of the antenna mount on the above-mentioned structure.   
 
The purpose of the analysis is to determine acceptability of the mount’s stress level. Based on our analysis we 
have determined the stress level for the mount under the following load case to be:  
 
 Existing + Proposed Equipment Sufficient Capacity 
 Note: See Table 1 for the final loading configuration (Passing at 57.3%) 

 
The analysis has been performed in accordance with the ANSITIA-222-G Standard.  This analysis utilizes an 
ultimate 3-second gust wind speed of 120 mph (converted to an equivalent 93 mph nominal 3-second gust wind 
speed per Section 1609.3.1 for use with ANSI/TIA-222 G) as required by the 2018 Connecticut State Building 
Code. Exposure Category C and Risk Category II were used in this analysis. 
 
All modifications and equipment proposed in this report shall be installed in accordance with the attached 
drawings for the determined available structural capacity to be effective. 
 
We at B+T Group appreciate the opportunity of providing our continuing professional services to you and SAI 
Communications, LLC. If you have any questions or need further assistance on this or any other projects, 
please give us a call. 
 
Mount structural modification prepared by: Phanindra Kosaraju, E.I.T. 
 
Respectfully submitted by: B&T Engineering, Inc. 
COA: PEC.0001564   Expires: 02/10/2020 
 
 
 
 
 
 
 
 
Scott S. Vance, P.E. 
Engineer of Record 
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1) INTRODUCTION 
 

The appurtenance mount consists of platform Mount at 89 ft., attached to monopole at 56 Floydville Road, 
East Granby, CT 06026 in Hartford County. The proposed antenna loading information was obtained from 
SAI Communications, LLC. All information provided to B+T Group was assumed accurate and complete. 

 
2) ANALYSIS CRITERIA 
 

The structural analysis was performed for this mount in accordance with the ANSI/TIA-222-G-2-2005 
Structural Standard for Antenna Supporting Structures and Antennas – Addendum 2 using a 3-second gust 
wind speed of 93 mph with no ice and 50 mph with 1 inch escalated ice thickness. Exposure Category C, 
Topographic Category 1 & Risk Category II were used in this analysis. In addition, the platform mount has 
been analyzed for various live loading conditions consisting of a 250-lb man live load applied individually at 
the midpoint and cantilevered ends of horizontal members as well as a 250-pound man live load applied 
individually at mount pipe locations using a 3-second gust of 30mph. The mount was analyzed under 30º 
increments in the wind direction. The analyzed loading is detailed in Table 1. 

 
Table 1 – Proposed and Existing Equipment Information 

Loading RAD Center 
Elev. (ft)  Position Qty. Manufacturer Model / Type Note 

Proposed 89 

3 3 CCI HPA65R-BU8AA 
1 

4 3 Kathrein 800-10966 

3 3 Ericsson  B2/B66A 8843 
2 

4 3 Ericsson B5/B12 4449 

-- 1 Raycap  DC6-48-60-18-8F 3 

Existing 89 
1 

3 Kathrein 7770 
4 

3 Powerwave  TT19‐08BP111‐001 

-- 1 Raycap  DC6-48-60-18-8F 5 

Note: 
(1) Proposed Antenna to be installed on the existing Mount Pipe. 
(2) Proposed Equipment to be installed directly behind the Antenna. 
(3) Proposed Equipment to be installed on the Mount. 
(4) Existing Equipment installed on the Mount. 
(5) Existing Equipment installed on the Tower. 

 
Table 2 - Documents Provided 

Documents Remarks Reference Source 

RFDS 
Existing Loading 

Proposed Loading 
Date: 12/26/2018 

SAI Communications, 
LLC. 

Mount Mapping 
By B+T Group 

Date: 12/18/2018 
On File 

Appurtenance Mount Analysis Report Date: 01/21/2018 

 
3) ANALYSIS PROCEDURE 
 
 3.1) Analysis Method 
 

RISA-3D (Version 17.0.2), a commercially available analysis software package, was used to create a 
three-dimensional model of the mount and calculate member stresses and deflections for various 
loading cases.  Selected output from the analysis is included in Appendix A. 

 
 3.2) Assumptions 
 

1. The mount was built in accordance with the manufacturer’s specifications. 
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2. The mount has been maintained in accordance with the manufacturer’s specifications and is free of 
damage. 

3. The configuration of antennas and other appurtenances are as specified in Table 1.   
4. All mount components have been assumed to be in sufficient condition to carry their full design 

capacity for the analysis.   
5. Mount areas and weights are determined from field measurements, standard material properties, 

and/or manufacturer product data. 
6. Serviceability with respect to antenna twist, tilt, roll or lateral translation is not checked and is left to 

the carrier or tower owner to ensure conformance. 
7. All prior structural modifications, if any are assumed to be correctly installed and fully effective. 
8. All member connections are assumed to have been designed to meet or exceed the load carrying 

capacity of the connected member unless otherwise specified in this report. 
9. The following material grades were assumed (Unless Noted Otherwise): 

a. Channels ASTM A36 (GR 36) 
b. Solid Rods ASTM A36 (GR 36) 
c. Angles ASTM A36 (GR 36) 
d. Plates ASTM A36 (GR 36) 
e. HSS (Rectangular) ASTM 500 (GR B-46) 
f. HSS (Round) ASTM 500 (GR B-42) 
g. Pipes ASTM A53 (GR 35) 
h. Connection Bolts ASTM A325 

 
This analysis may be affected if any assumptions are not valid or have been made in error. B+T 
Group should be notified to determine the effect on the structural integrity of the antenna mounting 
system. 

 
 
4) ANALYSIS RESULTS 

 
Table 3 – Mount Component Stresses vs. Capacity 

Notes Component Elevation (ft.) % Capacity Pass / Fail 

- Supporting Pipes 89 32.1 Pass 

- Support Channels 89 57.1 Pass 

- Support Angles 89 47.9 Pass 

- Mount Pipes 89 57.3 Pass 

- Connection Plates 89 28.4 Pass 

Proposed Handrail 89 21.0 Pass 
Proposed Handrail Corner Angle 89 14.1 Pass 
Proposed Kicker Support 89 22.1 Pass 
Proposed Main Horizontals 89 23.4 Pass 

 
 4.1) Structural Notes: 
 

1) All modifications proposed in this report shall be installed in accordance with the attached 
drawing for the determined available structural capacity to be effective. 

2) If the loading differs from that described in Table 1 of this report or the provisions of this 
analysis are found to be invalid, another structural analysis should be performed. 

3) B+T Group certifies that carrier’s entire antenna structure will support the equipment 
deployment.  

4) No erection or modification of the structure shall be made without approval of the structural 
engineer.  
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Hot Rolled Steel Section Sets
Label Shape Type Design List Material Design Rul... A [in2] Iyy [in4] Izz [in4] J [in4]

1 MF-H1 HSS3.500X0.203 Beam HSS Pipe A500 Gr.B R... Typical 1.97 2.7 2.7 5.41
2 MF-P1 PIPE_2.0 Column Pipe A53 Gr.B Typical 1.02 .627 .627 1.25
3 F1-S1 HSS3.500X0.203 Beam HSS Pipe A500 Gr.B R... Typical 1.97 2.7 2.7 5.41
4 F1-CH1 C 2X3X0.2 Beam Channel A36 Gr.36 Typical 1.32 .524 1.864 .017
5 F1-SA1 L2x2x3 Beam Single Angle A36 Gr.36 Typical .722 .271 .271 .009
6 F1-CP1 PL3/8X6 Beam RECT A36 Gr.36 Typical 2.28 .027 6.84 .105
7 SF-P1  Mod PIPE_2.0 Beam Pipe A53 Gr.B Typical 1.02 .627 .627 1.25
8 CA Mod L2.5x2.5x4 Beam Single Angle A36 Gr.36 Typical 1.19 .692 .692 .026
9 Kicker Mod LL2.5x2.5x3x3 Beam Double Angle ... A36 Gr.36 Typical 1.8 2.46 1.07 .023

Member Primary Data
Label I Joint J Joint K Joint Rotate(deg) Section/Shape Type Design List Material Design Rules

1 M1 N96 N95 MF-H1 Beam HSS Pipe A500 Gr.B... Typical
2 M2 N1 N2 F1-CP1 Beam RECT A36 Gr.36 Typical
3 M3 N99 N100 MF-H1 Beam HSS Pipe A500 Gr.B... Typical
4 M4 N3 N4 F1-CP1 Beam RECT A36 Gr.36 Typical
5 M5 N97 N98 MF-H1 Beam HSS Pipe A500 Gr.B... Typical
6 M6 N5 N6 F1-CP1 Beam RECT A36 Gr.36 Typical
7 M7 N14 N8 F1-S1 Beam HSS Pipe A500 Gr.B... Typical
8 M8 N10 N9 180 F1-CH1 Beam Channel A36 Gr.36 Typical
9 M9 N10 N11 F1-CH1 Beam Channel A36 Gr.36 Typical
10 M10 N12 N14 270 F1-SA1 Beam Single Angle A36 Gr.36 Typical
11 M11 N13 N14 F1-SA1 Beam Single Angle A36 Gr.36 Typical
12 M12 N21 N15 F1-S1 Beam HSS Pipe A500 Gr.B... Typical
13 M13 N17 N16 180 F1-CH1 Beam Channel A36 Gr.36 Typical
14 M14 N17 N18 F1-CH1 Beam Channel A36 Gr.36 Typical
15 M15 N19 N21 270 F1-SA1 Beam Single Angle A36 Gr.36 Typical
16 M16 N20 N21 F1-SA1 Beam Single Angle A36 Gr.36 Typical
17 M17 N28 N22 F1-S1 Beam HSS Pipe A500 Gr.B... Typical
18 M18 N24 N23 180 F1-CH1 Beam Channel A36 Gr.36 Typical
19 M19 N24 N25 F1-CH1 Beam Channel A36 Gr.36 Typical
20 M20 N26 N28 270 F1-SA1 Beam Single Angle A36 Gr.36 Typical
21 M21 N27 N28 F1-SA1 Beam Single Angle A36 Gr.36 Typical
22 M22 N29 N30 RIGID None None RIGID Typical
23 M23 N31 N32 MF-P1 Column Pipe A53 Gr.B Typical
24 M24 N33 N38 RIGID None None RIGID Typical
25 M25 N34 N35 RIGID None None RIGID Typical
26 M26 N36 N37 MF-P1 Column Pipe A53 Gr.B Typical
27 M28 N39 N40 MF-P1 Column Pipe A53 Gr.B Typical
28 M29 N41 N42 RIGID None None RIGID Typical
29 M30 N43 N44 MF-P1 Column Pipe A53 Gr.B Typical
30 M31 N45 N50 RIGID None None RIGID Typical
31 M32 N46 N47 RIGID None None RIGID Typical
32 M33 N48 N49 MF-P1 Column Pipe A53 Gr.B Typical
33 M35 N51 N52 MF-P1 Column Pipe A53 Gr.B Typical
34 M36 N53 N54 RIGID None None RIGID Typical
35 M37 N55 N56 MF-P1 Column Pipe A53 Gr.B Typical
36 M38 N57 N62 RIGID None None RIGID Typical
37 M39 N58 N59 RIGID None None RIGID Typical
38 M40 N60 N61 MF-P1 Column Pipe A53 Gr.B Typical
39 M42 N63 N64 MF-P1 Column Pipe A53 Gr.B Typical
40 M40A N71 N72 RIGID None None RIGID Typical
41 M41 N73 N76 RIGID None None RIGID Typical
42 M42A N74 N75 RIGID None None RIGID Typical
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Member Primary Data (Continued)
Label I Joint J Joint K Joint Rotate(deg) Section/Shape Type Design List Material Design Rules

43 M43 N77 N78 RIGID None None RIGID Typical
44 M44 N79 N82 RIGID None None RIGID Typical
45 M45 N80 N81 RIGID None None RIGID Typical
46 M46 N83 N84 RIGID None None RIGID Typical
47 M47 N85 N88 RIGID None None RIGID Typical
48 M48 N86 N87 RIGID None None RIGID Typical
49 M49 N65 N70 SF-P1  Mod Beam Pipe A53 Gr.B Typical
50 M50 N66 N67 SF-P1  Mod Beam Pipe A53 Gr.B Typical
51 M51 N68 N69 SF-P1  Mod Beam Pipe A53 Gr.B Typical
52 M52 N102 N103 180 CA Mod Beam Single Angle A36 Gr.36 Typical
53 M53 N104 N91 180 CA Mod Beam Single Angle A36 Gr.36 Typical
54 M54 N94A N101 180 CA Mod Beam Single Angle A36 Gr.36 Typical
55 M55 N105 N106 Kicker Mod Beam Double Angle (... A36 Gr.36 Typical
56 M56 N107 N108 Kicker Mod Beam Double Angle (... A36 Gr.36 Typical
57 M57 N109 N110 Kicker Mod Beam Double Angle (... A36 Gr.36 Typical

Basic Load Cases
BLC Description Category X Gravity Y Gravity Z Gravity Joint Point Distributed Area(Me... Surface(P...

1 Dead DL -1 50 3
2 0 Wind - No Ice WLZ 50 39
3 90 Wind - No Ice WLX 50 39
4 0 Wind - Ice WLZ 50 39
5 90 Wind - Ice WLX 50 39
6 0 Wind - Service WLZ 50 39
7 90 Wind - Service WLX 50 39
8 Ice OL1 50 39 3
9 Live Load a LL 3
10 Live Load b LL 3
11 Live Load c LL 3
12 Live Load d LL
13 Maint LL 1 LL 1
14 Maint LL 2 LL 1
15 Maint LL 3 LL 1
16 Maint LL 4 LL 1
17 Maint LL 5 LL 1
18 Maint LL 6 LL 1
19 Maint LL 7 LL 1
20 Maint LL 8 LL 1
21 Maint LL 9 LL 1
22 BLC 1 Transient Area... None 21
23 BLC 8 Transient Area... None 21

Load Combinations
Description So...P... S... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa...

1 1.4 Dead Yes Y 1 1.4
2 0.9 D + 1.6 - 0 W Yes Y 1 .9 2 1.6
3 0.9 D + 1.6 - 30 W Yes Y 1 .9 2 1.3... 3 .8
4 0.9 D + 1.6 - 60 W Yes Y 1 .9 3 1.3... 2 .8
5 0.9 D + 1.6 - 90 W Yes Y 1 .9 3 1.6
6 0.9 D + 1.6 - 120 W Yes Y 1 .9 3 1.3... 2 -.8
7 0.9 D + 1.6 - 150 W Yes Y 1 .9 2 -1.... 3 .8
8 0.9 D + 1.6 - 180 W Yes Y 1 .9 2 -1.6
9 0.9 D + 1.6 - 210 W Yes Y 1 .9 2 -1.... 3 -.8
10 0.9 D + 1.6 - 240 W Yes Y 1 .9 3 -1.... 2 -.8
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Load Combinations (Continued)
Description So...P... S... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa...

11 0.9 D + 1.6 - 270 W Yes Y 1 .9 3 -1.6
12 0.9 D + 1.6 - 300 W Yes Y 1 .9 3 -1.... 2 .8
13 0.9 D + 1.6 - 330 W Yes Y 1 .9 2 1.3... 3 -.8
14 1.2 D + 1.6 - 0 W Yes Y 1 1.2 2 1.6
15 1.2 D + 1.6 - 30 W Yes Y 1 1.2 2 1.3... 3 .8
16 1.2 D + 1.6 - 60 W Yes Y 1 1.2 3 1.3... 2 .8
17 1.2 D + 1.6 - 90 W Yes Y 1 1.2 3 1.6
18 1.2 D + 1.6 - 120 W Yes Y 1 1.2 3 1.3... 2 -.8
19 1.2 D + 1.6 - 150 W Yes Y 1 1.2 2 -1.... 3 .8
20 1.2 D + 1.6 - 180 W Yes Y 1 1.2 2 -1.6
21 1.2 D + 1.6 - 210 W Yes Y 1 1.2 2 -1.... 3 -.8
22 1.2 D + 1.6 - 240 W Yes Y 1 1.2 3 -1.... 2 -.8
23 1.2 D + 1.6 - 270 W Yes Y 1 1.2 3 -1.6
24 1.2 D + 1.6 - 300 W Yes Y 1 1.2 3 -1.... 2 .8
25 1.2 D + 1.6 - 330 W Yes Y 1 1.2 2 1.3... 3 -.8
26 0.9 D + 1.6 - 0 W/Ice Yes Y 1 .9 4 1.6 8 1
27 0.9 D + 1.6 - 30 W/Ice Yes Y 1 .9 4 1.3... 5 .8 8 1
28 0.9 D + 1.6 - 60 W/Ice Yes Y 1 .9 5 1.3... 4 .8 8 1
29 0.9 D + 1.6 - 90 W/Ice Yes Y 1 .9 5 1.6 8 1
30 0.9 D + 1.6 - 120 W/Ice Yes Y 1 .9 5 1.3... 4 -.8 8 1
31 0.9 D + 1.6 - 150 W/Ice Yes Y 1 .9 4 -1.... 5 .8 8 1
32 0.9 D + 1.6 - 180 W/Ice Yes Y 1 .9 4 -1.6 8 1
33 0.9 D + 1.6 - 210 W/Ice Yes Y 1 .9 4 -1.... 5 -.8 8 1
34 0.9 D + 1.6 - 240 W/Ice Yes Y 1 .9 5 -1.... 4 -.8 8 1
35 0.9 D + 1.6 - 270 W/Ice Yes Y 1 .9 5 -1.6 8 1
36 0.9 D + 1.6 - 300 W/Ice Yes Y 1 .9 5 -1.... 4 .8 8 1
37 0.9 D + 1.6 - 330 W/Ice Yes Y 1 .9 4 1.3... 5 -.8 8 1
38 1.2 D + 1.0 - 0 W/Ice Yes Y 1 1.2 4 1 8 1
39 1.2 D + 1.0 - 30 W/Ice Yes Y 1 1.2 4 .866 5 .5 8 1
40 1.2 D + 1.0 - 60 W/Ice Yes Y 1 1.2 5 .866 4 .5 8 1
41 1.2 D + 1.0 - 90 W/Ice Yes Y 1 1.2 5 1 8 1
42 1.2 D + 1.0 - 120 W/Ice Yes Y 1 1.2 5 .866 4 -.5 8 1
43 1.2 D + 1.0 - 150 W/Ice Yes Y 1 1.2 4 -.866 5 .5 8 1
44 1.2 D + 1.0 - 180 W/Ice Yes Y 1 1.2 4 -1 8 1
45 1.2 D + 1.0 - 210 W/Ice Yes Y 1 1.2 4 -.866 5 -.5 8 1
46 1.2 D + 1.0 - 240 W/Ice Yes Y 1 1.2 5 -.866 4 -.5 8 1
47 1.2 D + 1.0 - 270 W/Ice Yes Y 1 1.2 5 -1 8 1
48 1.2 D + 1.0 - 300 W/Ice Yes Y 1 1.2 5 -.866 4 .5 8 1
49 1.2 D + 1.0 - 330 W/Ice Yes Y 1 1.2 4 .866 5 -.5 8 1
50 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 6 1 9 1.5
51 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 6 .866 7 .5 9 1.5
52 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 7 .866 6 .5 9 1.5
53 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 7 1 9 1.5
54 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 7 .866 6 -.5 9 1.5
55 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 6 -.866 7 .5 9 1.5
56 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 6 -1 9 1.5
57 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 6 -.866 7 -.5 9 1.5
58 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 7 -.866 6 -.5 9 1.5
59 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 7 -1 9 1.5
60 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 7 -.866 6 .5 9 1.5
61 1.2 D + 1.5 LL a + Service...Yes Y 1 1.2 6 .866 7 -.5 9 1.5
62 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 6 1 10 1.5
63 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 6 .866 7 .5 10 1.5
64 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 7 .866 6 .5 10 1.5
65 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 7 1 10 1.5
66 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 7 .866 6 -.5 10 1.5
67 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 6 -.866 7 .5 10 1.5
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Load Combinations (Continued)
Description So...P... S... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa... BLCFa...

68 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 6 -1 10 1.5
69 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 6 -.866 7 -.5 10 1.5
70 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 7 -.866 6 -.5 10 1.5
71 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 7 -1 10 1.5
72 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 7 -.866 6 .5 10 1.5
73 1.2 D + 1.5 LL b + Service...Yes Y 1 1.2 6 .866 7 -.5 10 1.5
74 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 6 1 11 1.5
75 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 6 .866 7 .5 11 1.5
76 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 7 .866 6 .5 11 1.5
77 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 7 1 11 1.5
78 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 7 .866 6 -.5 11 1.5
79 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 6 -.866 7 .5 11 1.5
80 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 6 -1 11 1.5
81 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 6 -.866 7 -.5 11 1.5
82 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 7 -.866 6 -.5 11 1.5
83 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 7 -1 11 1.5
84 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 7 -.866 6 .5 11 1.5
85 1.2 D + 1.5 LL c + Service...Yes Y 1 1.2 6 .866 7 -.5 11 1.5
86 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 6 1 12 1.5
87 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 6 .866 7 .5 12 1.5
88 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 7 .866 6 .5 12 1.5
89 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 7 1 12 1.5
90 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 7 .866 6 -.5 12 1.5
91 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 6 -.866 7 .5 12 1.5
92 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 6 -1 12 1.5
93 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 6 -.866 7 -.5 12 1.5
94 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 7 -.866 6 -.5 12 1.5
95 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 7 -1 12 1.5
96 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 7 -.866 6 .5 12 1.5
97 1.2 D + 1.5 LL d + Service...Yes Y 1 1.2 6 .866 7 -.5 12 1.5
98 1.2 D + 1.5 LL Maint (1) Yes Y 1 1.2 13 1.5
99 1.2 D + 1.5 LL Maint (2) Yes Y 1 1.2 14 1.5
100 1.2 D + 1.5 LL Maint (3) Yes Y 1 1.2 15 1.5
101 1.2 D + 1.5 LL Maint (4) Yes Y 1 1.2 16 1.5
102 1.2 D + 1.5 LL Maint (5) Yes Y 1 1.2 17 1.5
103 1.2 D + 1.5 LL Maint (6) Yes Y 1 1.2 18 1.5
104 1.2 D + 1.5 LL Maint (7) Yes Y 1 1.2 19 1.5
105 1.2 D + 1.5 LL Maint (8) Yes Y 1 1.2 20 1.5
106 1.2 D + 1.5 LL Maint (9) Yes Y 1 1.2 21 1.5

Member Point Loads (BLC 1 : Dead)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M23 Y -.018 %15
2 M23 Y -.018 %90
3 M23 Y -.016 %60
4 M23 Y 0 0
5 M23 Y 0 0
6 M28 Y -.027 %5
7 M28 Y -.027 %90
8 M28 Y -.072 %30
9 M28 Y 0 0
10 M28 Y 0 0
11 M26 Y -.057 %5
12 M26 Y -.057 %95
13 M26 Y -.073 %25
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Member Point Loads (BLC 1 : Dead) (Continued)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

14 M26 Y 0 0
15 M26 Y 0 0
16 M37 Y -.018 %15
17 M37 Y -.018 %90
18 M37 Y -.016 %60
19 M37 Y 0 0
20 M37 Y 0 0
21 M42 Y -.027 %5
22 M42 Y -.027 %90
23 M42 Y -.072 %30
24 M42 Y 0 0
25 M42 Y 0 0
26 M40 Y -.057 %5
27 M40 Y -.057 %95
28 M40 Y -.073 %25
29 M40 Y 0 0
30 M40 Y 0 0
31 M30 Y -.018 %15
32 M30 Y -.018 %90
33 M30 Y -.016 %60
34 M30 Y 0 0
35 M30 Y 0 0
36 M35 Y -.027 %5
37 M35 Y -.027 %90
38 M35 Y -.072 %30
39 M35 Y 0 0
40 M35 Y 0 0
41 M33 Y -.057 %5
42 M33 Y -.057 %95
43 M33 Y -.073 %25
44 M33 Y 0 0
45 M33 Y 0 0
46 M12 Y -.033 %85
47 M12 Y 0 0
48 M12 Y 0 0
49 M12 Y 0 0
50 M12 Y 0 0

Member Point Loads (BLC 2 : 0 Wind - No Ice)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M23 Z -.071 %15
2 M23 Z -.071 %90
3 M23 Z -.014 %60
4 M23 Z 0 0
5 M23 Z 0 0
6 M28 Z -.146 %5
7 M28 Z -.146 %90
8 M28 Z -.043 %30
9 M28 Z 0 0
10 M28 Z 0 0
11 M26 Z -.226 %5
12 M26 Z -.226 %95
13 M26 Z -.043 %25
14 M26 Z 0 0
15 M26 Z 0 0
16 M37 Z -.071 %15
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Member Point Loads (BLC 2 : 0 Wind - No Ice) (Continued)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

17 M37 Z -.071 %90
18 M37 Z -.014 %60
19 M37 Z 0 0
20 M37 Z 0 0
21 M42 Z -.146 %5
22 M42 Z -.146 %90
23 M42 Z -.043 %30
24 M42 Z 0 0
25 M42 Z 0 0
26 M40 Z -.226 %5
27 M40 Z -.226 %95
28 M40 Z -.043 %25
29 M40 Z 0 0
30 M40 Z 0 0
31 M30 Z -.071 %15
32 M30 Z -.071 %90
33 M30 Z -.014 %60
34 M30 Z 0 0
35 M30 Z 0 0
36 M35 Z -.146 %5
37 M35 Z -.146 %90
38 M35 Z -.043 %30
39 M35 Z 0 0
40 M35 Z 0 0
41 M33 Z -.226 %5
42 M33 Z -.226 %95
43 M33 Z -.043 %25
44 M33 Z 0 0
45 M33 Z 0 0
46 M12 Z -.032 %85
47 M12 Z 0 0
48 M12 Z 0 0
49 M12 Z 0 0
50 M12 Z 0 0

Member Point Loads (BLC 3 : 90 Wind - No Ice)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M23 X -.033 %15
2 M23 X -.033 %90
3 M23 X -.012 %60
4 M23 X 0 0
5 M23 X 0 0
6 M28 X -.095 %5
7 M28 X -.095 %90
8 M28 X -.035 %30
9 M28 X 0 0
10 M28 X 0 0
11 M26 X -.078 %5
12 M26 X -.078 %95
13 M26 X -.034 %25
14 M26 X 0 0
15 M26 X 0 0
16 M37 X -.033 %15
17 M37 X -.033 %90
18 M37 X -.012 %60
19 M37 X 0 0
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Member Point Loads (BLC 3 : 90 Wind - No Ice) (Continued)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

20 M37 X 0 0
21 M42 X -.095 %5
22 M42 X -.095 %90
23 M42 X -.035 %30
24 M42 X 0 0
25 M42 X 0 0
26 M40 X -.078 %5
27 M40 X -.078 %95
28 M40 X -.034 %25
29 M40 X 0 0
30 M40 X 0 0
31 M30 X -.033 %15
32 M30 X -.033 %90
33 M30 X -.012 %60
34 M30 X 0 0
35 M30 X 0 0
36 M35 X -.095 %5
37 M35 X -.095 %90
38 M35 X -.035 %30
39 M35 X 0 0
40 M35 X 0 0
41 M33 X -.078 %5
42 M33 X -.078 %95
43 M33 X -.034 %25
44 M33 X 0 0
45 M33 X 0 0
46 M12 X -.032 %85
47 M12 X 0 0
48 M12 X 0 0
49 M12 X 0 0
50 M12 X 0 0

Member Point Loads (BLC 4 : 0 Wind - Ice)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M23 Z -.031 %15
2 M23 Z -.031 %90
3 M23 Z -.01 %60
4 M23 Z 0 0
5 M23 Z 0 0
6 M28 Z -.059 %5
7 M28 Z -.059 %90
8 M28 Z -.021 %30
9 M28 Z 0 0
10 M28 Z 0 0
11 M26 Z -.082 %5
12 M26 Z -.082 %95
13 M26 Z -.021 %25
14 M26 Z 0 0
15 M26 Z 0 0
16 M37 Z -.031 %15
17 M37 Z -.031 %90
18 M37 Z -.01 %60
19 M37 Z 0 0
20 M37 Z 0 0
21 M42 Z -.059 %5
22 M42 Z -.059 %90
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Member Point Loads (BLC 4 : 0 Wind - Ice) (Continued)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

23 M42 Z -.021 %30
24 M42 Z 0 0
25 M42 Z 0 0
26 M40 Z -.082 %5
27 M40 Z -.082 %95
28 M40 Z -.021 %25
29 M40 Z 0 0
30 M40 Z 0 0
31 M30 Z -.031 %15
32 M30 Z -.031 %90
33 M30 Z -.01 %60
34 M30 Z 0 0
35 M30 Z 0 0
36 M35 Z -.059 %5
37 M35 Z -.059 %90
38 M35 Z -.021 %30
39 M35 Z 0 0
40 M35 Z 0 0
41 M33 Z -.082 %5
42 M33 Z -.082 %95
43 M33 Z -.021 %25
44 M33 Z 0 0
45 M33 Z 0 0
46 M12 Z -.014 %85
47 M12 Z 0 0
48 M12 Z 0 0
49 M12 Z 0 0
50 M12 Z 0 0

Member Point Loads (BLC 5 : 90 Wind - Ice)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M23 X -.019 %15
2 M23 X -.019 %90
3 M23 X -.009 %60
4 M23 X 0 0
5 M23 X 0 0
6 M28 X -.044 %5
7 M28 X -.044 %90
8 M28 X -.018 %30
9 M28 X 0 0
10 M28 X 0 0
11 M26 X -.038 %5
12 M26 X -.038 %95
13 M26 X -.018 %25
14 M26 X 0 0
15 M26 X 0 0
16 M37 X -.019 %15
17 M37 X -.019 %90
18 M37 X -.009 %60
19 M37 X 0 0
20 M37 X 0 0
21 M42 X -.044 %5
22 M42 X -.044 %90
23 M42 X -.018 %30
24 M42 X 0 0
25 M42 X 0 0
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Member Point Loads (BLC 5 : 90 Wind - Ice) (Continued)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

26 M40 X -.038 %5
27 M40 X -.038 %95
28 M40 X -.018 %25
29 M40 X 0 0
30 M40 X 0 0
31 M30 X -.019 %15
32 M30 X -.019 %90
33 M30 X -.009 %60
34 M30 X 0 0
35 M30 X 0 0
36 M35 X -.044 %5
37 M35 X -.044 %90
38 M35 X -.018 %30
39 M35 X 0 0
40 M35 X 0 0
41 M33 X -.038 %5
42 M33 X -.038 %95
43 M33 X -.018 %25
44 M33 X 0 0
45 M33 X 0 0
46 M12 X -.014 %85
47 M12 X 0 0
48 M12 X 0 0
49 M12 X 0 0
50 M12 X 0 0

Member Point Loads (BLC 6 : 0 Wind - Service)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M23 Z -.007 %15
2 M23 Z -.007 %90
3 M23 Z -.002 %60
4 M23 Z 0 0
5 M23 Z 0 0
6 M28 Z -.015 %5
7 M28 Z -.015 %90
8 M28 Z -.004 %30
9 M28 Z 0 0
10 M28 Z 0 0
11 M26 Z -.023 %5
12 M26 Z -.023 %95
13 M26 Z -.004 %25
14 M26 Z 0 0
15 M26 Z 0 0
16 M37 Z -.007 %15
17 M37 Z -.007 %90
18 M37 Z -.002 %60
19 M37 Z 0 0
20 M37 Z 0 0
21 M42 Z -.015 %5
22 M42 Z -.015 %90
23 M42 Z -.004 %30
24 M42 Z 0 0
25 M42 Z 0 0
26 M40 Z -.023 %5
27 M40 Z -.023 %95
28 M40 Z -.004 %25
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Point Loads (BLC 6 : 0 Wind - Service) (Continued)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

29 M40 Z 0 0
30 M40 Z 0 0
31 M30 Z -.007 %15
32 M30 Z -.007 %90
33 M30 Z -.002 %60
34 M30 Z 0 0
35 M30 Z 0 0
36 M35 Z -.015 %5
37 M35 Z -.015 %90
38 M35 Z -.004 %30
39 M35 Z 0 0
40 M35 Z 0 0
41 M33 Z -.023 %5
42 M33 Z -.023 %95
43 M33 Z -.004 %25
44 M33 Z 0 0
45 M33 Z 0 0
46 M12 Z -.003 %85
47 M12 Z 0 0
48 M12 Z 0 0
49 M12 Z 0 0
50 M12 Z 0 0

Member Point Loads (BLC 7 : 90 Wind - Service)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M23 X -.003 %15
2 M23 X -.003 %90
3 M23 X -.001 %60
4 M23 X 0 0
5 M23 X 0 0
6 M28 X -.01 %5
7 M28 X -.01 %90
8 M28 X -.004 %30
9 M28 X 0 0
10 M28 X 0 0
11 M26 X -.008 %5
12 M26 X -.008 %95
13 M26 X -.004 %25
14 M26 X 0 0
15 M26 X 0 0
16 M37 X -.003 %15
17 M37 X -.003 %90
18 M37 X -.001 %60
19 M37 X 0 0
20 M37 X 0 0
21 M42 X -.01 %5
22 M42 X -.01 %90
23 M42 X -.004 %30
24 M42 X 0 0
25 M42 X 0 0
26 M40 X -.008 %5
27 M40 X -.008 %95
28 M40 X -.004 %25
29 M40 X 0 0
30 M40 X 0 0
31 M30 X -.003 %15
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Point Loads (BLC 7 : 90 Wind - Service) (Continued)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

32 M30 X -.003 %90
33 M30 X -.001 %60
34 M30 X 0 0
35 M30 X 0 0
36 M35 X -.01 %5
37 M35 X -.01 %90
38 M35 X -.004 %30
39 M35 X 0 0
40 M35 X 0 0
41 M33 X -.008 %5
42 M33 X -.008 %95
43 M33 X -.004 %25
44 M33 X 0 0
45 M33 X 0 0
46 M12 X -.003 %85
47 M12 X 0 0
48 M12 X 0 0
49 M12 X 0 0
50 M12 X 0 0

Member Point Loads (BLC 8 : Ice)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M23 Y -.088 %15
2 M23 Y -.088 %90
3 M23 Y -.024 %60
4 M23 Y 0 0
5 M23 Y 0 0
6 M28 Y -.174 %5
7 M28 Y -.174 %90
8 M28 Y -.065 %30
9 M28 Y 0 0
10 M28 Y 0 0
11 M26 Y -.252 %5
12 M26 Y -.252 %95
13 M26 Y -.064 %25
14 M26 Y 0 0
15 M26 Y 0 0
16 M37 Y -.088 %15
17 M37 Y -.088 %90
18 M37 Y -.024 %60
19 M37 Y 0 0
20 M37 Y 0 0
21 M42 Y -.174 %5
22 M42 Y -.174 %90
23 M42 Y -.065 %30
24 M42 Y 0 0
25 M42 Y 0 0
26 M40 Y -.252 %5
27 M40 Y -.252 %95
28 M40 Y -.064 %25
29 M40 Y 0 0
30 M40 Y 0 0
31 M30 Y -.088 %15
32 M30 Y -.088 %90
33 M30 Y -.024 %60
34 M30 Y 0 0
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Point Loads (BLC 8 : Ice) (Continued)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

35 M30 Y 0 0
36 M35 Y -.174 %5
37 M35 Y -.174 %90
38 M35 Y -.065 %30
39 M35 Y 0 0
40 M35 Y 0 0
41 M33 Y -.252 %5
42 M33 Y -.252 %95
43 M33 Y -.064 %25
44 M33 Y 0 0
45 M33 Y 0 0
46 M12 Y -.093 %85
47 M12 Y 0 0
48 M12 Y 0 0
49 M12 Y 0 0
50 M12 Y 0 0

Member Point Loads (BLC 13 : Maint LL 1)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M1 Y -.25 %5

Member Point Loads (BLC 14 : Maint LL 2)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M3 Y -.25 %5

Member Point Loads (BLC 15 : Maint LL 3)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M5 Y -.25 %5

Member Point Loads (BLC 16 : Maint LL 4)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M1 Y -.25 %95

Member Point Loads (BLC 17 : Maint LL 5)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M3 Y -.25 %95

Member Point Loads (BLC 18 : Maint LL 6)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M5 Y -.25 %95

Member Point Loads (BLC 19 : Maint LL 7)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M12 Y -.25 %10

Member Point Loads (BLC 20 : Maint LL 8)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M7 Y -.25 %10

Member Point Loads (BLC 21 : Maint LL 9)
Member Label Direction Magnitude[k,k-ft] Location[in,%]

1 M17 Y -.25 %10
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Distributed Loads (BLC 2 : 0 Wind - No Ice)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M1 Z -.009 -.009 0 0
2 M2 Z -.016 -.016 0 0
3 M3 Z -.009 -.009 0 0
4 M4 Z -.016 -.016 0 0
5 M5 Z -.009 -.009 0 0
6 M6 Z -.016 -.016 0 0
7 M7 Z -.008 -.008 0 0
8 M8 Z -.01 -.01 0 0
9 M9 Z -.01 -.01 0 0
10 M10 Z -.009 -.009 0 0
11 M11 Z -.009 -.009 0 0
12 M12 Z -.008 -.008 0 0
13 M13 Z -.01 -.01 0 0
14 M14 Z -.01 -.01 0 0
15 M15 Z -.009 -.009 0 0
16 M16 Z -.009 -.009 0 0
17 M17 Z -.008 -.008 0 0
18 M18 Z -.01 -.01 0 0
19 M19 Z -.01 -.01 0 0
20 M20 Z -.009 -.009 0 0
21 M21 Z -.009 -.009 0 0
22 M23 Z -.006 -.006 0 0
23 M26 Z -.006 -.006 0 0
24 M28 Z -.006 -.006 0 0
25 M30 Z -.006 -.006 0 0
26 M33 Z -.006 -.006 0 0
27 M35 Z -.006 -.006 0 0
28 M37 Z -.006 -.006 0 0
29 M40 Z -.006 -.006 0 0
30 M42 Z -.006 -.006 0 0
31 M49 Z -.006 -.006 0 0
32 M50 Z -.006 -.006 0 0
33 M51 Z -.006 -.006 0 0
34 M52 Z -.007 -.007 0 0
35 M53 Z -.007 -.007 0 0
36 M54 Z -.007 -.007 0 0
37 M55 Z -.011 -.011 0 0
38 M56 Z -.011 -.011 0 0
39 M57 Z -.011 -.011 0 0

Member Distributed Loads (BLC 3 : 90 Wind - No Ice)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M1 X -.009 -.009 0 0
2 M2 X -.016 -.016 0 0
3 M3 X -.009 -.009 0 0
4 M4 X -.016 -.016 0 0
5 M5 X -.009 -.009 0 0
6 M6 X -.016 -.016 0 0
7 M7 X -.008 -.008 0 0
8 M8 X -.01 -.01 0 0
9 M9 X -.01 -.01 0 0
10 M10 X -.009 -.009 0 0
11 M11 X -.009 -.009 0 0
12 M12 X -.008 -.008 0 0
13 M13 X -.01 -.01 0 0
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Distributed Loads (BLC 3 : 90 Wind - No Ice) (Continued)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

14 M14 X -.01 -.01 0 0
15 M15 X -.009 -.009 0 0
16 M16 X -.009 -.009 0 0
17 M17 X -.008 -.008 0 0
18 M18 X -.01 -.01 0 0
19 M19 X -.01 -.01 0 0
20 M20 X -.009 -.009 0 0
21 M21 X -.009 -.009 0 0
22 M23 X -.006 -.006 0 0
23 M26 X -.006 -.006 0 0
24 M28 X -.006 -.006 0 0
25 M30 X -.006 -.006 0 0
26 M33 X -.006 -.006 0 0
27 M35 X -.006 -.006 0 0
28 M37 X -.006 -.006 0 0
29 M40 X -.006 -.006 0 0
30 M42 X -.006 -.006 0 0
31 M49 X -.006 -.006 0 0
32 M50 X -.006 -.006 0 0
33 M51 X -.006 -.006 0 0
34 M52 X -.007 -.007 0 0
35 M53 X -.007 -.007 0 0
36 M54 X -.007 -.007 0 0
37 M55 X -.011 -.011 0 0
38 M56 X -.011 -.011 0 0
39 M57 X -.011 -.011 0 0

Member Distributed Loads (BLC 4 : 0 Wind - Ice)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M1 Z -.003 -.003 0 0
2 M2 Z -.011 -.011 0 0
3 M3 Z -.003 -.003 0 0
4 M4 Z -.011 -.011 0 0
5 M5 Z -.003 -.003 0 0
6 M6 Z -.011 -.011 0 0
7 M7 Z -.003 -.003 0 0
8 M8 Z -.008 -.008 0 0
9 M9 Z -.008 -.008 0 0
10 M10 Z -.009 -.009 0 0
11 M11 Z -.009 -.009 0 0
12 M12 Z -.003 -.003 0 0
13 M13 Z -.008 -.008 0 0
14 M14 Z -.008 -.008 0 0
15 M15 Z -.009 -.009 0 0
16 M16 Z -.009 -.009 0 0
17 M17 Z -.003 -.003 0 0
18 M18 Z -.008 -.008 0 0
19 M19 Z -.008 -.008 0 0
20 M20 Z -.009 -.009 0 0
21 M21 Z -.009 -.009 0 0
22 M23 Z -.003 -.003 0 0
23 M26 Z -.003 -.003 0 0
24 M28 Z -.003 -.003 0 0
25 M30 Z -.003 -.003 0 0
26 M33 Z -.003 -.003 0 0
27 M35 Z -.003 -.003 0 0
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Distributed Loads (BLC 4 : 0 Wind - Ice) (Continued)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

28 M37 Z -.003 -.003 0 0
29 M40 Z -.003 -.003 0 0
30 M42 Z -.003 -.003 0 0
31 M49 Z -.003 -.003 0 0
32 M50 Z -.003 -.003 0 0
33 M51 Z -.003 -.003 0 0
34 M52 Z -.007 -.007 0 0
35 M53 Z -.007 -.007 0 0
36 M54 Z -.007 -.007 0 0
37 M55 Z -.009 -.009 0 0
38 M56 Z -.009 -.009 0 0
39 M57 Z -.009 -.009 0 0

Member Distributed Loads (BLC 5 : 90 Wind - Ice)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M1 X -.003 -.003 0 0
2 M2 X -.011 -.011 0 0
3 M3 X -.003 -.003 0 0
4 M4 X -.011 -.011 0 0
5 M5 X -.003 -.003 0 0
6 M6 X -.011 -.011 0 0
7 M7 X -.003 -.003 0 0
8 M8 X -.008 -.008 0 0
9 M9 X -.008 -.008 0 0
10 M10 X -.009 -.009 0 0
11 M11 X -.009 -.009 0 0
12 M12 X -.003 -.003 0 0
13 M13 X -.008 -.008 0 0
14 M14 X -.008 -.008 0 0
15 M15 X -.009 -.009 0 0
16 M16 X -.009 -.009 0 0
17 M17 X -.003 -.003 0 0
18 M18 X -.008 -.008 0 0
19 M19 X -.008 -.008 0 0
20 M20 X -.009 -.009 0 0
21 M21 X -.009 -.009 0 0
22 M23 X -.003 -.003 0 0
23 M26 X -.003 -.003 0 0
24 M28 X -.003 -.003 0 0
25 M30 X -.003 -.003 0 0
26 M33 X -.003 -.003 0 0
27 M35 X -.003 -.003 0 0
28 M37 X -.003 -.003 0 0
29 M40 X -.003 -.003 0 0
30 M42 X -.003 -.003 0 0
31 M49 X -.003 -.003 0 0
32 M50 X -.003 -.003 0 0
33 M51 X -.003 -.003 0 0
34 M52 X -.007 -.007 0 0
35 M53 X -.007 -.007 0 0
36 M54 X -.007 -.007 0 0
37 M55 X -.009 -.009 0 0
38 M56 X -.009 -.009 0 0
39 M57 X -.009 -.009 0 0
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Distributed Loads (BLC 6 : 0 Wind - Service)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M1 Z -.0005 -.0005 0 0
2 M2 Z -.002 -.002 0 0
3 M3 Z -.0005 -.0005 0 0
4 M4 Z -.002 -.002 0 0
5 M5 Z -.0005 -.0005 0 0
6 M6 Z -.002 -.002 0 0
7 M7 Z -.0005 -.0005 0 0
8 M8 Z -.001 -.001 0 0
9 M9 Z -.001 -.001 0 0
10 M10 Z -.0009 -.0009 0 0
11 M11 Z -.0009 -.0009 0 0
12 M12 Z -.0005 -.0005 0 0
13 M13 Z -.001 -.001 0 0
14 M14 Z -.001 -.001 0 0
15 M15 Z -.0009 -.0009 0 0
16 M16 Z -.0009 -.0009 0 0
17 M17 Z -.0005 -.0005 0 0
18 M18 Z -.001 -.001 0 0
19 M19 Z -.001 -.001 0 0
20 M20 Z -.0009 -.0009 0 0
21 M21 Z -.0009 -.0009 0 0
22 M23 Z -.0003 -.0003 0 0
23 M26 Z -.0003 -.0003 0 0
24 M28 Z -.0003 -.0003 0 0
25 M30 Z -.0003 -.0003 0 0
26 M33 Z -.0003 -.0003 0 0
27 M35 Z -.0003 -.0003 0 0
28 M37 Z -.0003 -.0003 0 0
29 M40 Z -.0003 -.0003 0 0
30 M42 Z -.0003 -.0003 0 0
31 M49 Z -.0003 -.0003 0 0
32 M50 Z -.0003 -.0003 0 0
33 M51 Z -.0003 -.0003 0 0
34 M52 Z -.0007 -.0007 0 0
35 M53 Z -.0007 -.0007 0 0
36 M54 Z -.0007 -.0007 0 0
37 M55 Z -.001 -.001 0 0
38 M56 Z -.001 -.001 0 0
39 M57 Z -.001 -.001 0 0

Member Distributed Loads (BLC 7 : 90 Wind - Service)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M1 X -.0005 -.0005 0 0
2 M2 X -.002 -.002 0 0
3 M3 X -.0005 -.0005 0 0
4 M4 X -.002 -.002 0 0
5 M5 X -.0005 -.0005 0 0
6 M6 X -.002 -.002 0 0
7 M7 X -.0005 -.0005 0 0
8 M8 X -.001 -.001 0 0
9 M9 X -.001 -.001 0 0
10 M10 X -.0009 -.0009 0 0
11 M11 X -.0009 -.0009 0 0
12 M12 X -.0005 -.0005 0 0
13 M13 X -.001 -.001 0 0
14 M14 X -.001 -.001 0 0
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Distributed Loads (BLC 7 : 90 Wind - Service) (Continued)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

15 M15 X -.0009 -.0009 0 0
16 M16 X -.0009 -.0009 0 0
17 M17 X -.0005 -.0005 0 0
18 M18 X -.001 -.001 0 0
19 M19 X -.001 -.001 0 0
20 M20 X -.0009 -.0009 0 0
21 M21 X -.0009 -.0009 0 0
22 M23 X -.0003 -.0003 0 0
23 M26 X -.0003 -.0003 0 0
24 M28 X -.0003 -.0003 0 0
25 M30 X -.0003 -.0003 0 0
26 M33 X -.0003 -.0003 0 0
27 M35 X -.0003 -.0003 0 0
28 M37 X -.0003 -.0003 0 0
29 M40 X -.0003 -.0003 0 0
30 M42 X -.0003 -.0003 0 0
31 M49 X -.0003 -.0003 0 0
32 M50 X -.0003 -.0003 0 0
33 M51 X -.0003 -.0003 0 0
34 M52 X -.0007 -.0007 0 0
35 M53 X -.0007 -.0007 0 0
36 M54 X -.0007 -.0007 0 0
37 M55 X -.001 -.001 0 0
38 M56 X -.001 -.001 0 0
39 M57 X -.001 -.001 0 0

Member Distributed Loads (BLC 8 : Ice)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M1 Y -.015 -.015 0 0
2 M2 Y -.022 -.022 0 0
3 M3 Y -.015 -.015 0 0
4 M4 Y -.022 -.022 0 0
5 M5 Y -.015 -.015 0 0
6 M6 Y -.022 -.022 0 0
7 M7 Y -.015 -.015 0 0
8 M8 Y -.016 -.016 0 0
9 M9 Y -.016 -.016 0 0
10 M10 Y -.014 -.014 0 0
11 M11 Y -.014 -.014 0 0
12 M12 Y -.015 -.015 0 0
13 M13 Y -.016 -.016 0 0
14 M14 Y -.016 -.016 0 0
15 M15 Y -.014 -.014 0 0
16 M16 Y -.014 -.014 0 0
17 M17 Y -.015 -.015 0 0
18 M18 Y -.016 -.016 0 0
19 M19 Y -.016 -.016 0 0
20 M20 Y -.014 -.014 0 0
21 M21 Y -.014 -.014 0 0
22 M23 Y -.012 -.012 0 0
23 M26 Y -.012 -.012 0 0
24 M28 Y -.012 -.012 0 0
25 M30 Y -.012 -.012 0 0
26 M33 Y -.012 -.012 0 0
27 M35 Y -.012 -.012 0 0
28 M37 Y -.012 -.012 0 0
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Company : B+T Group Jan 29, 2019
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Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Distributed Loads (BLC 8 : Ice) (Continued)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

29 M40 Y -.012 -.012 0 0
30 M42 Y -.012 -.012 0 0
31 M49 Y -.012 -.012 0 0
32 M50 Y -.012 -.012 0 0
33 M51 Y -.012 -.012 0 0
34 M52 Y -.015 -.015 0 0
35 M53 Y -.015 -.015 0 0
36 M54 Y -.015 -.015 0 0
37 M55 Y -.019 -.019 0 0
38 M56 Y -.019 -.019 0 0
39 M57 Y -.019 -.019 0 0

Member Distributed Loads (BLC 22 : BLC 1 Transient Area Loads)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M12 Y -.013 -.013 14.222 37.128
2 M13 Y -.011 -.011 .319 12.319
3 M14 Y -.011 -.011 .319 12.319
4 M15 Y -.01 -.006 0 28.868
5 M15 Y -.006 -.001 28.868 57.735
6 M16 Y -.01 -.006 0 28.868
7 M16 Y -.006 -.001 28.868 57.735
8 M7 Y -.013 -.013 14.223 37.128
9 M8 Y -.011 -.011 .32 12.32
10 M9 Y -.011 -.011 .32 12.32
11 M10 Y -.01 -.006 0 28.868
12 M10 Y -.006 -.001 28.868 57.735
13 M11 Y -.01 -.006 0 28.868
14 M11 Y -.006 -.001 28.868 57.735
15 M17 Y -.013 -.013 14.223 37.128
16 M18 Y -.011 -.011 .32 12.32
17 M19 Y -.011 -.011 .32 12.32
18 M20 Y -.01 -.006 0 28.868
19 M20 Y -.006 -.001 28.868 57.735
20 M21 Y -.01 -.006 0 28.868
21 M21 Y -.006 -.001 28.868 57.735

Member Distributed Loads (BLC 23 : BLC 8 Transient Area Loads)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

1 M12 Y -.013 -.013 14.223 37.128
2 M13 Y -.012 -.012 .32 12.32
3 M14 Y -.012 -.012 .32 12.32
4 M15 Y -.01 -.006 0 28.868
5 M15 Y -.006 -.001 28.868 57.735
6 M16 Y -.01 -.006 0 28.868
7 M16 Y -.006 -.001 28.868 57.735
8 M7 Y -.014 -.014 14.223 37.128
9 M8 Y -.012 -.012 .32 12.32
10 M9 Y -.012 -.012 .32 12.32
11 M10 Y -.011 -.006 0 28.868
12 M10 Y -.006 -.002 28.868 57.735
13 M11 Y -.011 -.006 0 28.868
14 M11 Y -.006 -.002 28.868 57.735
15 M17 Y -.014 -.014 14.222 37.128
16 M18 Y -.012 -.012 .319 12.319
17 M19 Y -.012 -.012 .319 12.319
18 M20 Y -.011 -.006 0 28.868
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Company : B+T Group Jan 29, 2019
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Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Member Distributed Loads (BLC 23 : BLC 8 Transient Area Loads) (Continued)
Member Label Direction Start Magnitude[k/ft,... End Magnitude[k/ft,F... Start Location[in,%] End Location[in,%]

19 M20 Y -.006 -.002 28.868 57.735
20 M21 Y -.011 -.006 0 28.868
21 M21 Y -.006 -.002 28.868 57.735

Member Area Loads (BLC 1 : Dead)
Joint A Joint B Joint C Joint D Direction Distribution Magnitude[ksf]

1 N21 N19 N20 Y Two Way -.01
2 N13 N14 N12 Y Two Way -.01
3 N26 N27 N28 Y Two Way -.01

Member Area Loads (BLC 8 : Ice)
Joint A Joint B Joint C Joint D Direction Distribution Magnitude[ksf]

1 N21 N19 N20 Y Two Way -.011
2 N13 N14 N12 Y Two Way -.011
3 N26 N27 N28 Y Two Way -.011

Joint Loads and Enforced Displacements (BLC 9 : Live Load a)
Joint Label L,D,M Direction Magnitude[(k,k-ft), (in,rad), (k*s^2/i...

1 N34 L Y -.25
2 N46 L Y -.25
3 N58 L Y -.25

Joint Loads and Enforced Displacements (BLC 10 : Live Load b)
Joint Label L,D,M Direction Magnitude[(k,k-ft), (in,rad), (k*s^2/i...

1 N33 L Y -.25
2 N45 L Y -.25
3 N57 L Y -.25

Joint Loads and Enforced Displacements (BLC 11 : Live Load c)
Joint Label L,D,M Direction Magnitude[(k,k-ft), (in,rad), (k*s^2/i...

1 N29 L Y -.25
2 N41 L Y -.25
3 N53 L Y -.25

Envelope Joint Reactions
Joint X [k] LC Y [k] LC Z [k] LC MX [k-ft] LC MY [k-ft] LC MZ [k-ft] LC

1 N22 max 1.709 5 1.035 45 1.746 2 .009 103 1.834 7 .794 46
2 min -2.596 35 .162 2 -2.22 20 -.354 43 -1.843 25 .105 101
3 N15 max 2.573 30 1.147 41 2.281 2 -.016 2 2.018 3 -.091 9
4 min -1.683 12 .228 9 -2.762 20 -.564 44 -2.023 21 -.759 40
5 N8 max 1.281 17 1.034 38 3.704 14 .861 38 1.408 11 .091 9
6 min -1.278 11 .181 7 -2.752 8 .124 8 -1.415 17 -.142 15
7 N106 max .053 5 2.357 40 -.376 2 0 106 0 106 0 106
8 min -.06 23 .504 10 -1.936 44 0 1 0 1 0 1
9 N108 max -.327 3 2.37 42 .993 38 0 106 0 106 0 106
10 min -1.676 46 .467 12 .168 9 0 1 0 1 0 1
11 N110 max 1.68 41 2.365 48 .976 38 0 106 0 106 0 106
12 min .343 9 .459 6 .137 7 0 1 0 1 0 1
13 Totals: max 5.371 5 10.242 44 7.746 2
14 min -5.371 23 2.255 2 -7.746 20
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Company : B+T Group Jan 29, 2019
5:00 PMDesigner : PKK

Job Number : 130655.003.01 Checked By:_____
Model Name : 10090915 - East Granby SW

Envelope AISC 13th(360-05): LRFD Steel Code Checks
Member Shape Code Check Loc[in] LC Shear ... Loc[in] Dir LC phi*Pn... phi*Pnt...phi*Mn...phi*Mn... Cb Eqn

1 M1 HSS3.500X0.... .234 33.75 43 .047 99.563 14 23.242 74.466 6.521 6.521 1.969 H1-1b

2 M2 PL3/8X6 .272 6 25 .281 6 y 44 34.335 73.872 .586 9.234 1.375 H1-1b

3 M3 HSS3.500X0.... .232 128.25 39 .041 155.25 40 23.242 74.466 6.521 6.521 1.931 H1-1b

4 M4 PL3/8X6 .284 6 20 .269 6 y 39 34.335 73.872 .586 9.234 1.448 H1-1b

5 M5 HSS3.500X0.... .234 128.25 48 .042 155.25 49 23.242 74.466 6.521 6.521 2.014 H1-1b

6 M6 PL3/8X6 .227 6 15 .278 6 y 38 34.335 73.872 .586 9.234 1.467 H1-1b

7 M7 HSS3.500X0.... .227 68 16 .087 14.875 41 60.529 74.466 6.521 6.521 2.107 H1-1b

8 M8 C 2X3X0.2 .564 0 45 .096 29.056 z 19 36.4 42.768 1.671 3.937 1.707 H1-1b

9 M9 C 2X3X0.2 .571 0 43 .123 29.056 z 21 36.4 42.768 1.671 3.937 1.707 H1-1b

10 M10 L2x2x3 .424 0 25 .028 57.735 z 44 7.405 23.393 .558 1.212 2.253 H2-1
11 M11 L2x2x3 .475 0 15 .026 57.735 y 45 7.405 23.393 .558 1.21 2.226 H2-1
12 M12 HSS3.500X0.... .321 68 21 .109 68 21 60.529 74.466 6.521 6.521 1.968 H1-1b

13 M13 C 2X3X0.2 .567 0 38 .089 29.056 y 47 36.4 42.768 1.671 3.937 1.706 H1-1b

14 M14 C 2X3X0.2 .567 0 46 .100 29.056 z 25 36.4 42.768 1.671 3.937 1.706 H1-1b

15 M15 L2x2x3 .394 57.735 29 .028 57.735 z 48 7.405 23.393 .558 1.221 2.357 H2-1
16 M16 L2x2x3 .479 0 19 .026 57.735 y 38 7.405 23.393 .558 1.209 2.215 H2-1
17 M17 HSS3.500X0.... .290 68 19 .090 68 25 60.529 74.466 6.521 6.521 1.88 H1-1b

18 M18 C 2X3X0.2 .558 0 42 .086 29.056 y 38 36.4 42.768 1.671 3.937 1.707 H1-1b

19 M19 C 2X3X0.2 .571 0 38 .094 29.056 z 16 36.4 42.768 1.671 3.937 1.707 H1-1b

20 M20 L2x2x3 .409 0 21 .028 57.735 z 39 7.405 23.393 .558 1.203 2.148 H2-1
21 M21 L2x2x3 .378 57.735 35 .027 57.735 y 43 7.405 23.393 .558 1.222 2.381 H2-1
22 M23 PIPE_2.0 .346 34.5 37 .062 34.5 45 20.867 32.13 1.872 1.872 3 H1-1b

23 M26 PIPE_2.0 .558 35.25 20 .077 34.5 30 20.867 32.13 1.872 1.872 3 H1-1b

24 M28 PIPE_2.0 .573 48.375 8 .057 47.25 21 12.144 32.13 1.872 1.872 3 H1-1b

25 M30 PIPE_2.0 .338 34.5 28 .063 11.25 36 20.867 32.13 1.872 1.872 2.975 H1-1b

26 M33 PIPE_2.0 .558 35.25 14 .082 34.5 34 20.867 32.13 1.872 1.872 2.363 H1-1b

27 M35 PIPE_2.0 .573 48.375 2 .054 47.25 14 12.144 32.13 1.872 1.872 2.371 H1-1b

28 M37 PIPE_2.0 .359 34.5 32 .066 34.5 29 20.867 32.13 1.872 1.872 2.801 H1-1b

29 M40 PIPE_2.0 .558 35.25 20 .082 34.5 26 20.867 32.13 1.872 1.872 2.88 H1-1b

30 M42 PIPE_2.0 .573 48.375 2 .049 47.25 21 12.144 32.13 1.872 1.872 2.437 H1-1b

31 M49 PIPE_2.0 .202 121.875 35 .083 121.875 20 6.295 32.13 1.872 1.872 1.594 H1-1b

32 M50 PIPE_2.0 .209 28.125 31 .072 28.125 16 6.295 32.13 1.872 1.872 1.627 H1-1b

33 M51 PIPE_2.0 .210 28.125 26 .071 28.125 37 6.295 32.13 1.872 1.872 1.616 H1-1b

34 M52 L2.5x2.5x4 .138 0 28 .054 0 z 22 36.64 38.556 1.114 2.537 1.219 H2-1
35 M53 L2.5x2.5x4 .140 0 32 .062 0 y 15 36.64 38.556 1.114 2.537 1.186 H2-1
36 M54 L2.5x2.5x4 .141 0 36 .053 0 y 19 36.64 38.556 1.114 2.537 1.179 H2-1
37 M55 LL2.5x2.5x3x3 .220 0 26 .007 0 y 26 31.427 58.32 3.954 1.593 1.667 H1-1b

38 M56 LL2.5x2.5x3x3 .221 0 30 .007 0 y 30 31.427 58.32 3.954 1.593 1.666 H1-1b

39 M57 LL2.5x2.5x3x3 .221 0 34 .007 0 y 34 31.427 58.32 3.954 1.593 1.667 H1-1b
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MODIFICATIONS BASED ON THE FAILING

STRUCTURAL ANALYSIS FROM B+T GROUP

DATED 01/21/19 AND ACCOMPANIED BY

ANALYSIS FROM B+T GROUP DATED 01/29/19
1.1 CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS AND

DIMENSIONS PRIOR TO THE MOBILIZING ON THE SITE FOR INSTALLATION

OF THE MOUNT MODIFICATION AND SHALL NOTIFY THE ENGINEER OF

RECORD IF THE FIELD CONDITIONS VARY FROM WHAT IS SHOWN ON

THE DRAWINGS.  IN ADDITION, THE CONTRACTOR SHALL NOTIFY THE

ENGINEER OF RECORD PRIOR TO MOBILIZING AT THE SITE IF THE

MOUNT REINFORCEMENT SHOWN WILL NEED TO BE REVISED TO

SATISFY FIELD CONDITIONS

1.2 CONTRACTOR SHALL RELOCATE NON-ANTENNA EQUIPMENT ALONG THE

EXISTING PIPE MOUNT THAT IT IS MOUNTED TO, TO ALLOW FOR

INSTALLATION OF MOUNT REINFORCEMENT. ENGINEER OF RECORD

WILL BE NOTIFIED IF NON-ANTENNA EQUIPMENT NEEDS TO BE

RELOCATED TO ANY OTHER EXISTING MEMBERS TO ALLOW FOR

INSTALLATION OF MOUNT MODIFICATION.

1.3 MODIFICATION SHALL BE COMPLETED PRIOR TO ADDING THE

PROPOSED APPURTENANCES.

1.4 ALL WORK SHALL COMPLY WITH THE TIA-222-G STANDARD, TIA-1019-A

STANDARD, AS WELL AS ANY OTHER GOVERNING BUILDING CODES.

1.5 FIELD WORK WILL BE DONE AROUND EXISTING COAXIAL CABLE AND 

EQUIPMENT.  ALL WORK SHALL BE DONE IN A MANNER SUCH THAT NO

DAMAGE OCCURS TO THE EXISTING EQUIPMENT OR THE STRUCTURE.

1.6 A MINIMUM OF TWO COATS OF ZINGA COLD GALVANIZING COMPOUND

(OR APPROVED EQUIVALENT) SHALL BE APPLIED TO ANY FIELD CUTS OR

FIELD DRILLED HOLES.

1.7 THE USE OF A GAS TORCH OR WELDER WILL NOT BE PERMITTED ON

THE TOWER WITHOUT THE CONSENT OF THE OWNER.

1.8 ALL FIELD CONNECTIONS SHALL BE MADE WITH A325N BOLTS, U.N.O.

1.9 IN LIEU OF TEMPORARY BRACING, CONTRACTOR MAY HAVE A STABILITY

ANALYSIS PERFORMED BY AN ENGINEER LICENSED IN THE STATE THE

TOWER IS LOCATED. THE ANALYSIS SHALL USE A MINIMUM WIND SPEED

OF 45 mph (3-SEC) PER TIA-1019.

1.10 ALL CUTTING AND WELDING ACTIVITIES SHALL BE CONDUCTED IN

ACCORDANCE WITH CCUSA POLICY "CUTTING AND WELDING PLAN" (DOC

#ENG-PLN-10015) ON AN ONGOING BASIS THROUGHOUT THE ENTIRE

LIFE OF THE PROJECT.

1.11 DIMENSIONS WITH "±" MUST BE WITHIN 3" OF THE INDICATED

DIMENSION.



2.1 ALL WORK SHALL BE DONE IN ACCORDANCE WITH A.I.S.C.

"SPECIFICATIONS FOR THE DESIGN, FABRICATION AND ERECTION OF

STRUCTURAL STEEL FOR BUILDINGS."

2.2 STRUCTURAL STEEL SHALL MEET THE FOLLOWING SPECIFICATIONS:

                                                                                    YIELD ASTM SPECS

2.3 ALL NEW MATERIAL INCLUDING STRUCTURAL STEEL AND FASTENERS

SHALL BE HOT DIPPED GALVANIZED AFTER FABRICATION IN

ACCORDANCE WITH ASTM A123 AND A153.

2.4 WELDING SHALL MEET ANSI/AWS D1.1 STRUCTURAL WELDING CODE

(LATEST REVISION). ELECTRODES SHALL BE E80 SERIES.

2.5 CONTRACTOR SHALL PROVIDE SHOP FABRICATION DRAWINGS TO B+T

GROUP 5 DAYS PRIOR TO FABRICATION.

STEEL PIPE, U.N.O. 35ksi A53 GR.B

GENERAL NOTES
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SCALE:

MODIFIED PLATFORM

1

N.T.S.

SCALE:

SITE PRO1 HRK-12 HANDRAIL KIT

2

N.T.S.

5
'
-
4
"
±

NEW HANDRAIL KIT,

SITEPRO1 #HRK-12

ATTACHED TO MOUNT

PIPES WITH NEW

CROSSOVER PLATES

RE: 2/S2

NEW PLATFORM REINFORCEMENT KIT,

SITEPRO1 #PRK-1245L

ATTACHED TO NEW RING MOUNT AND

EXISTING HORIZONTAL SUPPORT

RE: 3/S2

REPLACE EXISTING MAIN HORIZONTALS WITH

NEW HSS3.5"x0.203" PIPES x 13'-6" LONG

(TYP. 3 PLACES)

SCALE:

SITE PRO1 PRK-1245L PLATFORM REINFORCEMENT KIT

3

N.T.S.

 
 
 



Location 54 FLOYDVILLE ROAD Mblu 15/ 10/ / / 

Acct# 100469 Owner D I PAINE & SONS LLC

Assessment $1,222,600 Appraisal $1,746,400

PID 649 Building Count 2

Owner D I PAINE & SONS LLC
Co-Owner
Address 54 FLOYDVILLE ROAD

EAST GRANBY, CT 06026

Sale Price $0
Certificate
Book & Page 0160/0707

Sale Date 01/03/2006
Instrument CN

Year Built: 1986
Living Area: 24,900
Replacement Cost: $1,292,584
Building Percent 
Good: 

73

Replacement Cost
Less Depreciation: $943,600

Building Attributes 

Field Description

STYLE Light Indust

MODEL Industrial

Grade Average +10

Stories: 1

Occupancy 2

Exterior Wall A Concr/Cinder

Exterior Wall B Pre-finsh Metl

Roof Structure Gable/Hip

Roof Cover Metal/Tin

Interior Wall A Unfin/Minimum

Interior Wall B Drywall

Interior Floor A Concr-Finished

Interior Floor B Vinyl/Asphalt

Heating Fuel Gas

Heating Type Forced Air-Duc

AC Type Partial

Bldg Use Industrial C

Total Rooms

Total Bedrms 00

Total Baths 0

1st Floor Use: 3-1

Heat/AC HEAT/AC SPLIT

Frame Type STEEL

Baths/Plumbing AVERAGE

Ceiling/Wall -DESCRIPTION-

Rooms/Prtns AVERAGE

Legend

Building Photo

Building Photo

(http://images.vgsi.com/photos/EastGranbyCTPhotos//\00\01
\17/69.jpg)

Building Layout

(http://images.vgsi.com/photos/EastGranbyCTPhotos//Sketche

Building Sub-Areas (sq ft) 

Code Description
Gross
Area

Living
Area

BAS First Floor 19,900 19,900 

AOF Office, (Average) 5,000 5,000 

24,900 24,900 

54 FLOYDVILLE ROAD

Current Value

Appraisal 

Valuation Year Improvements Land Total

2018 $1,230,400 $516,000 $1,746,400

Assessment 

Valuation Year Improvements Land Total

2018 $861,400 $361,200 $1,222,600

Owner of Record

Ownership History

Ownership History 

Owner Sale Price Certificate Book & Page Instrument Sale Date

D I PAINE & SONS LLC $0 0160/0707 CN 01/03/2006

D I PAINE & SONS $0 0129/0622 08/01/2001

TYLER RUSSELL $0 0129/0616 08/01/2001

D I PAINE & SONS $0 0108/0546 12/05/1995

Building Information

Building 1 : Section 1



Wall Height 16

% Comn Wall 0

Year Built: 2017
Living Area: 10,200
Replacement Cost: $210,146
Building Percent 
Good: 

74

Replacement Cost
Less Depreciation: $155,500

Building Attributes : Bldg 2 of 2 

Field Description

STYLE Warehouse

MODEL Industrial

Grade Minimum

Stories: 1

Occupancy 1

Exterior Wall A VinylPolyester

Exterior Wall B

Roof Structure Irregular

Roof Cover Rubber Mem

Interior Wall A Unfin/Minimum

Interior Wall B

Interior Floor A Concr Abv Grad

Interior Floor B

Heating Fuel None

Heating Type None

AC Type None

Bldg Use Industrial C

Total Rooms

Total Bedrms

Total Baths 0

1st Floor Use:

Heat/AC NONE

Frame Type NONE

Baths/Plumbing NONE

Ceiling/Wall NONE

Rooms/Prtns LIGHT

Wall Height

% Comn Wall

Legend

Building Photo

Building Photo

(http://images.vgsi.com/photos/EastGranbyCTPhotos//\00\01
\17/70.jpg)

Building Layout

(http://images.vgsi.com/photos/EastGranbyCTPhotos//Sketches/6

Building Sub-Areas (sq ft) 

Code Description
Gross
Area

Living
Area

WHS Warehouse 10,200 10,200 

10,200 10,200 

Legend

Land Use 

Use Code 3-1
Description Industrial C
Zone CP
Neighborhood
Alt Land Appr No
Category

Land Line Valuation 

Size (Acres) 17.3
Frontage 0
Depth 0
Assessed Value $361,200
Appraised Value $516,000

Legend

Building 2 : Section 1

Extra Features

Extra Features 

Code Description Size Value Bldg #

MEZ Mezzanine 2000 S.F. $21,900 1

A/C Air Condition 5000 S.F. $9,100 1

Land

Outbuildings

Outbuildings 

Code Description Sub Code Sub Description Size Value Bldg #

SHED Shed A Average 280 S.F. $3,500 2

FNC Chain Link Fence 08 8 Ft. Height 420 L.F. $4,100 2

SHED Shed A Average 96 S.F. $900 1

PAV Paving A Asphalt 73445 S.F. $91,800 1

Valuation History

Appraisal 

Valuation Year Improvements Land Total

2017 $939,700 $685,800 $1,625,500

2012 $750,900 $502,100 $1,253,000

2007 $547,900 $506,100 $1,054,000



(c) 2019 Vision Government Solutions, Inc. All rights reserved.

Assessment 

Valuation Year Improvements Land Total

2017 $657,800 $480,000 $1,137,800

2012 $525,700 $351,500 $877,200

2007 $383,500 $354,400 $737,900



Map data ©2019 Google 200 ft

54 Floydville Rd
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Click-N-Ship® Label Record  

E
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pproved #038555749

Thank you for shipping with the United States Postal Service!
Check the status of your shipment on the USPS Tracking® page at usps.com

S
H

IP
TO

:

1. Each Click-N-Ship® label is unique.  Labels are to be 
used as printed and used only once.  DO NOT PHOTO 
COPY OR ALTER LABEL. 

  
2. Place your label so it does not wrap around the edge of 

the package. 
  
3. Adhere your label to the package.  A self-adhesive label 

is recommended.  If tape or glue is used, DO NOT TAPE 
OVER BARCODE.  Be sure all edges are secure. 

  
4. To mail your package with PC Postage®, you 
    may schedule a Package Pickup online, hand to  
    your letter carrier, take to a Post Office™, or 
    drop in a USPS collection box. 
  
5. Mail your package on the "Ship Date" you 
    selected when creating this label.

Priority Mail® Postage:

From:

To:

Print Date:
Ship Date:
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® 
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E

* Retail Pricing Priority Mail rates apply.  There is no fee for USPS Tracking® service 
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Thank you for shipping with the United States Postal Service!
Check the status of your shipment on the USPS Tracking® page at usps.com

S
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IP
TO

:

1. Each Click-N-Ship® label is unique.  Labels are to be 
used as printed and used only once.  DO NOT PHOTO 
COPY OR ALTER LABEL. 

  
2. Place your label so it does not wrap around the edge of 

the package. 
  
3. Adhere your label to the package.  A self-adhesive label 

is recommended.  If tape or glue is used, DO NOT TAPE 
OVER BARCODE.  Be sure all edges are secure. 

  
4. To mail your package with PC Postage®, you 
    may schedule a Package Pickup online, hand to  
    your letter carrier, take to a Post Office™, or 
    drop in a USPS collection box. 
  
5. Mail your package on the "Ship Date" you 
    selected when creating this label.

Priority Mail® Postage:

From:

To:

Print Date:
Ship Date:

C
lick-N

-Ship
® 

 

Trans. #:

Expected 
Delivery Date:

usps.com

U
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G

E

* Retail Pricing Priority Mail rates apply.  There is no fee for USPS Tracking® service 
on Priority Mail service with use of this electronic rate shipping label. Refunds for 
unused postage paid labels can be requested online 30 days from the print date. 

C
arrier -- Leave if N

o R
esponse

U
SPS TR

A
C

K
IN

G
 #

$7.35

54 FLO
Y

D
V

ILLE
 R

D

9405 5036 9930 0439 8394 47

MARK J ROBERTS
QC DEVELOPMENT
PO BOX 916
STORRS CT 06268-0916

9405 5036 9930 0439 8394 47 0073 5000 0010 6026

PR
IO

R
ITY M

A
IL 1-D

A
Y™R

023

9405 5036 9930 0439 8394 47

M
ailed from

 06268

Total458524297

E
xpected D

elivery D
ate: 03/11/19

0024

E
A

S
T G

R
A

N
B

Y
 C

T 06026-9512
D

 I P
A

IN
E

 &
 S

O
N

S
 LLC

062S
0000000315

03/09/2019

USPS TRACKING # :

03/06/2019

M
A

R
K

 J R
O

B
E

R
TS

Q
C

 D
E

V
E

LO
P

M
E

N
T

P
O

 B
O

X
 916

S
TO

R
R

S
 C

T 06268-0916

Flat R
ate E

nv

03/09/2019

D I PAINE & SONS LLC
54 FLOYDVILLE RD
EAST GRANBY CT 06026-9512

$7.35
$7.35

03/11/2019


	CT5425_EM LETTER
	CT5425_EAST GRANBY SW_CDS_REV 0 S&S_03-04-19
	CT5425_SA_CT03801-S_EastGranby_AT&T_02182019_SA_TES69814_1_Job (1)
	Document
	Usage Diagram
	Pole Drawing
	Coax Layout
	Shaft Properties
	Load Summary
	Shaft Section Properties
	1.2D + 1.6W 93 mph Wind
	0.9D + 1.6W 93 mph Wind
	1.2D + 1.0Di + 1.0Wi 50 mph Wind
	1.2D + 1.0E
	0.9D + 1.0E
	1.0D + 1.0W 60 mph Wind
	Analysis Summary
	69814_CT03801-S-SBA_AT&T_SA_1_MM

	10090915.DE125.190129.PASSING.MountModification
	130655_003_01_East Granby SW_CT Mount Modification Report
	1
	2
	3
	4
	5
	RISA-3D Report Data
	130655_003_01_East Granby SW_CT Mount Modification Report
	130655_003_01_Mount MOD Drawing

	CT5425_PROPERTY CARD
	CT5425_PARCEL MAP
	CT5425_CSC LABELS
	CT5425_CSC CHECK



