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1 Project Summary 
 

Project Summary 

Project Description 

The Petitioner, Greenskies Clean Energy, LLC, is proposing to construct a 5 Megawatt (MW) 

solar farm on undeveloped low brush land along with all associated utilities, access paths, 

fencing, and landscaping to support this use (the Project).  When the Project reaches the end 

of its life cycle, the improvements constructed as part of this petition will be removed and the 

land will be restored in accordance with the decommissioning plan. 

Site Description 

The Project Site will be comprised on approximately ±30 acres at the northeastern end of the 

±97-acre land comprised of three separate parcels at 227 Boom Bridge Road, (Map 119 / Lot 

7862, 0928, 6313) in North Stonington, Connecticut (see Figure 1).  The site is bounded by I-

95 to the north, residential land to the south and west (zoned Medium Density Residential (R-

60)), and commercial land to the east (zoned Highway Commercial (HC)). The site parcels are 

all within the R-60 zone (Medium Density Residential).   

 

Approximately 4-5 years ago (2015-2016) the site consisted of heavily wooded forestland.  

According to the land owner, it was cleared of trees for potential farming purposes but the 

soils were not found to be suitable for agricultural purposes.  The area was left uninhabited 

and has since grown to be covered with low lying brush and saplings. In addition, there are 

on-site wetland systems in the northern, western, and southwestern portions of the Project 

area.   

 

Under existing conditions, runoff from the Project area generally flows untreated towards the 

on-site wetland systems with approximately 1/3 of the site flowing to the east towards 

adjacent properties to waterways that appear to be tributary to the Pawcatuck River located 

about one (1) mile from the Site. 
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2 Project Summary 
 

According to available soil mapping1, the on-Site soils within the Project area belong to the 

Hydraulic Soil Group “B”, indicating that the soils have a moderate infiltration rate when 

thoroughly wet.  However, additional NRCS mapping indicates approximately 56 centimeters 

to a restrictive layer.  Hydrologic soil group test pit investigation and a basin geotechnical 

investigation performed February 10-11, 2020, show traces of mottling (in 6 out of 9 

locations) at approximately 2 feet below the ground surface. This indicates seasonal high 

groundwater just below the surface and confirms the depth to restrictive layer as shown in 

the additional NRCS mapping.  See Appendix B for NRCS Web Soil Survey output and field-

performed test pit and infiltration data. 

 

According to available CTDEEP Groundwater Classification maps, groundwater at the site is 

GA, indicating designated uses are existing private and potential public or private supplies of 

water suitable for drinking without treatment and baseflow for hydraulically-connected 

surface water bodies. The CTDEEP Aquifer Protection Areas Mapping website does not show 

the site within an Aquifer Protection Area. See Appendix A for mapping. 

Methodology 

The Project was designed to incorporate measures provided in the Connecticut Stormwater 

Quality Manual (CTDEEP 2004).  The conclusion of this analysis is that the proposed 

improvements will not increase the post-development peak runoff rates in comparison to 

existing pre-development rates at any of the critical design points analyzed and the quality of 

stormwater runoff leaving the Site will be treated prior to discharge from the Site.  It is also 

proposed to meet State channel protection requirements for frequent rainfall events. 

 

 
1 https://websoilsurvey.sc.egov.usda.gov/App/WebSoilSurvey.aspx 
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Figure 1: Site Location Map 
 

Figure 1: Site Location Map 
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3 Existing Drainage Conditions 
 

Existing Drainage Conditions 

Summary 

Under existing conditions, untreated stormwater runoff from most of the Site flows 

overland towards the on-site wetlands. A small area of the eastern portion of the 

site runs overland to the neighboring properties where it is likely captured and 

discharged to a waterbody tributary of the Pawcatuck River (See Figure 2).  The Site 

is generally at its highest elevation in the central-southern portion of the Project 

and slopes down in all directions to the adjacent wetland systems and adjacent 

woodland east of the site.  The majority of the Project area is comprised of brush 

and saplings.  The site was cleared 4-5 years ago by the landowner for farming 

purposes.  Upon discovering the area was unsuitable for farming, the land was left 

vacant and has since become overgrown with brush and weeds.  Terrain slopes in 

the Project area range from 0% to approximately 25% with the majority of the 

Project area at less than 15% existing slope.  Most of the Project Site perimeter is 

woodland.  

Hydrologic Information 

For the existing conditions hydrologic analysis, the Site is divided into 9 drainage 

areas, which have been identified as areas at the Project limits where flow begins to 

concentrate naturally.  Table 1 provides a summary of the existing conditions 

hydrologic data. Figure 2 illustrates the existing drainage patterns on the Site.  Only 

the areas of the Site that are proposed to be affected by construction have been 

included in this drainage analysis, while portions of the Site unaffected by 

construction have been excluded. 

 

Drainage Area 1 - This ±4.7-acre area is located in the central western portion of the 

Site.  Stormwater in this area flows untreated to the western pocket wetlands located 

on-site which drains south across residential property.   
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4 Existing Drainage Conditions 
 

Drainage Area 2 - This ±1.7-acre area is located at the northwestern portion of the 

Site.  Stormwater in this area flows untreated generally to the west to the pocket 

wetlands located on-site adjacent to Interstate 95. 

 

Drainage Area 3 - This ±3.2-acre area is located at the central-northwestern portion 

of the Site.  Stormwater in this area flows untreated generally to the west to the 

pocket wetlands located on-site adjacent to Interstate 95. 

 

Drainage Area 4- This ±2.0-acre area is located at the central-northeastern portion 

of the Site.  Stormwater in this area flows untreated generally to the north to a 

wetland system which drains parallel to Interstate 95.   

 

Drainage Area 5- This ±2.0-acre area is located at the northeastern portion of the 

Site.  Stormwater in this area flows east off-site to commercial property. 

 

Drainage Area 6- This ±5.7-acre area is located at the western portion of the Site.  

Stormwater in this area flows untreated generally to the east off-site to commercial 

property.  

 

Drainage Area 7- This ±3.6-acre area is located in the southeastern portion of the 

Site.  Stormwater in this area flows untreated generally to the south across residential 

property. 

 

Drainage Area 8- This ±1.9-acre area is located in the southern portion of the Site.  

Stormwater in this area flows untreated generally to the south across residential 

property. 

 

Drainage Area 9- This ±3.6-acre area is located in the southwestern portion of the 

Site.  Stormwater in this area flows untreated generally to the south across residential 

property. 

 

Table 1 summarizes the key hydrologic parameters for each drainage area used in the 

existing conditions analysis. 

 

Table 1 Existing Conditions Hydrologic Data 

Drainage 
Area Discharge Location 

Area 
(acres) 

Curve 
Number 

Time of 
Concentration 

(min) 

1 DP-1 4.7 49 23.2 

2 DP-2 1.7 48 15.6 

3 DP-3 3.2 49 15.9 

4 DP-4 2.0 49 19.9 

5 DP-5 2.0 48 23.7 

6 DP-6 5.7 48 28.0 
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5 Existing Drainage Conditions 
 

7 DP-7 3.6 48 22.1 

8 DP-8 1.9 48 31.9 

9 DP-9 3.6 49 27.9 
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Figure 2: Existing Drainage Areas 
 

 

Figure 2: Existing Drainage Areas  
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6 Proposed Drainage Conditions 
 

Proposed Drainage Conditions 

Summary 

The Site has been designed to mimic existing topography and drainage patterns to 

maintain the current hydrologic balance.  In the majority of the on-Site areas, the 

Project proposes to install permanent turf-forming grasses to help stabilize the 

topsoil from erosion, sequester nutrients and pollutants, and lower runoff rates from 

the facility to the surrounding discharge points.  Mature vegetation has been 

preserved to the maximum extents practicable and no tree clearing is proposed.  As a 

result, the proposed Project will have minimal impact to surrounding ecologically 

sensitive areas.  

 

The only impervious surfaces that exist at the Site today are the existing access paths, 

and the only impervious surfaces proposed to be constructed are access roads and 

small concrete pads for utility equipment.  Minimal work will be performed within 100 

feet of the on-Site wetlands - a small section of the gravel access road in the 

southwestern portion of the site as well as a portion of stormwater basin 9 

encroaches within the 100-ft wetland buffer. Once operational, vehicular access to the 

Project will be limited to infrequent maintenance visits.  The vegetated buffers and 

proposed stormwater basins will provide water quality treatment in all portions of the 

Site. 

Hydrologic Information 

Natural drainage patterns will be maintained throughout the Site so that the 

proposed hydrologic conditions will closely match existing conditions. The proposed 

conditions analysis utilized the same 9 drainage areas from existing conditions.  The 9 

drainage areas are broken down further to sub drainage areas as shown in the 

proposed conditions area map (see Figure 3).  In accordance with the CTDEEP 

guidance document Guidance Regarding Solar Arrays, a reduction in Hydrologic Soil 

Group of one step has been considered in the proposed conditions hydrologic model 

for developed portions of the site. 
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Figure 3: Proposed Drainage Areas 
 

 

Figure 3: Proposed Drainage Areas 
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 8 Hydrologic Analysis 
 

Hydrologic Analysis 

Hydrologic Analysis 

The rainfall-runoff was evaluated for the 2-, 25-, 50-, and 100-year storm recurrence. 

Rainfall volumes used for this analysis were based on the National Weather Service 

NOAA Hydrometeorological Design Studies Center, Type III, 24—hour storm event for 

the Site.  Rainfall depths were 3.42, 6.10, 6.87, 7.68 inches respectively. Runoff 

coefficients for the pre- and post- development conditions provided in the tables 

below were determined using NRCS Technical Release 55 (TR-55) methodology as 

provided in the HydroCAD reports found in Appendix D. 

 
In accordance with the guidance of CTDEEP’s Guidance Regarding Solar Arrays, the 

proposed conditions have been modelled with a loss of one Hydrologic Soil Group 

class to conservatively estimate the effects of compaction during construction.  The 

results of the pre- and post-development hydrologic models indicate that peak runoff 

rates from the Site will be reduced at all design points for all design storms with the 

implementation of the proposed permanent stormwater basins.  The field soil test data 

was used in the design of the stormwater basins.  One-half of the lowest field-tested 

infiltration rate for each infiltration basin has been assumed in the hydrologic model, to 

be conservative. 

 

It is noted that no hydraulic analysis has been performed because no closed pipe 

systems are proposed or impacted by the proposed development.   
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 10 Hydrologic Analysis 
 

Water Quality Volume 

Water Quality Volume (WQV) is based upon the first inch of rainfall, or a 1-inch 

rainfall event, over the acreage of proposed impervious surfaces for the development.  

Neither the solar panels nor the concrete equipment pads will be subject to vehicular 

access nor will they produce any pollutants to stormwater runoff.  The crushed stone 

access paths will be trafficked infrequently and the grassy meadows downstream of 

the paths will provide residence time of stormwater runoff to remove the small 

amount of sediment from runoff. 

Water Quality Flow 

Water Quality Flow (WQF) is a rate of stormwater runoff based upon the first inch of 

rainfall, or a 1-inch rainfall event.  This regulation is generally followed for “flow-

through” treatment devices.  As the proposed development does not incorporate any 

“flow-through” water quality treatment devices, WQF is not applicable to this project. 

 

Stream Channel Protection 

Stream channel protection is provided at the discharge point of each permanent 

stormwater basin, in accordance with the guidance in 2004 CTDEEP Stormwater 

Quality Manual.  The 2-year, 24-hour post-development peak flow rate is mitigated to 

50% or less of the 2-year, 24-hour pre-development peak flow for each watershed 

containing development. 
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 Appendix A 
 

NOAA Rainfall Depth Estimates 

 

 



NOAA Atlas 14, Volume 10, Version 3 
Location name: North Stonington, Connecticut, 

USA* 
Latitude: 41.4289°, Longitude: -71.8092° 

Elevation: 187.47 ft** 
* source: ESRI Maps 

** source: USGS 

POINT PRECIPITATION FREQUENCY ESTIMATES

Sanja Perica, Sandra Pavlovic, Michael St. Laurent, Carl Trypaluk, Dale Unruh, Orlan Wilhite

NOAA, National Weather Service, Silver Spring, Maryland

PF_tabular | PF_graphical | Maps_&_aerials

PF tabular

PDS-based point precipitation frequency estimates with 90% confidence intervals (in inches)1

Duration
Average recurrence interval (years) 

1 2 5 10 25 50 100 200 500 1000

5-min 0.331
(0.255-0.429)

0.399
(0.307-0.518)

0.511
(0.392-0.664)

0.603
(0.460-0.789)

0.731
(0.541-0.987)

0.826
(0.601-1.13)

0.927
(0.656-1.31)

1.04
(0.699-1.49)

1.21
(0.783-1.77)

1.35
(0.853-2.01)

10-min 0.469
(0.361-0.608)

0.565
(0.435-0.734)

0.723
(0.555-0.941)

0.854
(0.651-1.12)

1.03
(0.767-1.40)

1.17
(0.850-1.61)

1.31
(0.930-1.86)

1.48
(0.991-2.11)

1.71
(1.11-2.51)

1.91
(1.21-2.84)

15-min 0.551
(0.425-0.715)

0.665
(0.512-0.863)

0.851
(0.653-1.11)

1.01
(0.767-1.31)

1.22
(0.902-1.65)

1.38
(1.00-1.89)

1.55
(1.09-2.19)

1.74
(1.17-2.48)

2.02
(1.30-2.96)

2.25
(1.42-3.34)

30-min 0.764
(0.588-0.990)

0.924
(0.710-1.20)

1.19
(0.909-1.54)

1.40
(1.07-1.83)

1.70
(1.26-2.30)

1.92
(1.40-2.64)

2.16
(1.53-3.05)

2.43
(1.63-3.47)

2.82
(1.83-4.14)

3.14
(1.99-4.68)

60-min 0.976
(0.751-1.26)

1.18
(0.909-1.53)

1.52
(1.17-1.98)

1.80
(1.37-2.35)

2.18
(1.62-2.95)

2.47
(1.80-3.39)

2.78
(1.97-3.92)

3.12
(2.10-4.46)

3.62
(2.35-5.31)

4.04
(2.56-6.01)

2-hr 1.28
(0.994-1.66)

1.55
(1.20-2.01)

1.99
(1.54-2.58)

2.36
(1.81-3.06)

2.86
(2.13-3.84)

3.24
(2.36-4.42)

3.63
(2.59-5.11)

4.09
(2.76-5.80)

4.75
(3.09-6.92)

5.30
(3.37-7.83)

3-hr 1.50
(1.16-1.93)

1.81
(1.40-2.33)

2.31
(1.79-2.99)

2.73
(2.10-3.54)

3.31
(2.47-4.44)

3.75
(2.74-5.10)

4.20
(3.00-5.89)

4.73
(3.19-6.69)

5.49
(3.58-7.96)

6.13
(3.91-9.01)

6-hr 1.93
(1.51-2.47)

2.31
(1.80-2.96)

2.94
(2.28-3.78)

3.46
(2.67-4.46)

4.18
(3.13-5.56)

4.72
(3.47-6.38)

5.28
(3.79-7.35)

5.94
(4.03-8.34)

6.89
(4.51-9.92)

7.69
(4.92-11.2)

12-hr 2.42
(1.90-3.09)

2.89
(2.26-3.68)

3.65
(2.84-4.65)

4.28
(3.32-5.48)

5.14
(3.87-6.80)

5.79
(4.28-7.78)

6.47
(4.66-8.95)

7.27
(4.95-10.1)

8.42
(5.53-12.0)

9.38
(6.03-13.6)

24-hr 2.87
(2.26-3.63)

3.42
(2.69-4.33)

4.32
(3.39-5.49)

5.07
(3.95-6.46)

6.10
(4.62-8.02)

6.87
(5.10-9.17)

7.68
(5.56-10.6)

8.63
(5.90-11.9)

10.0
(6.60-14.2)

11.2
(7.19-16.0)

2-day 3.21
(2.54-4.04)

3.85
(3.05-4.85)

4.91
(3.86-6.19)

5.78
(4.53-7.32)

6.98
(5.31-9.13)

7.88
(5.88-10.5)

8.83
(6.42-12.1)

9.93
(6.83-13.7)

11.5
(7.64-16.2)

12.9
(8.34-18.4)

3-day 3.47
(2.75-4.36)

4.16
(3.30-5.23)

5.29
(4.18-6.66)

6.22
(4.89-7.86)

7.51
(5.73-9.79)

8.48
(6.34-11.2)

9.50
(6.92-12.9)

10.7
(7.35-14.6)

12.4
(8.22-17.3)

13.8
(8.95-19.6)

4-day 3.72
(2.95-4.65)

4.43
(3.52-5.56)

5.61
(4.44-7.05)

6.59
(5.19-8.30)

7.93
(6.06-10.3)

8.94
(6.70-11.8)

10.0
(7.29-13.5)

11.2
(7.75-15.3)

13.0
(8.64-18.1)

14.4
(9.39-20.4)

7-day 4.41
(3.52-5.49)

5.18
(4.13-6.47)

6.45
(5.13-8.07)

7.51
(5.93-9.42)

8.96
(6.87-11.6)

10.0
(7.55-13.2)

11.2
(8.18-15.0)

12.5
(8.66-16.9)

14.3
(9.58-19.9)

15.9
(10.4-22.3)

10-day 5.09
(4.07-6.33)

5.90
(4.72-7.35)

7.23
(5.76-9.02)

8.33
(6.60-10.4)

9.85
(7.57-12.7)

11.0
(8.28-14.3)

12.2
(8.91-16.3)

13.5
(9.39-18.2)

15.4
(10.3-21.2)

16.9
(11.0-23.6)

20-day 7.21
(5.80-8.91)

8.09
(6.50-10.0)

9.52
(7.63-11.8)

10.7
(8.54-13.3)

12.4
(9.52-15.7)

13.6
(10.3-17.5)

14.9
(10.8-19.5)

16.2
(11.3-21.7)

17.8
(12.0-24.4)

19.1
(12.6-26.5)

30-day 8.97
(7.24-11.1)

9.90
(7.98-12.2)

11.4
(9.18-14.1)

12.7
(10.1-15.7)

14.4
(11.1-18.2)

15.8
(11.9-20.2)

17.1
(12.4-22.2)

18.3
(12.9-24.5)

19.9
(13.4-27.1)

20.9
(13.8-28.9)

45-day 11.1
(9.02-13.7)

12.2
(9.82-14.9)

13.8
(11.1-17.0)

15.2
(12.1-18.7)

17.0
(13.2-21.4)

18.5
(14.0-23.5)

19.9
(14.5-25.6)

21.1
(14.9-28.0)

22.5
(15.3-30.6)

23.4
(15.5-32.2)

60-day 13.0
(10.5-15.9)

14.0
(11.4-17.2)

15.8
(12.7-19.4)

17.2
(13.8-21.3)

19.3
(14.9-24.1)

20.9
(15.8-26.4)

22.3
(16.2-28.6)

23.6
(16.6-31.1)

24.9
(16.9-33.7)

25.7
(17.0-35.3)

1 Precipitation frequency (PF) estimates in this table are based on frequency analysis of partial duration series (PDS). 

Numbers in parenthesis are PF estimates at lower and upper bounds of the 90% confidence interval. The probability that precipitation frequency 
estimates (for a given duration and average recurrence interval) will be greater than the upper bound (or less than the lower bound) is 5%. Estimates at 
upper bounds are not checked against probable maximum precipitation (PMP) estimates and may be higher than currently valid PMP values. 

Please refer to NOAA Atlas 14 document for more information. 
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CTDEEP Groundwater Classification Map 
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W ater Q uality S tandards
February 25, 2011

Thames R iver, Pawcatuck  R iver and Southeast Coastal
Basins:  December 1986

Connecticut R iver and South Central Coastal Basins:
February 1993

Housatonic R iver, Hudson R iver and Southw est Coastal
Basins:  March 1999
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MAJOR  BASINS
1  Paw catuck
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S UR FACE W ATER  Q UALITY CLAS S ES

Final Aquifer Protection Area (Level A)
Major Basin Boundary

GR OUND W ATER  Q UALITY CLAS SES

NOTES:
S urface W ater Classifications beginning w ith S refer to Coastal and Marine S urface W ater.
B* is a subset of Class B where no direct w astew ater discharges are allow ed other than those
consistent with Class AA, A and SA surface w aters.

GA (white background)
GAA, GAAs
GA, GAA may not meet current standards
GB
GC

Area of Contribution to Public Supply Well

A
AA
B, B*
SA
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A
AA
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SA
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EX PLANATION
W ATER  Q UALITY CLAS S IFICATIONS (W Q C) MAPS are one
of the elements of the W ater Q uality S tandards (W Q S ) for the
S tate of Connecticut. The W Q S  are a part of Connecticut's clean
w ater program and are essential for protecting and improving water
quality. The W Q S  follow the principles of Connecticut's Clean
W ater Act which is in Chapter 446K of the Connecticut General
S tatutes. The W Q S  provide policy guidance in many areas, for
example decisions on acceptable discharges to water resources,
siting of landfills, remediation or prioritization of municipal
sew erage system projects. The first two elements of the W Q S  are
the S tandards, which set an overall policy for management of water
quality, and the Criteria, which are descriptive and numerical
standards that describe the allowable parameters and goals for
various water quality classifications. A discussion of these two
elements is found in the W ater Q uality S tandards document
available on the CT DEEP website. The third element is the
Classifications and the W ater Q uality Classification Maps which
show the Classification assigned to each surface and groundw ater
resource throughout the S tate. The W Q S  are adopted using a public
participation process. The W Q C maps are also adopted using a
public participation process but go through hearings separately
from the S tandards and Criteria hearings. R evision and adoption of
the W Q C data occurs in accordance with the public participation
procedures contained in S ection 22a-426 of the Connecticut
General S tatutes. Ground W Q C is subject to Connecticut
regulation and changes must be review ed and adopted. All changes
to the S urface W Q C require an adoption process which is subject
to federal review and approval in addition to CT regulation. The
adoption dates for the W Q C by major drainage basin are:
Housatonic R iver, Hudson R iver and Southw est Coastal Basins -
March 1999; Connecticut R iver and South Central Coastal Basins -
February 1993; Thames R iver, Pawcatuck  R iver and Southeast
Coastal Basins - December 1986. S urface W ater Classifications do
not change after the adoption date until the next major revision.
Ground W ater Classifications may change after the adoption date
under specific circumstances. The map may have more than one
W Q C adoption date because a town may be in more than one
major drainage basin.
SUR FACE W ATER S  in Connecticut are divided into freshw ater
classified as AA, A, B or B* and saline waters classified as SA or
SB.  Class AA designated uses are existing or proposed drink ing
w ater supplies; habitat for fish and other aquatic life and wildlife;
recreation; and water supply for industry and agriculture. Class A
designated uses are habitat for fish and other aquatic life and
w ildlife; potential drink ing water supplies; recreation; navigation;
and water supply for industry and agriculture. Class SA designated
uses are habitat for marine fish, other aquatic life and wildlife;
shellfish harvesting for direct human consumption; recreation;
industrial water supply; and navigation. Class B designated uses
are habitat for fish and aquatic life and wildlife; recreation;
navigation; and industrial and agricultural water supply. Class B*,
applicable to Candlewood Lak e, is a subset of Class B and is
identical in all ways to the designated uses, criteria and standards
for Class B waters except for the restriction on direct discharges.
Class SB designated uses are habitat for marine fish and aquatic
life and wildlife; commercial shellfish harvesting; recreation;
industrial water supply; and navigation.

S urface waters which are not specifically classified shall be
considered as Class A or Class AA.  S urface waters in GA ground
w ater areas are assumed Class A or Class SA unless otherwise
indicated. S urface waters in GAA ground water areas are assumed
Class AA unless otherwise indicated.
On the W Q C map a surface water quality goal of A is represented
by blue colored water bodies. S urface water quality goal of AA is
represented by purple colored water bodies. S urface water quality
goal of B is represented by gold colored water bodies.
GR OUND W ATER S  in Connecticut are classified as GAA, GA,
GB and GC. Class GAA designated uses are existing or potential
public supply of w ater suitable for drink ing without treatment and
baseflow for hydraulically-connected surface water bodies. The
Class GAAs is a subclass of GAA for ground water that is tributary
to a public water supply reservoir. The area of contribution to a
public water supply well is represented by a 500-foot radius around
the well and is assumed to be Class GAA unless otherwise
classified. Class GA designated uses are existing private and
potential public or private supplies of water suitable for drink ing
w ithout treatment and baseflow for hydraulically-connected
surface water bodies. All ground waters not specifically classified
are considered as Class GA. Class GB designated uses are
industrial process water and cooling waters and baseflow for
hydraulically-connected water bodies and is presumed not suitable
for human consumption without treatment. Class GC designated
uses are assimilation of discharges authorized by the
Commissioner pursuant to S ection 22a-430 of the General S tatutes.
On the W Q C map GA is represented by white colored land areas.
Class GAA and class GAAs are represented by blue colored land
areas. The area of contribution to a public water supply well is
shown by a blue cross-hatch overprint. A notation of GAA
followed by a state abbreviation indicates a watershed that
contributes to the public water supply for a state other than
Connecticut. Class GA or Class GAA areas that currently may not
be meeting the GA or GAA standards are represented on the W Q C
maps by tan colored land areas. Class GB is represented by green
colored land areas. Class GC is represented by magenta colored
land areas.
FINAL AQ UIFER  PR OTECTION AR EAS (Level A) are included
on the W Q C maps for informational purposes.  These areas are
anticipated to be reclassified GAA during the next major basin
updates, subject to public participation. The Aquifer Protection
Program helps protect Connecticut’s public drink ing water
resources by delineating aquifer protection areas (also called
w ellhead protection areas) for public supply wells and establishing
land use regulations within these areas. These areas represent the
land area contributing ground water to active public water supply
wells or well fields that serve more than 1000 people and are set in
sand and gravel aquifers (stratified drift deposits).

DATA SOUR CES
W ATER  Q UALITY CLAS S IFICATIONS DATA – W ater quality
classifications shown on this map are based on information from
the following digital spatial datasets that are typically shown
together – Ground W ater Q uality Classifications Poly, S urface
W ater Q uality Classifications Line, and S urface W ater Q uality
Classifications Poly. The map legend above reflects the content of
these three data sources. These W Q C data were initially compiled
on 1:24,000-scale 7.5 minute USGS topographic quadrangle maps
and later digitized at 1:24,000 scale. For example, the S urface
W ater Q uality Classifications Line and S urface W ater Q uality
Classifications Poly digital data assigns surface water quality
classifications to water bodies such as rivers, streams, reservoirs,
lak es, ponds and coves found in 1:24,000-scale hydrography data
available from CT DEEP. The hydrography may not include all the
w aterbodies in Connecticut. The Ground W ater Q uality
Classifications Poly data assigns ground water quality
classifications, at 1:24,000 scale, to the remaining land areas in
Connecticut.
AQ UIFER  PR OTECTION AR EA DATA – Aquifer Protection
Areas shown on this map are from the Aquifer Protection Area
digital dataset which contains polygon data intended to be used at
1:24,000 scale. The dataset contains regulated areas classified as
Level A Aquifer Protection Area (Final) and Level B Aquifer
Protection Area (Preliminary). The Level B areas are not shown on
the W Q C maps.  The data was collected from 1991 to the present
and is actively updated as Final area mapping replaces earlier
Preliminary areas. The Aquifer Protection Areas are delineated by

the individual water companies owning the well fields and
submitted to the CT DEEP for approval. Preliminary mapping
provides a general estimate of the area contributing ground water
to the well field. Final mapping is based on extensive, site-specific,
detailed modeling of the ground water flow system. CT DEEP may
adjust Final area boundaries to be consistent with 1:24,000 scale
topography and base map data where appropriate during the
approval process.
MAJOR  DR AINAGE BASIN DATA – Major drainage basins
shown on this map are from Major Basin Line  data developed by
CT DEEP and intended to be used at 1:24,000 scale.
BASE MAP DATA - Based on data originally from 1:24,000-scale
USGS 7.5 minute topographic quadrangle maps published betw een
1969 and 1992. It includes political boundaries, railroads, airports,
hydrography, geographic names and geographic places. S treets and
street names are from Tele Atlas® copyrighted data. Base map
information is neither current nor complete.
R ELATED INFOR MATION
This map is intended to be printed at its original dimensions in
order to maintain the 1:24,000 scale (1 inch = 2000 feet).
W ATER  Q UALITY S TANDAR DS - Go to the CT DEEP website
for a summary and the full text of the “W ater  Q uality S tandards”
and for other information on water quality.
AQ UIFER  PR OTECTION AR EAS - Go to the CT DEEP website
for more information.
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Aquifer Protection Area Mapping 
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NOTE:  The Aquifer Protection Areas were
delineated through Connecitcut's Level A
and Level B Mapping Processes. Aquifer
Protection Areas are delineated for active
public water supply wells in stratified drift
that serve more than 1000 people, in 
accordance with Sections 22a-354c
and 22a-354z of the Connecticut
General Statutes. Level B Mapping
delineates a preliminary aquifer
protection area, providing an estimate 
of the land area from which the well 
draws its water. Level A Mapping
delineates the final Aquifer Protection
Area, which becomes the regulatory
boundary for land use controls designed
to protect the well from contamination.
As Level A Mapping is completed for each 
well field and approved by DEEP,
it replaces the Level B Mapping. 
Final Adopted Level A Areas are those
where towns have land use regulations
for them.
Masschusetts and Rhode Island Wellhead
Protection Areas may be shown for
informational purposes.
QUESTIONS: 
Bureau of Water Protection and Land Reuse 
Planning and Standards Division
Phone: (860) 424-3020
www.ct.gov/deep/aquiferprotection

North Stonington, CT

AQUIFER PROTECTION
AREAS

STATE OF CONNECTICUT
DEPARTMENT OF 
ENERGY & ENVIRONMENTAL PROTECTION
79 Elm Street
Hartford, CT 06106-5127

Level A APA (Final Adopted)
Level A APA (Final)
Level B APA (Preliminary)
Town Boundary
Rhode Island WHPA
More information at
www.dem.ri.gov
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Test Pit and Infiltration Testing Data 
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Appendix C: 
Erosion and Sedimentation Control Checklist 

Long Term Stormwater Operation and Maintenance Measures 
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Long Term Stormwater Operation and 
Maintenance Measures 
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Project Information 

Site 

 Project Name: North Stonington Solar 

 Address or Locus: 227 Boom Bridge Road 

 City, State & Zip: North Stonington, CT 06359 

 

Developer 

 Client Name: Greenskies Clean Energy, LLC 

 Client Address: 180 Johnson Street 

 Client City, State & Zip: Middletown, CT 06457 

 Client Telephone No.: (860) 398-5408 

 Client Cell Phone:  

 Client E-Mail: cross@greenskies.com 

 

Site Supervisor 

 Site Manager Name: To be determined 

 Site Manager Address:  

 Site Manager City, State & Zip:  

 Site Manager Telephone No.:  

 Site Manager Cell Phone:  

 Site Manager E-Mail:  
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Appendix D:  
Diversion Swale & Sediment Trap/Basin Sizing 

Water Quality Computations 

HydroCAD: Existing Conditions 

HydroCAD: Proposed Conditions 
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Diversion Swale & Sediment Trap/Basin Sizing 
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Water Quality Computations 
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HydroCAD Analysis: Existing Conditions 
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HydroCAD Analysis: Proposed 
Conditions 

 

 


