STATE OF CONNECTICUT

CONNECTICUT SITING COUNCIL
Ten Franklin Square, New Britain, CT 06051
Phone: (860) 827-2935 Fax: (860) 827-2950

E-Mail: siting.council@ct.gov
Web Site: portal.ct.gov/csc

VIA ELECTRONIC MAIL
May 19, 2026

Kenneth C. Baldwin, Esq.
Robinson & Cole LLP
One State Street
Hartford, CT 06103
kbaldwin@rc.com

RE:  PETITION NO. 1685 — Willington Solar One, LLC Declaratory Ruling, pursuant to Connecticut
General Statutes §4-176 and §16-50k, for the construction, maintenance and operation of a 1.975-
megawatt AC solar photovoltaic electric generating facility and associated equipment located at
Parcel No. 046-004-00, Lohse Road, Willington, Connecticut, and associated electrical
interconnection. Request for Change.

Dear Attorney Baldwin:

The Connecticut Siting Council (Council) is in receipt of the correspondence dated May 14, 2026, regarding
a change for the above-referenced Declaratory Ruling that was issued by the Council on January 23, 2026.

Pursuant to Condition No. 1 of the Council’s January 23, 2026 Declaratory Ruling, the request from the
host parcel owner to redesign and shift the facility access drive 150 feet to the south along Lohse Road to
accommodate a parcel subdivision, is hereby approved.

This approval applies only to the change in the May 14, 2026 correspondence.

Please be advised that deviations from the standards established by the Council in the Declaratory Ruling
are enforceable under the provisions of Connecticut General Statutes §16-50u.

Thank you for your attention and cooperation.

Sincerely,

fia -.. A / /
d i
//c)p/iﬁpﬂ,//%(ﬁﬂz_‘
Melanie A. Bachman
Executive Director

MAB/ANM/dIL

c: First Selectperson Michael Makuch, First Selectperson, Town of Willington
(mmakuch@willingtonct.gov)
Service List, dated August 8, 2025
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Also admitted in Massachusetts

May 14, 2026
Via Electronic and U.S. Mail

Melanie Bachman, Esq.

Executive Director and Staff Attorney
Connecticut Siting Council

10 Franklin Square

New Britain, CT 06051

RE: PETITION NO. 1685 — Willington Solar One, LLC petition for a declaratory ruling,
pursuant to Connecticut General Statutes 84-176 and 816-50k, for the construction,
maintenance and operation of a 1.975-megawatt AC solar photovoltaic electric generating
facility and associated equipment located at Parcel No. 046-004-00, Lohse Road, Willington,
Connecticut, and associated electrical interconnection.

Design Change of Proposed Site Access Driveway off Lohse Road
Dear Attorney Bachman:

In accordance with Condition No. 1 of the Siting Council’s January 23, 2026 approval of the
above-referenced Petition for Declaratory Ruling (“Petition”), Willington Solar One, LLC
(“WSO” or “Petitioner”) requests Council staff approval of a design change to the proposed site
access driveway serving the WSO facility.

Following the Council’s approval of the Petition, the property owner asked WSO to determine if
there might be an opportunity to subdivide the property, so that the front of the property, along
Lohse Road, could be developed into two residential lots. To accommodate this request, and so
that these new lots could meet the Town’s Lot Frontage requirements, the WSO facility access
drive would need to be shifted approximately 150 feet to the south along Lohse Road.

This shift in the access driveway would increase the area of tree clearing on the Property by 0.1

acres, requiring the removal of some additional trees and low-lying brush. There are no direct
wetland impacts associated with the relocated driveway.
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The shift in the access drive will also require a modification to the Eversource interconnection
route which, if approved, will now run along the new driveway to Lohse Road. The number of
utility poles on the Project site needed for interconnection will remain the same.

Finally, WSO is proposing to make some minor modifications to the fence line to bring the
proposed stormwater basins into the fenced array area, and to include additional area along
Lohse Road for construction laydown. These modifications, including the driveway relocation
and fence line modification will increase the total limits of disturbance from approximately 10
acres to approximately 10.7 acres.

The proposed modifications are depicted on the attached “Revised” Project Plans dated May 13,
2026. If you have any questions concerning this letter or any of the materials provided, please

contact me.
Very truly yours,
Kenneth C. Baldwin
Enclosure

Electronic Cc:

Bryan Fitzgerald, Willington Solar One, LLC

Bradley Parsons, PE. PMP. Willington Solar One, LLC
lan Gottheim, PE., Willington Solar One, LLC
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CONSTRUCTION SEQUENCING

ALL CONSTRUCTION ACTIVITIES ARE EXPECTED TO TAKE APPROXIMATELY 6 MONTHS TO

‘COMPLETE. THE GENERAL CONSTRUCTION NOTES ARE AS FOLLOWS:

1. THE SITE CONTRACTOR SHALL BE FULLY RESPONSIBLE TO CONTROL CONSTRUCTION

SUCH THAT SEDIMENTATION SHALL NOT AFFECT ROADS/HIGHWAYS AND THEIR

DRAINAGE SYSTEM, NEIGHBORING PROPERTIES, WETLANDS AND REGULATORY

PROTECTED AREAS, WHETHER SUCH SEDIMENTATION IS CAUSED BY WATER, WIND,

OR DIRECT DEPOSIT. DESIGNATED ACCESS DRIVES MUST BE USED TO THE

MAXIMUM EXTENTS POSSIBLE. IT IS REQUIRED THAT THE SITE CONTRACTOR

PERFORM A DAILY INSPECTION OF ALL EROSION AND SEDIMENT CONTROL

MEASURES EMPLOYED AT THE SITE.

A CTDEEP-APPROVED QUALIFIED INSPECTOR SHALL BE ASSIGNED TO BE

RESPONSIBLE FOR PERFORMING INSPECTIONS AND PREPARING REPORTS IN

ACCORDANCE WITH SECTION 5(B)(4}(B) OF THE CONSTRUCTION GENERAL PERMIT.

THESE INSPECTIONS SHALL TAKE PLACE WEEKLY, AT A MINIMUM, AND SHALL BE

REQUIRED WITHIN 24 HOURS OF A RAINFALL EVENT EXCEEDING 0.5 INCHES. THE

ENGINEER OF RECORD SHALL BE REQUIRED TO REVIEW AND COUNTER-SIGN THE

PREPARED WEEKLY REPORTS. IT IS ALSO ANTICIPATED THAT REPRESENTATIVES

FROM CTDEEP AND/OR THE STATE CONSERVATION DISTRICT WILL PERFORM

PERIODIC INSPECTIONS.

ENGINEER OF RECORD WILL PERFORM MONTHLY PLAN IMPLEMENTATION

INSPECTIONS AND PREPARE REPORTS OF THE FINDINGS. THESE INSPECTIONS SHALL

LAST A MINIMUM OF THREE (3) MONTHS OR UNTIL THE COMPLETION AND

STABILIZATION OF ALL EROSION CONTROL MEASURES AT THE SITE.

THROUGHOUT THE COURSE OF THE CONSTRUCTION PROJECT, ADDITIONAL

SEDIMENT AND EROSION CONTROL MEASURES MAY BE WARRANTED AT THE

DISCRETION OF THE QUALIFIED INSPECTOR AND/OR DFSIGN ENGINFER. THESE

IMPROVEMENTS MUST BE IMPLEMENTED IN A TIMELY FASHION IN ACCORDANCE

WITH THE REQUIREMENTS OF THE CONSTRUCTION GENERAL PERMIT.

ADDITIONALLY, AREAS OF PROPOSED COMPACTED NATIVE SOIL ROADS SHALL BE

CONVERTED TO STABLE GRAVEL ROADS IF/AS DETERMINED B8Y THE QUALIFIED

INSPECTOR OR ENGINEER OF RECORD.

PRIOR TO CONSTRUCTION, THE APPLICANT SHALL PROVIDE THE TOWN OF

WILLINGTON WITH THE NAME OF CONTACT AND 24-HOUR CONTACT

INFORMATION,

6. CONTRACTOR SHALL ADHERE TO 2024 CONNECTICUT GUIDELINES FOR EROSION
AND SEDIMENT CONTROL, AS AMENDED.

7. THE CONTRACTOR SHALL HOLD PRE-CONSTRUCTION MEETING(S). ATTENDEES
SHALL INCLUDE, BUT NOT BE LIMITED TO, DEVELOPER, REPRESENTATIVES OF THE
GENERAL CONTRACTOR, SITE CONTRACTOR, CTDEEP, TOWN OF WILLINGTON,
ENGINEER OF RECORD, AND QUALIFIED SWPPP INSPECTOR.

8. THE CONTRACTOR SHALL CONTACT CALL-BEFORE-YOU-DIG (1-800-922-4455) PRIOR
TO ENGAGING IN ANY EXCAVATION ACTIVITIES AT THE SITE.

9. THE CONTRACTOR SHALL NOTIFY THE TOWN OF WILLINGTON AGENT, ZONING
ENFORCEMENT OFFICER, AND ENGINEERING DEPARTMENT, 48 HOURS PRIOR TO
COMMENCEMENT OF ANY CONSTRUCTION ACTIVITY.

10. NO CONSTRUCTION OF SITE IMPROVEMENTS MAY BEGIN UNTIL THE PROPER
EROSION CONTROL MEASURES SERVING THE AREA TO BE DISTURBED ARE IN PLACE.

11. ANTICIPATED WORK HOURS WILL BE BETWEEN 7:00 AM AND 5:00 PM.

12, ANY DEWATERING BY PUMP SHALL INCLUDE AN INTAKE AND/OR DISCHARGE
FILTRATION SYSTEM (LE. DIRTBAG SYSTEM) AND BE PUMPED TO STABLE GROUND.
CONTRACTOR TO ENSURE DISCHARGED WATER IS RUNNING CLEAN OR ALTERIOR
METHODS MUST BE EMPLOYED.

~

&

PRE-CONSTRUCTION SITE PROTECTION SEQUENCE

1. ACCESS ROADS SHALL BE DESIGNATED AS EARLY AS FEASIBLE AND USED PRIMARILY
FOR CONSTRUCTION TRAFFIC.

2. INSTALL EROSION AND SEDIMENT CONTROLS FOLLOWING THE CT GUIDELINES AND
MANUFACTURER'S DIRECTIONS. DURING CONSTRUCTION, THE CONTRACTOR SHALL
INSTALL MEASURES AS REQUIRED BY THE ENGINEER OF RECORD OR QUALIFIED
INSPECTOR, TO PREVENT SEDIMENT-LADEN RUNOFF FROM REACHING WETLANDS
OR DISCHARGING OFFSITE.

INSTALL TEMPORARY SEDIMENT TRAPS AND CONVEYANCE SWALES IN
ACCORDANCE WITH THE APPROVED SITE-SPECIFIC SWPCP AND CT GUIDELINES. THE
ENGINEER OF RECORD SHALL INSPECT FEATURES TO CONFIRM REQUIRED STORAGE
CAPACITIES ARE PROVIDED AND THAT OUTLETS AND/OR SPILLWAYS ARE
CONSTRUCTED CORRECTLY. DISCHARGE AREAS BELOW OUTFALLS MUST BE
INSPECTED TO CONFIRM FLOW WILL BE OVER STABLE GROUND AND SHEET FLOW IS
ENCOURAGED. IF DISTURBED SOILS ARE PRESENT, THE ENGINEER OF RECORD TO
PROVIDE CORRECT MEASURES TO ADDRESS CONDITION.

4. SEED AND PROTECT DISTURBED SOILS AROUND SEDIMENT TRAPS WITHIN 14 DAYS
OF COMPLETION. SECURE SEED WITH BIODEGRADABLE EROSION CONTROL
MATTING.

CONSTRUCTION SEQUENCE

1. CLEAR AND GRUB AREAS TO LIMITS PRESCRIBED ON THE PLANS.

PERFORM EARTHWORK ON THE SITE. THIS SHALL ONLY INCLUDE MINIMAL SHAPING
WITHIN CLEARED/GRUBBED AREAS.

TOPSOIL SHALL BE REPLACED OVER REGRADED AREAS UPON COMPLETION OF MASS
EARTHWORK ACTIVITIES AND AREAS WHICH WERE DISTURBED BY MASS
EARTHWORK OPERATIONS SHALL BE RESEEDED WITHIN 14 DAYS OF COMPLETION.
THROUGHOUT CONSTRUCTION, THE CONTRACTOR SHALL ADDRESS ONGOING
EROSION PROBLEMS USING TEMPORARY DIVERSIONS AND FILLING AND GRADING
GULLIES. TRACK GULLIES UP AND DOWN SLOPE. A STAPLED BIODEGRADABLE
EROSION CONTROL BLANKET WITHOUT MONOFILAMENT MESH IS AN ACCEPTABLE
ALTERNATIVE FOR HYDROSEED AND BFM.

UPON COMPLETION OF THIS CONSTRUCTION PHASE, ALL DISTURBED AREAS SHALL
BE SEEDED AND STABILIZED WITH BIODEGRADABLE EROSION CONTROL MATTING
PRIOR TO CONTINUING CONSTRUCTION SEQUENCE.

INSTALL PILES AND/OR GROUND SCREWS FOR SOLAR PANEL RACKING.

INSTALL ELECTRICAL CONDUIT AS REQUIRED BY THE ELECTRICAL DESIGN PLANS.
THE INSTALLATION OF RACKING SHALL FOLLOW THE FOUNDATION INSTALLATION
BY ROUGHLY ONE WEEK STARTING FROM THE SAME POINT.

9. RESEED AND REGRADE ALL AREAS DISTURBED BY CONSTRUCTION TRAFFIC WITHIN
THE ARRAYS WHERE RACKS ARE INSTALLED AS EARLY AS POSSIBLE. RUTS AND RILLS
SHALL BE SMOOTHED AND GRADED AS DISCOVERED.

INSTALL SOLAR PANEL MODULES IN THE RACKING. MUCH OF THIS WORK IS
ANTICIPATED TO BE PERFORMED BY HAND AND LIGHT CONSTRUCTION EQUIPMENT
WHICH WILL CAUSE MINIMAL DISTURBANCE COMPARED TO THE USE OF HEAVY
EQUIPMENT. DESIGNATED ACCESS ROADS SHALL STILL BE USED TO THE MAXIMUM
EXTENTS POSSIBLE.

UPON COMPLETION OF CONSTRUCTION, RE-SEED ALL DISTURBED AREAS WITHIN 14
DAYS AND PREVENT VEHICULAR TRAFFICKING OVER THESE AREAS. INSTALL FINAL
LANDSCAPING.

AFTER SITE IS STABILIZED, AND AFTER INSPECTION BY DESIGN ENGINEER AND/OR
CTDEEP REPRESENTATIVE, REMOVE TEMPORARY EROSION AND SEDIMENT
CONTROLS INCLUDING SEDIMENT TRAPS AND DIVERSION SWALES. ENTIRE SITE
SHALL BE CHECKED FOR AND CLEANED OF SEDIMENT AS NEEDED,
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INSTALL SILT FENCE AROUND
DEVELOPMENT PERIMETER ON LIMIT OF
'WORK LINE. NO WORK OR STORAGE OF
MATERIALS OR VEHICLES SHALL TAKE
PLACE OUTSIDE OF LIMITS OF WORK.

46-1-16
57 LOHSE ROAD
N/F
DW FISH HOME BUILDERS LLC
DEED

175~281
MAP 32~79

PERMANENT DIVERSION SWALE 1A

INSTALL RIPRAP AT
SWALE INLET TO BASIN

STORMWATER
BOTTOM ELEV.

BOTTOM LENGTH = 60’

BOTTOM WIDTI

TOP OF 6' WIDE BERM = 702
SIDE SLOPES 3:1

8" WIDE RIPR,
CREST ELEV.

STORMWATER BASIN 1
BOTTOM ELEV. = 696
TRIANGULAR BASIN
BOTTOM LENGTH = 70'
BOTTOM WIDTH = 40*

N/F
GRACE GRIMALDI
LIVING TRUST (1/2 INT))
DEED 231~123

JOSEPH_GRIMALDI
EVOCABLE TRUST (1/2 INT.

BASIN 1A DEED 189~401

=698

AREA=18.428 AC. t
H =5

AP SPILLWAY
=7005

100" WETLAND BUFFER
TO SOLAR PANELS

50" NON-DISTURBANCE
WETLAND BUFFER

B

TOP OF 6" WIDE BERM = 700

SIDE SLOPES 3:1

N
8" WIDE RIPRAP SPILLWAY
CREST ELEV. = 698.5'

DELINEATED WETLAND (TYP)

INSTALL RIPRAP AT
SWALE INLET TO BASIN

PERMANENT DIVERSION SWALE 1C

0—o -

INSTALL RIPRAP AT
SWALE INLET TO BASIN

8" WIDE RIPRAP SPILLWAY
CREST ELEV. = 690.5'

STORMWATER BASIN 1C
BOTTOM ELEV. = 688
BOTTOM LENGTH = 70"
BOTTOM WIDTH = 30
TOP OF 6" WIDE BERM = 692 /
SIDE SLOPES 3:1

o o

THIS AREA—
POSSIBLY OWNED
__-BY 7iGADLO

PERMANENT DIVERSION SWALE 2A

INSTALL RIPRAP AT
SWALE INLET TO BASIN

46-5
8 KUCKO ROAD

N/F
STEPHEN P. ZIGADLO
DEED 214~617
MAP 3~49

STORMWATER BASIN 2A
BOTTOM ELEV. = 674
BOTTOM LENGTH = 75
BOTTOM WIDTH = 20'
TOP OF BERM = 678

8' WIDE RIPRAP SPILLWAY
CREST ELEV. = 676.5"

—a

DEVELOPMENT PERIMETER ON LIMIT OF
WORK LINE. NO WORK OR STORAGE OF
MATERIALS OR VEHICLES SHALL TAKE
PLACE OUTSIDE OF LIMITS OF WORK.

~

INSTALL AND MAINTAIN +100 LF DOUBLE
ROW SILT FENCE OR HAYBALE/COMPOST
FILTER SOCK-BACKED SILT FENCE IN THIS

+50LF CRUSHED STONE
CONSTRUCTION ENTRANCE TO
BE MAINTAINED THROUGHOUT
CONSTRUCTION

CONTRACTOR TO ENSURE
MAINTENANCE OF EXISTING
DRAINAGE PATTERN ALONG
LOHSE ROAD FRONTAGE
ACROSS NEW DRIVEWAY

INSTALL AND MAINTAIN +150 LF DOUBLE
ROW SILT FENCE OR HAYBALE/COMPOST
FILTER SOCK-BACKED SILT FENCE IN THIS
AREA

S
%
k2

46-5-A
4 KUCKO ROAD
3

N/
WALTER J. ZIGADLO
DEED 111~328
MAP 23~29

INSTALL AND MAINTAIN =100 LF DOUBLE
ROW SILT FENCE OR HAYBALE/COMPOST
FILTER SOCK-BACKED SILT FENCE IN

EACH OF THESE AREAS

vhb.com

100 Great Meadow Road
Suite 200

Wethersfield, CT 06109
860.807.4300

___

0 25

50 100 Feet

Willington Solar One

41-43 Lohse Road

Willington, Connecticut

Mo revson oate sppu
1 Layout Revision 2/25/2026 SIK
2 Fence/Racking Revisions. 3/13/2026 SIK
3 Access Road Grading 5/13/2026 SIK

Pty Tty

DRB SIK

saeaor B

Construction July 3, 2025

Erosion and Sediment
Control Plan

Drawing Number

C-4.0

Sheet of

Project Number

43590.00
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STAKES TO BE DRIVEN INTO
GROUND AND CROSSED AS
SHOWN. DO NOT INSTALL

THRU WATTLE

STRAW WATTLE
PRODUCT

WORK
AREA

N
N
N

X

FLOW 22
%
Z :’:.::" /—
INSTALL SUPPLEMENTAL s e PROTECTED
COMPOST MATERIAL = "-4‘»',:‘\:,0' AREA
% D
(/

TOP OF
GROUND

Straw Wattle Installati s/12

H

Sg

Iz T MIN)
82

BOTTOM WIDTH
12

1. AL SIDE SLOPES SHALL NOT EXCEED 21

2. SWALE SHALL BE LINED WITH EROSION CONTROL BLANKETS.

3.THE INTENT IS TO USE THE MATERIAL EXCAVATED FROM THE SWALE TO
CONSTRUCT THE RIDGE AT THE DOWNHILL SIDE OF THE SWALE.

4. THE CONTRACTOR SHALL INSTALL CHECK DAMS APPROXIMATELY EVERY 50 HORIZONTAL FEET WITHIN
THE SWALES. CHECK DAMS CAN BE CONSTRUCTED WITH 8° RIPRAP, COMPOST FILTER SOCK, OR STRAW

Diversion Swale

"
(MAX)

14" X 15" X4 WOOD STAKE
‘OR APPROVED EQUAL‘\
SILT FENCE

i

WORK
AREA

1
Y

o PROTECTED
AREA

TOP OF
GROUND

4" EMBEDMENT
(MIN)

PLACE 4" OF FABRIC
ALONG TRENCH AWAY
FROM PROTECTED AREA
BACKFILL AND COMPACT

R

WOOD STAKE
JOINT DETAIL

Silt Fence Barrier

STAPLE

1/16

A. BURY THE TOP END OF THE JUTE STRIPS IN
A TRENCH 6 INCHES OR MORE IN DEPTH
SECURE WITH ROW OF STAPLES IN VERTICAL
TRENCH WALL, 6 INCH SPACING, 4 INCHES
DOWN FROM TOP OF TRENCH
B. TAMP THE TRENCH FULL OF
SOIL. SECURE WITH ROW OF
STAPLES, 6 INCH_SPACING,
4 INCHES DOWN FROM THE __y -1 -
TRENCH. v /T

C. OVERLAP — BURY UPPER END OF LOWER
STRIP_AS IN ‘A" AND ‘8", OVERLAP END OF
TOP STRIP 4 INCHES AND STAPLE.

4 INCH_OVERLAP OF
JUTE STRIP WHERE

OR MORE STRIP
WIDTHS ARE

REQUIRED, STAPLES
ON 18 INCH CENTERS.

STAPLE OUTSIDE EDGE
2 FEET ON CENTER.

. o
o 2
e,
1-1/27 1-1/2
IYPICAL STAPLES
NO. 11 GAUGE WIRE

+ INSTALLATION SHALL BE AS PER MANUFACTURER'S RECOMMENDATIONS
+x MATERIAL_MUST BE_APPROVED BY DESIGN ENGINEER

VARIES

Plan View

EXISTING
PAVEMENT

FILTER
FABRIC

1%2" CRUSHED STONE

Cross-section

Notes:

1. ENTRANCE WIDTH SHALL BE A TWENTY-FIVE (25) FOOT
MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT POINTS
WHERE INGRESS OR EGRESS OCCURS,

2. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH
SHALL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO
PUBLIC RIGHTS-OF-WAY. THIS MAY REQUIRE PERIODIC TQP
DRESSING WITH ADDITIONAL STONE AS CONDITIONS DEMAND
AND REPAIR OR CLEANOUT OF ANY MEASURES USED TO
TRAP SEDIMENT. ALL SEDIMENT SPILLED, DROPPED, WASHED
OR TRACKED ONTO PUBLIC RIGHTS-DF-WAY MUST BE
REMOVED IMMEDIATELY. BERM SHALL BE PERMITTED.
PERIODIC INSPECTION ~ AND MAINTENANCE SHALL BE
PROVIDED AS NEEDED.

3, STABILIZED CONSTRUGCTION EXIT SHALL BE REMOVED PRIOR
TO FINAL FINISH MATERIALS BEING INSTALLED.

Stabilized Construction Exit 5/08

Erosion Control Blanket (ECB) Swale Installation 6/08

N.TS. Source: VHB LD_658

TOP OF SPILLWAY
3/47 CRUSHED STONE

WEIR CREST:

s

ST

AR, BOTTOM OF SPILLWAY
D

\TRAP BOTTOM

Trap Cross Section

1. ALL SIDE SLOPES SHALL NOT EXCEED 2:1

2. SIDE SLOPES OF EMBANKMENT SHALL BE STABILIZED BY TEMPORARY SEEDING OR EROSION CONTROL.
BLANKETS AS DIRECTED BY THE ENGINEER.

3. TRAP SHALL BE DRAINED AND CLEANED OF SEDIMENT ONCE SEDIMENT IS > 1* ABOVE TRAP BOTTOM OR
IF INFILTRATION INTO THE NATIVE SOIL BECOMES COMPROMISED.

N.TS. Source: VHB

0P o SPLLWAY

BarIou /GREST o SPLLNAY

Spillway Cross Section

1. AL SIDE SLOPES SHALL NOT EXCEED 2:1

2. TOP OF EMBANKMENT SHALL BE 2' (MIN.)

3. SIDE SLOPES OF EMBANKMENT SHALL BE STABILIZED BY TEMPORARY SEEDING OR EROSION CONTROL
BLANKETS AS DIRECTED BY THE ENGINEER AND/OR QUALIFIED INSPECTOR.

4. PERIMETER SILT FENCE SHALL BE REPLACED BY E-FENCE IMMEDIATELY DOWNSTREAM FROM SPILLWAY.

N.TS. Source: VHB

STAKES TO BE DRIVEN INTO
GROUND AND CROSSED AS
SHOWN. DO NOT INSTALL

THRU SOCK MATERIAL-

COMPOST FILLED

SILTSOCK
(12" TYP.)
BIODEGRADABLE ===
MESH NETTING s
WORK e
AREA

FLOW

=

%

X
L ».:‘::,ﬂ,/’
\ )

INSTALL SUPPLEMENTAL
COMPOST MATERIAL

TOP OF
GROUND

Notes:

1. SILTSOCK SHALL BE 12" DIAMETER FILTREXX SILTSOXX, OR
APPROVED EQUAL.

2. SILTSOCKS SHALL DVERLAP A MINIMUM OF 12 INCHES.
3. SILTSOCK SHALL BE INSPECTED PERIODICALLY AND AFTER ALL
STORM EVENTS, AND REPAIR OR REPLACEMENT SHALL BE

PERFORMED PROMPTLY AS NEEDED.

4. COMPOST MATERIAL SHALL BE DISPERSED ON SITE, AS
DETERMINED BY THE ENGINEER.

IF_NON BIODEGRADABLE NETTING IS USED THE NETTING SHALL
BE COLLECTED AND DISPOSED OF OFFSITE.

LD_650

N.TS. Source: VHB LD_681

STAPLES 12°
ON CENTER

STAPLE 12"
ON CENTER

o

2
TYPICAL STAPLES
NO. 11 GAUGE WIRE

WI(E( g

NOTES

BEGIN AT THE TOP OF BLANKET INSTALLATION AREA BY ANCHORING BLANKET IN A 6°
DEEP TRENCH BACKFILL AND COMPACT TRENCH AFTER STAPLING.

ROLL THE BLANKET DOWN THE SWALE IN THE DIRECTION OF THE WATER FLOW.

THE EDGES OF BLANKETS MUST BE STAPLED WITH APPROX. 4 INCH OVERLAP WHERE 2
OR MORE STRIP WIDTHS ARE REQUIRED.

-

WHEN BLANKETS MUST BE SPLICED DOWN THE SWALE, PLACE UPPER BLANKET END
OVER LOWER END WITH & INCH (MIN.} OVERLAP AND STAPLE BOTH TOGETHER.

METHOD OF INSTALLATION SHALL BE AS PER MANUFACTURER'S RECOMMENDATIONS.

EROSION CONTROL BLANKETS SHALL BE USED IN ALL AREAS WHERE SLOPES EXCEED 3:1

Temporary Sediment Trap (TST) Riprap Spillway Compost Filter Sock (CFS) 5/ Erosion Control Blanket Slope Installation 116
N.T.S. Source: VHB N.T.S. Source: VHB N.T.S. Source: VHB LD_658 N.T.S. Source: VHB REV LD_680
I WIDTH PER PLAN 1< CENTER LINE FOR DOUBLE GATES

SELVAGE OF FABRIC
KNUCKLED TOP & BOTTOM

TE WRES
TOP_RAIL

CENTER RAIL

TRUSS ROD

TENSION WIRE

Elevation

TOP RAIL

FENCE FABRIC

PER PLANS

CORNER, END OR
ST

" SEE PLANS
FOR LOCATION(S)

PHOTOVOLTAIC INSTALLATION
Site Location: Lohse Road, Willington, CT 06279
Owner: Verogy
Attn: Brad Parsons
124 LaSalle Rd, 2nd Floor
West Hartford, CT 06107
IN CASE OF EMERGENCY CALL 911
STATE POLICE TROOP C - (860) 896-3200

HEIGHT VARIES BASED
UPON TOPOGRAPHY

TWO PANELS IN PORTRAIT
TILT ANGLE

V

FOUNDATION
POST

SYSTEM
+2 MINIMUM
CLEARANCE

£12.1° OR 13
(SEE ELEC. PLANS)

£12.8' OR 14' CLEAR
(SEE ELEC. PLANS)
GROUND
" SLOPES VARY

SINGLE GATE UP TO 12
DOUBLE GATE OVER 12°

WRE FASTENERS @ 18"
INTERVALS, TOP AND BOTTOM
‘ 5/8" ROUND LATCH ROD

o
TURNBUCKLE '0:::0:0:0:
Q3" TAKEUP) " USE GATE POST

4 D.D. STEEL
TUBE GATE POST

(SEE NDTE 4.)\

FOR SINGLE

PER PLAN

FRAMES AND BRACES
T0 BE 1.66° 0.D.

BAR BANDS STEEL TUBE

CHAIN LINK

FABRIC

HEIGHT TO MATCH LINE FENCE

1.66"_NOMINAL
0.D. SOCKET
FOR LATCH ROD-

AUTOMATIC GATE BACKSTOP
SET IN CONCRETE BASE
(CLASS A) 6°DIA.x1'=6", FOR
EACH GATE WHEN OPEN

N.TS. Source: VHB LD_682

15

15% (MAX,)
LONGITUDINAL SLOPE

*‘77 Notes:
10" D\A.'Q LINE POSTS 1B COMPACTED GRAVEL OR
OR 1-4" DIA. © CORNER, 1. CHAIN LINK FABRIC FOR GATES TO BE THE SAVE AS AS NEEDED TO MAINTAIN STABILITY,
PULL OR END POSTS Not REQUIRED. FOR FENCE. CONTRACTOR 10 ENSURE THAT
Section " DRAINAGE PATTERNS ARE MAINTAINED.
I 1. MATERIALS TO BE SUPPLIED AND oo Notes: 2. GATE POST BASE-PORTLAND CEMENT CONCRETE (3000 PS).
INSTALLED IN CONFORMANCE WTH
“CHAN LINK MANUFACTURER'S 1. FINAL DETERMINATION OF PANEL TYPE, RACKING SYSTEM, 3. FENCE FABRIC, POSTS, FRAVEWORKS, AND HAROWARE SHALL Notes:
INSTITUTE” PRODUCT MANUAL. 1. THE SITE FACIUTY SIGN 1S A DRAFT SHOWNG THE AND FOUNDATION POSTS TO BE DETERMINED PENDING BE GALVANIZED STEEL OR BLACK VINYL (AS INDICATED ON
2. CONTRACTOR TO REFER TO MINIMUM AMOUNT OF INFORMATION THAT WILL BE BEST AVAILABLE TECHNOLOGY AT TINE OF PLANS) PER SPECIFICATIONS, 1. COMPACTED GRAVEL SHALL BE IN ACCORDANCE WITH
MANUFACTURER'S PROVIDED. SIGN WILL BE 18" X 24", CONSTRUCTION AND STRUCTURAL GROUND TESTING, THE CURRENT VERSION OF THE CONNECTICUT
RECOMMENDATIONS FOR 2 AL GONS WL BE MOUNTED ONTO THE CHAIN LINK 4. GATE POSTS TQ BE USED ON EACH SIDE OF SINGLE AND DEPARTMENT OF TRANSPORTATION SPECIFICATIONS FOR
INSTALLATION. - DOUBLE GATE OPENINGS ROADS, BRIDGES, AND INCIDENTAL CONSTRUCTION.
7' Chain Link Fence o/08 Danger and Site Facility Signs /16 Cross Section of Fixed-Tilt Panel Array 220 Chain Link Fence Gate o/08 Access Road Cross Section
NTS. Source: VHB NTS. Source: VHB N.TS. Source: vHE Lo_as2 NTS. Source: VHB

N.TS. Source: VHB Rev LD_480

vhb.com

100 Great Meadow Road

Suite 200

Wethersfield, CT 06109

860.807.4300

Willington Solar One

41-43 Lohse Road
Willington, Connecticut

No.__raision oate sppre
1 Layout Revision 2/25/2026 SIK

2 Fence/Racking Revisions. 3/13/2026 SIK

3 Access Road Grading 5/13/2026 SIK
e ety
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52-29-A
96 SPAK ROAD
SPAK ROAD LLC

DEED 229~337
(FIRST PIECE)

NOTES:
1. FIELD SURVEY BY RTK GPS & RTK DRONE IN DECEMBER 2024.

2, THE HORIZONTAL DATUM IS NAD83. THE VERTICAL DATUM IS
NAVD88. BOTH WERE DERIVED FROM RTK GPS OBSERVATIONS TAKEN
ON SITE.

3, THE LOCATIONS OF UTILITIES SHOWN HEREON ARE THE RESULT OF
SURFACE EVIDENCE ONLY. THIS PLAN DOES NOT NECESSARILY
DEPICT THE EXACT LOCATION OF THESE UTILITIES AND MAY NOT
SHOW ALL OF THE UTILITIES WHICH EXIST WITHIN THE PREMISES
SURVEYED. CONTACT DIG-SAFE AT 1-888—344—7233 BEFORE
EXCAVATION.

4. THE LOCUS PARCEL AND ALL ABUTTING LAND WITHIN THE VIEW
OF THIS PLAN IS LOCATED IN THE TOWN OF WILLINGTON R-80
ZONING DISTRICT.

5. ACCORDING TO FEDERAL EMERGENCY MANAGEMENT AGENCY MAPS,
THE ENTIRE LOCUS PARCEL IS LOCATED IN AN AREA DESIGNATED AS
"ZONE C" (AREAS OF MINIMAL FLOODING). COMMUNITY PANEL NO.
090159 0010 A, EFFECTIVE ON 6/15/1982.

6. WETLANDS SHOWN HEREON WERE DELINEATED BY DAVISON
ENVIRONMENTAL, LLC IN DECEMBER 2024 & WERE LOCATED BY THIS
SURVEY.

7. ALL CONTOURS SHOWN HEREON WERE GENERATED IN QGIS FROM
DIGITAL ELEVATION MODELS OF THE 2016 CRCOG LIDAR DATA
COLLECTED BY USGS AND DISTRIBUTED BY NOAA.

THIS SURVEY HAS BEEN PREPARED PURSUANT TO THE
REGULATIONS OF CONNECTICUT STATE AGENCIES SECTIONS
20-300B—1 THROUGH 20-300B-20 AND THE "STANDARDS
FOR SURVEYS AND MAPS IN THE STATE OF CONNECTICUT" AS
ADOPTED BY THE CONNECTICUT ASSOCIATION OF LAND
SURVEYORS INC. ON SEPTEMBER 26, 1997.

TYPE OF SURVEY: IMPROVEMENT LOCATION SURVEY

BOUNDARY SURVEY CATEGORY: DEPENDENT RESURVEY
CLASS OF ACCURACY: HORIZONTAL CLASS A-2
VERTICAL CLASS V-2
TOPOGRAPHIC CLASS T-2
PURPOSE OF SURVEY: PROPOSED SOLAR FACILITY

THIS DOCUMENT AND COPIES THEREOF ARE VALID ONLY IF
THEY BEAR THE LIVE SIGNATURE AND EMBOSSED SEAL OF THE
DESIGNATED PROFESSIONAL. UNAUTHORIZED ALTERATIONS
RENDER ANY DECLARATION NULL AND VOID.

TO THE BEST OF MY KNQWLEDGE AND BELIEF, THIS MAP IS
SUBSTANTIALLY CORRECT AS NOTED HEREON.

UL [ L

CHARLES G. G\DMAN,‘P‘L‘S #70103
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