EXIST. DOOR FRAME ——
PRE-FORMED PAN FLASHING —|

SYSTEM REFER TO SPECS.

1.5" DEEP ALUM. GRATE

W7/ 1/4" SPACE
EX. 2x6 DECKING

EX. DOOR TO REUSED

f SEALANT

<

,— FIN. FLOOR - VCT

NEW 3/4" SUB-FLOOR

CUT DOWN RIM JOIST
AT LANDING

MEMBRANE FLASHING

/"6 \EXT. DOOR SILL DETAIL

W SCALE: 1-1/2" = 1'-0"

1/2" SHEATHING OR
5/8" TYPE-X - SEE
PLAN AND WALL TYPES

HOUSE WRAP

PVC TRIM

HOUSE WRAP TAPE

OVER J-TRIM

HOUSE WRAP TAPE OVER
ALUM. DRIP EDGE FLASHING

VINYL J-TRIM
ALUM. DRIP EDGE FLASHING

REFER TO SIM. DETAIL #A/A5

—— INFILL OPENING
TO MATCH EX.

/ PATCH 1/2" G.W.B.

©

—— MATCH EX. TRIM.

\

m EXT. HEAD DETAIL

WSCALE: 1-1/2"=1-0"

3_7 8"

2 MAX. QQ

36"

34" HANDRAIL

NEW P.T. TOP RAIL - PROFILE MAY VARY

%’7 PROVIDE P.T. POST CAP WITH

s

METAL FLASHING ON ALL POSTS

HANDRAIL WITH RETURNS INTO POSTS -
SHALL MEET CODE.

2x P.T. RISERS BETWEEN STRINGERS
FASTENED BY GALV. ANGLES

/\ STRUCTURAL STRINGERS - SEE STR.'L DWG.'S

ALL OPENINGS SHALL MEET CODE
REQUIREMENTS

]
™ TREADS SCREWED TO

P.T. CARRIAGE PROVIDE

< 49
o

1 3/4" NOSING MIN.

LANDING (PERVIOUS)

/ "\ TYP. DECK STAIR DETAIL

T.0. CONC. PIERS FLUSH W/
LANDING AT END OF STAIRS (COORDINATE IN FIELD)

CONNECTOR - SEE STRUCTURAL DWG.'S

SEE PLAN FOR POST LOCATIONS, TREAD & RISDER DIM.

\Ay SCALE: 3/4" = 10"

NEW P.T. TOP RAIL - PROFILE MAY VARY

PROVIDE P.T. POST CAP WITH METAL FLASHING

3_7 8"

MAX.

3-0" MIN. HEIGHT

N ON ALL POSTS
\—— PROVIDE GALV. CLIP ANGLES AS REQ.'D FOR RAIL.
NEW 4x4 P.T. POST - SEE PLAN FOR SPACING

NEW 2x2 P.T. BALUSTERS

| | — PROVIDE P.T. BLOCKING AS REQ.'D BETWEEN
LT POST FOR ADDITIONAL SUPPORT AS REQ.D.

PROVIDE GALV. CLIP ANGLES AS REQ.'D FOR RAILS
f\ NEW P.T. BOTTOM RAIL - PROFILE MAY VARY

EXISTING P.T.3'x6" DECKING - PATCH AS REQ.D
/ EXISTING P.T. 2xRIM JOIST

\—/ NEW (2) GALV. " CARRIAGE BOLTS PER POST
TO NEW 2x10 BLOCKING AND THRU EX. RIM JOIST

NEW HURRICAN TIES
(SEE STR.L DWG.'S)

PROVIDE 2x BLOCKING FOR NEW POST -

\\— PROVIDE ANY HANGERS AS REQUIRED.
EX. P.T. 2x JOISTS (SEE STR.'L DWG.'S)

NEW P.T. 2x BEAM OVER P.T. PLATE
ON PIER (SEE STR.'L DWG.'S)

NEW BEAM MAY BE REQUIRED.

/"5 TYP. DECK RAIL DETAIL

i ADDITIONAL P.T. PLATES OR SHIMS UNDER

NEW PIER AND CONNECTORS
(SEE STR.'L DWG.'S)

SEE PLAN FOR POST LOCATIONS

W SCALE: 3/4" = 10"

EX. WALL CONSTRUCTION: i

EX. FLOOR CONSTRUCTION |

_$ T.0. FIN. FLR.

g4

/ 1\ TYPICAL DETAIL

DFE/T.0. CONC. PIER e
EL: 18.5' (500 YEAR EL.)

REINF. CONC. WALL CONSTRUCTION:™
(SEE STRUCTUAL DWG.'S)

W SCALE: 1" = 10"

EX. WALL CONSTRUCTION: I

EX. FLOOR CONSTRUCTION

$ T.0. FIN. FLR.

T ADDITIONAL DECK LEDGER BD. FASTENERS:
(SEE STRUCTURAL DWG.'S)

6"+

T.0. EX. DECK $_
/

= Ay 4
| 1" RIGID INSUL. (CLOSED CELL)

SPRAY PLUMBING PIPE l
WITH CLOSED CELL INSUL. ﬁ 4 - — PROVIDE SOLID BLOCKING

ADDITIONAL FASTENERS

B
=~ \— CAREFULLY SLIDE Z-FLASHING UNDER
EX. FLASHING PRIOR TO ADDING THE

1/2" PLYWD. - PTD J

\‘ NEW P.T. DECK BEAMS BEYOND GLAV. FACE

MOUNT HANGERS - SEE STR.'L DWG.'S

ALUM. .032 GA. V
| REINF. CONC. WALL CONSTRUCTION:™

1
/ 2"\ TYPICAL DECK / FLASHING DETAIL

| (SEE STRUCTURAL DWG.'S)

W SCALE: 1" = 10"

FROM TOP TO BOTTOM
INSUL. 42" BELOW GRADE

CHASE SHALL EXTEND FROM
CLG. TO TOP OF PAVERS -
PROVIDE 24"x24" AREA OF
PAVERS UNDER CHASE.

USE 3/4" x PVC PANEL OVER

P.T. 2x 4 AND FILL SOLID W/ RIGID INSUL.

1'-4" TYP.

FOR PLUMBING STRAPS
USE HEAVY DUTY FASTENERS
AND STRAPS

) ™ NAIL BREAKAWAY 2x4 ONTO

PERMANENT 2x4 W/ 8d
COMMONS @ 28" O.C.
(DIVIDED EQUALLY BETWEEN
TOP AND BOTTOM)

—— REMOVALABLE FRONT PANEL

USE GALV. SCREWS FOR
EASY REMOVAL

/"3 BREAKAWAY PLUMBING CHASE DETAIL

\Ay SCALE: 1"=1'0"

NOTE: CHASE IS DESIGNED TO BREAKAWAY
FROM PIER UNDER MIN. WATER PRESSURE
MEETING FEMA BREAKAWAY WALL DESIGN




