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1 Introduction 
 
Recent events such as Tropical Storm Irene and Hurricane Sandy have underscored the risks associated 
with occupying coastal areas and highlighted the fact that property owners and municipalities bear a 
heavy financial burden to recover from these types of events. 
 
Resilience is the ability to resist, absorb, recover from, and adapt to disasters.  Coastal Resilience, 
referring specifically to coastal hazards such as sea level rise, increased flooding, and more frequent and 
intense storm surges, can be achieved by decreasing coastal vulnerabilities through increased 
adaptation and planning.  
 
This Coastal Resilience Plan has been developed as a toolbox to build coastal resilience in the coming 
years.  As time passes and our collective understanding of sea level rise is refined, Madison will have the 
option to update this plan to reflect evolving approaches to building resilience. 
 
1.1 Project Goal 
 
The overall goal of the "coastal resilience program" undertaken by Madison is to address the current 
and future social, economic, and ecological resilience of the town's shoreline to the impacts of sea level 
rise and anticipated increases in the frequency and severity of storm surge, coastal flooding, and 
erosion.  The planning process was loosely based on the coastal resilience planning process established 
in 2011-2012 by The Nature Conservancy (TNC).  The four steps of the coastal resilience process are: 
 
1. Generate awareness of coastal risks 
2. Assess coastal vulnerabilities, risks, and opportunities 
3. Identify options or choices for addressing risks  
4. Develop and implement an action plan to pursue selected options 
 
In reality, this process began years ago with other planning efforts that involved the public, such as the 
Hazard Mitigation Plan.  This specific planning process launched in September 2015 and was completed 
in May 2016.  Public involvement included three informational meetings and an internet-based survey.  
Vulnerability and risk assessment was conducted from September 2015 through January 2016, and the 
adaptation/resilience options for Madison were reviewed and selected between January and April 2016. 
 
This program is intended to highlight underserved low-to-moderate income (LMI) populations and 
communities for additional consideration.  Madison does not contain any LMI tracts1; however, the 
central part of the coast, from Surf Club Beach to Seaview Beach, is characterized by a relatively lower 
median income than the rest of the shoreline. 
 

                                                           
1 At the time of the CDBG-DR grant application in 2014, the LMI Census block groups were mapped based on 
estimates from the 2007-2011 American Community Survey (ACS) where the median income was 80% or lower of 
the Area Median Income (AMI).  ACS estimates are based on a 5-year rolling average of a small sample size. LMI 
limits are revised annually.  Current estimates available on the online CPD Maps viewer show that no Census block 
groups in Madison are currently HUD-designated LMI areas. 
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1.2 Project Funding 
 
Preparation of this Community Coastal Resilience Plan was funded through the United States 
Department of Housing and Urban Development's (HUD) Community Development Block Grant Disaster 
Recovery Program (CDBG-DR).  The money was allocated to HUD through the 2013 Disaster Relief 
Appropriations Act, which designated aid assistance for communities affected by Hurricane Sandy.  
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2 Vulnerability and Risk 
 
2.1 Risk and Resilience Concepts 
 
In the context of hazards, risk is the product or the sum of vulnerability and frequency.  In the context 
of coastal hazards, risk depends on (1) the vulnerability of coastal communities and infrastructure and 
(2) the frequency of flooding and storm events.  Coastal storms are believed to be increasing in 
frequency, and flooding will increase in frequency as sea level continues to rise (refer to discussion 
below).  Thus, even if coastal vulnerabilities remain static, risks will increase.  If vulnerabilities increase 
as well, due to new development in hazard areas or failure to maintain existing protective structures, 
risks will increase dramatically.  Alternatively, if vulnerabilities are reduced through adaptation, risk 
levels can be held steady into the future.  If vulnerabilities can be reduced even further, then risks can 
be lowered in the face of rising sea level and increased coastal storms, leading to increased resilience. 
 

 
 
 
2.2 Existing Conditions 
 
2.2.1 Setting 
 
Madison has approximately 18,259 residents living within 36.2 square miles of land.  The town has 
approximately 6 miles of coastline not including the shore of Hammonasset Beach.  Population density is 
relatively consistent along the town's coastline, but higher density residential areas exist at the 
Soundview, Smith Bay, Middle Beach Road, and Seaview Beach neighborhoods along the coast.  The less 
developed areas along the coast are the Madison Surf Club Beach area toward the center of town and 
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Hammonasset State Park at the eastern end of town.  For the purposes of this report, the coastal 
neighborhoods of Madison are broken into the following: 
 
 Green Hill Road: A dead-end road off of Wildwood Avenue north of Route 95 leads to five homes on 

the east bank of the East River. 
 Green Hill Place: For the purposes of this project, this name refers to the mostly commercial area of 

Route 1, Green Hill Place, and Old Post Road at the western border of Madison south of Route 95.  
The area includes water-dependent businesses. 

 Garnet Park: A strip of low-elevation residential properties jutting west off of Route 1, bounded by 
Bailey Creek to the north, Neck River to the south, and East River to the west. 

 Circle Beach: About 20 homes constructed on a narrow, low-elevation sand spit at the mouth of the 
East River at the southwestern corner of Madison. 

 Ridgewood/Soundview: The neighborhood east of Circle Beach around Ridgewood Avenue and 
Soundview Avenue sometimes called "East River Beach."  

 Buffalo Bay: For this project, this name refers to the beaches extending from Soundview Avenue to 
the Mercy by the Sea Retreat Center and Chipman Point.   

 Smith Bay: This is the name for the finger roads south of Neck Road from Pleasant View Avenue at 
the western edge to Shorelands Drive at the eastern edge.  These private roads are relatively 
densely developed, and drop to very low elevations near the shoreline.  The coast is characterized 
by alternating bulkheads and beaches. 

 Surf Club Beach: The area from Garvan Point to the Madison Surf Club, this neighborhood has a 
large amount of open space.  

 West Wharf & Crescent Beach: Lower-elevation neighborhood including Flower Avenue and Parker 
Avenue and extending eastward along Middle Beach Road West, the West Wharf section has some 
beach fronting the homes.  The Crescent Beach section, around Middle Beach Road West, does not 
consistently have a beach at high tide, and some homes are protected by bulkheads. 

 Middle Beach Road: This refers specifically to the section of road between Island Avenue and Park 
Avenue where the road is immediately adjacent to the water and protected by riprap revetment and 
seawalls. 

 Middle Beach: This area has a narrow beach fronting a row of homes.  Part of the coast has no 
beach at high tide.  The western edge is at Park Avenue and the eastward edge is at East Wharf. 

 Fence Creek: This includes the inland neighborhoods surrounding Fence Creek and its tidal wetland 
as well as the homes built at its mouth. 

 Seaview Beach: Seaview Avenue is fronted by an undeveloped living shoreline and backed by 
homes.   

 Webster Point: In this plan, Webster Point refers to the neighborhood from Seaview Avenue to 
Hammonasset State Park.  This area is higher in elevation, and most homes are set back from the 
waterfront.  
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2.2.2 Existing Capabilities 
 
There is a suite of existing regulations, plans, projects, and programs within the town of Madison that 
relate to, address, or are otherwise pertinent to the town's pursuit of becoming a more resilient coastal 
community.  This plan acknowledges the contribution that these resources make to Madison's resilience 
capabilities, and was designed to work with these existing documents and actions.  These resources 
(described in Appendix A) include the following: 
 
 SCRCOG Multi-Jurisdiction Hazard Mitigation Plan 
 Madison Plan of Conservation and Development 
 Madison Zoning Regulations 
 Madison Code of Ordinances 
 TNC Salt Marsh Advancement Zone Assessments 
 TNC Hazard and Community Resilience Workshops Summary of Findings 
 FEMA New Haven County Flood Insurance Study and FIRM Panels 
 Other State and Regional Resources 
 
The following graphic depicts the unique relationship between the Madison Hazard Mitigation Plan and 
this Coastal Resilience Plan (which covers a subset of all of the hazards in Madison).  Meanwhile, the 10-
town Regional Framework for Coastal Resilience addresses waterward resilience issues, which is a 
subset of this Coastal Resilience Plan. 
 

  
 
Most of the relevent municipal and regional planning documents recognize sea level rise and coastal 
storms as key issues to address.  The SCRCOG Multi-Jurisdiction Hazard Mitigation Plan identifies areas 
vulnerable to isolation under future sea level conditions, describes specific hazardous locations, tracks 
mitigation projects, and suggests additional possibilities.  The Plan of Conservation and Development 
names sea level rise as an important factor in future development, considers the effect it will have on 
emergency services, and recommends actions including mapping, research, and education. 
 
Madison's Zoning Regulations and Ordinances include many requirements to protect property from 
flooding, but sea level rise and climate change are not explicitly included.  Coastal Site Plan Reviews are 

MADISON COASTAL RESILIENCE PLAN 
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required for coastal developments, but exceptions are numerous.  Height limits on structures may 
actually hinder some coastal resilience efforts. 
 
Many local and regional research efforts can also be considered capabilities because they add to the 
base of knowledge in Madison with regard to future conditions, vulnerabilities, and adaptation options.  
The TNC Salt Marsh Advancement Zone Assessment will help the town plan for long term sustainability 
of this ecosystem.  The Connecticut Department of Energy & Environmental Protection (CTDEEP) 
Shoreline Change study points to specific erosion risk zones and can inform development of sediment 
management projects.  The United States Army Corps of Engineers (USACE) North Atlantic Coast 
Comprehensive Study (NACCS) results provide suggestions with regards to prioritizing areas for 
protection and choosing applicable adaptation projects.  Other studies, many still ongoing, cover a wide 
range of topics such as nonstructural adaptation approaches, maintaining healthy aquatic and shoreline 
habitats, the balance between flood and wind protection, and development of high-resolution sea level 
rise projections. 
 
As part of building resilience, it is essential that the Town of Madison monitor the projects and plans 
included here, as well as others that are developed and refined in the future, and ensure collaboration 
and communication between these efforts. 
 
2.2.3 Existing Challenges 
 
Madison has experience with coastal hazards.  The neighborhoods of Green Hill Place, Garnet Park, 
Circle Beach Drive, Smith Bay, and Fence Creek regularly experience flooding at especially high high-tide 
events, such as those associated with low-pressure systems or full- or new-moon conditions.  Residents 
suffer from blocked access to homes and damage to property and vehicles on a regular basis in those 
locations.  Middle Beach Road needs to be regularly maintained to prevent failure due to erosion from 
wave action.  Malfunctioning tide-controlled drainage systems have led to problems at Green Hill Road.  
Rising waters and increasing storm severity and frequency will exacerbate these problems and give rise 
to additional problems in other parts of town. 
 
2.3 Sea Level Rise 
 
2.3.1 Existing Conditions and Historic Trends 
 
There are no National Oceanic and Atmospheric Administration (NOAA) tide gauges within Madison, 
however a gauge has been operated by NOAA in Clinton to the east.  The Clinton gauge was located 
south of Riverside Drive in the mouth of the Hammonasset River, and collected data from June to 
October, 2002.  According to data collected by this gauge (available online at 
tidesandcurrents.noaa.gov), the mean sea level (MSL) at the eastern edge of Madison is negative (-) 0.33 
feet (ft), or 0.33 feet below the North American Vertical Datum of 1988 (NAVD88).  The average 
maximum elevation of high tide ("mean higher high water, or MHHW") is 2.62 feet above the MSL, or 
2.29 feet elevation NAVD88.  These values will vary along Madison's coastline, and have likely changed 
since 2002, as discussed below. 

The nearest long-term, currently operational gauge to Madison is the tide gauge in New London, 
Connecticut.  Based on tide gauge data collected at that station between 1938 and 2014, MSL has been 
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increasing at a rate of 2.58 millimeters (0.101 inches) per year (mm/yr) which is equivalent to a rise of  
0.85 feet over 100 years (see Figure 1 below).  Another station in Bridgeport, Connecticut, has measured 
an increase of 2.87 mm/yr, or 0.94 feet-per-100-years, based on measurements since 1964. 

 

 
2.3.2 Sea Level Projections 
 
Projections of the rate and extent of sea level rise 
in the future were used to determine Madison's 
vulnerabilities to future coastal conditions.  
Uncertainties exist with regard to multiple factors 
that contribute to sea level change, including the 
rate of change in the land surface elevation, the 
extent and rate of glacial melting, and changes in 
human development and greenhouse-gas 
emission patterns.  For this reason, multiple 
projections are available.  Medium or high sea 
level rise projections were used for this plan so 
that Madison will be better protected against 
worst-case scenarios. 
 
The United States Army Corps of Engineers hosts 
a sea level projection web tool ("Sea-Level 
Change Curve Calculator") at 
http://www.corpsclimate.us/ccaceslcurves.cfm.  
The calculator provides sea level rise projections 
using both USACE and NOAA projections at 
existing tidal gauges.  The nearest gauge to 
Madison is the tide gauge in Bridgeport.  
Calculated sea level rise for this gauge is depicted 
in the following table and graph.  In each case, the base year is 1992.  Rates are as follows: 
 NOAA Low and USACE Low:  historic rate of sea-level change is the rate of change moving forward 

http://www.corpsclimate.us/ccaceslcurves.cfm
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 NOAA Intermediate Low and USACE Intermediate:  ocean warming and the local rate of vertical land 
movement determine sea level change rate. 

 NOAA Intermediate High:  the projected rate assuming both ocean warming and a moderate rate of 
melting of the arctic ice sheets. 

 USACE High: considers both the most recent Intergovernmental Panel On Climate Change 
projections and modified National Research Council projections with the local rate of vertical land 
movement added. 

 NOAA High:  rate based on heating of the oceans and a maximum loss of the ice caps. 
 

Gauge 8461490, New London, CT 
NOAA's Regional Rate: 0.00778 feet per year 

Values expressed in feet relative to the 1992 Local Mean Sea Level (LMSL) 

Year USACE Low 
NOAA Low 

USACE Int 
NOAA Int-

Low 

NOAA 
Int-High 

USACE 
High 

NOAA 
High 

2010 0.14 0.17 0.23 0.26 0.31 

2020 0.22 0.29 0.44 0.51 0.62 

2030 0.30 0.42 0.71 0.83 1.03 

2040 0.37 0.58 1.03 1.23 1.55 

2050 0.45 0.75 1.41 1.70 2.17 

2060 0.53 0.94 1.85 2.24 2.89 

2070 0.61 1.15 2.35 2.86 3.71 

2080 0.68 1.37 2.90 3.56 4.64 

2090 0.76 1.62 3.51 4.32 5.67 

2100 0.84 1.88 4.17 5.16 6.80 
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The ranges calculated and displayed above are quite wide, but even the low projections show that sea 
level rise will continue throughout the current century.  The United States Geological Survey (USGS) has 
demonstrated that sea levels along the mid-Atlantic and northeast coasts of the United States are 
already rising three to four times faster than the global average since 1990.  This heightens the need for 
resilience planning in Madison.  More information on sea level rise projections is presented in Appendix 
B. 
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2.4 Specific Vulnerabilities and Risks 
 
2.4.1 Summary 
 
Madison's coastal neighborhoods are diverse, and each will be faced with a combination of 
vulnerabilities with sea level rise and the increased incidence and severity of coastal storms.  Generally, 
coastal hazards can include: 
 
 Stillwater Inundation (including surge) – flooding from high water without the effects of waves 
 Wave Setup and Runup – wave action allows water to reach areas that would otherwise be 

protected 
 Wave Action – can cause damage to buildings directly 
 Erosion of coastal banks 
 Erosion of beaches 
 Drainage-related flooding (outlet submerged and/or insufficient capacity of systems) 
 Wind – can directly damage structures by blowing debris into structures 
 
Risks and vulnerabilities in the town of 
Madison were determined through review of 
documents such as the SCRCOG Multi-
Jurisdiction Hazard Mitigation Plan, 
discussion with town representatives, public 
meetings, an online survey, and utilization of 
The Nature Conservancy's Coastal Resilience 
Mapping Portal.  Madison's shoreline is most 
susceptible to inundation of low-lying 
structures and neighborhoods, erosion and 
undermining of coastal roads and properties, 
and various threats to private septic systems.  
These risks are anticipated to increase over 
time due to sea level rise and climate change, 
and may be compounded by continuing 
trends of increased development and 
population growth.  High winds during storm 
events, which are also predicted to increase 
with climate change, may put further 
pressure on vulnerable coastal communities.  
 
  

WHAT DO OTHER STUDIES SAY ABOUT MADISON? 
 

The Nature Conservancy Community Resilience 
Workshops 

The Town of Madison and The Nature Conservancy 
(TNC) formed a partnership to increase awareness of 
risks, strengths, and vulnerabilities within Madison 
associated with natural and climate-related hazards.  
This partnership carried out a series of presentations, 
interviews, outreach, and "Hazard and Community 
Resilience" workshops in order to facilitate education, 
planning, and implementation of priority adaptations 
actions.  At these workshops, town and TNC 
representatives worked with attendees to define 
hazards, identify present and future vulnerabilities 
and strengths, and develop and prioritize actions. 
 
 

The top hazards listed in the report include coastal 
flooding and storm surge, inland flooding, and wind.  
Specific concerns noted include vulnerability of the 
road network, the railroad's susceptibility to coastal 
flooding, power distribution, isolation during coastal 
flood events, and the vulnerability of septic systems. 

Highlighted vulnerable areas include Neck Road, 
Garnet Park, Circle Beach, Middle Beach, Fence 
Creek, East and Neck River Marsh, East and West 
Wharf, Salt Meadow Park, Neck River, Hammonasset 
State Park, Surf Club Beach, and State Route 1. 
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Coastal vulnerabilities can fall under a variety of categories, as follows: 
 

 Social – Residents, business community, and visitors 
 Economic – Residential Properties, commercial/industrial businesses, municipal resources, tourism, 

and future development. 
 Infrastructure – Roads, bridges, railroads, stormwater, seawalls, tide gates, and municipal facilities. 
 Utilities – Public and private water supplies, septic systems, telecommunications, and electricity. 
 Emergency Services – Fire, police, medical, sheltering, evacuation/egress. 
 Natural Systems – Tidal wetlands and other coastal landforms. 

 
The most vulnerable aspects of Madison's coastal area are its roads, septic systems, and buildings.  
Many coastal roads are vulnerable to being submerged by rising waters or eroded by waves.  The town 
does not have a municipal wastewater utility.  Homes are served by private septic systems, many of 
which will need to be protected from encroaching seawater and rising groundwater associated with 
climate change.  Homes and commercial buildings are vulnerable to inundation from Long Island Sound 
or backwatering of rivers during storm events as well as to erosion, failed drainage infrastructure, and 
damage from high winds.  Some commercial and industrial activities are vulnerable. 
 
Major roads at risk of flooding under future sea level rise (daily high-tide flooding) and storm scenarios 
include: 
 
 Route 1 / Boston Post Road 
 Green Hill Place 
 Garnet Park Road 
 Circle Beach Road 
 Surf Club Road 
 Middle Beach Road West 
 Island Avenue 
 Middle Beach Road 
 Scotland Avenue 
 Seaview Avenue 
 
Much of Madison's land area is located inland, and the town overall is not very densely developed.  
While the town faces a number of different types of coastal hazards, the number of people exposed to 
those hazards will remain relatively low when compared to more densely developed coastal 
municipalities.  Additionally, Madison's emergency services are not directly vulnerable to coastal 
flooding or storms, and emergency access to most areas that are vulnerable should remain passable in 
most storm scenarios. 
 
Vulnerabilities and risks within Madison are described in detail in Appendix B. 
 
2.4.2 Vulnerable Neighborhoods 
 
Different neighborhoods and areas of Madison face different hazards presented by current and future 
daily high tide and hurricane conditions.  The expected extent of flooding from sea level rise and storm 
surge effects were determined using The Nature Conservancy's Coastal Resilience Mapping Portal, as 
described in Appendix B section 2.3.2.  It is important to note that these projections are predictions of 
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future conditions based on currently available data.  The most immediate projections (those of 
conditions in the 2020s) have the highest level of confidence, with uncertainty increasing as projections 
move further into the future.  
 
Wave setup and runup can increase the height of floodwater above the "stillwater" (including surge) 
elevation.  The extent of those effects are directly related to the topography of the coastline at a 
particular location.  The TNC Coastal Resilience Mapping Portal does not capture wave action, so further 
analysis was performed with wave modeling software used by the Federal Emergency Management 
Agency (FEMA) and USACE, as described in Appendix B section 2.3.3.  These models determine the 
effects of waves using topographic transects.  There are five FEMA transects (collected in 2013) along 
the Madison coastline that are at or near locations with significant coastal hazard concerns.  They are 
located at Circle Beach, Smith Bay, Middle Beach Road West (West Wharf and Crescent Beach area), and 
Bayview Terrace.  Conditions at a given transect may not reflect those at adjacent properties, since the 
shoreline can change significantly between transects.  Further analysis would be required to verify or 
refine the results for areas currently without transects. 
 
Both The Nature Conservancy's sea level rise and storm surge mapping tool, and the wave setup and 
runup models from FEMA and USACE, were used to assess risk and vulnerability at different 
neighborhoods along the Madison coast.  This analysis is presented in detail in Appendix B sections 4.2 
and 4.3 and is summarized below. 
 
Green Hill Road 
 
This dead-end road passes through a tidal 
wetland on its way to five homes on the east 
bank of the East River and is susceptible to 
flooding from the tidal wetland.  The tidal 
wetland drains south under Green Hill Road 
and then under State Route 95.  Flooding of 
this tidal wetland onto Green Hill Road is 
projected to occur regularly during nonstorm 
conditions as soon as the 2020s, isolating 
properties.  This area falls within a FEMA AE 
zone with a base flood elevation (BFE) of 9 
feet NAVD88.  
 
Green Hill Place 
 
This mostly commercial area is vulnerable to 
flooding from the East River and an adjacent 
tidal wetland.  It is projected to experience 
daily nuisance flooding by the 2020s.  
Flooding will affect both roads and 
structures.  Present-day conditions already cause regular minor inundation.  The FEMA AE zone here has 
a BFE of 11 feet (NAVD88). 

WHAT DO OTHER STUDIES SAY ABOUT MADISON? 
 

Analysis of Shoreline Change in Connecticut: 
100 Years of Erosion and Accretion (July 2014) 

 
A cooperative effort between the Connecticut 
Department of Energy and Environmental Protection, 
UConn CLEAR, and Connecticut Sea Grant  
 

The analysis shows the following trends along the 
Madison shoreline: 
 

Accretion 
Chipman Point, end of Oak Avenue, Webster Point area.  
Rates around 0.3 to 0.5 meter/year. 
 

Erosion 
West end of Circle Beach, end of Soundview Avenue, 
east of Harbor Avenue, end of Overshore Drive, east of 
Madison Surf Club, between Tuxis Road and Gull Rock 
Road, in front of one section of Middle Beach Road, and 
at Hammonasset State Beach. 
Rates around -0.3 to -0.7 meter/year. 
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Garnet Park 
 
This area is susceptible to isolation as well as inundation.  Most properties are within FEMA AE zones 
with BFEs of 11 or 12 feet NAVD88.  The surrounding waterways and tidal wetlands are mapped as 
velocity (VE) zones with a BFE of 13 feet.  Projections show Garnet Park Road overtopped by daily high 
tide flooding of Baily Creek by the 2020s, isolating the entire neighborhood.  Baily Creek and Neck River 
floodwaters will connect over Meadow Lane and Garnet Park Road, further isolating residents.  Isolation 
issues are projected to increase over time.  A Category 2 storm would cause widespread inundation of 
roads and homes. 
 
Circle Beach 
 
The homes here are within a VE zone with a BFE of 13 feet.  All homes are already elevated, and the 
main concern is isolation from flooding of the road that is projected to occur on a daily basis by the 
2020s.  By the 2050s, high tide is projected to cover all of the lots here. 
 
Ridgewood/Soundview 
 
This neighborhood is protected from 
inundation by its somewhat higher 
elevation, and from wave energy by 
revetments.  There is no beach at high 
tide here.  Projections show low 
vulnerability to daily high-tide inundation 
through the 2080s.  Erosion may be a 
concern. 
 
Buffalo Bay 
 
This area is characterized by sandy 
beaches and homes that are mostly on 
high ground and not vulnerable to 
flooding.  Projections show this area is not 
vulnerable to sea level rise. 
 
Smith Bay 
 
The southern ends of all of these relatively 
densely settled roads tend to be lower in 
elevation than the beaches they lead to, and are protected from water and sand by bulkheads.  Drainage 
problems are already apparent in these areas.  By the 2050s, daily high tides are projected to impact 
both roads and properties at the ends of Toffee Lane, Overshore Drive, Pleasant View Avenue, Beach 
Avenue, Harbor Avenue, and Kelsey Place.  The southernmost properties fall within a VE zone with a BFE 
of 14 feet NAVD88, while AE zones with BFEs of 13 or 14 feet extend inland. 

WHAT DO OTHER STUDIES SAY ABOUT MADISON? 
 

Conceptual Regional Sediment Budget for 
USACE North Atlantic Division (March 2015) 

 
A conceptual regional sediment budget (CRSB) was 
developed for the USACE North Atlantic Division as a 
component of the Comprehensive Hurricane Sandy 
study. 
 

Net sediment transport in Long Island Sound was found 
to be toward the west with local reversals.  The CRSB 
along the Madison shoreline was found to be 
"balanced."  The CRSB for Long Island Sound was found 
to be accreting.   
 
The report recommends "better characterization of 
regional sediment transport patterns for beaches along 
Long Island Sound.  Although this area is less vulnerable 
to direct impact from hurricanes and northeasters, 
there are navigation channels and sediment 
management activities that could reduce future erosion 
of this area." 
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Surf Club Beach 
 
This area is vulnerable to widespread flooding of tidal wetlands and other open space by future high 
tides.  Most of that flooding is limited to undeveloped areas, and will not impact structures.  Flooding 
that originates here can, however, extend eastward and impact properties at West Wharf. 
 
West Wharf & Crescent Beach 
 
Inundation here comes mostly from tidal wetlands located inland.  Daily high-tide flooding may impact 
around seven homes in these two neighborhoods by the 2020s and submerge a number of roads.  By 
the 2050s, daily flooding will have spread considerably, impacting around 20 homes and isolating as 
many as 25.  A present-day Category 2 storm will inundate most of this area, affecting around 80 
structures and inundating all of the local roads.  This area is within a FEMA AE zone with a BFE of 12 feet 
NAVD88.  Some waterfront homes are partially in a VE zone with a BFE of 14 feet. 
 
Middle Beach Road 
 
Island Avenue, Tuxis Road, Gull Rock Road, and Park Ave are all within an AE zone with a BFE of 12 feet 
NAVD88.  During large storm events, flooding of properties and inundation of roads is an issue.  
However, the main concern here is the vulnerability of Middle Beach Road itself, which is constructed 
immediately alongside the water.  One stretch of road falls within the VE zone with a BFE of 14 feet.  
Significant wave energy is exerted on the existing protective system, causing erosion and the need for 
expensive maintenance and repair.  Erosion and undermining of this road is a major vulnerability. 
 
Middle Beach 
 
Homes and the road are vulnerable to storm surge.  BFEs are 14 feet NAVD88 on the shore and 12 feet 
inland. 
 
Fence Creek 
 
Homes surrounding the tidal wetland of Fence Creek, specifically those on Linden Lane, are vulnerable 
to daily high tide flooding by the 2080s.  The section of Middle Beach Road between Fence Creek and 
Long Island Sound is vulnerable to flooding from the creek as well as wave runup from the Sound.  By 
the 2020s, high-tide flooding is projected to affect a dozen properties on the inland side of Middle Beach 
Road. 
 
Seaview Beach 
 
No homes are located on the water side of Seaview Avenue at Seaview Beach, limiting vulnerability 
there.  The road itself is not projected to be impacted by high-tide flooding through the 2080s.  
However, a Category 2 storm will impact parts of Seaview Avenue. 
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Webster Point 
 
Homes are at higher elevations here and are not susceptible to future high tides.  A Category 2 storm 
will impact some properties adjacent to Tom's Creek at Hammonasset State Park. 
 
Inundation Risks by Neighborhood 
 
The following table summarizes the risks of different Madison neighborhoods to daily high-tide 
inundation over time: 
 

 Daily High Tide 
Neighborhood Risk to Structures Risk to Roads 

DHT Decade 2020s 2050s 2080s 2020s 2050s 2080s 
Green Hill Road None None None Med High High 
Green Hill Place  Med High High Med High High 
Garnet Park Low Med Med Med High High 
Circle Beach Low High High Med Med Med 
Ridgewood/Soundview None None Low None None Low 
Buffalo Bay  None None None None None None 
Smith Bay Low Med Med Low Med High 
Surf Club Beach Low Low Med Low High High 
West Wharf Low Med Med Low Med High 
Middle Beach Road None Low Low Med High High 
Middle Beach None None Low None None None 
Fence Creek Low Low Med Low Low High 
Seaview Beach None None None None None None 
Webster Point Low Low Low None None None 

 
In this table, hazard levels are defined as follows: 
 
 None – no coastal structures or roads are affected by flooding 
 Low – fewer than approximately 25% of the roads or structures in the coastal area are affected by 

flooding 
 Med – between approximately 25% and 50% of the roads or structures in the coastal area are 

affected by flooding 
 High – between approximately 50% and 75% of the roads or structures in the coastal area are 

affected by flooding 
 Critical – greater than approximately 75% of the roads or structures in the coastal area are affected 

by flooding 
 
More information about neighborhood vulnerabilities, including wave runup modeling results, is 
discussed in Appendix B. 
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3 Coastal Adaptation Strategies 
 

3.1 Approaches to Adaptation 
 
The Intergovernmental Panel On Climate Change published the landmark paper "Strategies for 
Adaptation to Sea Level Rise" in 1990.  Three basic types of adaptation were presented in the report: 

 
 Retreat involves no effort to protect the land from the sea.  The coastal zone is abandoned. 
 Accommodation means that people continue to use the land at risk but do not attempt to prevent 

the land from being flooded.  
 Protection involves protecting the land from the sea so that existing land uses can continue. 
 
In 2010, NOAA's Office of Ocean and Coastal Resource Management published the manual "Adapting to 
Climate Change: A Planning Guide for State Coastal Managers."  According to the manual, NOAA's seven 
categories of "Climate Change Adaptation Measures" are: 
 
 Impact Identification and Assessment 
 Awareness and Assistance 
 Growth and Development Management 
 Loss Reduction 
 Shoreline Management 
 Coastal Ecosystem Management 
 Water Resource Management and Protection 
 
Elements of protection, retreat, and accommodation are 
found in several of these categories and subcategories of 
adaptation.  NOAA notes that these adaptation measures 
are organized into categories that describe their primary 
purpose but, in many cases, they serve multiple purposes 
and could fit into multiple categories. 
 
A thorough evaluation of adaptation approaches and 
options is described in Appendix C.  This section provides an 
overview. 
 
3.2 Adaptation Options 
 
Coastal adaptation strategies include both planning 
(nonstructural) and structural-related modifications.  
Nonstructural measures include preparedness, emergency 
response, retreat, and regulatory and financial measures to 
reduce risk.  Structural measures include dikes, seawalls, 
groins, jetties, temporary flood barriers, and the like.  
Ideally, the measures that are taken should be sufficiently 
robust to provide adequate protection and sufficiently 

WHAT IS A LIVING SHORELINE? 
 

 

Many definitions of "living shoreline" 
are available in the literature.  
Restore America's Estuaries (2015) 
provides a broad definition that 
"living shoreline are any shoreline 
management systems that is 
designed to protect or restore 
natural shoreline ecosystems 
through the use of natural elements 
and, if appropriate, man-made 
elements.  Any elements used must 
not interrupt the natural water/land 
continuum to the detriment of 
natural shoreline ecosystems." 
 
SAGE (2015) notes that living 
shorelines achieve multiple goals 
such as: 
 
• Stabilizing the shoreline and 

reducing current rates of shoreline 
erosion and storm damage 

• Providing ecosystem services  and 
increasing flood storage capacity 

• Maintaining connections between 
land and water ecosystems to 
enhance resilience.    
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flexible to allow them to be adapted to changing future conditions.  Such robustness and flexibility often 
require combinations of methods rather than one solution. 
 
Structural measures can be site-specific, neighborhood-scale, or large-scale structures that protect 
multiple square miles of infrastructure.  Site-specific measures pertain to floodproofing a specific 
structure on a case-by-case basis.  Neighborhood-scale measures apply to a specific group of buildings 
that are adjacent to each other.  Large-scale structures might include large dike and levee systems or 
tide gates that can prevent tidal surge from moving upstream. 
 
Table 3 provides a summary of adaptation and resilience methods considered for Madison. 

Measure Summary Benefits Barriers to Implementation 
Structural Measures 

Hard Shore 
Protection 

Structure parallel to 
shore (seawall, levee, 
bulkhead, revetment) 

• Long lasting 
• Effective 

• False sense of security 
• Expensive maintenance 
• Ecosystem damage 

Sediment 
Management 

Structures 

Structures reduce wave 
energy and manage 
sediment 

• Long lasting 
• Support natural processes 

• Does not address stillwater 
inundation 

• Secondary impacts 

Soft Shore 
Protection 

Replenish sediment 
and dunes 

• Support natural processes 
• Support ecosystems 
• Aesthetic 

• Regular maintenance 
• May not be long lasting 

Bioengineered 
Banks 

Natural elements 
reduce wave energy 
and trap sediment 

• Support natural processes 
• Support ecosystems 
• Aesthetic 

• Somewhat limited areas of 
applicability 

Nonstructural 
Living 

Shorelines 

Create/restore tidal 
marsh, artificial reefs, 
other habitats 

• Reduce wave energy 
• Critical habitat 

• Limited areas of applicability 
• Does not address stillwater 

inundation 

Stormwater 
Management 

Drain low areas while 
preventing backflow 

• Support other protection 
methods 

• May be expensive 
• Requires maintenance 
• Doesn't address direct hazards 

Transportation 
Infrastructure 

Elevate roads or create 
alternative egresses 

• Protect emergency access 
and evacuation 

• Elevation may increase hazards 
for neighbors 

Elevation Raise structure above 
flood level 

• Reduce insurance premium 
• Open to residences 
• Permitted in V zones 

• Harder to access 
• "Dead space" under structure 
• Difficult for some buildings 

Wet 
Floodproofing 

Abandon lowest floor, 
Remove all contents • Relatively inexpensive • Extensive postflood cleanup 

Dry 
Floodproofing 

Waterproof structure, 
install barriers at 
openings 

• Relatively inexpensive 
• Does not require additional 

land 

• Manual barrier installation 
• Subject to storm predictions 
• Vulnerable to flow and waves 

Floodwalls & 
Levees 

Concrete or earthen 
barriers protection 

• Prevent water contact 
• Avoid structural retrofits 

• May require large area 
• Obstructs views 

Temporary 
Flood Barriers Plastic or metal barrier • Prevent water contact 

• Relatively inexpensive 

• Manual installation 
• Subject to storm predictions 
• Short term only 

Relocation Move structure to 
safer location 

• All vulnerability removed 
• Open to residences 

• Loss of neighborhood cohesion 
• Expensive 

Regulatory Tools 
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Categories of Options Specific Options 

Hard Shoreline Protection 

Seawalls 
Bulkheads 
Revetments 
Dikes 
Offshore breakwaters 

Soft Shoreline Protection Beach Restoration or Nourishment 
Dune Creation or Restoration 

Hybrid Shoreline Protection Bioengineered bank stabilization 

Infrastructure Improvements, 
Retrofits, and Hardening 

Storm Drain Maintenance and Improvement including 
pumping stations 
Road Elevation 
Establishment of Community Wastewater Systems 
Strengthen Power & Water Utilities 
Tide Gate Maintenance 

Home Protection Elevation 

Regulatory Tools 

Flood Damage Prevention Modifications: 
• Freeboard 
• V zone standards in Coastal A zones 
• Expand Substantial Improvement Definition 
Other Zoning Modifications: 
• Height Limit Flexibility 
• Reconstruction Flexibility 

Coastal Realignment/Retreat 
Road Retirement (with or without alternate route 
development) 
Property Acquisitions 

 
Madison's resilience efforts will be varied because of the diverse types of risks it faces.  Some areas 
require structural protections from inundation, others need hard defenses against erosion, and at other 
sites beach and dune nourishment are appropriate.  Much of the work that will be needed in the future 
will relate to the private septic systems located around the town.  Protecting and maintaining at-risk 
roads will also be an important action.  Assisting homeowners with elevating their residences, or helping 
those who no longer with to invest in protecting their residences arrange for the acquisition and 
removal of those properties, should also be a continuing focus of the town.  Madison is encouraged to 
explore the use of hybrid and green techniques including bioengineered banks and dune restorations, 
where suitable.  Finally, Madison should enact a suite of regulatory changes to support resiliency efforts, 
including making height restrictions flexible in the case of home elevations, and altering zoning 
regulations to encourage development away from hazard areas. 
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3.3.1 Application of Adaptation 
Options in Madison 

 
The following section summarizes some 
of the specific challenges in Madison 
where different adaptation options may 
be relevant.  Many of the sites are listed 
under multiple options, indicating that 
there are multiple approaches to 
resiliency at that location, or that the best 
option would be to implement multiple 
adaptation measures in unison. 
 
Hard Shoreline Protection 
Some of Madison's shoreline is densely 
developed, and options in many 
neighborhoods will be limited to ensure 
basic protection of important assets.  
Some of this protection may be 
accomplished through shoreline 
management and protective structures. 
 
Sections of the town with assets such as 
structures, roads, and other 
infrastructure located very close to the 
water may require hard shoreline 
protection.  Such areas may include those 
that are not geographically conducive to 
softer shoreline protection, those without 
the space to implement other protection 
methods, those with high banks susceptible to erosion, or those with naturally hard or rocky shorelines 
where structures may be vulnerable to wave action. 
 
These areas may include Ridgewood/Soundview, Smith Bay, and Middle Beach Road.  Additionally, 
implementing hard protection structures at Garnet Park may be advisable in order to prevent flooding 
without infringing on the surrounding tidal wetlands.  However, if introduction of a hard structure might 
lead to a loss of tidal marsh by preventing landward migration as sea level rises, this options should not 
be pursued. 
 
Jetties, breakwaters, groins, and other hard structures that are used to reduce the energy of waves and 
currents may be useful for areas with eroding beaches or bluffs.  Madison's open and sandy coastline 
creates a situation where most of the shoreline is erodible.  This translates into many suitable sites for 
these types of shoreline protection.  Areas where they may be appropriate include Smith Bay, Surf Club 
Beach, West Wharf Beach, and the East Wharf Beach area. 

WHAT DO OTHER STUDIES SAY ABOUT MADISON? 
 

North Atlantic Coast Comprehensive 
Study (January 2015) 

The North Atlantic Coast Comprehensive Study (NACCS) 
was authorized by the Disaster Relief Act of 2013 on 
January 29, 2013.  The study area included the Atlantic 
Ocean coastline, back-bay shorelines, and estuaries 
within portions of the USACE North Atlantic Division. 
 

Region-specific analyses provide information on risks and 
vulnerabilities specific to particular areas.  This process 
begins with assessment of current and projected flooding 
conditions and delineation of vulnerable areas.  
Population density and infrastructure, social 
vulnerability, and environmental and cultural resources, 
are characterized within those flood-vulnerable zones to 
develop a weighted "exposure index."  Risk is then 
calculated within the study regions as a function of 
exposure index and probability of flooding. 
 
The entire Madison coastline is classified by this study as 
being a "high exposure" area, with the exception of the 
northern coast of the Hammonasset Natural Area.  The 
main assets of concern for the high exposure area, as 
listed in the document, are Routes 1 and 154, the 
Hammonasset Connector, significant pockets of 
residential development, and supporting local roads and 
utilities. 
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Soft Shoreline Protection 
Some sections of Madison are able to be 
served using soft shoreline protection, 
which is often more aesthetically 
acceptable and more supportive of natural 
systems and processes. 
 
Areas where soft protection measures can 
be implemented include Circle Beach, 
Buffalo Bay, Smith Bay, Surf Club Beach, 
West Wharf, the bay to the east of West 
Wharf, Middle Beach, Seaview Beach, and 
Webster Point. 
 
One site in Madison particularly suitable 
for a dune restoration project is Surf Club 
Beach.  A dune already exists here, but has 
been repetitively washed out and 
degraded by recent large storm events.  Restoring the dune to its full extent would help prevent high 
waters from overtopping the shoreline and causing flooding along Surf Club Road, Holly Park Road, 
Parker Avenue, and Flower Avenue. 
 
There is currently a dune stabilization project, involving planting dune vegetation, being implemented 
between Toffee Lane and Kelsey Place in Smith Bay. 
 
Possibilities for both Surf Club Beach and Smith Bay are 
discussed in more detail in section 4.  
 
Living Shorelines 
 
- Bioengineered Banks 
 
Areas that may be suitable to bioengineered banks include 
Soundview/Ridgewood, Garvan Point where there is 
currently a bulkhead in need of maintenance, in front of the 
homes east of West Wharf, Middle Beach, and in front of the 
homes at the mouth of Fence Creek. 
 
- Created and Restored Tidal Wetlands 
 
Madison's developed shoreline, fronted by beaches and hard structures, and exposed to the Sound, 
does not create many areas that would support the created or restored tidal wetland form of living 
shorelines.  Madison contains significant tidal marshlands, such as those around the East River, inland of 
Garvan Point and the Surf Club, adjacent to Fence Creek, and within Hammonasset State Park, but these 
are protected from wave energy.  Thus, Madison is not characterized by eroding marsh fronts.  For that 

WHAT DO OTHER STUDIES SAY ABOUT MADISON? 
 

Connecticut Coastal Design Project (2014-2015) 
The Connecticut Coastal Design Project was an effort 
coordinated by The Nature Conservancy's Coastal 
Resilience Program to create a dialogue between 
coastal engineers, regulatory agents, coastal 
geomorphologists, landscape design professionals, and 
natural resource managers around the implementation 
of environment and ecosystem supportive shoreline 
protection projects.  
 
 

The coast of Madison falls within the "Shoreline District 
E" designated by this project.  This district is defined as 
dominantly "glacial drift and beaches."  This zone is 
identified as having the highest potential for installation 
of natural infrastructure projects. 

WHAT IS A LIVING SHORELINE? 
 

 

A definition of "living shoreline" was 
provided on Page 14.  In general, the 
living shorelines of interest to 
communities in Connecticut include 
tidal marsh restoration or protection 
projects, bioengineered bank 
protection, beach nourishment, and 
vegetated dune restoration or 
creation.  The latter three are 
believed appropriate as risk 
reduction methods in Madison. 
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reason, living shoreline projects focused on tidal marsh restoration are not generally relevant to this 
geography. 
 
- Artificial Reefs 
 
Recent living shoreline projects like the Stratford reef ball project do not have a parallel feasible setting 
in Madison, with the possible exception of the area along the East River and at Webster Point.  The 
Madison shore between Circle Beach and Webster Point is unlikely to contain any sites suitable to such a 
project where the artificial reef would survive a powerful coastal storm.  Furthermore, their appearance 
is not well suited for highly utilized and visible beach access points such as those dominating the 
Madison coast. 
 
Infrastructure Retrofits and Upgrades 
 
- Drainage 
 
Some areas of Madison have adequate protection from inundation and wave action, but still experience 
damage due to failing, inadequate, or malfunctioning drainage infrastructure.  Areas that would benefit 
from upgrades to these systems include Green Hill Road and Smith Bay. 
 
The southern ends of roads in Smith Bay currently suffer from routine storm drain "surcharging," when 
high water levels in the sound push water backwards through the drainage infrastructure to discharge 
into otherwise protected low areas. 
 
- Roadways and Transportation 
 
The layout of Madison is such that even if some major roads are impassable, other routes should remain 
open for most residents.  Nevertheless, there are some neighborhoods that might be isolated under 
high sea level conditions.  Alternate routes would need to be determined for those that are accessible 
but have had major connecting throughways cut off. 
 
Some of the most significant roads at risk in Madision are listed in section 2.4.1. 
 
Areas of town vulnerable to isolation include:  
 
 Circle Beach 
 Garnet Park  
 Areas east of the Hammonasset Connector on Route 1 
 Seaview Beach during extreme events 
 Neighborhoods off of Neck Road during extreme events 
 
Access to areas east of Fence Creek could be cut off from the Fire Station and Urgent Care center if 
Route 1 is flooded.  Additionally, east-west transit or evacuation may be hindered by flooding of Route 1 
by the East River, Bailey Creek, Neck River, or Toms Creek. 
 
Transportation adaptation options for these neighborhoods may include: 
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 Roadway elevation 
 Roadway strengthening and reinforcement 
 Roadway abandonment 
 Mapping of alternative routes  
 Construction of alternative routes 
 
- Water 
 
Madison should coordinate with the Connecticut Water Company (CWC) to determine the best course 
of action to protect the Five Fields Well.  Options include wet floodproofing the pumping house and 
elevating the wellhead, dry floodproofing the pumping house, and retiring the well.  Public water supply 
distribution may be vulnerable to erosion in areas where pipes are built close to the shoreline.  Drinking 
water infrastructure location data was not available for this effort, so specific vulnerable locations are 
not known.  However, potential areas of concern include the east end of Circle Beach Road, Middle 
Beach Road, and the bridge over Fence Creek.  Specific adaption options applicable to these locations 
include bank protection and relocation of water mains. 
 
- Wastewater 
 
Many properties along Madison's coastline will need to consider retrofitting or relocating their septic 
systems.  This is a particular concern in low-lying areas such as Green Hill Place, Garnet Park, Circle 
Beach, the southern end of the Smith Bay finger roads, homes adjacent to the Fence Creek tidal 
wetland, and some homes along Toms Creek at Hammonasset State Park.  It is especially important that 
areas that use well water protect their septic systems to prevent contamination of their drinking water 
sources. 
 
- Electricity 
 
Wind hazards are similar throughout the town of Madison although the lack of protection provided by 
topography, plants, or other structures along the shoreline can increase risks to waterfront locations.  
Wooded areas will be more vulnerable to falling trees and limbs taking out power lines, and low-lying 
areas will be more vulnerable to the effects of flooding and a rising groundwater table on the viability of 
both above- and below-ground utilities.  
 
One method of strengthening the electrical grid, or building resilience against power loss, is to develop a 
"microgrid" to allow for a small area to be powered during a regional outage.  Coastal neighborhoods in 
Madison that may be good candidates for such a project are those with a small number of vulnerable 
properties located near one another.  These include the commercial properties at Green Hill Place, the 
western end of Garnet Park, and the Mercy by the Sea complex. 
 
Private Property Protection 
New construction and substantially improved properties within flood zones are required to have flood 
protection measures implemented, but additional actions should be taken to prepare for rising seas.  
There are some areas of Madison where neighborhood-scale protective measures, such as construction 
of floodwalls or nourishment of beaches, are not feasible or would not provide adequate protection to 
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individual structures.  In such areas, individual property owners should implement additional flood 
protection measures. 
 
These areas include Garnet Park, Circle Beach, and the peninsula at the mouth of Fence Creek. 
 
Elevation of residential properties should be pursued in all neighborhoods with flood risk. 
 
Natural Resource Protection 
Areas that can be targeted for protective measures include the tidal wetlands alongside the East River, 
including those near Green Hill Road and Green Hill Place, Baily Creek, Neck River, the Circle Beach area; 
the tidal wetlands around the Madison Surf Club; Fence Creek; and municipal land around Webster 
Point. 
 
Other Options 
Other adaptation options – such as regulatory tools and incentives – apply throughout Madison.  
Relevant regulatory tools will vary based on the needs of specific locations.  Some examples of specific 
planning, zoning, and regulatory options include: 
 
 Adoption of freeboard requirements that exceed the state-required 1 foot 
 Enforcement of V-zone requirements in coastal A-zones (up to the limit of moderate wave action) 
 Relaxation of the 30- to 37.5-foot height restriction on narrow lots to facilitate elevation projects for 

two- and three-story homes 
 Elimination of restrictions that prevent people from reconstructing more resilient homes (for 

example, the width restriction that comes into play when people tear down and reconstruct 
nonconforming houses) 

 Madison’s floodplain management ordinance defines “substantial improvement” as “any 
combination of repairs, reconstruction, alteration, or improvements to a structure, taking place 
during a one-year period, in which the cumulative cost equals or exceeds fifty percent of the market 
value of the structure.”  If substantial improvements are made to a structure that is within a flood 
zone, it must be brought into compliance with all floodplain ordinances.  Changing the definition to 
include improvements made over a longer time period will increase the number of structures 
included in the definition, leading to more structures being brought into code. 

 Partnering with property owners to apply for FEMA mitigation grants 
 Promotion of Shore Up and similar loan programs to assist homeowners with property protection  
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3.3.2 Madison Options Summary 
The following table summarizes where different adaptation options are most applicable throughout the 
Madison shoreline. 

Possible Options 

Shoreline 
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Green Hill Road     X    X   X X X 
Green Hill Place     X    X X X X X  
Garnet Park X      X X X X     
Circle Beach  X X X  X X X  X    X 
Ridgewood/Soundview X X  X  X         
Buffalo Bay  X X X  X         
Smith Bay  X X  X X  X       
Surf Club Beach   X  X      X    
West Wharf X X X X  X   X X X    
Middle Beach Road X     X      X X  
Middle Beach  X X   X         
Fence Creek     X   X X     X 
Seaview Beach      X         
Webster Point      X         
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4 Conceptual Plans 
 
In addition to an assessment of current and future hazard and risk conditions, and development of a 
general list of adaptation approaches and options, part of the scope of this planning project was to 
develop a set of more specific concept designs for protection of two neighborhoods and two 
infrastructure assets in Madison. 
 
The two specific neighborhoods and two specific infrastructure assets that should be targeted for more 
focused planning efforts were chosen based on the participation of members of the public, impacts from 
Hurricane Sandy, the location of LMI populations, locations of critical community facilities, and the 
results of the vulnerability and risk assessment.  This decision process is described in Appendix D.  The 
following table cross-references the issues of interest listed in the paragraph above: 

Neighborhood RL 
Properties 

LMI 
Census 
Tract 

Irene & 
Sandy 

Damage 

DHT 
Risk 

2020s- 
2050s 

Critical 
Facilities 

At-Risk 
Roads 

Public 
Input 

Green Hill Road       X 
Green Hill Place   X X  X X 
Garnet Park X  X X  X  
Circle Beach X  X X  X  
Ridgewood/Soundview        
Buffalo Bay        
Smith Bay X  X X   X 
Surf Club Beach X X* X X  X X 
West Wharf X X* X X  X X 
Middle Beach Road X X* X X  X X 
Middle Beach  X* X    X 
Fence Creek X X* X X  X  
Seaview Beach      X  
Webster Point   X     
* These areas are not low or moderate income but do fall within a tract that has a lower median income 
level than the rest of the Madison Coastline. 
 
Surf Club Beach, West Wharf, and Middle Beach Road are the areas with the most columns checked 
(six).  Fence Creek is the neighborhood with the second-most columns checked (five), followed by Green 
Hill Place, Garnet Park, Circle Beach, and Smith Bay (four columns checked). 

Because Middle Beach Road has the highest number of checked columns and is an important route for 
travel both during normal and emergency conditions, it will be selected for more focused infrastructure 
design. 

Green Hill Place is somewhat unique in this list because it is inland, and a commercial area.  It is listed as 
an important commercial center in the Madison Plan of Conservation and Development, yet is often 
overlooked in the context of coastal hazard mitigation and restoration efforts.  This area has been 
specifically highlighted by town officials as being an area of interest.  For these reasons, Green Hill Place 
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will be selected for more focused planning efforts.  Additionally, because of its proximity and the similar 
nature of the hazards faced (inundation of roads by tidal wetlands), the Green Hill Road neighborhood 
will be included in that plan. 

The hazards faced by Surf Club Beach and West Wharf – two neighboring and even overlapping 
neighborhoods – are very similar.  Overtopping of the shoreline leads to flooding of structures and 
roads.  Much of the threat at the Surf Club Beach area is from overtopping of the town-owned beach, a 
situation that will make mitigation efforts easier to accomplish.  Additionally, projected daily inundation 
will affect more residences in this area than in neighboring West Wharf.  Therefore, the Surf Club Beach 
neighborhood will be chosen for more detailed designs.  Because the flood threat is from a point source 
– overtopping of the beach at a specific location – an infrastructure design approach is more appropriate 
here. 

The Smith Bay (or "South of Neck Road" finger roads) area was selected as an additional neighborhood 
for more focused planning.  This neighborhood experiences regular flooding from many locations, 
making a neighborhood-scale plan appropriate.  It is densely settled and, though not classified as LMI, 
home values here tend to be lower than some of the other at-risk neighborhoods.  Options at this 
location are diverse and will provide a useful example of multiple adaptation approaches to guide future 
planning in Madison. 

In summary, the four selections for focused planning are: 
 
Neighborhoods 
• Green Hill Place / Green Hill Road 
• Smith Bay 
 
Infrastructure 
• Middle Beach Road 
• Surf Club Beach  
 
The results of these plans are discussed below and detailed in Appendix E. 
 
4.1 Neighborhood Conceptual Plans 
 
This plan presents two examples for building resilience at the neighborhood scale.  These examples are 
Green Hill and Smith Bay.  Both examples demonstrate that there are tradeoffs and choices to make 
when reducing shared risks to build resilience, but taking a phased approach may help the town address 
the most urgent and well-understood vulnerabilities and risks in the short term while addressing 
remaining vulnerabilities and risks later.  
 
Green Hill 
In this plan, the "Green Hill" neighborhood actually describes two different neighborhoods separated by 
State Route 95.  Green Hill Road is located north of 95 and leads from Wildwood Avenue westward 
where it dead-ends after a small tidal wetland.  There are five residential properties that have this road 
as their only access route and are cut off during flood events when the tidal wetland inundates the road.  
The tidal wetland is connected to another tidal wetland to the south of 95 by a culvert under the 
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highway.  This neighborhood is bordered to the west by the East River, and properties are vulnerable to 
flooding from large storm events.  Most of the neighborhood is with a FEMA AE zone, with a couple of 
areas designated as the 0.2% annual chance flood zone. 

Green Hill Place refers to the commercial area to the south of 95 alongside the East River and includes 
Old Post Road and State Route 1.  There are approximately 11 properties in this zone that are at risk of 
flooding, and many of them already experience nuisance flooding or flood damage on a regular basis.  
Flooding can come from the East River or from the tidal wetland located to the northeast of the 
neighborhood (this tidal wetland connects to the tidal wetland north of 95 that impacts the Green Hill 
Road area). 

This plan presents four adaptation actions that can be taken in the Green Hill Road neighborhood, and a 
suite of structure-specific measures that can be implemented in the Green Hill Place area to the south.  
These are summarized in the two tables below: 

Alternative Description Modeled Outcome Approximate 
Cost ($) 

Green Hill Road 

Elevate Road to allow 
access during storms 

Allows access during flood events but does not address 
individual home protection or access between elevated 
road and homes 

852,500 

Elevate Road to allow 
access during high tide 

Allows access through the 2080s.  Does not address storm 
conditions 613,700 

Retire the road and 
pursue acquisition of 
properties vulnerable 
to isolation 

Would remove all vulnerabilities but requires interest of 
homeowners and funding 1,630,000 

Retrofit drainage 
system to prevent high-
tide flooding from 
south of 95 

Could prevent high-tide flooding through the 2080s, but 
does not address storm surge.  May create issues with tidal 
wetland regulations. 

500,000 
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Alternative Description Modeled Outcome Approximate 
Cost ($) 

Green Hill Place 

Elevate Structure 
Applicable to five structures that have already been 
elevated but may require more elevation in the future.  
Required for a sixth residential property. 

500,000 

Dry Floodproof 
Structure 

Applicable to five buildings that appear to be structurally 
appropriate for such measures. 152,000 

Wet Floodproof 
Structure 

Applicable to one structure incapable of supporting dry 
floodproofing measures. 15,000 

Acquire Parcel Recommended approach for one parcel with a structure in 
poor shape located in a high-risk zone. 50,000 

Do Nothing 

A couple of structures are already protected from current 
flood conditions and may not need additional retrofits for 
many years.  Retrofits may not be cost effective for other 
structures which may be maintained as-is until no longer 
worthwhile. 

0 

Elevate Road Certain sections of road must be elevated to maintain 
access in the face of rising sea levels. 450,000 

 
Details on the designs, costs, and effectiveness of these alternatives are provided in Appendix E. 
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Smith Bay 
 

A series of private roads east of Mercy by the Sea extend south from Neck Road to Smith Bay.  These 
roads, between Twin Coves Road and Shorelands Drive, serve relatively densely settled residential areas 
that are relatively high in elevation and protected from inundation.  However, the southern ends of all 
of these roads drop down in elevation and are typically lower than the beaches they lead to and are 
protected from water and sand by bulkheads.  Drainage problems already exist in these areas.  The 
southernmost properties fall within a VE zone with a BFE of 14 feet NAVD88 while AE zones with BFEs of 
13 or 14 feet extend inland.  There are 15 repetitive loss properties (RLP) and one severe repetitive loss 
property (SRLP) in this neighborhood. 
 
The end of Toffee Lane and Overshore Drive are particularly vulnerable and may experience daily 
flooding by the 2020s.  By the 2050s, daily high tide may also impact Pleasant View Avenue, Beach 
Avenue, Harbor Avenue, and Kelsey Place.  A Category 2 storm under current conditions can be 
expected to inundate the southern edges of all roads in this neighborhood and impact over 70 homes. 
 
This plan presents adaptation actions that can be taken in this neighborhood.  The main vulnerabilities 
these actions address are those posed by direct inundation of structures, inundation of roads, and 
drainage issues associated with very low elevation roads.  These actions are summarized below: 

Alternative Description Modeled Outcome Approximate Cost ($) 

High-Tide Protection 
This alternative includes: 

• Home Elevations 
• Dune Restoration 
• Seawalls 
• Drainage Retrofit 

Building up existing dunes and constructing or 
improving seawalls should protect the 
neighborhood from high-tide flooding through 
the 2080s for a reasonable cost and with 
minimal effect on the neighborhood's character.  
Drainage improvements will be necessary.  
Approximately 158 structures will have to be 
elevated to protect against storm surges. 

Elevation: 15,800,000 
Dune: 104,300 
Wall: 475,000 

Easement: 46,000 
Drainage: 2,000,000 

Municipal Total: 
2,625,300 

Floodable Neighborhood 
This alternative includes: 

• Home Elevations 
• Road Elevations 
• Drainage Retrofit 

Approximately 158 structures will have to be 
elevated to protect against future high tides and 
storm surges at great cost to owners.  Elevating 
roads may maintain access during floods and 
serve to create barriers to high-tide flooding. 

Elevation: 15,800,000 
Roads: 591,400 

Drainage: 2,000,000 
Municipal Total: 

2,591,400 

Storm Surge Protection 
This alternative includes: 

• Levee 
Construction 

• Drainage Retrofit 

This alternative is the most expensive for the 
town, will require acquisition and demolition of 
around 27 properties, will remove views of and 
access to the shoreline, and significantly alter 
the neighborhood's character.  It is the only 
option presented to remove the neighborhood 
from the FEMA flood zone. 

Construction: 3,412,600 
Drainage: 2,000,000 

Acquisition: 17,415,000 
Municipal Total: 

22,828,000 

Details on the designs, costs, and effectiveness of these alternatives are provided in Appendix E. 



  
 
COASTAL RESILIENCE PLAN 
MADISON, CONNECTICUT 
JUNE 2016 32 

4.2 Infrastructure Conceptual Plans 
 
This plan also presents two examples of choices for building resilience through infrastructure projects.  
The conceptual designs prepared for Middle Beach Road and Surf Club Beach can be used to make 
additional planning decisions for these two areas, and may provide a basis for further design. 
 
Middle Beach Road 
The area of Middle Beach Road, between Tuxis Road and Park Avenue has most recently received 
flooding during Tropical Storm Irene and Hurricane Sandy.  The existing seawall and revetment have 
sustained damage during these and other storms and have required rebuild and repairs on multiple 
occasions.  Flooding impacts the road and threatens utilities.  This area is in need of a greater level of 
protection during both 
storm events and 
extreme high-tide levels.  

The area to the north of 
Middle Beach Road is a 
densely developed 
residential area with vital 
infrastructure 
components.  Many 
homes are impacted by 
the 1 percent annual 
chance event (see 
figure), as indicated by 
the number of properties 
in the floodplain and 
many repetitive flood 
insurance claims in the 
area.  In addition to 
damage to the road 
itself, a substantial 
amount of infrastructure 
is also at risk along this section of shoreline.  This evaluation does not address flooding of homes to the 
north of Middle Beach Road.  It is focused on protecting the road and associated infrastructure.  

Options to protect this portion of Middle Beach Road and associated infrastructure and utilities from 
future storms and severe high tides are limited to: 
 

 Abandoning the area of road between Tuxis Road and Park Avenue  
 Using a combination of coastal structures as alternative defenses.  

 
After discussing the coastal road abandonment and reconfiguration alternatives with town officials, it 
was determined to be an undesirable and infeasible option for the following reasons:  

FEMA Flood Zones at Middle Beach Road 
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 Middle Beach Road is a major through road and is associated with the scenic beauty of 
coastal Madison 

 All scenarios would require the acquisition of private property and would detract from the 
character of the neighborhood 

 Significant additional through traffic would be redirected through residential neighborhoods 
 Cost of road construction would be prohibitive 

 

The coastal structure alternative requires construction of a higher seawall or revetment with toe scour 
protection.  Preliminary coastal modeling indicates that, in addition to a higher revetment, one or more 
offshore breakwaters and/or T-groins would be advisable for added protection.  They are needed in 
order to build up and retain sand and reduce damage to the revetment and road by reducing wave 
energy and breaking the larger offshore waves.  This would also lower the required seawall height by 
reducing wave runup and overtopping potential. 

In order to determine the best alternative to mitigate overtopping and erosion of the Middle Beach 
Road seawall during any flood event, it will be necessary to conduct detailed erosion, sediment 
transport, and wave analysis that is outside the scope of this planning study.  It is important to study 
sediment movement directions in this area to better understand the sand deposition patterns for the 
design and find the best location for the offshore structures to trap sediment and reduce wave energy.  

To provide a more effective long-term practice, construction of a marsh in front of the seawall but 
behind the breakwater could be a more environmentally friendly option.  Building a marsh may help 
absorb the wave energy to reduce erosion and damage to the wall.  However, building a marsh may 
require additional structures around it to contain the fill and break the waves that could erode the 
marsh. 

Cost of shoreline and nearshore coastal structures vary significantly.  Detailed modeling of waves, 
erosion and scour potential, and sediment transport alternatives analysis will be required in order to 
accurately design and estimate construction costs for the identified interventions.  The costs identified 
here are general and based on recent projects and industry and academic averages.  They are for 
general planning purposes only, and are expected to be conservative (high) estimates. 

Item   Unit Quantity Unit Cost Cost 
1.  Rock Revetment  
Material, Construction, Maintenance Linear Foot 300 $4,100.00 $1,230,000.00 
2.  Offshore Breakwater     
Material, Construction Linear Meter 90* $6,280.00 $565,200.00 

    Subtotal = $1,795,200.00 

    +20% Contingency $359,000.00 

    Total $2,154,200.00 

* The design lengths and number of breakwaters or T-groins is difficult to estimate at this time.  This 
would need to be determined through additional coastal modeling analysis.  90 meters is given here as 
the maximum length given the length of the rock revetment (90 meters is approximately 300 feet). 

Details on this alternative are provided in Appendix E. 
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Surf Club Beach 
It has been determined that much of the damage experienced in the area around the Madison Surf Club 
results from storm surge overtopping the beach, inundating the tidal wetlands, and flooding properties 
and roads from behind.  The spot where beach overtopping occurs is reflected in the inland intrusion of 
the FEMA VE zone as mapped on the Flood Insurance Rate Map, and has been identified as a breached 
dune located to the east of the Madison Surf Club and west of private properties.  

A combined beach and dune nourishment and stabilization project would be appropriate for this site.  
This form of green infrastructure could diminish flood extents, protect properties, and support coastal 
habitats and ecosystems.  It is possible that the dune would migrate inland over time as sea level rises, 
making it a more flexible and adaptive approach to flood hazards than hard infrastructure solutions. 
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The estimated costs of this alternative are summarized in the table below: 

Item   Unit Quantity Unit Cost Cost 
1.  Construction Site Preparation and Maintenance 

 Mobilization Lump Sum 1 $25,000.00 $25,000.00 
Sediment and Erosion Control Lump Sum 1 $7,500.00 $7,500.00 
2.  Elevating Woodvale Road 

    Import Sand Cubic Yard 1015 $50.00 $50,750.00 
3.  Site Restoration 

     Seed and Vegetation Square Foot 21300 $1.00 $21,300.00 
Walkway Construction Foot 130 $250 $32,500.00 

   
  Subtotal = $137,050.00  

   
  +20% Contingency $27,410.00  

   
  Total $164,460.00  

 
Benefits of this adaptation option include improving the aesthetic and ecological resources at the site. 

Details on this alternative are provided in Appendix E. 
 

4.3 Conceptual Plans Summary 
 
These designs are intended to illustrate the costs, benefits, and tradeoffs presented by different 
adaptation options as well as how the unique characteristics of vulnerable areas will impact which types 
of adaptation methods are appropriate.  They may also be used as a starting point for development of 
more in-depth designs or even as visual aids for discussions about the avoidance of high-cost, low-
benefit alternatives.  Implementation of any of these projects will require further analysis. 
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5 Implementation 
 
A number of steps must be taken to implement this Coastal Resilience Plan.  First, the appropriate 
municipal agency must be identified or created to administer this plan.  The Hazard Mitigation 
committee is the appropriate entity for prioritizing and tracking the actions presented in this plan.  This 
committee's involvement will ensure that objectives from the Hazard Mitigation Plan and the Coastal 
Resilience Plan are addressed in a coordinated manner.  Specific actions in this coastal resilience plan 
should be implemented by specific agencies such as the Flood and Erosion Control Board and Planning 
and Zoning Commission and departments such as Public Works, Land Use, and Emergency Management.  
 

5.1 Implementation Matrix 
 
A matrix of coastal resilience actions and implementation strategies is provided below. 
 

Implementation Strategy 
Town of Madison Coastal Resilience Plan 

 
 

Action 
Responsible 
Agency or 

Department 
Timeframe Funding Sources 

Townwide Regulatory Changes 

TR1 

Relax the narrow-lot height restriction 
to exceed 30 - 37.5 feet in order to 
facilitate elevation projects for two and 
three-story homes 

Planning and 
Zoning 2017-2018 • Not applicable 

TR2 

Eliminate restrictions that prevent 
people from reconstructing more 
resilient homes (for example, the width 
restriction that comes into play when 
people reconstruct nonconforming 
houses) 

Planning and 
Zoning 2017-2018 • Not applicable 

TR3 Adopt freeboard that exceeds the state-
recommended 1 foot 

Planning and 
Zoning 2017-2018 • Not applicable 

TR4 
Expand “substantial improvement” 
definition to include improvements 
made over a period of five or ten years. 

Planning and 
Zoning 2017-2018 • Not applicable 

TR5 
Enforce V zone standards in coastal A 
zones (to the limit of moderate wave 
action) 

Planning and 
Zoning 2017-2018 • Not applicable 

Townwide Promotion of Property Protection 

PP1 
Partner with property owners to apply 
for FEMA mitigation grants to elevate 
homes 

Planning and 
Zoning 

Annual outreach 
in April of each 

year (HMA 
applications are 
due in June or 
July each year) 

• FEMA HMA 
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Action 

Responsible 
Agency or 

Department 
Timeframe Funding Sources 

PP2 
Increase townwide tree and limb 
maintenance to limit road blockage and 
power outages during storms 

Public Works 2016-2017 • Operating Budget 

PP3 
Strengthen coordination with utility 
providers to prevent installation of 
utility infrastructure in at-risk locations 

Selectman's Office 2016-2017 • Not Applicable 

PP4 
Provide technical assistance to owners 
of nonresidential property interested in 
pursuing floodproofing 

Building 
Department 2017-2018 • Operating Budget 

PP5 Promote Shore Up and similar home 
elevation loan programs 

Planning and 
Zoning 

A one-time 
promotion 
should be 

scheduled for 
mid-2016 

• Shore Up CT 
(Ending in 2016) 

Water Resource Protection 

WR1 Work with CWC to floodproof Five Fields 
Well Public Works 2030-2050 • Connecticut 

Water Company 
Green Hill Projects 

GH1 

Implement Green Hill Road Resilience 
Project: 
• drainage upgrade 
• road elevation 
• property acquisition 

Public Works, 
Planning and 

Zoning, 
Selectman's Office 

Drainage: 
2019-2021 
Elevation: 
2030-2040 
Acquisition: 
2035-2045 

• FEMA HMA 
• STEAP 
• Bonds or capital 

improvement 

GH2 

Implement Green Hill Place Resilience 
Projects 
• building floodproofing  
• road elevation 
• property acquisition 

Public Works, 
Planning and 

Zoning, 
Selectman's Office 

2018-2022 

• SBA-ODA 
• FEMA HMA 
• STEAP 
• Bonds or capital 

improvement 
• CTDOT 

Garnet Park Projects 

GP1 Elevate Garnet Park Road at Baily Creek 
crossing to prevent isolation Public Works 2018-2020 

• FEMA HMA 
• CIRCA (design) 
• STEAP 
• Bonds or capital 

improvement 

GP1 Elevate Garnet Park Road west of Baily 
Creek Public Works 2020-2022 

• FEMA HMA 
• CIRCA (design) 
• STEAP 
• Bonds or capital 

improvement 

GP3 Elevate other Garnet Park neighborhood 
roads as needed  Public Works 2023-2030 

• CIRCA (design) 
• STEAP 
• Bonds or capital 

improvement 
Circle Beach Projects 
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Action 

Responsible 
Agency or 

Department 
Timeframe Funding Sources 

CB1 
Consider utilizing an alternative flood-
resilient method of road paving and/or 
maintenance 

Public Works 2030 • Operating Budget 

Smith Bay Projects 

SB1 Drainage Improvements Public Works 2017-2018 

• FEMA HMA 
• STEAP 
• Bonds or capital 

improvement 

SB2 Seawall Construction Public Works 2019-2021 
• FEMA HMA 
• Bonds or capital 

improvement 

SB3 Road Elevations Public Works 2022-2025 

• CIRCA (design) 
• STEAP 
• Bonds or capital 

improvement 

SB4 Dune Restoration Public Works 2022-2025 • USACE 
• CIRCA (design) 

SB5 Home Elevations Planning and 
Zoning 2016-2030 • FEMA HMA 

SB6 Consider development of a community 
wastewater system Public Works 2030 

• EPA / CWA 
• Capital 

Improvement 
Program 

Madison Surf Club Projects 

SC1 Dune Restoration Public Works 2016-2017 

• CIRCA (design) 
• STEAP 
• Bonds or capital 

improvement 

SC2 Repair steel bulkhead at Garvin Point or 
replace with alternative protection  Public Works 2022-2025 • Bonds or capital 

improvement 

SC3 Elevate Surf Club Road Public Works 2026-2030 
• STEAP 
• Bonds or capital 

improvement 
West Wharf / Crescent Beach Projects 

WW1 Elevate portion of Middle Beach Road 
West Public Works 2020-2025 

• STEAP 
• Bonds or capital 

improvement 

WW2 Upgrade drainage systems Public Works 2025-2030 
• STEAP 
• Bonds or capital 

improvement 
Middle Beach Road Projects 

MBR1 Repair revetment Public Works Ongoing • STEAP 
• FEMA HMA 
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Action 

Responsible 
Agency or 

Department 
Timeframe Funding Sources 

MBR2 

Consider installation of offshore wave 
attenuation and energy-dampening 
infrastructure such as breakwaters and 
artificial wetlands 

Public Works 2030 
• CIRCA (design) 
• USACE 
• CDBG-DR 

MBR3 Consider development of a community 
wastewater system Public Works 2050 

• EPA / CWA 
• Capital 

Improvement 
Program 

MBR4 Elevate Island Avenue to allow access 
during or after storm events Public Works 2030-2040 

• FEMA HMA 
• STEAP 
• Bonds or capital 

improvement 
Fence Creek 

FC1 Consider development of a community 
wastewater system Public Works 2025 

• EPA / CWA 
• Capital 

Improvement 
Program 

FC2 

Support efforts to control and remove 
invasive plant species (especially 
Phragmites) that interfere with 
sediment transport and drainage 

Public Works Ongoing • CTDEEP 

FC3 
Elevate Middle Beach Road near Fence 
Creek to maintain access during future 
high tides 

Public Works 2040-2050 

• CIRCA (design) 
• STEAP 
• Bonds or capital 

improvement 
 

Townwide Road Elevations (Some Listed Above) 
Funding may include: 

• FEMA HMA (for roads with high traffic counts and detour times; benefit cost ratio must exceed 1.0) 
• STEAP (depending on eligibility) 
• CIRCA (for innovative resilience designs) 
• CDBG-DR (future appropriations) 
• Municipal bonds and capital improvement budgets 

• State Route 1 @ Bailey Creek 
• State Route 1 @ East River 
• State Route 1 @ Clinton Line 
• Green Hill Road 
• Green Hill Place  
• Old Post Road 
• Jonathan's Landing 
• Garnet Park Road 
• Meadow Lane 
• Riverside Lane 
• Stone Road 
• Pleasant View Avenue 
• Beach Avenue 

• Harbor Avenue 
• Toffee Lane 
• Overshore Drive 
• Surf Club Road 
• Flower Avenue 
• Parker Avenue 
• Middle Beach Road West 
• Island Avenue 
• Tuxis Road 
• Middle Beach Road 
• Seaview Avenue 
• Scotland Avenue 
• Webster Point Road 
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Implementation Strategy Table Legend: 

• TR – Townwide Regulatory 
• PP – Town Promotion of Property Protection 
• WR – Water Resource Protection 
• GH – Green Hill Neighborhood Projects 
• GP – Garnet Park Projects 
• CB – Circle Beach Projects 

• SB – Smith Bay Projects 
• WW – West Wharf / Crescent Beach Projects 
• SC – Madison Surf Club Projects 
• MBR – Middle Beach Road Projects 
• FC – Fence Creek Projects 

 

5.2 Funding Sources 
 
As the appropriations related to Hurricane Sandy are exhausted in 2016 and 2017, the town will need to 
look toward the existing traditional state and federal funding sources, as well as new and emerging 
funding sources, to adapt to coastal hazards and become more resilient.  Examples are described below. 

New and Emerging Sources of Funding 
 
Connecticut Institute of Resilience and Climate Adaptation (CIRCA) Municipal Resilience Grant 
Program 
During each application cycle, up to $100,000 (per project) is available from CIRCA.  Project proposals 
should develop knowledge or experience that is transferable to multiple locations in Connecticut and 
have well-defined and measurable goals.  Additionally, preference is given to those projects that 
leverage multiple funding sources and that involve collaboration with CIRCA to address at least one of 
the following priority areas: 
 
 Develop and deploy natural science, engineering, legal, financial, and policy best practices for 

climate resilience. 
 Undertake or oversee pilot projects designed to improve resilience and sustainability of the natural 

and built environment along Connecticut's coast and inland waterways. 
 Foster resilient actions and sustainable communities – particularly along the Connecticut coastline 

and inland waterways – that can adapt to the impacts and hazards of climate change. 
 Reduce the loss of life and property, natural system and ecological damage, and social disruption 

from high‐impact events. 
 
Northeast Regional Ocean Council (NROC)  
NROC is a state/federal partnership that facilitates the New England states, federal agencies, regional 
organizations, and other interested regional groups in their efforts to address ocean and coastal issues 
from a regional perspective.  NROC builds capacity of New England communities through training and a 
small grants program to improve the region's resilience and response to impacts of coastal hazards and 
climate change.   
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National Oceanic and Atmospheric Administration (NOAA) Regional Coastal Resilience Grants 
 
NOAA is committed to helping coastal communities address increasing risks from extreme weather 
events, climate hazards, and changing ocean conditions.  To that end, NOAA's National Ocean Service 
provides funding through competitive grant awards through the Regional Coastal Resilience Grants 
program.  Awards are made for project proposals that advance resilience strategies, often through land 
and ocean use planning; disaster preparedness projects; environmental restoration; hazard mitigation 
planning; or other regional, state, or community planning efforts.  Successful proposals demonstrate 
regional coordination among project stakeholders, leverage resources (such as funds, programs, 
partnerships, and others), and create economic and environmental benefits for coastal communities.  
Project results are evaluated using clear measures of success with the end goal being improved 
preparation, response, and recovery.   
 
Eligible applicants include nonprofit organizations; institutions of higher education; regional 
organizations; private (for profit) entities, and local, state, and tribal governments.  Award amounts 
typically range from $500,000 to $1 million for projects lasting up to 36 months.  Cost sharing through 
cash or in-kind matches is expected.  Applicants must conduct projects benefiting coastal communities 
in one or more of the 35 U.S. coastal states or territories. 
 
Because the Regional Coastal Resilience Grants program favors regional approaches to resilience 
problems, the town should pursue future funds with a group of municipalities (such as the Council of 
Governments) or with the State of Connecticut. 
 
Regional and National Design Competitions 
Although the Rebuild By Design (RBD) competition and National Disaster Resilience Competition (NDRC) 
awards were announced in the last 3 years and the competitions are complete, they have provided a 
new model for screening and selecting resilience grant awardees in the United States.  The town should 
keep abreast of future design competitions and consider pursuing these competitions as an individual 
applicant (if eligible), with a group of municipalities, or directly as an active participant with the State of 
Connecticut. 
 
Traditional Sources of Funding 
 
U.S. Department of Housing and Urban Development (HUD) 
 
Community Development Block Grant (CDBG) 
The Connecticut Department of Housing administers the CDBG program in Connecticut.  The CDBG 
program provides financial assistance to eligible municipalities in order to develop viable communities 
by providing affordable housing and suitable living environments, as well as expanding economic 
opportunities, principally for persons of low and moderate income.  It is possible that CDBG funding 
program could be applicable for floodproofing and elevating residential and nonresidential buildings 
depending on eligibility of those buildings relative to the program requirements. 
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CDBG Disaster Recovery (CDBG-DR) 
After disaster declarations, and when funds are appropriated to HUD and the Connecticut Department 
of Housing, the Town of Madison should continue to apply for CDBG-DR grants.  The town has clearly 
been capable of securing CDBG-DR grants as several ongoing and upcoming resilience projects are 
funded by this program. 
 
Natural Resources Conservation Service (NRCS) 
 
The NRCS provides technical assistance to individual landowners, groups of landowners, communities, 
and soil and water conservation districts on land use and conservation planning, resource development, 
stormwater management, flood prevention, erosion control and sediment reduction, detailed soil 
surveys, watershed/river basin planning and recreation, and fish and wildlife management.  Financial 
assistance is available to reduce flood damage in small watersheds and to improve water quality.  Two 
major programs are described below. 
 
Emergency Watershed Protection Program (EWP) 
Through the EWP program, the U.S. Department of Agriculture's NRCS can help communities address 
watershed impairments that pose imminent threats to lives and property.  Most EWP work is for the 
protection of threatened infrastructure from continued stream erosion.  NRCS may pay up to 75% of the 
construction costs of emergency measures.  The remaining costs must come from local sources and can 
be made in cash or in-kind services.  No work done prior to a project agreement can be included as in-
kind services or part of the cost share.  EWP projects must reduce threats to lives and property; be 
economically, environmentally, and socially defensible; be designed and implemented according to 
sound technical standards; and conserve natural resources. 
 
Watersheds and Flood Prevention Operations 
This program element contains two separate and distinct programs, "Watershed Operations" and "Small 
Watersheds."  The purpose of these programs is to cooperate with state and local agencies, tribal 
governments, and other federal agencies to prevent damages caused by erosion, floodwater, and 
sediment and to further the conservation, development, utilization, and disposal of water and the 
conservation and utilization of the land.  The objectives of these programs are to assist local sponsors in 
assessing conditions in their watershed, developing solutions to their problems, and installing necessary 
measures to alleviate the problems.  Measures may include land treatment and structural and 
nonstructural measures.  Federal cost sharing for installation of the measures is available.  The amount 
depends upon the purposes of the project. 
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Federal Emergency Management Agency (FEMA) 
 
Pre-Disaster Mitigation (PDM) Program 
The Pre-Disaster Mitigation Program was authorized by Part 203 of the Robert 
T. Stafford Disaster Assistance and Emergency Relief Act (Stafford Act), 42 U.S.C. 
5133.  The PDM program provides funds to states, territories, tribal 
governments, communities, and universities for hazard mitigation planning and 
implementation of mitigation projects prior to disasters, providing an 
opportunity to reduce the nation's disaster losses through pre-disaster 
mitigation planning and the implementation of feasible, effective, and cost-
efficient mitigation measures.  Funding of predisaster plans and projects is 
meant to reduce overall risks to populations and facilities. 
 
Hazard Mitigation Grant Program (HMGP) 
The HMGP is authorized under Section 404 of the Robert T. Stafford Disaster 
Relief and Emergency Assistance Act.  The HMGP provides grants to states and 
local governments to implement long-term hazard mitigation measures after a 
major disaster declaration.  The purpose of the HMGP is to reduce the loss of 
life and property due to natural disasters and to enable mitigation measures to 
be implemented during the immediate recovery from a disaster.  A key purpose 
of the HMGP is to ensure that any opportunities to take critical mitigation 
measures to protect life and property from future disasters are not "lost" during 
the recovery and reconstruction process following a disaster.   
 
HMGP is available only in the months subsequent to a federal disaster 
declaration.  Because the state administers HMGP directly, application cycles will need to be closely 
monitored after disasters are declared.  
 
 
Flood Mitigation Assistance (FMA) Program 
The FMA program was created as part of the National Flood Insurance Reform 
Act (NFIRA) of 1994 (42 U.S.C. 4101) with the goal of reducing or eliminating 
claims under the National Flood Insurance Program (NFIP).  FEMA provides FMA 
funds to assist states and communities with implementing measures that reduce 
or eliminate the long-term risk of flood damage to buildings, homes, and other 
structures insurable under the NFIP.  The long-term goal of FMA is to reduce or 
eliminate claims under the NFIP through mitigation activities.  
 
One limitation of the FMA program is that it is generally used to provide 
mitigation for structures that are insured or located in Special Flood Hazard 
Areas.   
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U.S. Army Corps of Engineers (USACE) 
 
The U.S. Army Corps of Engineers provides 100% funding for floodplain management planning and 
technical assistance to states and local governments under several flood control acts and the Floodplain 
Management Services Program (FPMS).  Specific programs used by the Corps for mitigation are listed 
below.   
 
Section 205 – Small Flood Damage Reduction Projects 
This section of the 1948 Flood Control Act authorizes the Corps to study, design, and construct small 
flood control projects in partnership with nonfederal government agencies.  Feasibility studies are 100% 
federally funded up to $100,000 with additional costs shared equally.  Costs for preparation of plans and 
construction are funded 55% with a 35% nonfederal match.  In certain cases, the nonfederal share for 
construction could be as high as 50%.  The maximum federal expenditure for any project is $7 million. 
 
Section 14 – Emergency Streambank and Shoreline Protection 
This section of the 1945 Flood Control Act authorizes the Corps to construct emergency shoreline and 
streambank protection works to protect public facilities such as bridges, roads, public buildings, sewage 
treatment plants, water wells, and nonprofit public facilities such as churches, hospitals, and schools.  
Cost sharing is similar to Section 205 projects above.  The maximum federal expenditure for any project 
is $1.5 million. 
 
Section 208 – Clearing and Snagging Projects 
This section of the 1954 Flood Control Act authorizes the Corps to perform channel clearing and 
excavation with limited embankment construction to reduce nuisance flood damages caused by debris 
and minor shoaling of rivers.  Cost sharing is similar to Section 205 projects above.  The maximum 
federal expenditure for any project is $500,000. 
 
Section 205 – Floodplain Management Services 
This section of the 1950 Flood Control Act, as amended, authorizes the Corps to provide a full range of 
technical services and planning guidance necessary to support effective floodplain management.  
General technical assistance efforts include determining the following:  site-specific data on obstructions 
to flood flows, flood formation, and timing; flood depths, stages, or floodwater velocities; the extent, 
duration, and frequency of flooding; information on natural and cultural floodplain resources; and flood 
loss potentials before and after the use of floodplain management measures.  Types of studies 
conducted under FPMS include floodplain delineation, dam failure, hurricane evacuation, flood warning, 
floodway, flood damage reduction, stormwater management, floodproofing, and inventories of 
floodprone structures.  When funding is available, this work is 100% federally funded. 
 
In addition, the Corps also provides emergency flood assistance (under Public Law 84-99) after local and 
state funding has been used.  This assistance can be used for both flood response and postflood 
response.  Corps assistance is limited to the preservation of life and improved property; direct assistance 
to individual homeowners or businesses is not permitted.  In addition, the Corps can loan or issue 
supplies and equipment once local sources are exhausted during emergencies. 
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Appendix A 
Existing Resources and Capabilities 

  

































 
 

 
 
  

Appendix B 
Sea Level Rise and Regional Vulnerabilities 

  

















































































 
 

 
 
  

Appendix C 
Review of Options for Coastal Resilience 

  

























































 
 

 
 
  

Appendix D 
Selection of Hurricane-Sandy Impacted Neighborhoods 

  













 
 

 
 
  

Appendix E-1 
Green Hill Neighborhood Resilience Concept 

  

























 
 

 
 
  

Appendix E-2 
Smith Bay Neighborhood Resilience Concept 
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Figure: Elevate Coastal Roads 
The figure below depicts locations where road elevations might be performed to maintain access to 
Smith Bay properties under future high tide conditions.  2080s daily high tide extent is shown in shades 
of blue.  Some areas may be protected from flooding by elevated roads acting as flood control berms; 
these areas are shown as covered by translucent shades of blue.  Highlighted structures are within 
hazard zones and would require elevation. 
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Levee Protection 
 
A current base flood in the Smith Bay neighborhood has an elevation between 12 and 14 feet (NAVD88), 
according to FEMA calculations.  In order to protect the area from that base flood elevation and the 
additional effects of wave setup and runup, Madison would have to construct a levee between 14 and 
16 feet in elevation.  Because of limited space along the coast here, the levee would require acquisition 
and removal of at least 23 structures, and sections of it would have to be constructed on areas currently 
below the mean-water level and outside the coastal jurisdiction line, adding to the overall height 
requirements and complicating construction.  These figures do not account for sea level rise. 
 
The FEMA cross-section below shows the ground profile and current base flood elevations.  The sharp 
rise at the 40-foot mark reflects the existing waterside houses and protective bulkheads.  Note that the 
“wave envelope” is mapped at nearly 18 feet elevation, meaning the levee would have some risk of 
wave overtopping even if it were 14 to 16 feet in elevation. 
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Figure: Storm Surge Levee 
The image below depicts the impact that Levee construction would have on the neighborhood.  
Approximately 27 homes would need to be acquired and demolished, while 135 would be protected 
from most storm surge flooding. 
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Levee System Cost Summary 

Item Unit Quantity Unit Cost Cost 
1.  Construction Site Preparation and Maintenance 

   Mobilization L.S. 1 $50,000.00 $50,000.00 
Sediment and Erosion Control L.S. 1 $40,000.00 $40,000.00 
Clearing and Grubbing L.S. 1 $10,000.00 $10,000.00 

     2.  Shoreline Protection Levee 
    Import Impervious Fill C.Y. 20000 $35.00 $700,000.00 

Prepare subbase, excavate cutoff trench L.S. 1 $50,000.00 $50,000.00 
Place and compact levee material L.F. 4550 $7.00 $31,850.00 
Storm water utilities upgrade L.S. 4 $500,000.00 $2,000,000.00 
Riprap Ton 17400 $75.00 $1,305,000.00 

     3.  Site Restoration 
    Topsoil C.Y. 6200 $25.00 $155,000.00 

Seed and Mulch S.F. 168600 $1.00 $168,600.00 

  
  Subtotal = $4,510,500.00  

  
  +20% Contingency $902,100.00  

   Levee Total = $5,412,600.00 
4. Property Displacement 

   Parcel Acquisition E.A. 27 $620,000.00 $16,740,000.00 
Large Structure Demolition E.A. 27 $25,000.00 $675,000.00 

  
  Acquisition Total = $17,415,000.00  

  
  Project Total $22,828,000.00  
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Summary 
 
The following table summarizes the options discussed above: 

Alternative Description Modeled Outcome Approximate Cost ($) 

High Tide Protection 
This alternative includes: 

• Home Elevations 
• Dune Restoration 
• Seawalls 
• Drainage Retrofit 

Building up existing dunes and constructing or 
improving seawalls should protect the 
neighborhood from high tide flooding through 
2080s for a reasonable cost and with minimal 
effect on the neighborhood’s character.  
Drainage improvements will be necessary.  
Approximately 158 structures will have to be 
elevated to protect against storm surges. 

Homes: 15,800,000 
Dune: 104,300 
Wall: 475,000 

Easement: 46,000 
Drainage: 2,000,000 

Municipal Total: 
2,625,300 

Floodable Neighborhood 
This alternative includes: 

• Home Elevations 
• Road Elevations 
• Drainage Retrofit 

Approximately 158 structures will have to be 
elevated to protect against future high tides and 
storm surges, at great cost to owners.  Elevating 
roads may maintain access during floods and 
serve to create barriers to high tide flooding. 

Homes: 15,800,000 
Roads: 591,400 

Drainage: 2,000,000 
Municipal Total: 

2,591,400 

Storm Surge Protection 
This alternative includes: 

• Levee 
Construction 

• Drainage Retrofit 

This alternative is the most expensive for the 
Town, will require acquisition and demolition of 
around 27 properties, will remove views of and 
access to the shoreline, and significantly alter 
the neighborhood’s character.  It is the only 
option presented to remove the neighborhood 
from the FEMA flood zone. 

Construction: 3,412,600 
Drainage: 2,000,000 

Acquisition: 17,415,000 
Municipal Total: 

22,828,000 
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Conclusion 
 
While all of the options presented in this memo may be technically feasible for the Smith Bay 
neighborhood, they vary considerably in capital costs and, importantly, social costs.  The actions listed 
are further just a few possible ways to address the risks presented by increasing flooding.   
 
Consider the following: 
 
• The floodable neighborhood shifts most of the costs from the Town to the property owners over the 

long term as the level of service from roads and drainage systems is minimized and the property 
owners elevate their homes.  The property owners would continue to pay for flood insurance as 
they currently do. 

• The design for protection from the daily high tide may be challenging, but it has associated costs 
that are somewhat equitable.  The Town would be responsible for capital costs for the flood 
protection and the property owners would continue to elevate their homes and pay for flood 
insurance as they currently do. 

• Elevating roads may serve a dual purpose by both providing access to homes during floods, and 
acting as berms to control floodwaters. 

• The design for protection from storm surges requires a dike system that would be very high and 
either require filling within Long Island Sound or displacement private properties, or both.  
Therefore, this option is the most costly, would cause extreme disruption to the neighborhood, and 
would involve navigation of multiple regulatory issues.  However, this is the only option that could 
result in a FEMA map revision and eventual discontinuance of flood insurance for approximately 130 
property owners. 

 
Because the Town is planning ahead with this coastal resilience plan, the options for the Smith Bay 
neighborhood could be viewed as steps rather than different outcomes.  It would be feasible, for 
example, to retrofit the Smith Bay drainage systems to protect properties from high tide flooding 
through the next 30 to 50 years, while pursuing funding for seawall construction.  Similarly, dune 
restoration and seawall construction can be performed at flooding “hotspots”, and gradually expanded 
over time.  Meanwhile, home elevations or acquisitions can continually be pursued on a case-by-case 
basis. 
 
2619-09-8-m2316-smithbay 
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Middle Beach Road Coastal Resilience Concept 
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Middle Beach Road Protection 
 
The area of Middle Beach Road, between Tuxis Road and Park Avenue, has most recently received 
flooding during Hurricane Irene and Super Storm Sandy.  The existing seawall and revetment have 
sustained damage during these and other storms and have required rebuild and repairs on multiple 
occasions.  Flooding impacts the road and threatens utilities.  This area is in need of a greater level of 
protection during both storm events and extreme high tide levels.  
 
The area to the north of Middle Beach Road is a densely developed residential area with vital 
infrastructure components.  Many homes are impacted by the 1 percent annual chance event (see 
Figure1 below), as indicated by the number of properties in the floodplain and many repetitive flood 
insurance claims in the area.  In addition to damage to the road itself, a substantial amount of 
infrastructure is also at risk along this section of shoreline.  This evaluation does not address flooding of 
homes to the north of Middle Beach Road.  It is focused on protecting the road and associated 
infrastructure.  

 
Figure 1 - Effective FEMA Flood Zones at Middle Beach Road in Madison, Connecticut 
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Protection Options 
 
Options to protect this portion of Middle Beach Road and associated infrastructure and utilities from 
future storms and severe high tides are limited to abandoning the area of road between Tuxis Road and 
Park Avenue or using a combination of coastal structures as alternative defenses.  
 
Option 1: Coastal Road Abandonment and Traffic Realignment 
 
Figure 2 illustrates an alternative to relocate the subject portion of Middle Beach Road to the north.  The 
residential parcels that would need to be altered are highlighted. 

 
Figure 2 - Middle Beach Road Northward Shift 

 
Figure 3 shows an approach which abandons the at risk portion of Middle Beach Road and shifts traffic 
one row back to the north, via the construction of a new road.  Parcels that would be impacted by this 
approach are highlighted.  
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Figure 3 - Abandoning a Stretch of Middle Beach Road and New Road Construction 
 
Figures 4 illustrate two additional options for new road construction that would allow for the subject 
portion of Middle Beach Road to be abandoned.  Impacted parcels are again highlighted.  
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Figure 4 - Alternative Road Construction Scenarios 

 
Option 1 Conclusions 
 
After discussing the coastal road abandonment and reconfiguration alternatives with town officials, it 
was determined to be an undesirable and infeasible option for the following reasons:  
 

• Middle Beach Road is a major through road and is associated with the scenic beauty of coastal 
Madison.  

• All scenarios would require the acquisition of private property and would detract from the 
character of the neighborhood.  

• Significant additional through traffic would be redirected through residential neighborhoods.  
• Cost of road construction would be prohibitive.  

 
Option 2 – Coastal Structural Protection 
 
In order to provide adequate protection to Middle Beach Road and minimize the impacts of flooding, a 
higher seawall/revetment with toe scour protection needs to be constructed.  Currently the elevation at 
the crest of the revetment is approximately 6 feet NAVD88 (Fig. 5).  Preliminary coastal modeling 
indicates that in addition to a higher revetment, one or more offshore breakwaters and/or T-groins 
would be advisable for added protection.  They are needed in order to build up and retain sand and 



Branford, Milford, and Madison Summary of Primary Hazard 

5 
 

reduce damage to the revetment and road by reducing wave energy and breaking the larger offshore 
waves.  This would also lower the required seawall height by reducing wave runup and overtopping 
potential. 

 
Figure 5 - Topographic Contours Along the Shoreline at Middle Beach Road 

The design elevation of the wall will need to be calculated based on the desired level of protection.  For 
example, to prevent overtopping at the 1 percent annual chance flood event, the seawall elevation 
would need to be equal to or greater than the 1% flood elevation plus the wave runup heights.  
According to the current effective FEMA study (Study Transect NH-53) the 1 percent annual chance 
flood level (with wave setup) + Runup is 22.43 feet NAVD88.  
 
Since constructing a seawall/revetment to elevation 22 feet NAVD88 would be cost prohibitive and 
infeasible, a combination of solutions must be considered such as those mentioned above (construction 
of offshore wave attenuation structures that could break the larger waves offshore and allow for 
trapped sediment to buildup).  Another alternative is to design improvements to address lesser return 
period storm (i.e. 10 percent annual chance flood event).  This would also reduce the cost of 
construction significantly. 
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Table 1 shows the water level recurrence intervals for the Town of Madison based on the USACE North 
Atlantic Coastal Comprehensive Sturdy (NACCS). 
 

Table 1 - Water Level Recurrence Intervals for Town of Madison - USACE NACCS study 
 

Town of Madison, CT - USACE NACCS Water Levels 
(all flood frequencies include wave setup) 

10% 
ft., NAVD88 

2% 
ft., NAVD88 

1%  
ft., NAVD88 

0.2% 
ft., NAVD88 

7.4 9.1 10.1 13.0 
 
As shown in Figure 6, below, an offshore wave attenuation structure (breakwaters or T-groins) may 
reduce the wave impacts to the seawall and provide more protection by breaking the waves and 
reducing their energy which will also lead to smaller wave heights and lower runup values on the 
seawall.  Building the offshore structures will reduce the required height of the seawall for protection 
against any flood event by reducing the runup heights, hence the amount of overtopping  
 

  
 

Figure 6 - Example of Offshore T-groins With Sand Deposit the Landward Side of the Beach 
 

In order to determine the best alternative to mitigate overtopping and erosion of the Middle Beach 
Road seawall during any flood event, it will be necessary to conduct detail erosion, sediment transport, 
and wave analysis that is outside the scope of this planning study.  It is important to study sediment 
movement directions in this area to better understand the sand deposition patterns for the design and 
finding the best location for the offshore structures to trap sediment and reduce wave energy.  
 
Sediment will be susceptible to erosion to some extent along the stretch of shoreline and may require 
regular replacement.  To provide a more effective long term practice, construction of a marsh in front of 
the seawall but behind the breakwater could be a more environmentally friendly option.  Building a 
marsh may help absorb the wave energy to reduce erosion and damage to the wall.  However, building a 



Branford, Milford, and Madison Summary of Primary Hazard 

7 
 

marsh may require additional structures around it to contain the fill and break the waves that could 
erode the marsh. 
 
Planning Level Costs 
 
Cost of shoreline and nearshore coastal structures vary significantly.  Detailed modeling of waves, 
erosion and scour potential, and sediment transport alternatives analysis will be required in order to 
accurately design and estimate construction costs for the identified interventions.  The costs identified 
here are general and based on recent projects and industry and academic averages.  They are for 
general planning purposes only.  
 
Rock Revetment – For a recent project (2014) completed on Staten Island, for Oakwood Beach, NY, 
Dewberry designed a 12,000 linear foot shoreline rock revetment to elevation 19-feet NAVD88.  The 
cost estimate was for construction and maintenance costs, and was classified as a Class 4 estimate 
based on guidelines of the NYCDEP Bureau of Design and Construction, Cost Estimating Manual (2008).  
Class 4 estimates are generally prepared based on limited information and have fairly wide ranges.  The 
cost for that project, including, design, permitting, construction, and maintenance were estimated at 
$4,100/linear foot of shoreline.  
 
For the Milford Beach Road project, there would be approximately 300 feet of linear shoreline, for an 
estimated construction and maintenance cost (all inclusive) of approximately $1,230,000 based on a 
comparison to that project.  
 
A search of standard costs for similar construction yielded varied results.  The range, based on per linear 
foot was found to be $1000 to $2500 for construction only.  For the purposes of this analysis an 
estimate for construction only using the average of the range would be $485,500.00 
 
Offshore Breakwater/T-groin 
 
In general, coastal works involving over-water working such as breakwaters are more costly than land-
based techniques.  This is due to the higher mobilization cost involved with difficulties associated with 
working over water. 
 
Cost nearshore breakwater – estimated costs associated with the coast of coastal protection; Reference: 
Environment Agency, Horizon House-Cost Estimation for Coastal Protection-Summary of Evidence-
Report –SC080039/R7 
 
Cost per meter (3.28 feet) = $2,557 to $6,284 
These figures (and the range) are consistent with additional sources on industry costs identified.  
However, the design lengths and number of breakwaters or T groins is difficult to estimate at this time.  
This would need to be determined through additional coastal modeling analysis. 
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Surf Club Beach, Madison CT, Infrastructure Resilience Concept 
 

Hazard Setting 
 
The area of Surf Club Beach in Madison can be divided into three sections.  The first consists of the 
approximately 70-foot wide public beach in front of the Madison Surf Club; the second is made up of 
private residences built on the water to the east of the Madison Surf Club, fronted by a beach ranging 
from zero feet to about 60 feet wide at high tide; and the third is comprised of a complex of tidal 
wetlands and low-lying golf greens located inland to the north of the other two sections.  The FEMA VE 
zone on the water has a base flood elevation of 14 feet, with the inland AE zone BFEs equaling 12 or 13 
feet.  In one area a finger of the VE zone extends inland, over the Madison Surf Club Beach and into the 
wetlands behind. 
 
It has been determined that much of the damage experienced in this area results from storm surge 
overtopping the beach, inundating the wetlands, and flooding properties and roads from behind.  The 
spot where beach overtopping occurs is reflected in the inland intrusion of the FEMA VE zone as 
described above, and has been identified as a breached dune located to the east of the Madison Surf 
Club and west of the private properties.  

 
Current condition at the beach. The current dune is located behind the people.  To the right, sand can be seen 
spreading inland over the reeds where the dune has been breached. 
 
The current condition of the site is depicted on the next page. A variety of features were identified in 
the field and are marked on the figure.  Note the two lobes of existing dunes toward the center of the 
image.  To the east (upward in the figure) the dune has been washed out, and sand deposited inland on 
the wetland. 
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Proposed Infrastructure Resilience Concept 
 
We believe that a combined beach and dune nourishment and stabilization project would be 
appropriate for this site.  This form of green infrastructure could diminish flood extents, protect 
properties, and support coastal habitats and ecosystems.  It is possible that the dune would migrate 
inland over time as sea level rises, making it a more flexible and adaptive approach to flood hazards than 
hard infrastructure solutions. 
 

Planning Level Costs 
 
The proposed dune would be built to approximately 11 feet NAVD88 in order to be consistent with the 
maximum elevation of the existing dune.  Increasing the elevation above this would be possible, but may 
require concurrent beach nourishment to maintain stability.  The dune would be built to fill in the 
natural breach as well as the created breach that allows the existing walkway to access the beach.  
Based on existing topography, approximately 1,015 cubic yards of material would be needed to create 
this dune. 
 
Estimates for the cost of this action are based on costs in West Haven, CT for a recently completed 
project.  The cost of nourishment sand material varies dramatically depending on quantity, source 
location, and means of transport to the site.  In West Haven sand was transported to the site from Cape 
Cod, MA and purchased by the ton.  We consider this the most conservative of planning level cost 
estimation, based on the distance from Madison to Cape Cod.  After converting the per-ton cost to cost 
per cubic yard we estimate $50/cubic yard.  This gives a planning level cost estimate of $50,750 for the 
dune material.  Material from a local source should significantly decrease this estimate.  Other costs 
associated with construction, site preparation and maintenance, and dune seeding and planting, are 
expected to add an estimated $53,800.  This brings the total cost of dune construction to approximately 
$104,550. 
 
Construction of a new, elevated walkway to provide access to the beach may be desired, though access 
may be feasible around the western side of the dune.  Estimates for the cost of a wooden walkway 
construction are $250 per foot.  Approximately 130 feet of walkway would be needed, costing around 
$32,500.  Another alternative would be to remove the existing walkway during construction, and replace 
it after the dune restoration has been completed, saving much of the cost of new walkway construction. 
 
Secondary protection may be required to reduce the likelihood and frequency of dune erosion and 
overtopping of restored dunes during storm events.  Protections may include beach nourishment, 
ongoing dune nourishment, installation of a hard “core” to the dune to add stability, or even 
construction of offshore breakwaters.  Additional, detailed erosion modeling is needed to determine the 
most effective action.  For that reason, it is not possible to provide cost estimates for those features at 
this time. 
 
Including a conservative 20% contingency for unforeseen costs, the entire project will cost an estimated 
$164,460. 
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Summary 
 
The features presented above are summarized in the table below: 

Item   Unit Quantity Unit Cost Cost 
1.  Construction Site Preparation and Maintenance  
Mobilization Lump Sum 1 $25,000.00 $25,000.00 
Sediment and Erosion Control Lump Sum 1 $7,500.00 $7,500.00 
2.  Elevating Woodvale Road     
Import Sand Cubic Yard 1015 $50.00 $50,750.00 
3.  Site Restoration      
Seed and Vegetation Square Foot 21300 $1.00 $21,300.00 
Walkway Construction Foot 130 $250 $32,500.00 

     Subtotal = $137,050.00  
     +20% Contingency $27,410.00  
     Total $164,460.00  

 

Conclusion 
 
The option presented in this memo is one possible way to address the risk of beach overtopping and 
inland flooding in this neighborhood.  Other approaches do exist, including application of “hard 
infrastructure” protections, individual structural adaptation measures for vulnerable buildings, or a 
combination of approaches.  If owners of vulnerable homes here are interested, the Town can also assist 
them with the pursuit of funding to acquire and remove those properties.  This option has additional 
benefits over other possible options in its aesthetic and ecological value. 
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A public meeting was held on January 7, 2016 to introduce the Town of Madison coastal 
resilience planning effort to residents and the public.  One goal of this meeting was to clarify 
key concepts and terms related to Coastal Resilience Planning, such as resilience, risk, hazard, 
vulnerability, and adaptation.  Other goals were to describe specific types of coastal hazards 
and the specific community assets vulnerable to those hazards, to explain how hazards and 
vulnerabilities can be expected to change in the future, and to solicit information and 
participation from the public.  
 
The meeting was recorded on video to be broadcast on the local access television station 
(MCTV) later.  Minutes were typed by Marlene H. Kennedy, clerk, and are available through the 
Madison website <http://www.madisonct.org/PZ/minutes/2016/2016-01-07.pdf>. 
 
Madison Planning & Zoning Commission (P&Z) chairman Mr. Clark conducted the meeting.  He 
began by introducing Mr. Murphy, who in turn introduced the Mr. Choquette and Mr. Slovin.  
Mr. Murphy then began the PowerPoint presentation, covering the following topics: Resilience 
(including general concepts and issues specific to Coastal Resilience); Project Funding and 
Planning Steps (including coordination with other projects); and Risk (including the effects of 
changing climate and sea level on future risk). Mr. Choquette followed Mr. Murphy by 
presenting a number of slides illustrating additional complexities with regards to modeling 
coastal inundation and erosion risk, and noted that such complexities will be incorporated into 
the planning of site-specific resilience projects.  Mr. Slovin then presented on the concept of 
vulnerability (including how climate change and sea level rise will impact future vulnerabilities, 
and specific categories and regions that are vulnerable to coastal hazards). Mr. Murphy closed 
the presentation by discussing the next steps of the project, and describing some of the 
adaptation and resiliency options that will be considered moving forward.  
 

DATE: January 07, 2016 
MMI #: 2619-09 
PROJECT: Madison Coastal Resilience Plan 

SUBJECT: Notes from Public Meeting 
(Risk/Vulnerability Assessment) 

LOCATION: Madison 

ATTENDEES: 

David Murphy, P.E., CFM, MMI 
Noah Slovin, MMI 
Scott Choquette, CFM, Dewberry 
Madison Planning & Zoning Commission Members 
- Chairman Ronald Clark 
- Vice-Chairman Francine Larson 
- Secretary Christopher Traugh 
- James Matteson 
- Thomas Burland 
- John K. Mathers 
- Joseph Bunovsky, Jr. 
- Brian Richardson 
Michael Ott, P.E., L.S., Town Engineer 
David Anderson, Town Planner 
Madison Residents 
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After the presentation, the floor was opened for a question-and-answer session, moderated by 
Chairman Clark.  Questions (denoted by “Q”) and Answers (“denoted by “A”) were as follows: 
 
Q April Allen (East Wharf Road) asked if anybody knew about a phragmites removal project on 

Fence Creek.  She approached an individual seen inspecting the phragmites, who informed 
her the plants would be removed as part of a restoration and flood mitigation project. 

A None of the attendees were aware of this project. Town Planner David Anderson 
said he would follow up on it. 

Q Nolan Hale (“Brown House”) stated that his house did not experience any internal damage 
during the major storms because of his storm shutters, and recommended other residents 
install shutters.  He noted that his house did experience external damage.  He also stated 
that it seemed to him most of the coastal roads were constructed in the 1970’s and are 
vulnerable, yet recently gas lines and other utilities are being installed in those roads. He is 
concerned about this.  He wanted to ensure that this plan would address roads. 

Q Tammy Rooney (Fort Grove Avenue) followed Mr. Hale’s comment by saying that she has 
also seen gas lines installed, specifically along Seaview Avenue, and on the beach-side of the 
street.  She pointed out that this is a very low-elevation road, especially near the 
intersection with Willard Avenue.  She is very concerned about this, and believes there 
needs to be coordination between the Town and the utility companies, and wants to know 
if this plan will address the issue of coordination.  

Q Walter Welsh (Grove Avenue) stated dunes and sand are important for storm and flood 
protection, but many are lower than they used to be. He said that passive restoration 
efforts (such as installation of snow fencing) are underway for ¾ miles of damaged dunes at 
Seaview Beach. 

Q Joan Walker (Stepping Stone Lane) indicated concern about septic tanks in hazard areas and 
the impacts when they are damaged during storms.  She is curious about what those 
impacts are and what sorts of solutions can be found. 

Q Christopher Traugh (P&Z Secretary) wanted to know if this project would include 
coordination with the Hazard Mitigation Plan developed by SCRCOG.  Mr. Murphy said that 
it would, and would also be coordinated with the regional coastal resilience plan being 
administered by SCRCOG. 

Q Barbara Davis (Stone Road) wanted to know what the timeline was for completion of this 
plan, and whether it would coordinate with the town’s capital improvements plan. 

A Mr. Murphy answered that a draft plan will be submitted in late spring or early 
summer, when the grant ends.  He said that it is hoped that the plan’s proposals will 
be incorporated into Madison’s capital improvements plan. 

A Mr. Murphy also mentioned that there will be one or two additional meetings to 
discuss other aspects of the plan, as well as an online survey that all residents – 
those who can attend the meetings and those who are unable – will be able to 
complete. 

Q Mary Kaye (Seaview Avenue) brought the discussion back to the role of the Town in 
regulation of utility placement, such as the gasline on Seaview Avenue.   

A Chairman Clark stated that utilities are regulated by the State’s public utilities 
regulatory authority and the Department of Energy and Environmental Protection. 
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Q Tammy Rooney stated that it would be great if the local government could coordinate with 
the utility companies and the State, and reiterated displeasure with the fact of the gas-line 
installation, the fact that the utility company parked its vehicles on restored dunes, 
damaging them, and the fact that there was no coordination with local residents. 

A Thomas Banisch (First Selectman) stated that his office works closely with the utility 
companies, and should be contacted if residents ever have any problems with those 
companies. 

Q Chairman Clark stated that a significant issue during storm events is loss of communication 
utilities, including landline phones, cellphones, and cable. He stated that most radio stations 
are network stations with syndicated shows and do not have local information.  He 
wondered if hardening communication infrastructure was an option. He recognized that 
this issue might be more relevant to plans with broader focuses than this one. 

Q Cecilia Fisher expressed disappointment at the timing of this meeting, especially in the 
context of the overall plan timeline, which ends in the early spring.  She pointed out that 
many seasonal residents – who own many of the homes along the shore – will not be able 
to be present to give their input. 

A Mr. Murphy granted that the scheduling issues are unfortunate, and said that MMI 
will work closely with the Town to ensure the public remains informed and is able to 
participate and give input. 

 
 
After the question-and-answer session, attendees were invited to inspect paper copies of 
projected inundation risk maps, to find their homes or other recognized areas, to compare 
flood extents to their own experiences, and to visualize how flood risks may increase in the 
future.  The consultants, Mr. Anderson and Mr. Ott, and the P&Z members were also available 
for questions and discussion.  
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A public meeting was held on May 19, 2016 to present the Draft Town of Madison Coastal Resilience 
Plan to residents and the public.  The goals of this meeting were to review key concepts and terms, 
describe adaptation options that can be used to build community resilience to coastal hazards, describe 
specific options that had been identified as relevant and feasible to Madison’s coastal communities, 
present the Draft Town of Madison Coastal Resilience Plan document, and to solicit questions, 
comments, and other participation from the public.  
 
The meeting was recorded on video to be broadcast on the local access television station (MCTV) later.  
Minutes were typed by Marlene H. Kennedy, clerk, and are available through the Madison website 
<http://www.madisonct.org/AgendaCenter/Planning-Zoning-Commission-13> or from the direct link 
<http://www.madisonct.org/AgendaCenter/ViewFile/Minutes/05192016-1372>. 
 
Madison Planning & Zoning Commission (P&Z) chairman Mr. Clark conducted the meeting.  He began by 
reminding attendees of the previous meeting, explaining the purpose of the current meeting, and 
introducing Mr. Murphy, who in turn introduced the Mr. Choquette and Mr. Slovin. 
 
Mr. Murphy then began the PowerPoint presentation, describing the night’s agenda, and running 
through a review of the planning project’s progress and topics covered at the last meeting.  These 
included the concept of resilience, and methods and approaches to adaptation.  He also summarized the 
results of a public survey that had been posted online for a few months, where residents were able to 
provide their input into the planning process.  He summarized some of the key information extracted 
from the survey with regard to what residents value along the coast, what hazards concern them, and 
what types of actions and projects they would like to see implemented.  Mr. Murphy then presented a 
selection of specific adaptation options that were deemed to be relevant to the Town of Madison in 
general.  These included structural methods of protecting the shoreline, infrastructure, and homes, as 
well as methods of altering regulations to improve resilience.  Mr. Murphy also showed a table 
summarizing which adaptation methods would be beneficial to which Madison neighborhoods.  
Following that, he described about seven specific project recommendations for areas across the 

DATE: May 19, 2016 
MMI #: 2619-09 
PROJECT: Madison Coastal Resilience Plan 

SUBJECT: Notes from Public Meeting 
(Presentation of Options and Plans) 

LOCATION: Madison 

ATTENDEES: 

David Murphy, P.E., CFM, MMI 
Noah Slovin, CFM, MMI 
Scott Choquette, CFM, Dewberry 
Madison Planning & Zoning Commission Members 
- Chairman Ronald Clark 
- Secretary Christopher Traugh 
- James Matteson 
- Thomas Burland 
- John K. Mathers 
- Joel Miller 
- Amanda Kaplan 
- Brian Richardson 
David Anderson, Town Planner 
Madison Residents 
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Madison coastline, in order to give meeting attendees an idea of the types of recommendations that 
could be found in the Draft Plan. 
 
The next section of the presentation focused on conceptual designs for projects at Green Hill Road and 
Green Hill Place, Smith Bay, Middle Beach Road, and Surf Club Beach.  Proposed projects, their potential 
impacts, and estimates of their costs, were described. 
 
Mr. Slovin described the possible plans developed for the “Green Hill” neighborhood.  Multiple different 
project options were developed and presented for Green Hill Road, to illustrate how there may be 
multiple solutions to coastal vulnerabilities at a particular location, each with its own costs and benefits.  
For Green Hill Place, an array of building-specific options were described, showing how a neighborhood-
scale plan may simultaneously involve both neighborhood-scale projects such as road elevations, and 
property-scale adaptations.   
 
Mr. Slovin then described the suite of possible plans developed for the Smith Bay neighborhood.  These 
options were to create a “floodable neighborhood” where access to homes was maintained through 
road elevations, to construct seawalls and dunes to protect the area from high tide flooding through 
conditions in the 2080s, or to construct a levee to protect the neighborhood from Category 2 storm 
surge conditions through the 2080s.  This approach illustrated how different adaptation approaches can 
lead to different levels of protection, and the benefits of higher levels of protection need to be balanced 
with the cost to the Town and the neighborhood’s character. 
 
Mr. Choquette described the options developed for Middle Beach Road, which were to retire the 
current road and build alternative roads farther inland, or to rebuild and improve on existing revetments 
and construct “wave attenuation” structures such as breakwaters or T-groins.  Mr. Choquette explained 
that there are not a wide variety of options at this site, and the Town will need to carefully consider 
resilience approaches here in the future. 
 
Mr. Murphy then went through the resilience plan proposed for Surf Club beach, which is to enhance an 
existing dune to mitigate flooding and add to the aesthetic and ecological values of the area. 
 
Mr. Murphy finished the presentation, summarizing the findings regarding Madison’s vulnerability and 
adaptation capacity, and explaining the steps following plan completion that the Town can take to 
ensure it goes to good use. 
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After the presentation, the floor was opened for a question-and-answer session, moderated by 
Chairman Clark.  Questions (denoted by “Q”) and Answers (“denoted by “A”) were as follows: 
 
Q Charles Stone, 33 Middle Beach Road West: Presentation mentioned “wave attenuation” - is a long 

breakwater a possibility? 
A Mr. Choquette: installing breakwaters or groins would be a possibility here.  Sediment 

transport and wave modeling would be required to determine appropriate length.  It might 
need to be 300 feet long, or twice that, or half that. We can’t tell without the modeling. 

A Mr. Murphy: the road and the revetment will continue to be maintained.  Offshore wave 
attenuation options can be considered while that happens. 

Q Cecilia Fisher, 77 Middle Beach Road West: There used to be breakwaters off of Middle Beach Road.  
They were metal, and over time corroded and became hazards, so they were removed. 

Q Stan Novack, 22 Oak Avenue: Are the costs listed in the plan in current dollars, or some future dollar 
value? 

A Mr. Murphy: These cost estimates are at current prices, current dollars.  They are simply 
educated guesses - more extensive work would need to be done to create better estimates. 

Q Tammy Rooney, 4 Grove Avenue: Do you know if there is federal or state funding on the horizon for 
these kinds of actions? Or is there regulatory support? If we don’t have the resources to fund 
further studies and structural projects, what’s the point? 

A Mr. Choquette: funding often fluctuates with natural disasters, with more funding becoming 
available after a disaster. 

A Chairman Clark: Madison has been proactive in applying for funding. All of Connecticut has 
the same problems. 

Q  Ms. Rooney: What will the Town do in the meantime?  There are ways of building resilience 
without spending money.  It’s time to recognize ways that we can reduce vulnerability.  Especially 
with regards to the burden [on otherwise protected homes] created by failed septic systems and 
debris from other homes. 

Q Barbara Davis, Stone Road: Agrees with Ms. Rooney.  The P&Z board and the Safety Inspector are 
approving home winterizations - while they do that, are they considering the impacts on septic 
systems?  They’re not! 

A Chairman Clark: We don’t have any authority over septic systems 
Q  Ms. Davis: Doesn’t that have to change?  [Commissions responsible for] septic / water / 

electricity need to coordinate responsibilities.  Also it might be a good idea to establish an Elan Musk 
style electricity system (microgrid). 

A Mr. Anderson: This [Coastal Resilience Plan] is just one part of a larger planning effort.  Each 
Town committee is looking into things (building resilience in the area for which they’re 
responsible).  But yes, perhaps Planning and Zoning can help coordinate and participate in 
those efforts. 

A Mr. Miller: We (P&Z) have very specific statutory limitations. 
Q Ms. Rooney: We should announce in the paper to go to the website and check out the plan. 

A There is a reporter present, she will be publishing a story about this next week. 
Q Ms. Davis: How much of what is presented in the plan is based on the 152 respondents to the online 

survey, versus how much was just based on your own decisions. 
A Mr. Murphy: that’s a good question.  There is an appropriate balance. 

Q Ms. Rooney: Do the consultants know about any changes in CT legislation that might support 
resiliency efforts? 

A Mr. Murphy and Mr. Choquette: nothing ongoing or very significant or long-term 
sustainable is currently going on in the CT legislations. 
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Q Mr. Stone: Is dredging an option? 
A Mr. Choquette: Dredging can be an option is some situations. It is very expensive, and very 

challenging to get permits due to environmental protection laws.  Doing anything in the 
water is very expensive. 

Q Residents had some questions about groins and breakwaters. 
Q Ms. Davis: How fast should we be moving forward on this? 

A Mr. Murphy: different towns have different approaches.  For the most part they have been 
moving forward fairly quickly. 

A Mr. Slovin: the Plan has suggested timelines for application of different projects. 
Q Commission Secretary Christopher Traugh: Does it make sense to focus first on drainage problems?  

We could fix some core problems. 
A Mr. Murphy: yes, that makes sense. It has some costs associated with it.  The dune at Surf 

Club Beach would also be a good project to get started on quickly.  That site is above the 
coastal jurisdiction line, so it should not be hard for the Town to begin work (it’s on Town 
property).  The dune will be designed such that it should be able to stand up to a nor’easter 
size storm. 

 
After the question-and-answer session, the meeting ended. 
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Appendix H 
Results from Online Survey 
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Percent
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Count

98.6% 143
12.4% 18
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What are your primary connections to the Connecticut Coast? (check as many 
boxes as you wish)



Response 
Percent

Response 
Count

2.8% 4
0.7% 1
0.7% 1
3.5% 5
7.6% 11

38.2% 55
46.5% 67
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8skipped question

N/A

10 - 30 years

Madison Coastal Resilience

1 - 2 years

answered question

Answer Options

5 - 10 years

Less than 1 year

More than 30 years

How many years how you lived or worked on the Connecticut coast?
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How many years how you lived or worked on the Connecticut coast?
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81.1% 116
16.8% 24
2.1% 3
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I do not live in Madison

Answer Options

skipped question

Seasonal Madison-Resident

Which of the following best describes you?

answered question

Full-Time Madison Resident

Which of the following best describes you?

Full-Time Madison Resident

Seasonal Madison-Resident

I do not live in Madison
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Madison Coastal Resilience

What does the term "resilience" mean to you?

Answer Options

answered question
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Percent
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Count

43.2% 54
56.8% 71
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Madison Coastal Resilience

skipped question

Have you heard the term "resilience" used in the context of "Community Resilience" or 
"Coastal Resilience" prior to taking this survey?

Answer Options

Yes
No

answered question

Have you heard the term "resilience" used in the context of "Community 
Resilience" or "Coastal Resilience" prior to taking this survey?

Yes

No



Answer Options 1 2 3 4 5 6 7 8 9 Rating Average
Response 

Count
Re-opening Roads 34 23 20 16 8 2 0 2 2 2.71 107
Making my Home Livable 36 8 10 15 14 8 5 4 5 3.54 105
Restoring Water Service 12 36 26 15 5 6 3 2 1 3.10 106
Restoring Wastewater 
Collection and Disposal (Sewer 
or Septic System)

10 5 20 27 28 5 9 3 2 4.25 109

Restoring Communication 
(Telephones, Cell Phones, 
Internet)

17 27 21 16 21 3 2 4 3 3.46 114

Tourists Returning 4 4 0 0 3 6 3 5 86 8.09 111
Businesses Opening 3 3 4 9 16 34 32 13 0 5.87 114

Repairing Damaged Buildings 1 2 7 4 12 30 38 19 2 6.24 115

Restoring Beaches, Wetlands, 
and other Coastal Landforms

3 9 7 8 4 14 11 51 13 6.50 120

125
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Madison Coastal Resilience
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Please rank the following activities, intended to restore daily life after a coastal storm, from most important to 
you (1) to least important to you (9):
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Restoring Beaches, Wetlands, and other…

Please rank the following activities, intended to restore daily life after a coastal 
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Count

82.4% 89
80.6% 87
42.6% 46
33.3% 36
44.4% 48
18.5% 20
17.6% 19
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Significant Coastal Events outside of Connecticut 

Madison Coastal Resilience

Winter Nor’easters

answered question

Answer Options

Progressive Erosion of the Shoreline

Hurricane/Tropical Storm Irene in August 2011

Other (Please Specify)

If your awareness of coastal hazards has increased in recent years, which events have 
contributed to this awareness?

High-Tide Flooding without a Storm Event
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If your awareness of coastal hazards has increased in recent years, which 
events have contributed to this awareness?



Answer Options No Threat Some Threat High Threat Rating Average
Response 

Count
Flooding From Long 
Island Sound 49 27 33 1.85 109

Flooding From Tidal 
Rivers And Estuaries 54 41 13 1.62 108

Flooding Through Storm 
Drains Or Other Drainage 
Infrastructure

40 57 11 1.73 108

Erosion Of Land Under 
Structure 54 39 15 1.64 108

Direct Damage To 
Structure From Wave 
Action

69 22 18 1.53 109

Direct Damage From 
High Winds 6 52 50 2.41 108

Damage From Airborne 
Debris 20 69 19 1.99 108

Contamination From 
Overflowing Septic 
Systems Or Wastewater 
Treatment Facilities

41 48 19 1.80 108

Secondary Damage From 
Floating Debris 63 40 6 1.48 109

Secondary Damage From 
Natural Gas Or Propane 
Leaks

38 52 18 1.81 108

6
109
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Madison Coastal Resilience

skipped question
answered question

Please rate each of the following coastal hazards (no threat to high threat) indicating your level of concern 
about the threat that each presents to your home or the functions of your business.

Comments

0.00 1.00 2.00 3.00

Flooding From Long Island Sound

Flooding Through Storm Drains Or Other…

Direct Damage To Structure From Wave Action

Damage From Airborne Debris

Secondary Damage From Floating Debris

Please rate each of the following coastal hazards (no threat to high threat) indicating 
your level of concern about the threat that each presents to your home or the 

functions of your business.



Response 
Percent

Response 
Count

38.0% 30
15.2% 12
16.5% 13
13.9% 11
17.7% 14
70.9% 56
12.7% 10
7.6% 6
7.6% 6
3.8% 3

13
79
73

Madison Coastal Resilience

Flooding Through Storm Drains Or Other Drainage 

Contamination From Overflowing Septic Systems Or 

skipped question

Answer Options

Direct Damage To Structure From Wave Action

Secondary Damage From Natural Gas Or Propane 

Flooding From Tidal Rivers And Estuaries

Damage From Airborne Debris

answered question

Which of those same hazards have directly impacted you or your business?

Erosion Of Land Under Structure

Secondary Damage From Floating Debris

Flooding From Long Island Sound

Direct Damage From High Winds

Other (Please Specify)

0.0%
10.0%
20.0%
30.0%
40.0%
50.0%
60.0%
70.0%
80.0%

F
lo

od
in

g 
F

ro
m

Lo
ng

 Is
la

nd
S

ou
nd

F
lo

od
in

g
T

hr
ou

gh
 S

to
rm

D
ra

in
s 

O
r…

D
ire

ct
 D

am
ag

e
T

o 
S

tr
uc

tu
re

F
ro

m
 W

av
e…

D
am

ag
e 

F
ro

m
A

irb
or

ne
 D

eb
ris

S
ec

on
da

ry
D

am
ag

e 
F

ro
m

F
lo

at
in

g 
D

eb
ris

Which of those same hazards have directly impacted you or your business?



Answer Options Not Vulnerable
Somewhat 
Vulnerable

Very 
Vulnerable

Rating Average
Response 

Count

Human health and safety 13 61 32 2.18 106

Homes 4 41 62 2.54 107
Commerce/Industry 
(businesses, factories, 
offices)

21 69 15 1.94 105

Tourism 31 47 27 1.96 105
Roads, railroads, and 
bridges 5 61 41 2.34 107

Utilities (water, 
wastewater, electricity, 
gas, communication)

2 46 58 2.53 106

Critical Facilities (Police, 
Fire, Hospitals, Shelters) 24 57 24 2.00 105

Natural Systems (Tidal 
Wetlands, Coastal 
Landforms)

10 46 51 2.38 107

Other (Please Specify 
Below) 7 2 1 1.40 10

5
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Madison Coastal Resilience

Comments

skipped question

Please rate each of the following coastal vulnerabilities (not vulnerable to very vulnerable), indicating your 
level of concern about the threat to each system from coastal flooding and storms:

answered question

0.00 1.00 2.00 3.00

Human health and safety

Commerce/Industry (businesses, factories,…

Roads, railroads, and bridges

Critical Facilities (Police, Fire, Hospitals,…

Other (Please Specify Below)

Please rate each of the following coastal vulnerabilities (not vulnerable to very 
vulnerable), indicating your level of concern about the threat to each system from 

coastal flooding and storms:



Response 
Percent

Response 
Count

100.0% 69
65.2% 45
27.5% 19

69
83

Madison Coastal Resilience

Additional Locations

Answer Options

skipped question

Location 2

Are any specific areas of your town vulnerable to coastal hazards? If so, please list them 
by location. Please use street intersections or landmarks to describe locations.

answered question

Location 1

0.0%

20.0%

40.0%

60.0%

80.0%

100.0%

120.0%

Location 1 Location 2 Additional Locations

Are any specific areas of your town vulnerable to coastal hazards? If so, please 
list them by location. Please use street intersections or landmarks to describe 

locations.



Response 
Percent

Response 
Count

27.2% 28
48.5% 50
24.3% 25

10
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Which of the following statements about planning for future sea level change do you most 
agree with?

Comments

It is appropriate to plan for sea level rise to continue at 

skipped question

Madison Coastal Resilience

It is appropriate to plan for sea level rise to accelerate 

Answer Options

answered question

It is appropriate to plan for sea level rise to accelerate, 

Which of the following statements about planning for future sea level change do 
you most agree with?

It is appropriate to plan for sea
level rise to continue at the
current rate, with less than a foot
of rise by 2100.

It is appropriate to plan for sea
level rise to accelerate, with more
than one foot of rise by 2100.

It is appropriate to plan for sea
level rise to accelerate
dramatically, with several feet of
rise by 2100.



Response 
Percent

Response 
Count

47.7% 51
47.7% 51
4.7% 5

8
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Which of the following statements about coastal storms do you most agree with?

Comments

I am very worried about coastal storms in the future.

skipped question

Madison Coastal Resilience

I am not worried about coastal storms in the future.

Answer Options

answered question

I am slightly worried about coastal storms in the future.

Which of the following statements about coastal storms do you most agree 
with?

I am very worried about coastal
storms in the future.

I am slightly worried about
coastal storms in the future.

I am not worried about coastal
storms in the future.



Response 
Percent

Response 
Count

44.1% 45
47.1% 48
65.7% 67
52.0% 53
46.1% 47
66.7% 68
9.8% 10

102
50skipped question

Provide outreach and education to residents, 

Enact and enforce regulations, codes, and ordinances 

Madison Coastal Resilience

Conduct projects in the community, such as drainage 

answered question

Answer Options

Improve warning and response systems to improve 

Provide technical assistance to residents, businesses, 

Other (please specify)

What are the most important things that your municipal government and leaders can do 
to help residents and businesses be prepared for a disaster, and become more resilient 

Make it easier for residents, businesses, and 
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What are the most important things that your municipal government and leaders 
can do to help residents and businesses be prepared for a disaster, and 

become more resilient over time?



Answer Options Against No Opinion Support Rating Average
Response 

Count

Construct breakwaters 
and groins

13 32 51 2.40 96

Restore Dunes 4 22 69 2.68 95
Create “Living 
Shorelines” 8 46 42 2.35 96

Nourish Beaches 6 26 62 2.60 94
Build seawalls and 
bulkheads 19 22 58 2.39 99

Improve drainage 
systems 2 13 86 2.83 101

Retire coastal roads 57 29 12 1.54 98

Elevate coastal roads 21 42 34 2.13 97

Buyout and retire 
coastal properties 53 29 15 1.61 97

Assist with structure 
elevation 36 37 27 1.91 100

Assist with structure 
relocation 43 43 10 1.66 96

Strengthen coastal 
utility infrastructure 4 15 80 2.77 99

Extend sewers to areas 
served solely by septic 
systems

20 27 52 2.32 99

Extend water service to 
areas that utilize wells

18 35 47 2.29 100

8
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Madison Coastal Resilience

answered question
Other (please specify)

Please rate each of the following options indicating your level of support for the Town undertaking each 
specific adaptation project:

0.00 1.00 2.00 3.00

Construct breakwaters and groins

Nourish Beaches

Retire coastal roads

Assist with structure elevation

Extend sewers to areas served solely by septic…

Please rate each of the following options indicating your level of support for the 
Town undertaking each specific adaptation project:



Response 
Percent

Response 
Count

5.2% 5
9.3% 9

11.3% 11
16.5% 16
2.1% 2

41.2% 40
50.5% 49
18.6% 18
17.5% 17
24.7% 24
19.6% 19

97
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Madison Coastal Resilience

Installed storm shutters or structural/roof braces to 

Participated in public meetings to discuss the Plan of 

skipped question

Answer Options

Managed sand on a privately-owned beach to reduce risk 

I have not taken any of these actions

Flood-proofed my business to reduce flood damage

Maintain a disaster supply kit for my family, home, or 

answered question

Have you taken any actions to reduce the risk or vulnerability to your family, home, or 
business? If so, please indicate below.

Replaced my overhead utility lines with underground 

Participated in public meetings to discuss and approve 

Elevated my home or business to reduce flood damage

Developed a disaster plan for my family, home, or 

Other (please specify)
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Have you taken any actions to reduce the risk or vulnerability to your family, 
home, or business? If so, please indicate below.



Response 
Count

60
60
92skipped question

Madison Coastal Resilience

If you could choose one action that could be taken in your community to 
reduce risks from hazards and the natural events that cause these 

Answer Options

answered question



Response 
Count

18
18

134skipped question

Madison Coastal Resilience

Please provide any additional comments or questions to be addressed 
as the Coastal Resilience Plan is developed:

Answer Options

answered question



Response 
Percent

Response 
Count

94.3% 33
100.0% 35

35
117

Madison Coastal Resilience

skipped question

If you wish to be notified of the progress in developing the Coastal Resilience Plan, 
please provide your name and email address:

Answer Options

Name
Email Address

answered question

91.0%
92.0%
93.0%
94.0%
95.0%
96.0%
97.0%
98.0%
99.0%

100.0%
101.0%

Name Email Address

If you wish to be notified of the progress in developing the Coastal Resilience 
Plan, please provide your name and email address:
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