
SECTION 12.11
REMOVAL OF PAVEMENT MARKINGS

  12.11.01--Description:  This item shall consist of removal of pavement markings, of the type specified, as
called for on the plans or as directed by the Engineer.

  12.11.03--Construction Methods :  Pavement markings shall be removed from the pavement by any method
that does not materially damage the surface or texture of the pavement. Any damage to the pavement surface
caused by pavement marking removal shall be repaired by the Contractor at his expense by methods acceptable
to the Engineer. Sand or other material deposited on the pavement as a result of removing pavement markings
shall be removed as the work progresses. Accumulations of sand or other material which might interfere with
drainage or might constitute a hazard to traffic will not be permitted. Protection of the work area shall be as
indicated in the Specification for "Maintenance and Protection of Traffic."

  12.11.04--Method of Measurement:  Work under this item will be measured for payment by the actual
number of square meters of pavement markings removed.

  12.11.05--Basis of Payment:  This work shall be paid for at the contract unit price per square meter for
"Removal of Pavement Markings" of the type specified, which price shall include all materials, equipment,
tools and labor incidental thereto. Payment will not be made for pavement markings installed by Contractor
error and ordered removed by the Engineer.

        Pay Item Pay Unit
Removal of Pavement Markings (Type)      m2


