
SECTION 3.05
PROCESSED AGGREGATE

3.05.01 -- Description:  Work under this item shall consist of furnishing, placing, shaping and compacting processed
aggregate to be used for back-up to bituminous concrete overlays in areas shown on the plans or where directed by
the Engineer.

3.05.02 -- Materials:  The material for this item shall conform to the requirements of Article M.05.01, except that
coarse aggregate shall be broken stone, and fine aggregate shall be stone sand, screenings, or a combination thereof.

3.05.03 -- Construction Methods :  The material shall be placed, shaped, and compacted in one continuous operation
to the lines, grades, and cross slopes shown on the plans or as directed by the Engineer.  Only the amount of material
that can be placed, shaped, and compacted during the work shift shall be placed.  No excess loose material shall be
left along the edge of road.

Compaction will be by vibratory equipment determined to be acceptable to the Engineer prior to the start of the work.
No specific percent of compaction is required; however, no loose material shall be evident after completion of
compaction as approved by the Engineer.

During the hauling and placing operations, the Contractor shall immediately remove any material dumped or spilled
on the shoulders or pavement.

It shall be the Contractor's responsibility to maintain and restore any eroded areas to the required line, grade, and
cross slope with approved material and to keep the areas in acceptable condition until the construction work is
considered complete by the Engineer.

3.05.04 -- Method of Measurement:  The quantity of processed aggregate to be included for payment will be
determined by the net weight, in metric tons, measured in the hauling vehicles.  Scales shall be of a type satisfactory
to the Engineer and shall be sealed by the Department of Consumer Protection at the expense of the Contractor, as
often as the Engineer may require.  When required, weighing shall be done in the presence of a Department
representative.

3.05.05 -- Basis of Payment:  This material will be paid for at the contract unit price per metric ton for "Processed
Aggregate", complete in place, which price shall include all materials, equipment, tools, and labor incidental thereto.
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