
SECTION 9.30
OBJECT MARKER

  9.30.01--Description:  This item shall consist of furnishing and installing an object marker at locations shown
on the plans or as ordered and in accordance with these specifications.

  9.30.02--Materials:  Aluminum sign blanks shall conform to the requirements of Article M.18.13.

  Reflective sheeting shall conform to the requirements of Article M.18.09.

  Silk screening shall conform to the requirements specified by the reflective sheeting manufacturer.

  Steel posts shall conform to the requirements of Article M.18.14.

  Sign mounting bolts and nuts shall conform to the requirements of Article M.18.15.

  9.30.03--Construction Methods :  Object marker posts shall be erected to the elevation and at locations
shown on the plans. They shall be set vertically, facing the direction noted on the plans or as directed by the
Engineer.

  Posts shall be driven by approved methods and equipment that will provide the posts in their final position,
free from any distortion and burring or any other damage. The panel shall be attached after the posts are driven.

  The black legend shall be applied by either the silk screen process or by the application of pressure sensitive
opaque film.

  9.30.04--Method of Measurement:  The number of object markers to be included for payment shall be the
number of each type of object markers installed and accepted.

  9.30.05--Basis of Payment:  This work will be paid for at the contract unit price for each type of "Object
Marker," complete in place, which price shall include all panels, posts, hardware, materials, equipment, tools
and labor incidental thereto.

          Pay Item Pay Unit
Object Marker (Type)      EA.


