
SECTION 9.70
TRAFFICPERSON

9.70.01 - Description :  Under this item the Contractor shall provide the services of Trafficpersons of the
type and number, and for such periods, as the Engineer approves for the control and direction of vehicular
traffic and pedestrians.

On a weekly basis, the Contractor shall inform the Engineer of their scheduled operations for the following
week and the number of Trafficpersons requested.  The Engineer shall review this schedule and approve the
type and number of Trafficpersons required.

If the Contractor changes or cancels any scheduled operations without prior notice of same as required by
the agency providing the Trafficpersons, and such that Trafficperson services are no longer required, the
Contractor will be responsible for payment at no cost to the Department of any show-up cost for any
Trafficperson not used because of the change.  Exceptions, as approved by the Engineer, may be granted
for adverse weather conditions and unforeseeable causes beyond the control and without the fault or
negligence of the Contractor.

Trafficpersons assigned to a work site are to only take direction from the Engineer.

Trafficpersons shall consist of the following types:

State Police Officers :  State Police Officers shall be uniformed off-duty sworn Connecticut State Police
Officers.  Their services will also include the use of official State Police vehicles and associated equipment.

State Police Officers will be used on all limited access highways. State Police Officers will not be used on
non limited access highways unless specifically authorized in writing by the Engineer. State Police Officers
with official State Police vehicles will be used at such locations and for such periods as the Engineer deems
necessary to control traffic operations and promote increased safety to motorists through the construction
sites.  On limited access highways, the Engineer may determine that State Police Trafficpersons will be
utilized for regional work zone traffic safety and enforcement operations in addition to project-related work
zone assignments.

Uniformed Municipal Police Officers : Uniformed Municipal Police Officers shall be sworn Municipal
Police Officers or Uniformed Constables who perform criminal law enforcement duties from the
Municipality in which the project is located.  Their services will also include an official Municipal Police
vehicle when requested by the Engineer. Uniformed Municipal Police Officers will be used on all non
limited access highways.  If Uniformed Municipal Police Officers are unavailable other Trafficpersons may
be used when authorized in writing by the Engineer.

Uniformed Municipal Police Officers and requested Municipal Police vehicles will be used at such
locations and for such periods as the Engineer deems necessary to control traffic operations and promote
increased safety to motorists through the construction sites.

Uniformed Flagger:  Uniformed Flaggers shall be persons who have successfully completed flagger
training by the ATSSA, National Safety Council or other programs approved by the Engineer.  A copy of
the Flagger’s training certificate shall be provided to the Engineer before the Flagger performs any work on
the project.  Services of Uniformed Flaggers shall include the following equipment:  garments (including
high visibility headgear) so as to be readily distinguishable as a Flagger in accordance with Standard 6E-3
of the MUTCD, and these specifications, and a STOP/SLOW paddle that is at least 450 mm in width with
letters at least 150 mm high, mounted on a handle of sufficient length so that the bottom of the sign will be
1.8 m above the ground, and conforms to Standard 6E-4 of the MUTCD and catalog number 387-80-9950
of the Catalog of Signs CDOT.



Uniformed Flaggers will only be used on non limited access highways when authorized in writing by the
Engineer. Uniformed Flaggers will be used at such locations and for such periods as the Engineer deems
necessary to control traffic operations.

General:  Uniformed Law Enforcement Personnel being used as Trafficpersons may conduct motor vehicle
enforcement operations in and around work areas as directed and approved by the Engineer.

Trafficpersons shall wear a high visibility safety garment that complies with OSHA, MUTCD, ASTM
Standards and the following:

Uniformed Law Enforcement Personnel shall wear the high visibility safety garment provided by their
law enforcement agency.  If no high visibility safety garment is provided, the Contractor shall provide the
law enforcement personnel with a garment meeting the requirements stated below for the Uniformed
Flaggers’ garment.

Uniformed Flagger - The base material for the safety garment shall be a fluorescent color of orange,
yellow, or strong yellow-green.  The garment shall have vertical and horizontal stripe markings of
contrasting color to the base material to enhance noticeability of the wearer.  These markings shall be made
of retroreflective or combination of retroreflective and non-retroreflective materials.  The retroreflective
material shall be orange, yellow, white, silver, strong yellow-green, or a fluorescent version of one of these
colors and shall have a minimum width of 15 mm.  A minimum area of 25 800 mm2 of retroreflective
material must be visible when the garment is viewed from either the front or back and a minimum area of 7
740 mm2  of retroreflective material must be visible from any other normal observation angle.  The safety
garment shall have the words “Traffic Control” clearly visible on the front and rear panels (minimum letter
size 50 mm).

Worn/faded safety garments that are no longer highly visible shall not be used.  The Engineer shall direct
the replacement of any worn/faded garment at no additional cost to the State.

A Trafficperson shall assist in implementing the traffic control specified in the Maintenance and Protection
of Traffic contained elsewhere in these specifications or as directed by the Engineer.  Any situation
requiring a Trafficperson to operate in a manner contrary to the Maintenance and Protection of Traffic
specification shall be authorized in writing by the Engineer.

Prior to the start of operations on the project requiring the use of Trafficpersons, a meeting will be held
with the Contractor, Trafficperson agency, and Engineer to review the Trafficperson operations, lines of
responsibility, and operating guidelines which will be used on the project.

In the event of an unplanned, emergency, or short term operation, the Engineer may approve the use of
properly clothed, non-certified Trafficpersons until such time as a certified Trafficperson may be obtained.
In no case shall this temporary use exceed eight (8) hours for any particular operation.

9.70.04 - Method of Measurement:  Only Trafficperson services approved by the Engineer will be
measured for payment.  Services of Trafficpersons will be measured for payment by the actual number of
hours for each person rendering services in accordance with these specifications. Services of Trafficpersons
utilized by the Contractor for which the Engineer did not approve and deems not necessary for the proper
completion of the project or at locations where traffic is unnecessarily restricted by the Contractor's method
of operation, will not be measured for payment.

The minimum hours of payment for each Trafficperson supplied by a law enforcement agency or
Trafficperson subcontractor in any one day shall be four hours.  No Uniformed Trafficperson shall work
more than twelve hours in any one day.  In case such services are required for more than twelve hours, the
Contractor may request additional Trafficpersons.  In cases where the Trafficperson is an employee on the
Contractor’s payroll, payment for the Trafficperson will be made only for those hours when the
Contractor’s employee is performing Trafficperson duties.



Travel time charged by State Police Officers, up to one hour per day, will be measured for payment.  No
travel time will be allowed or paid for Uniformed Municipal Police Officers or Uniformed Flaggers.

Safety garments and STOP/SLOW paddles will not be measured for payment.

9.70.05 - Basis of Payment :  The sum of money shown on the Estimate and in the itemized proposal as
“Estimated Cost” for this work will be considered the bid price even though payment will be made as
described below.  The estimated cost figure is not to be altered in any manner by the bidder.  Should the
bidder alter the amount shown, the altered figures will be disregarded and the original price will be used to
determine the total amount for the contract.

“Trafficperson” will be paid for at the actual hourly rate charged for Trafficperson services (monthly
statement or receipted bills) by the entity which actually provided the service which have been approved by
the Engineer plus a five percent (5%) markup.  In situations where the Uniformed Flagger is an employee
on the Contractor’s payroll, payment will be made in accordance with Article 1.09.04(a) of the Standard
Specifications.  Use of a Municipal police vehicle requested by the Engineer will be paid at the actual rate
charged by the Municipality plus a five percent (5%) markup.  The rate charged by the Municipality for use
of a Uniformed Municipal Police Officer and/or an official Municipal Police vehicle shall not be greater
than the rate it normally charges others for similar services.

There will be no direct payment for safety garments or STOP/SLOW paddles.  All costs associated with
furnishing safety garments and STOP/SLOW paddles will be considered as being included in the general
cost of the Contract.
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