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TRENCH WIDTH 24" MIN.24" MIN.

ASPHALT

SUBBASE

GROUND

2" MIN.
TYP.

TEMPORARY STEEL PLATE

TEMPORARY STEEL PLATE OVER TRENCH

1•"

TOP SURFACE

RECESSED FLUSH ON 

  THICK STEEL PLATE 

3" TYPICAL

2.5" TYPICAL
6' MIN.

ALL AROUND EACH PLATES EDGE

PLACE 4" WIDE WHITE TRAFFIC TAPE

HMA S0.375

PATCH (ALL AROUND)

TEMPORARY ASPHALT 

3" TYPICAL

2.5" TYPICAL

ALL AROUND EACH PLATES EDGE

PLACE 4" WIDE WHITE TRAFFIC TAPE

TEMPORARY STEEL PLATES BUTTED TOGETHER

GENERAL NOTE:

  USE WITHIN HIGHWAY RIGHT OF WAY".  

1.  SEE CTDOT SPECIFICATION "STEEL PLATE 

6' MIN.

SKID RESISTANT SURFACE SKID RESISTANT SURFACE

OVER TRENCH

RECESSED TEMPORARY STEEL PLATE

THE STEEL PLATE (TYP.)

ROUND ASPHALT OVER

  

TRENCH WIDTH 24" MIN.24" MIN.

ASPHALT

SUBBASE

GROUND

1•"

TOP SURFACE

RECESSED FLUSH ON 

  THICK STEEL PLATE 

PLATES EDGE

ALL AROUND EACH 

WHITE TRAFFIC TAPE

PLACE 4" WIDE 

PLATES EDGE

ALL AROUND EACH 

WHITE TRAFFIC TAPE

PLACE 4" WIDE 

18" MIN.

1

12

HMA S0.375 

WEDGE (ALL AROUND)

TEMPORARY ASPHALT 

OVER TRENCH

RAMPED TEMPORARY STEEL PLATE

18" MIN.
6" x †" 

1Œ"

1Š"

†"6"

HEADS SET FLUSH TO THE PLATE

(SEE DETAIL) WITH SPIKE 

REMOVABLE SPIKES  

AND SHALL BE PINNED WITH 

A SKID RESISTANT SURFACE  

STEEL PLATES SHALL HAVE 

6" LONG x 5/8"

SIMILIAR APPROVED PIN

SQUARE RAILROAD SPIKE OR

SIMILIAR APPROVED PIN

SQUARE RAILROAD SPIKE OR

6" x †"  

HEADS SET FLUSH TO THE PLATE

(SEE DETAIL) WITH SPIKE 

REMOVABLE SPIKES       

AND SHALL BE PINNED WITH 

A SKID RESISTANT SURFACE  

STEEL PLATES SHALL HAVE 


