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PLOTTED DATE:

 STANDARD SHEET

CTDOT
SUBMITTED BY:

NOT TO SCALE

14' MIN.

ANTI-TRACKING PAD

COMPACTED SUBGRADE

14' MIN.

COMPACTED SUBGRADE

PLAN

GROUND

EXISTING 

GROUND

EXISTING 

6" MIN. DEPTH

NO. 3 CRUSHED STONE

6" MIN. DEPTH

NO. 3 CRUSHED STONE

ELEVATION 

10' R (MIN.)

OR AS DIRECTED

50' MIN., OR AS SHOWN ON THE PLANS

EXCAVATE 4" MAX.
6" MIN.

6" MIN.

  

     DIRECTED FOR SITES COMPOSED OF CLAY OR SILTS.

1.  THE LENGTH OF THE ANTI-TRACKING PAD SHALL BE INCREASED AS

A

SECTION   A

ROADWAY

ROADWAY

SEE CTDOT QUALIFIED PRODUCTS LIST

(HIGH SURVIVABILITY)

GEOTEXTILE-SEPARATION 

GENERAL NOTE:

OR AS DIRECTED

50' MIN., OR AS SHOWN ON THE PLANS

SEE CTDOT QUALIFIED PRODUCTS LIST

(HIGH SURVIVABILITY)

GEOTEXTILE-SEPARATION 
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