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SCALE: 3" = 1'-0" -

B
TYPICAL RUSTICATION DETAIL

BAR SIZE SPLICE LENGTH

SPLICED AT THE SAME LOCATION.

50% OR LESS OF THE LONGITUDINAL BARS ARE 

THE SPLICES SHALL BE ALTERNATED SO THAT2.

FOLLOWS UNLESS DIMENSIONED OTHERWISE:

IN THE PARAPET AND SIDEWALK SHALL BE AS 

THE SPLICE LENGTH FOR THE REINFORCEMENT1.

SIDEWALK REINFORCEMENT NOTE:

REINFORCEMENT SPLICE NOTES:

SCALE:  N.T.S.

PLAN SECTION - PARAPET JOINT DETAIL

SECTION - VERTICAL PARAPET WITH SIDEWALK

SCALE:  1" = 1'-0"
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2•" COVER

DECK SLAB WHILE MAINTAINING THE SAME REINFORCEMENT CONFIGURATION.

BETWEEN DECK SLAB AND SIDEWALK FOR ALL VERTICAL REBARS DOWELED INTO 

AS AN OPTION, MECHANICAL DOWEL BAR SPLICER MAY BE USED AT THE INTERFACE 

*

BE 42" MIN. ABOVE SIDEWALK.

TO BE INSTALLED ON PARAPET FOR PARAPET HEIGHT TO 

METAL BRIDGE RAIL OR PROTECTIVE FENCE IS REQUIRED 

SIDEWALK

EDGE OF 

DECK REINFORCEMENT NOT SHOWN 

PARAPET JOINT NOTES:

(*)

END AND THRIE-BEAM TERMINAL CONNECTOR ATTACHMENT DETAILS.

REFER TO 42" VERTICAL SHAPE CONCRETE PARAPET DETAILS FOR PARAPET 

GENERAL GUIDE SHEET NOTES:

IN CONSTRUCTION PLANS.

FENCE DETAILS SHALL BE INCLUDED 

METAL BRIDGE RAIL OR PROTECTIVE 

*
* (**)

BUT SHALL NOT EXCEED 12".

MORE THAN 3" BITUMINOUS CONCRETE OVERLAY 

INCREASE AS REQUIRED FOR STRUCTURES WITH 

DESIGNER SHALL INCLUDE JOINT DETAILS IN CONSTRUCTION PLANS.4.

CONTROL JOINT SPACING SHALL NOT EXCEED 5'-0" C/C.3.

ALL JOINT LOCATIONS SHALL BE SHOWN ON CONSTRUCTION PLANS.2.

AS NEEDED MATCHING THE LOCATION AND TYPE OF JOINT IN SIDEWALK.

EXPANSION/CONTRACTION JOINT(S) SHALL BE PLACED IN PARAPET 1.

1 OF 1

-

A
PLAN SECTION - CONTROL JOINT DETAIL

SCALE:  N.T.S.

SIDEWALK

EDGE OF 

  

BE INSTALLED PRIOR TO APPLICATION OF PENETRATING SEALER PROTECTIVE COMPOUND.

AND SIDEWALK. DESIGNER SHALL ALSO SPECIFY THAT SILICONE JOINT SEAL SHALL 

PROTECTIVE COMPOUND SHALL BE APPLIED TO ALL EXPOSED FACES OF PARAPET 

DESIGNER SHALL SPECIFY ON CONSTRUCTION PLANS THAT PENETRATING SEALER 

THE PARAPET GEOMETRY TO ACCOMMODATE OVERLAY THICKNESS MORE THAN 3".

DESIGNER SHALL FOLLOW THE INSTRUCTIONS INDICATED HEREIN TO MODIFY

3" BITUMINOUS CONCRETE OVERLAY IS CONSIDERED IN THIS GUIDE SHEET. 

AND GRADE OF REINFORCEMENT SHALL BE SHOWN ON CONSTRUCTION PLANS.

OF CONCRETE AND REINFORCEMENT SELECTION. THE CLASS OF CONCRETE

DESIGNER SHALL REFER TO BRIDGE DESIGN MANUAL, SECTION 6 FOR CLASS

AND SHALL NOT BE INCLUDED IN CONSTRUCTION PLANS. 

ALL ITALICIZED TEXT ON THIS SHEET IS FOR INSTRUCTION PURPOSE ONLY

(TL-3) AND DETERMINED THAT IT COMPLIES WITH MASH 2016.

FENCE OR METAL BRIDGE RAIL HAS BEEN EVALUATED AT TEST LEVEL 3 

THIS PARAPET WITH SIDEWALK IN COMBINATION WITH EITHER PROTECTIVE 

VERTICAL SHAPE PARAPET
AT SIDEWALK - DETAILS

#4 TIES @ 3'-0", ALTERNATE 135°HOOK

1" BY 1" BEVEL

#5 @ 1'-0" (TYP.)

SEE SIDEWALK REINFORCEMENT NOTE

MECHANICAL DOWEL BAR SPLICER,

CONTROL JOINT

LIMIT OF 

0"

1'-0"

1" COVER

2•" COVER

6"

7•" MIN. EMBEDMENT

#6   @ 6"

#5 @ 1'-0"

WITHIN SIDEWALK LIMITS

ROUGHEN TOP SURFACE OF DECK

TOOLED EDGE

1" RADIUS,

BOTTOM OF DECK SLAB
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FORM

CONCRETE 

USE 1" X 1" MOLDING (TYP.)

OR PLASTIC MATERIAL FOR FORMING

USE ‚" WOOD, GALVANIZED STEEL 

1" COVER

6"

#6    @ 6"

PROTECTIVE FENCE

METAL BRIDGE RAIL OR

#7 @ 6" IN NEGATIVE MOMENT REGIONS

#5 @ 1'-0" IN POSITIVE MOMENT REGIONS
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