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ITEM #1118101A – TEMPORARY SIGNALIZATION	Comment by Mermelstein, Anna S.: This is a sample special provision that will need to be modified for each project.  
The item may be used to provide temporary signalization at unsignalized locations only such as for alternating one-way traffic operations. Refer to Item No. 11180XXA for temporary signalization at an intersection with an existing or proposed permanent traffic control signal.


Description:
This item shall consist of furnishing, installing, maintaining, relocating and removing temporary traffic signal equipment and all necessary hardware as ordered and in conformance with the plans and applicable specifications.

Materials:
All materials used for Temporary Signalization shall conform to the plans and pertinent articles of the Standard Specifications, the Supplemental Specifications, and the Special Provisions contained in this contract, or as approved by the Engineer.  The materials can be new or used.  Used material must not be damaged and its operation must be reliable.  The Contractor must replace damaged or faulty material immediately.  A Materials Certificate will be required.

Construction Methods:
The Contractor shall review the traffic signal plan, contained in the contract plans, and, if any changes are necessary, the Contractor shall submit a revised plan to the Engineer for approval.  In no case will the Contractor be allowed to revise an installation without prior knowledge and approval by the Engineer.  The Engineer will send to the Division of Traffic Engineering and/or the Design Engineer for review as applicable.

Prior to the beginning of Temporary Signalization, the Contractor and the Engineer are required to meet with any property owners that have driveways that will be signalized and explain how the temporary signalization will operate.

Temporary Signalization shall begin when the Contractor installs the temporary traffic signal equipment.

The Contractor shall provide and maintain a temporary traffic signal capable of providing the approved phasing as shown on the plans or as directed by the Engineer.  The Contractor shall relocate temporary signal equipment, including signal heads, vehicle detectors, etc., as many times as deemed necessary during construction to maintain and protect traffic where shown on the plans or as directed by the Engineer.  The Contractor shall make modifications to the signal controller as necessary to maintain temporary signalization during each phase/stage of construction and shall make adjustments to the timing of the controller as necessary based on field conditions and as directed by the Engineer.

All equipment shall be relocated and/or removed in such a manner as to cause no hazard to pedestrians, traffic or property.  When the Contractor is performing signal work, the Contractor shall maintain traffic as specified in the Special Provisions “Prosecution and Progress” and “Maintenance and Protection of Traffic.”

The Contractor shall be responsible for providing power to the temporary traffic signal via solar panels or by obtaining secondary service. The Contractor shall be responsible for the cost of the electricity to operate the temporary traffic signal and the intersection shall have a metered service.

The Contractor shall be responsible for maintenance of the temporary traffic signal during Temporary Signalization.  The Contractor shall provide to the Engineer and the local Police Department a list of telephone numbers of personnel who will be responsible for the maintenance of the temporary traffic signal on a 24-hour basis.  The Contractor shall respond to traffic signal malfunctions by having a representative at the site within three hours and the temporary traffic signal back in operation within 24 hours.

Temporary signal equipment supplied by the Contractor will remain the Contractor’s property at the completion of the project unless otherwise noted.

Temporary Signalization shall terminate when construction is complete and the temporary signal equipment is removed from the project as approved by the Engineer.

Method of Measurement:
Temporary Signalization shall be measured for payment as follows:
Fifty percent (50%) shall be paid when Temporary Signalization is operational as shown on the plan and to the satisfaction of the Engineer.
 Fifty percent (50%) shall be paid when Temporary Signalization terminates.

Basis of Payment:
This work shall be paid at the contract Lump Sum price for “Temporary Signalization.”  
This item shall consist of furnishing, installing, maintaining, relocating and removing temporary traffic signal equipment and all necessary hardware, materials, labor and work incidental thereto.  This item shall also include supplying the electricity to operate the temporary traffic signal.  All Contractor supplied items that will remain the Contractor’s property shall be included in the contract Lump Sum price for “Temporary Signalization.”
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