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1 GCOMMUNITY CONNECTIVITY PROGRAM

1.1 Program Background

The Connecticut Department of Transportation (CTDOT) has created a
Community Connectivity Program that focuses on improving the state’s
transportation network for all users. A major component of this program
is conducting Road Safety Audits (RSAs) at selected locations. An RSA'is a
formal safety assessment of the existing roadway. It is a qualitative review
by an independent team experienced in traffic, pedestrian, and bicycle
operations and design that considers the safety of all road users and
proactively assesses mitigation measures to improve the safe operation
of the facility by reducing the potential crash risk frequency and/or
severity.

The RSA team includes CTDOT staff, municipal officials and staff, municipal
police, local stakeholders, FHI Studio staff, and community leaders. The
RSA team is established for each municipality based on the requirements
of the individual location. They assess and review factors that can
promote or obstruct safe walking and bicycling routes. These factors
include traffic volumes and speeds, topography, roadway geometrics,
crash data, roadway inventory (i.e. signage, curbs, bicycle/pedestrian
facilities, amenities, safety components), and sidewalks.

Each RSA is conducted using RSA protocols published by the FHWA. For
details on this program, please refer to the CT Connectivity RSA site on the
CTDOT webpage.
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COMMUNITY

connectivity program

Prior to the site visit, area topography, land use characteristics,
intersection sight distance concerns, sidewalk locations, parking, and
bicycle facilities are examined using available mapping and imagery. The
site visit includes a "Pre-Audit” meeting, the “Field Audit” itself, and a “Post-
Audit” meeting to discuss the field observations and formulate
recommendations.  This procedure and the summary results are
discussed in the following sections.

Report of Findings and Recommendations



1.2 Branford RSA Study Area and Location

CTDOT sponsored an RSA for the Town of Branford in the Route 146
(South Montowese Street and Sybil Avenue) area. The study area
encompasses Route 146 between the Branford River and Limewood
Avenue. Exhibit 1 shows the study area in context to the State of
Connecticut, while Exhibit 2 shows the study area in further detail.

Exhibit 1: Branford RSA Regional Location
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The purpose of the RSA is to observe any safety concerns while discussing
possible safety improvements for pedestrians and bicyclists travelling
along the study area corridor. The study area serves many purposes
including local residential access, restaurant and commercial business
access, marina access, truck access to the sewage treatment plant, and
pedestrian and bicyclist movement throughout the beach community. The
Shoreline Greenway Trail also runs through the northern end of the study
area at Tabor Drive. See Exhibit 3 for points of interest located along the
corridor.

Route 146 is a collector roadway that provides an east to west connection
along the southern portions of Branford and Guilford. The study area has
limited sidewalks and crosswalks and there are gaps in the pedestrian
network. It lacks bicycle facilities.

Average Daily Traffic (ADT) in the study area ranges between 3,100 vehicles
per day at the southern end of the study area (Sybil Avenue, south of
Linden Avenue) to about 7,200 - 9,400 vehicles per day in the middle of
the study area in the commercial core depending on the season. As a
seasonal destination, the study area experiences higher traffic volumes
during summer months than it does in off-season, with traffic volumes
being the highest in the late mid-week and Saturday during summer
months. Exhibit 4 displays daily traffic in the study area. The study area is
intersected by seven roadway intersection that are controlled by stop
signs. All intersections are signed as two-way stop control where Route
146 does not stop, except the intersection with Indian Neck Road, which
is all-way stop controlled. There are no signalized intersections in the
study area. Route 146 is designated as a scenic roadway.

Report of Findings and Recommendations
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Exhibit 3: Study Area Points of Interest
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Exhibit 4: Average Daily Traffic Volumes
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2 PRIOR EFFORTS IN STUDY AREA

2.1 Route 146 Existing Conditions Technical Memorandum

The Route 146 Existing Conditions Technical Memorandum, completed in
July of 2021 examined existing roadway conditions along Route 146
between Route 1 (North Main Street) at Route 146 (West Main Street) in
Branford and the intersection of Route 146 at Route 1 (Boston Post Road)
in Guilford. This study included traffic volumes in some locations in the
study area for this RSA. A future study is planned that will build upon
findings from this report.

2.2 Sidewalk along Long Island Sound on Limewood Avenue
(Route 146)

Rehabilitation of the existing seawall is underway along Limewood Avenue
between Sybil Avenue and Waverly Road. A component of this project is
the construction of an eight-foot flush sidewalk and expanded shoulder.
The flush sidewalk will allow for drainage during extreme weather events
and will provide a pedestrian route along this heavily traveled section of
the roadway. Construction is anticipated to be completed in June 2022.
Exhibit 5 shows the construction plans for the sidewalk in this section.
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Exhibit 5: Sidewalk Plans on Limewood Avenue
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2.3 Bridge on Route 146 north of Linden Avenue

Construction is underway to replace the existing bridge on Route 146 that
crosses Sybil Creek, north of Linden Avenue. This project will include
sidewalks on both sides of the bridge and will include a crosswalk at the
southern end of the project limits, crossing Route 146. The project will also
include the realignment of Linden Avenue to T-up Linden Avenue as much
as possible. Exhibit 6 shows the construction plans for the replacement of
this bridge with the inclusion of sidewalks and a crosswalk north of Linden
Avenue.
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Exhibit 6: Sidewalk Plans on Limewood Avenue

2.4 Branford Housing Authority Project

The Branford Housing Authority will be constructing new units at its
existing location at 115 South Montowese Street. The construction will
allow the units to comply with ADA standards. Entry and existing driveways
and sidewalk modifications are expected as part of this project.

2.5 Shoreline Greenway Trail

The Shoreline Greenway Trail is a project to build a multi-use trail for
pedestrians and bicyclists and to connect communities in a 25-mile
corridor from New Haven to Madison. The trail is in on-going
development, with a section of the trail between Tabor Drive and Pine
Orchard Road opening in 2018. There is a desire to expand the trail
further west from the existing terminus at Tabor Drive to Indian Neck
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Avenue potentially along the Branford River on the northern bank. Exhibit
7 shows a map of the Shoreline Greenway Trail in Branford to the east of
Tabor Drive.

Exhibit 7: Shoreline Greenway Trail between Tabor Drive (left) and Stony Creek (right).

2.6 (T Active Transportation Plan

Route 146 north of Tabor Drive is included in the statewide bike planning
network. This section of the network provides a connection between the
existing terminus of the Shoreline Greenway Trail at Tabor Drive and
Branford Center to the north and East Haven to the west.
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3 PRE-AUDIT MEETING

3.1 Pre-Audit Information

The RSA team conducted a pre-audit meeting in the afternoon of
Thursday, March 24, 2022. The RSA team presented a brief presentation
that included an overview of the Branford RSA goals and purpose, the
study area, and key existing conditions findings. Key themes discussed
during the pre-audit meeting are presented below.

Speeds: Speed limits in the study area are 25 miles per hour (mph)
throughout the entire length of the corridor. Exhibit 8 displays speed limits
in the study area as well as 85" percentile speeds. 85" percentile speeds
is the measured speed at which 85% of motorist travel below. 85"
percentile speeds for the study area range between 33 mph to 38 mph,
with higher speeds observed in the northern part of the corridor.
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Exhibit 8: Study Area 85th Percentile Speeds
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Crashes: Based on data retrieved from the Connecticut Crash Data
Repository (CTCDR) for the five-year period between January 2016
through December 2020, there were a total of 41 crashes in the Branford
RSA study area. Crashes were concentrated in the vicinities of Block Island
Road, Linden Avenue and the commercial area, Toole and Tabor Drives,
and Indian Neck Avenue. Exhibit 9 displays the study area crash summary

and Exhibit 10 displays a study area crash heatmap.

Exhibit 9: Study Area Crash Summary

. Suspected . . Property Damage

Vear Fatal Injury Minor Injury Possible Injury Only TOTAL

2016 8 8

2017 1 3 6 10

2018 2 5 d

2019 2 6 8

2020 3 5 8
TOTAL 1 6 4 30 41
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Exhibit 10: Study Area Crash Heatmap
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Crashes by Type: The majority of crashes involve a single vehicle or are
front to rear crashes. Single vehicle crashes are indicative of crashes
where motorists veered off the road, ran into a guardrail, etc. These are
often seen on roadways like Route 146 where the right-of-way (ROW)
varies and the road curves at various places. The “rear-end” crashes are
common in areas of stopped traffic such as an approach to an
intersection, commercial area, or in areas with many driveways. Other
types of crashes including angle crashes and sideswipe crashes are
common in areas with ingress and egress movements such as business
areas. Exhibit 11 and Exhibit 12 display the location and breakdown of
crashes by type in the corridor.

Exhibit 11: Crashes by Type

Crashes by Type
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Exhibit 12: Crashes by Type
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Crash Severity: There was one fatal crash (vehicular) and 10 crashes
resulting in injury in the study area. The fatality occurred in 2017, north of
Block Island Road. Many crashes (30) are classified as property damage
only. This is typical for single vehicle and front-to-rear type crashes that
are prevalent in the study area. Exhibit 13 and Exhibit 14 show crash
severity by location and a summary of total crashes by severity.

Crashes by Involved Person: There was one crash involving a bicyclist in
the study area, which occurred at the intersection of Route 146 and Indian
Neck Avenue. There was one crash involving a pedestrian north of Block
Island Road. Exhibit 15 shows locations of these two crashes.

Exhibit 13: Crash Severity by Location
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Exhibit 14: Crash Severity Summary
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Exhibit 15: Crashes by Involved Person
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3.2 Pre-Audit Discussion

Immediately following the pre-audit presentation, a discussion followed
that highlighted concerns and notes regarding the Branford RSA study
area. Highlights from this discussion are presented below:

BRANFORD ROAD SAFETY AUDIT

There is a sidewalk project ongoing on the southside of Limewood
Avenue, along the Long Island Sound. The sidewalk will be
constructed at grade level, separated by a landscaped buffer.

The sidewalk projects at Limewood Avenue and on Sybil Creek are

There is a lot of commercial activity by the marina on Block Island
Road and southward towards the restaurants and business area.
This activity and southward poses safety concerns especially with
late night bar traffic, etc.

The Branford housing authority will be renovating their property and
realigning sidewalks and driveways to the housing.

South Montowese Street has been a scenic road since the 19907,
although members of the scenic road committee recognize that
safety is an issue, members feel that a balance is needed. Members
feel that recommendations should be focused on reducing speeds.
There is a need to make the area more attractive and safer for
pedestrians and bicyclists to enjoy.

In the summer, traffic volumes increase due to tourism.

The firehouse sidewalk does not connect to the one planned to be
constructed as part of the new bridge on Route 146.

Sightlines at some driveways and intersections can be difficult in
summertime due to vegetation growth.

Sightlines turning left onto Linden from Sybil Avenue (Route 146
northbound) is difficult due to poor sightlines around the horizontal
curve to the north and fast speeds of southbound traffic.

Sybil Creek bridge project is currently in construction; it will have
sidewalks on both sides.
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opportunities to include connections to in the future.

Sample slides from the pre-audit presentation are shown in Exhibit 16.

Exhibit 16: Sample slides from Pre-Audit Presentation

AGENDA

1. Welcome and Team Introductions

2. Study Purpose and Goals

3. Study Area

4. Review of Site-S¢ DEI.WERABLES

S AP ps ol | Existing Conditions Data Collection

Pre-Audit Meeting

Field Audit

Post Audit Meeting #
Road Safety Audit Report
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4 RSA ASSESSMENT e The curve at Route 146 and Limewood is not perceived to be an

issue. DOT staff expressed concern for the burying of utility lines
The following summary describes observations and discussion regarding which may eliminate some of the visual cues of this curve.

issues and concerns throughout the Branford RSA study area. Exhibit 17
shows RSA participants engaging in conversation during the RSA.
Discussions were held at each of the noted locations below.

o Crosswalks near this area should be avoided due to poor visibility
around the curve at this location.

Exhibit 18: Sidewalk construction underway on Limewood Avenue
Exhibit 17: RSA participants during the RSA Assessment date

4.2 Route 146 (Sybil Avenue) Between Limewood Avenue and
4.1 Intersection of Route 146 (Sybil Avenue) and Limewood Linden Avenue

Avenue e Shoulders are narrow on Sybil Avenue. Pedestrians often use Wilford
e The sidewalk construction on Limewood Avenue is expected to cause Road to get to Limewood Avenue to avoid traffic on Sybil Avenue.

an increase in pedestrian traffic. A town parcel at the end of Route e While GIS shows that the right-of-way (ROW) is approximately 40-f,
146 s being improved and expected to be a draw. See Exhibit 18. there is apparent encroachment on ROW from adjacent properties,
especially from properties on northeast side.

Page 12 Report of Findings and Recommendations



o Utility poles are located on the west side of the roadway and would
likely have to be removed if sidewalk were to be installed on that side.
However, participants felt that a sidewalk on the west side would be
preferable as it would connect with a sidewalk currently being
constructed at Limewood Avenue, without the need for a crossing
near the curve. See Exhibit 19.

Exhibit 19: Utility poles on Sybil Avenue

43 Intersection of Route 146 (South Montowese Street) and
Linden Avenue
e Bridge reconstruction work north of Linden Avenue will include a
crosswalk north of Linden Avenue. CTDOT should look at possibly
extending the sidewalk in this area to connect to the firehouse
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sidewalk and make the crosswalk more visible. A possible change
order may be warranted. See Exhibit 20 for a view of this sidewalk.

e A mini-roundabout was discussed at Linden Avenue intersection. It
could include gateway signage and plantings as appropriate.

e The property to the south of the intersection of Route 146 at Linden
has many undefined curb cuts.

e Anall-way stop at Linden was reviewed using 2019 summer volumes,
but found at that time to not be warranted.

e Participants noted the potential for bicycle lane, which may help
narrow roadway.

Exhibit 20: No connection to sidewalk at firehouse

Report of Findings and Recommendations



44 Route 146 (South Montowese Street) between Linden
Avenue and Block Island Road

e The commercial area north of Linden Avenue is very busy on the
weekends. Lenny's Restaurant is always busy and parking is a
concern for the business owners. Curb cuts are very wide and there
is no real delineation between the road and the parking lot. See
Exhibit 21.

e Pedestrians often cross RT 146 in this area to go between the
businesses. There is not a designated crosswalk.

e Inthe summer, there are many bicyclists, particularly north of the
commercial area. Participants said there are typically more bicyclists
than pedestrians. The curve just north of Sybil Creek Place is tight,
the shoulder is very narrow. This causes conflicts between bicyclists,
pedestrians, and cars traveling at high speeds.

e Eversource installed additional cobra head lighting in the commercial
area, but the area is lacking pedestrian scale lighting.

e Plantings and vegetation growth in the summer cause sight line
issues at many of the driveways in the commercial area, particularly
at 202 South Montowese Street.

o Decorative crosswalks could be used in the commercial area. Note
that striping should also be used for increased nighttime visibility.

e Many of the crashes are single vehicle crashes, where cars ran off
the roadway. Wider edge lines up to 6" could be considered to
improve visibility at night. Town and Scenic Roads Committee both
request minimal signage due to the scenic road designation.

e The visibility of southbound traffic entering the commercial area is a
concern. Traffic enters this area at high speed without the ability to
see pedestrians in roadway. Some participants inquired about
additional signage entering this area or a gateway treatment.
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e Shoulder width consistency is not present in this area.
e Additional countermeasures for single-vehicle crashes in this area
should be explored and open to consideration by DOT.

Exhibit 21: Route 146 north of Linden Avenue. View looking north.

——
7

- W

45 Intersection of Route 146 (South Montowese Street) and
Block Island Road

e Many trucks turn left out of Block Island Road, sight line issues make
this intersection challenging. Elevation and grade change also
contribute to poor sightlines, especially to the north. The road is
narrow in this location. See Exhibit 22 for a photo from Block Island
Road looking north.

o Autility pole on the southwest corner of the intersection can be an
obstacle for turning traffic.

Report of Findings and Recommendations



e Ingeneral, there s alot of truck traffic on Block Island Road. The
tight geometry of the intersection can pose difficulties for truck
traffic navigating this intersection.

Exhibit 22: View of Route 146 looking north from Block Island Road. Note the vertical
grade and reverse curve obstructing sight lines to the north.

46 Route 146 (South Montowese Street) between Block Island
Road and Indian Neck Avenue
e Foote Memorial Park, located on Melrose Avenue off Indian Neck
Avenue attracts many kids. Kids often bike to the park.
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e Thereis a narrow shoulder and limited sidewalks in this area. Exhibit
23 displays gaps in the sidewalk network at this location. Any existing
sidewalk is on the west side of Route 146.

Exhibit 23: Small section of existing sidewalk at 123 South Montowese Street.

47 Intersection of Route 146 (South Montowese Street) and
Indian Neck Avenue

e The Housing Authority is renovating its buildings. Construction will
include new driveways and realigned sidewalks.

e The three-way stop at Indian Neck Avenue and South Montowese
Street functions well. Sidewalks go up Indian Neck Avenue and
connect north to the train station.

e Theentrance drive to Sliney Field will be widened.

e Thesidewalk on Indian Neck Avenue is continuous all the way to the
Branford Train Station.

Report of Findings and Recommendations
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o Discussing crossings, due to the geometry of the road, a crosswalk 4.8 Route 146 (South Montowese Street) between Indian Neck
on the northbound approach seemed the most feasible. See Exhibit Avenue and Tabor Drive
24 for a photo of the intersection. The northbound approach is just o Sidewalk on Route 146 south of Ark Road almost connects to
to the right, outside the frame of the photo. intersection at Indian Neck Avenue. Opportunity to evaluate to
connect to existing sidewalk on Route 146 with crosswalk south of

Exhibit 24: Intersection of South Montowese Street and Indian Neck Avenue _ _
intersection.

e Route 146 north of Ark Road is very narrow. Participants believed a
sidewalk would be difficult to achieve in this area. See Exhibit 25.

Exhibit 25: Narrow section of Route 146 north of Ark Road

Page 16 Report of Findings and Recommendations



49

Intersection of Route 146 (South Montowese Street) and
Tabor Drive
The Shoreline Greenway Trail is located off of Ark Road and Tabor
Drive. It connects east to Pine Orchard Road. Shoreline Greenway
Trail committee is working to get additional sections built to the west
towards Indian Neck Avenue, potentially along the Branford River on
the northern bank.
Tabor Drive is the main entrance to neighborhoods in that area.
Toole Drive residents are generally opposed to any cut through
traffic. It would be ideal to T-up the intersection here, but grades in
the area present challenged.
There are gaps between the boardwalk south of the Branford River
and the sidewalks along the bridge. Connecting these gaps with an
elevated sidewalk is important. See Exhibit 26.

Exhibit 26: Gap between the boardwalk and the sidewalk along the bridge
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9 RECOMMENDATIONS

Based on the findings discussed during the RSA, the RSA team compiled a
set of recommendations for the study area. These recommendations are
organized by study area location. During the RSA, participants agreed the
focus area of the findings were from 196 South Montowese Street south
to Limewood Avenue. This area is provided in further detail with
conceptual drawings of potential recommendations in this area.

All recommendations for all locations are divided into short-term,
medium-term, and long-term recommendations.

e Short-term recommendations: These are improvements that are
simpler and could be completed on a quick timeline. These
recommendations are low-cost alternatives such as striping and
signage. These recommendations generally do not require extensive
engineering or construction costs. More extensive recommendations
which have funding previously committed may be included. These
projects are defined as those that may be complete within two years.

e Medium-term recommendations: These are improvements that may
require more substantial engineering than those generally included
as short-term recommendations. These may require establishment of
funding in capital improvement plans, or a dedicated funding item.
However, these recommendations are generally simpler than long-
term recommendations and generally do not include ROW acquisition
etc. These projects are defined as those that may be completed in
two-to-five years.

e Long-term recommendations: These are improvements that require
substantial study and engineering. These recommendations generally
require significant funding for implementation and may require
several years of planning to budget. These projects are defined as
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those recommendations that may take five years or longer to
complete.

It should be noted that any work within the State ROW to be done by
non-State forces will require an encroachment permit from the District 3
Permit Office and/or an official request from the Branford Local Traffic
Authority.

5.1 Route 146 (Sybil Avenue) between Limewood Avenue and
196 South Montowese Street

Route 146 between Limewood Avenue and Linden Avenue is currently
characterized by a two-lane roadway, with 26-foot curb-to-curb width and
an approximately 40-foot ROW. North of Linden Avenue and Sybil Creek
to 196 South Montowese Street, Route 146 is approximately 30-feet curb-
to-curb and an approximately 32-foot ROW. The roadway includes two 11-
foot travel lanes and 2-foot shoulders between Limewood Avenue and
Linden Avenue and 4-foot shoulders near 196 South Montowese Street.
Adjacent properties in this area are mostly residential between Limewood
Avenue and Wilford Road and mostly commercial between Wilford Road
and 196 South Montowese Street. The recommendations included for this
section focus on creating safer and stronger pedestrian connections
between two separate ongoing projects to construct sidewalks along the
Long Island Sound side of Limewood Avenue and an ongoing
improvement of a bridge over Sybil Creek which will install sidewalks on
both sides of Route 146. The recommendations expand these
connections by improving pedestrian crossings in the area of Linden
Avenue and area businesses in this segment, which was frequently noted
by RSA participants. Finally, the recommendations included in this section
include a mini-roundabout for the intersection of Route 146 and Linden
Avenue. The mini-roundabout would establish a center for this small
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commercial area and serve to slow traffic speeds for vehicles heading
southbound on Route 146 towards Long Island Sound.

Short-term

1) Note: Project 14-177 will install sidewalks over Sybil Creek on both
sides of Route 146 as part of the reconstruction of the bridge.

2) Restripe roadway between Linden Avenue and Limewood Avenue to
narrow travel lanes to widen space for non-motorized users in
shoulder and to narrow perceived roadway width. Restripe as follows

a) 2 x10 Y-foot travel lanes (Existing: 2 x 11-foot travel lanes)

b) 2 %-foot shoulders and consider the use of sharrows
(Existing: 2-foot shoulders)

3) Conduct a warrant analysis for all-way stop control on a Friday
afternoon during summer peak traffic period. Obtain traffic volumes
to support analysis. Consider fluctuations in traffic volumes from
Linden Avenue due to events at Owenego Inn. Note that an all-way
stop warrant analysis provided by the Manual on Uniform Traffic
Control Devices (MUTCD) is provided as guidance, and as such, is not
required by the MUTCD. Local traffic conditions could lead to further
consideration for an all-way stop.

a) Prior counts conducted in summer of 2019 as part of the Route
146 Corridor Study Existing Conditions Technical Memorandum
indicate that mainline Route 146 volumes meet the threshold for
an all-way stop consideration. However, volumes for Linden
Avenue to complete an all-way stop warrant analysis was not
provided in this report and not provided to the RSA team.

4)  As part of the on-going reconstruction of the bridge over Sybil Creek,
connect sidewalks from bridge to existing sidewalk at Branford Fire
Department.
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As part of the on-going reconstruction of the bridge over Sybil Creek,
consider a rectangular rapid flashing beacon (RRFB) on the crosswalk
to be installed north of Linden Avenue. Refer to Exhibit 27 for an
example of an RRFB.

Trim and/or remove brush blocking sightlines in ROW at 202 South
Montowese Street.

Consider the use of sharrows along Route 146 with a priority for
sharrows between Linden Avenue and Limewood Avenue.

Medium-term

1)

Install 5-foot concrete sidewalk on southwest side of Route 146
between Linden Avenue and Limewood Avenue. Due to location of
utilities, relocate utilities or consider buried utilities in this section.
Utilities were relocated to the north of Limewood Avenue as part of
the on-going construction project. Move curb on west side of Route
146 eastward 1-foot to help accommodate sidewalk and restripe
Route 146 as follows:

a) 2 x10 %-foot travel lanes (Maintain same as short-term plan)

b) 2 x 2-foot shoulders (Reduction from 2.5-ft shoulders proposed in
short-term plan)

Install sidewalk on east side of Route 146 from Linden Avenue to 196
South Montowese Street.

Install crosswalk with standard continental crosswalk markings for
night-time visibility and consider a decorative crosswalk to keep
crosswalk in line with scenic character of roadway at 196 South
Montowese Street. Consider RRFB at this location. Refer to Exhibit 28
for an example of a decorative crosswalk with continental markings
on top of the decorative surface. Note the limited contrast between
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the decorative red surface and the roadway surface which limits night
time visibility without the continental crosswalk markings.

Install decorative pedestrian scale lighting near businesses. Match
lighting style in Branford Center. Refer to Exhibit 29 for an example of
decorative, pedestrian scale lighting present in Branford Center.

Long-term

1)

4)

Continue to monitor curve on Route 146 at Limewood Avenue for
safety concerns following on-going construction projects which will
remove utilities which give visual cues on presence of curve for
southbound motorists on Route 146. Consider in-lane curve warning
markings, 6-inch edgelines, and/or retroreflective roadside
delineators if visibility of curve is reduced with ongoing projects.

Consider mini-roundabout with decorative, mountable island with a
diameter of approximately 65-feet at the intersection of Route 146
and Linden Avenue. Include crosswalks on all approaches to the
roundabout and consider decorative crosswalk to keep crosswalk in
line with scenic character of roadway. To maintain night-time visibility
to decorative crosswalk, consider marking standard continental
crosswalk markings on top of decorative surface. Consider
maintaining RRFB at crosswalk north of Linden Avenue as
recommended in the short-term plan.

Consider access management at 209 South Montowese Street to
reduce number of curb cuts in this section. Install sidewalk on west
side of Route 146 in this area.

Narrow driveway curb cut at 195 South Montowese Street.
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Exhibit 27: Example of RRFB (Source: CTDOT) Exhibit 29: Example of decorative pedestrian scale lightin