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PRODUCER SOURCE LOCATION STATE NOTES COARSE 

AGGREGATE 
FINE 

AGGREGATE 
Brox Dracut MA 1,7   
J. P. Carrara and Sons Middlebury VT 1,7   
21st Century Concrete Falls Village CT 1,7   
Delta Sand and Gravel Sunderland MA 7   
Desiato Sand and Gravel Eagleville CT 7   
Dunning Sand and Gravel Farmington CT 7   
Fort Miller Glen Falls NY 1, 6,7   
Galasso Materials East Granby CT 7   
H & K Group Douglassville PA 7   
Heidelberg Materials Newport NJ 1, 7   
Lane Industries, J.S. Westfield MA 7   
Martin Marietta Boonsboro MD 7   
Maryland Materials McHenry MD 7, 8   
North American Aggregates Perth Amboy NJ 1, 4,7   
 Perth Amboy NJ 5,7   
O & G Industries Burrville CT 2,7   
 New Milford CT 3,7   
 Southbury CT 7   
 Harwinton CT 7   
Rawson Materials Putnam Plant 1 CT 7   
 Putnam Plant 2 CT 7   
 Canterbury Plant 3 CT 1,7   
 Plainfield Plant 4 CT 7   
 Plainfield Plant 5 CT 7   
 Westerly Plant 7 RI 7   
Route 82 Sand and Gravel Millbrook NY 7   
Stavola  Broad Brook NJ 7   
Stony Creek Quarry Branford CT 7   
Suzio York Hill Meriden CT 7   
Tilcon Connecticut Granby CT 7   
 Griswold CT 7   
 Newington CT 7   
 New Britain CT 7   
 North Branford CT 7   
 Southington CT 7   
 Wallingford CT 7   
Tilcon New York New Hamburg NY 1,7   
Windham Materials North Franklin CT 7   

   

Notes: 
1) Use of this aggregates requires use of mitigative supplemental cementitiuos materials 
2) Processed at Hawinton, CT 
3) Use may be restricted based upon application.  See Standard Specifications Section M.01.04 
4) Blended with Eastern Concrete Materials, Hamburg, NJ   



5) Blended with Brean Aggregates, Franklin, NJ 
6) Glens Falls Mining Operation 

       (continued next page) 
7) Use with Type GS glass pozzolan requires reactivity testing in accordance with ASTM C1866 and C1778 
8) Maryland Materials Sang Run Quarry - owned by Keystone Lime 

 
Inclusion Criteria: 
 

1) Producer must have a Quality Control Plan (QCP) on file with the Department for each facility listed. 
2) The QCP must address the issues determined by the Engineer to be appropriate for each source on a case-by-

case basis. 
3) Materials included on this list may be tested at any time or location by the Department or its representative and 

are subject to acceptance or rejection at any time. 
 
For questions or additional information contact the CT DOT materials Evaluation and Specifications Unit.  

   

   

   

   

   

   

   

   

   

 

   

 

   

 

 


