
MANH OLE U NDE R  B
IT .

4 "  C I LP

4 "  C I LP

4 "  C I L P 4 "  S T  L P

4
" 

S
T

 
LP

6 "  P E  IP

6 "  P E  IP

6 "  C
I LP

6 "  C
I LP

6 "  C
I LP

6 "  C I L P

6 "  C
I LP

6 "  C I  LP

4 "  C I L P  A B DND

4 "  C I L P  A B DND

6 "
12 "

12 "

12 "

6 "

6 "

12 "

12 "

A P PR O X.  

E LE C .  
VA UL T

C ONN E C T IC U T ME T R O  NOR TH  R A IL R OA D OV E R P A S S

C ONN E C T IC U T ME T R O  NOR TH  R A IL R OA D OV E R P A S S

16 "

16 "

B o rin g # 4

C
ONC

.  W
ALL

C
ONC

.  W
ALL

C
ONC

.  W
ALL

C
ONC

.  W
ALL

 M H

P A R K ING A R E A

TL

TL

TL

 M H

 M
H

 M
H

 M
H

 M H

P A R K ING A R E A

PA
RK

ING AR E A

 M
H

S IGN

TOW
E R

 M
H

FP

PA
RK

ING AR E A

 M
H

 M H

 M
H

PO
LE

 M
H

TL

P O LE

 M
H

P A R K ING A R E A

P M

P M

P M

18
.5

17
.9

18
.3

17
.6

17
.6

17
.5

2 1.5

17
.7

16
.4

14
.6

19
.6

18
.4

18
.6

16
.5

15
.5

16
.9

17
.4

14
.3

16
.5

17
.6

19
.4

3 1.6

3 2 .5

3 2 .6

3 2 .2

3 1.2

3 2 .8

3 2 .8

3 2 .9

3 2 .8

3 3 .4

14
.6

15
.9

15
.4

15
.5

15
.5

15
.5

16
.5

16
.8

16
.6

15
.8

15
.5

15
.7

16
.2

15
.2

15
.1

14
.8

14
.9

14
.8

15
.3

15
.3

16
.5

15
.4

15
.7

2 0 .7

17
.5

17
.3

17
.6

17
.3

17
.2

18
.5

17
.5

17
.5

3 2 .6

3 6 .64 2 .6

3 1.1

3 7 .1

18
.9

16
.8

16
.7

16
.8

16
.3

16
.4

2 9 .62 8 .72 7 .6

2 5 .5

2 6 .5

2 6 .8

3 0 .5

2 6 .7

2 9 .6

2 5 .6

2 5 .5

2 5 .7

2 8 .1

2 8 .7

2 6 .6
3 1.7

2 5 .6

2 4 .7

2 3 .4
2 3 .1

2 3 .4

2 2 .6

2 2 .7

2 4 .7

2 1.5

2 4 .7

2 7 .7

3 1.7

2 8 .6

3 0 .7

3 0 .6

2 7 .4

2 6 .6

2 8 .7

2 3 .8
2 1.4

2 0 .5

19
.6

2 0 .5

18
.6

19
.6

2 1.3

18
.4

17
.6

14
.7

16
.2

16
.9

18
.3

17
.5

17
.6

APAPAPAP

14

14

14

14

15 16

16

16

17

Myrtle Ave

S State St

Culloden Rd

1

Crystal St2

2

2

2

2

4

4

4

Index Map Stamford Reliability Cable Project
Preferred Route with Canal Street

Option (Updated)

Sediment and Erosion Control
Figures

0 50 100
Feet Date:   

P
a

th
: 

Y
:\

P
ro

je
ct

s\
N

o
rt

h
E

a
st

_
U

til
iti

e
s\

S
ta

m
fo

rd
_

R
e

lia
b

ili
ty

_
C

a
b

le
_P

ro
je

ct
\M

X
D

\E
S

_
M

a
pp

in
g

\E
S

_
M

a
pp

in
g

_L
in

e
.m

xd

Map Location

Map 7 of 10

  

1 inch = 50 feet

CT
NY

MA

RI

NJ
NY

RI

1 PERIMETER EROSION CONTROLS ON DOWNSLOPE ALONG CONSTRUCTION AREA
& AROUND SPOIL PILE (AS APPROPRIATE)

2 INSTALL INLET PROTECTION (AS APPROPRIATE)

3 INSTALL CONSTRUCTION ENTRANCE PAD (AS APPROPRIATE)

4 STREETS WILL BE PERIODICALLY SWEPT TO KEEP FREE OF SEDIMENT.

Underground Alignment

October 7, 2013



6 "  P E  IP

6 "  P E  IP 6 "  P E  IP

6 "  P E  IP

6 "  P E  IP

6 "  P E  IP

6 "  P E  IP

6
" 

P
E

 
IP

6 "  P E  IP

4
" 

C
I 

LP
 

A
B

D
N

D

4 "  C I LP  A B DND

4 "  C I LP  A B DND

4 "  C I LP  A B DND

4 "  C I L P  A B DND

4 "  C I L P  A B DND

6
"

12
"

8 "

8 "

4
"

P
A

R
K

IN
G

 
A

R
E

A

2 2 .5

3 6 .1

4 9 .2

2 5 .6

2 4 .7

3 3 .1
3 3 .2

2 3 .9

3 5 .8

4 0 .7

4 1.7

4 2 .4

4 2 .7

4 2 .6

4 3 .7

4 4 .6

4 5 .6

4 5 .9

4 6 .8
4 6 .7

4 7 .2

4 7 .2

4 6 .9
4 7 .1

4 5 .7

4 6 .4

4 4 .7

4 7 .1

3 2 .6

3 3 .6

4 0 .5

2 9 .62 8 .72 7 .6

2 5 .5

2 6 .5

2 6 .8

3 0 .5
2 6 .7

2 9 .6

2 5 .7

2 7 .7

3 1.7

2 8 .6

3 0 .7

3 0 .6

2 7 .4

4 5 .6

4 1.9

4 2 .6

4 5 .8

4 7 .6

4 6 .8

4 5 .7

4 6 .4

43 .8

4 2 .8

4 3 .8

4 1.4

4 1.3

3 2 .6

3 2 .5

2 9 .5

2 3 .7

4 6 .1

4 5 .8

4 6 .6

Hundley Ct

S
c

o
tt 

P
l

Crystal St

Culloden Rd

2

2

2

2

1

4

4

4

4

Index Map Stamford Reliability Cable Project
Preferred Route with Canal Street

Option (Updated)

Sediment and Erosion Control
Figures

0 50 100
Feet Date:   

P
a

th
: 

Y
:\

P
ro

je
ct

s\
N

o
rt

h
E

a
st

_
U

til
iti

e
s\

S
ta

m
fo

rd
_

R
e

lia
b

ili
ty

_
C

a
b

le
_P

ro
je

ct
\M

X
D

\E
S

_
M

a
pp

in
g

\E
S

_
M

a
pp

in
g

_L
in

e
.m

xd

Map Location

Map 8 of 10

  

1 inch = 50 feet

CT
NY

MA

RI

NJ
NY

RI

1 PERIMETER EROSION CONTROLS ON DOWNSLOPE ALONG CONSTRUCTION AREA
& AROUND SPOIL PILE (AS APPROPRIATE)

2 INSTALL INLET PROTECTION (AS APPROPRIATE)

3 INSTALL CONSTRUCTION ENTRANCE PAD (AS APPROPRIATE)

4 STREETS WILL BE PERIODICALLY SWEPT TO KEEP FREE OF SEDIMENT.

Underground Alignment

October 7, 2013



T

6
" 

P
E

 
IP

6
" 

P
E

 
IP

6" PE IP

6
" 

P
E

 
IP

4
" 

P
L 

IP

4
" 

P
L 

IP

4
" 

P
L 

IP

4
" 

C
I 

LP
 

A
B

D
N

D

4
" 

P
L 

IP

4
" 

P
L 

IP

4
" 

C
I 

LP
 

A
B

D
N

D

4 "  P L  IP

3" ST LP ABDND

3
" 

S
T

 
LP

 
A

B
D

N
D

4
" 

C
I 

LP
 

A
B

D
N

D

4
" 

C
I 

LP
 

A
B

D
N

D

4" CI LP ABDND

4
" 

C
I 

LP
 

A
B

D
N

D

4
" 

C
I 

LP
 

A
B

D
N

D

6 "

12"

8
"

8
"

8
"

6 "

6
"

6
"

8
"

8
"

8
"

4"

 M
H

P A R K ING A R E A

MB

P A R K ING A R E A

P
A

R
K

IN
G

 
A

R
E

A

2 0 . 8

2 1. 1

2 0 . 9

2 1. 2

2 1. 0

2 2 . 5

18 . 8

19 . 4

19 . 7

18 . 9

2 6 . 4

2 0 . 5

2 0 . 3

2 0 . 4

2 1. 1

19 . 4

2 0 . 5
3 6 . 5

3 6 . 4

3 6 . 1

3 6 . 7

3 5 . 3

3 7 . 0

3 5 . 5

2 0 . 5

19 . 8

2 0 . 2

2 0 . 2

18 . 6

19 . 6

19 . 6

2 0 . 1

18 . 3

18 . 8

19 . 9

19 . 3

2 1. 2

2 1. 3

2 1. 1

2 0 . 6

2 0 . 8

2 0 . 8

2 1. 7

2 0 . 8

2 0 . 5

19 . 7

2 0 . 3

19 . 8

2 4 . 7

2 4 . 2

2 6 . 6

2 5 . 6
2 4 . 7

3 3 . 1

3 3 . 2

2 3 . 7

2 3 . 9

3 5 . 8

4 0 . 7

4 1. 74 2 . 4

4 2 . 7
4 2 . 6

4 3 . 7

4 4 . 6 4 6 . 4

4 3 . 8

4 2 . 8

4 3 . 8

4 1. 4

4 1. 3

3 2 . 6

3 2 . 5

2 9 . 5

2 3 . 7

4 6 . 1

4 5 . 8

0 . 0

2 0 . 5

2 0 . 1

2 4 . 6

2 0 . 4

19 . 6

19 . 8

19 . 8

2 4 . 4

Receiving Pit

Launching Pit

Limited Tree Removal

L
in

c
o

ln
 A

v
e

Sheridan St G
ran

t 
A

ve

Scott Pl

C
u

llo
d

e
n

 R
d

2 2

2
2

2

1

1 3

2

4

4

4

Index Map Stamford Reliability Cable Project
Preferred Route with Canal Street

Option (Updated)

Sediment and Erosion Control
Figures

0 50 100
Feet Date:   

P
a

th
: 

Y
:\

P
ro

je
ct

s\
N

o
rt

h
E

a
st

_
U

til
iti

e
s\

S
ta

m
fo

rd
_

R
e

lia
b

ili
ty

_
C

a
b

le
_P

ro
je

ct
\M

X
D

\E
S

_
M

a
pp

in
g

\E
S

_
M

a
pp

in
g

_L
in

e
.m

xd

Map Location

Map 9 of 10

  

1 inch = 50 feet

CT
NY

MA

RI

NJ
NY

RI

1 PERIMETER EROSION CONTROLS ON DOWNSLOPE ALONG CONSTRUCTION AREA
& AROUND SPOIL PILE (AS APPROPRIATE)

2 INSTALL INLET PROTECTION (AS APPROPRIATE)

3 INSTALL CONSTRUCTION ENTRANCE PAD (AS APPROPRIATE)

4 STREETS WILL BE PERIODICALLY SWEPT TO KEEP FREE OF SEDIMENT.

Underground Alignment

October 7, 2013


	Vol_ll_App_A_Ex_4_S&E_figures_10_7_13.pdf
	ES_Mapping_Line_Map 1 of 10
	ES_Mapping_Line_Map 2 of 10
	ES_Mapping_Line_Map 3 of 10
	ES_Mapping_Line_Map 4 of 10
	ES_Mapping_Line_Map 5 of 10
	ES_Mapping_Line_Map 6 of 10
	ES_Mapping_Line_Map 7 of 10
	ES_Mapping_Line_Map 8 of 10
	ES_Mapping_Line_Map 9 of 10
	ES_Mapping_Line_Map 10 of 10
	ES_Details

	Vol_ll_App_A_Ex_5_Pavement_Restoration_Plan.pdf
	01515-70002PG01 Pavement Restoration Plan
	01515-70002PG02 Pavement Restoration Plan
	01515-70002PG03 Pavement Restoration Plan
	01515-70002PG04 Pavement Restoration Plan
	01515-70002PG05 Pavement Restoration Plan
	01515-70002PG06 Pavement Restoration Plan




